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Electronics Paperback Books 

I GREAT PAPERBACKS AT SPECIAL PRICES I 


n BP248 — TEST 
EQUIPMENT CON- 
STRUCTION 

$5.95. Details con- 
struction of simple, in- 
expensive, but ex- 
tremely useful test 
equipment. AF Gen, 
Test Bench AmpI, Au- 
dio Millivoitmeter, Tran- 
sistor Tester and six 



n BP267— HOW TO 
USE OSCILLO- 
SCOPES AND 
OTHER TEST EQUIP- 
MENT $6.95. Mas- 

tering the oscilloscope 
is not really too difficult. 
This book explains ail 
the standard controls 
and functions. Other 
equipment is also de- 
scribed. 


n BP265 — MORE 
ADVANCED USES 
OF THE MULTI- 
METER $5.95. Use 

these techniques to 
test and analyze the 
performance of a vari- 
ety of components. 
Also see how to build 
ad-ons to extend multi- 
meter capabilities. 




n BP256— INTRO TO 
LOUDSPEAKERS 
AND ENCLOSURE 
DESIGN $5.95. We 

explore the variety of 
enclosure and speaker 
designs in use today. so 
the reader can under- 
stand the principles in- 
volved. 


n BP263— A CON- - _ 

CISE INTRO TO 
dBASE $6.95. The ^ 

dBASE series of pro- 
grams are probably the 
best known database | 
programs for micro- 
computers. This book 1/ f 
is designed to help you / 1 
get started working \|r~ Fp 
with them. 



n BP260— CONCISE 
INTRO TO OS/2 ..... 
$5.95. If you are a mul- 
titasking PC user and 
want to get the most 
out of your computer, 
then you must learn its 
OS/2 operating sys- 
tem. This book shows 
you just how to do that, 
quickly and easily. 



n BP249— MORE 
ADVANCED TEST 
EQUIPMENT CON- 
STRUCTION 

$6.95. Eleven more 
test equipment con- 
struction projects. 
They include a digital 
voltmeter, capacitance 
meter, current tracer 
and more. 



n BP245— DIGITAL 
AUDIO PROJECTS 
$5.95. Practical cir- 
cuits to build and ex- 
periment with. In- 
cludes A/D converter, 
input amplifier, digital 
delay line, compander, 
echo effect and more. 


n BP247— MORE 
ADVANCED MIDI 
PROJECTS $5.95. 

Circuits included are a 
MIDI indicator, THRU 
box, merge unit, code 
generator, pedal, pro- 
grammer, channelizer, 
and analyzer. 





n PCP107— DIGITAL □ BP251— COMPUT- 

LOGIC GATES AND ER HOBBYISTS 

FLIP FLOPS HANDBOOK 

$10.00. Thorough $8.95. A wrapup of ev- 
treatment of gates and erything the computer 
flip-flops for enthusi- hobbyist needs to 

asts, student and tech- know in one easy to 

nicians. Only a basic use volume. Provides a 
knowledge of elec- range of useful refer- 

tronics is needed, ence material in a sin- 

gle source. 

□ BP195— INTRODUCTION TO SATELLITE TV..... $9.95. A definitive introduction to 
the subject written for the professional engineer, electronics enthusiast, dr others 
who want to know more before they buy. 8 x 10 in. 

□ BP190— ADVANCED ELECTRONIC SECURITY PROJECTS $5.95. Includes a 

passive infra-red detector, a fiber-optic loop alarm, computer-based alarms and an 
unusual form of ultrasonic intruder detector. 

□ BP235— POWER SELECTOR GUIDE $10.00. Complete guide to semiconduc- 

tor power devices. More than 1000 power handling devices are included. They are 
tabulated in alpha-numeric sequency, by technical specs. Includes power diodes. 
Thyristors, Triacs, Power Transistors and FET's. 

□ BP234 — TRANSISTOR SELECTOR GUIDE $10.00. Companion volume to 

BP235. Book covers more than 1400 JEDEC, JIS, and brand-specific devices. Also 
contains listing by case type, ^nd electronic parameters. Includes Darlington 
transistors, high-voltage devices, high-current devices, high power devices. 

n BPOO— MINI-MATRIX BOARD PROJECTS $5.50. Here are 20 useful circuits 

that can be built on a mini-matrix board that is just 24 holes by ten copper-foil strips. 

n BP117— PRACTICAL ELECTRONIC BUILDING BLOCKS— Book 1 $5.75. 

Oscillators, Timers, Noise Generators, Rectifiers, Comparators, Triggers and more. 

□ BP184— INTRO TO 68000 ASSEMBLY LANGUAGE $6.95. The 68000 is a 

great new breed of microprocessor. Programming in assembly language increases 
the running speed of your programs. Here’s what you need to know. 



□ PCP102-INTRO- 

■■ P n BP257— INTRO TO DUCING DIGITAL AU- 

'o; AMATEUR RADIO \ Covers 

,.^,,,'$6.95, Amateur is a all kinds of digital re- 

^ unique and fascinating | ^ '' cording methods — 

hobby This book gives Sam- 

J/ I the newcomer a com- §^p||| B | F pling. Bridges the gap 

^ I prehensive and easy to between the technician 

t understand guide to and the enthusiast. 

IFW subject. . ^ 5 ^ Principles and meth- 

^ '' ods are explained. 

PCP108~COM- 
PUTERS AND MUSIC 

I ^computers needed. 

I » Covers types of music 

how to set up your own 

^dio. 

□ BP239— GETTING THE MOST FROM YOUR MULTIMETER $5.95. Covers 

basics of analog and digital meters. Methods of component testing includes 
transistors, thyristors, resistors, capacitors and other active and passive devices. 

□ BP97 — 1C PROJECTS FOR BEGINNERS $5.50. Power supplies, radio and 

audio circuits, oscillators, timers, switches, and more. If you can use a soldering iron 
you can build these devices. 

□ BP37--50 PROJECTS USING RELAYS, SCR’S & TRIACS $5.50. Build pri- 

ority indicators, light modulators, warning devices, light dimmers and more. 

□ RADIO— 100 RADIO HOOKUPS $3.00. Reprint of 1924 booklet presents radio 

circuits of the era including regenerative, neutrodyne, reflex & more. 

□ BP42 — SIMPLE LED CIRCUITS $5.50. A large selection of simple applications 

for this simple electronic component. 

□ BP127— HOW TO DESIGN ELECTRONIC PROJECTS $5.75. Helps the reader 

to put projects together from standard circuit blocks with a minimum of trial and 


n BP122— AUDIO AMPLIFIER CONSTRUCTION $5.75. Construction details for 

preamps and power amplifiers up through a 100-watt DC-coupled FED amplifier. 

n BP92 — CRYSTAL SET CONSTRUCTION $5.50. Everything you need to know 

about building crystal radio receivers. 

n BP45— PROJECTS IN OPTOELECTRONICS $5.50. Includes infra-red detec- 

tors, transmitters, modulated light transmission and photographic applications. 


n BP179— ELECTRONIC CIRCUITS 
FOR THE COMPUTER CONTROL OF 

ROBOTS $7,50. Data and circuits for 

interfacing the computer to the robot's 
motors and sensors. 
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n BP185— ELECTRONIC SYN- 
THESIZER CONSTRUCTION $5.95. 

Use this book to learn how to build a 
reasonably low cost, yet worthwhile 
monophonic synthesizer and learn a lot 
about electronic music synthesis in the 
process. 
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METERS, AND MORE 

This month, Popular Electronics turns its attention to one of 
the most popular and most important pieces of test 
equipment, the DMM. No matter what your interest or 
background, if you do any kind of electronics troubleshooting, 
design work, project building, or just plain old hacking around, 
you almost certainly own or use a digital multimeter of some 
type. 

With literally hundreds of multimeters available, there’s sure to 
be one that’s perfect for you. But, with literally hundreds of 
meters available, finding that perfect meter may prove to be a 
difficult task. 

That’s where the Buyer's Guide To DMM’s comes in. It can 
greatly simplify the task of finding a meter. By listing key 
specifications for the majority of DMM’s currently available, all 
in one place, prospective buyers can narrow their choices to a 
more manageable number. The guide begins on page 55. 

But that’s not where our meter coverage ends. In Does Your 
Meter Lie to You?, veteran nobbyist and Popular Electronics 
columnist Joe Carr looks at some very common errors that 
crop into meter measurements, and ways to avoid them. It’s an 
information-packed article, and you’ll find it on page 36. 

Don’t worry, though, we haven’t gone totally meter mad. This 
month’s lineup also includes articles on an experimental light- 
beam communicator, a high-precision power supply for your 
workbench, the early days of voice communications, and 
more. And, of course, there’s our regular lineup of features and 
columns, including Gizmo, and our bi-monthly Market 
Center — a special advertising section highlighting mail-order 
merchants who want to help you get the most from your 
hobby. All-in-all, it’s a feature-packed issue, so enjoy! 



Carl Laron 
Editor 


2 



9255 $97.50 

Counts as 3 


8225P $19.95 


053570-1 $64.95 
Counts as 2 


028735-X $79.50 
Counts as 3 


9305 $59.50 

Counts as 3 


057537-1 $39.95 


10016 $39.95 
Counts as 2 



033559-1 $27.95 



3205 $24.95 



3102 $49.95 

Counts as 2 



3203 $46.95 

Counts as 2 


PRINTED 

CIRCUIT 

ENGINEERING 


Optimizing for 
Manufacturability 



9245 $46.95 

Counts as 2 



3241 P $16.95 



3375 $32.95 


Algorithms 
on Graphs 


3429 $29.95 


.Circuit Design fi 
[or Electronic 
; Instrumentation i 

I Analog and Digital , 

I Devices from Sensor i 
. to Display 
I Second Edition 

071 231 -X $54.95 
Counts as 2 



Handbook of 

numeric^ 

i CALCULATIONS 

i,. engineering 


9321 $57.50 

Counts as 2 




9244P 


020975-8 $99.50 

Counts as 3 




10037 $44.95 
Counts as 2 


All books are hardcover unless number is followed by a "P” for paperback. 
©1991 EEBC, Blue Ridge Summit, PA 17294-0860 



3199 $52.00 

Counts as 2 



3147 $38.95 


ELECTRONS 
CmOJlTS 
Volume 2 




V 

V 

✓ 

V 




3138 $60.00 

Counts as 2 



2672 $49.50 


How the Club Works 


YOUR BENEFITS: You get 3 books for $9.95 plus shipping and handling when you join. 
You keep on saving with discounts of up to 50% off as a member. 

YOUR PROFESSIONAL BOOKSTORE BY MAIL: Every 3-4 weeks, you will 
receive the Electronics Engineers’ Book Club News describing the Main Selection and Alter- 
nates, as well as bonus offers and special sales, with scores of titles to choose from. 
AUTOMATIC ORDER: If you want the Main Selection, do nothing and it will be sent 
to you automatically. If you prefer another selection, or no selection at all, simply indicate your 
choice on the reply form provided. You will have at least 10 days to decide. As a member, 
you agree to purchase at least 3 books within the next 2 years and may resign at any time thereafter. 
BONUS BOOKS: Starting immediately, you will be eligible for our Bonus Book Plan, with 
savings of up to 80% off publishers’ prices. 

IRONCLAD NO-RISK GUARANTEE: If not satisfied with your books, return them 
within 10 days without obligation! 

EXCEPTIONAL QUALITY: All books are quality publishers’ editions especially selected 
by our Editorial Board. (Publishers’ Prices Shown) 


The Electronics Engineers and Designers Book Ciub and 
the Electronics and Controi Engineers’ Book Club have 
joined forces to bring you all the best tities 
from the most prominent electronics publishers. 


^ 

I Electronics Eng ineers’ 

book club ■■ 

I Blue Ridge Summit, PA 17294-0860 

I DYES! Please accept my membership in the ELECTRONICS ENGINEERS’ 

I BOOK CLUB and send the 3 volumes listed below, billing me $9.95. If not satisfied, 

I I may return the books within ten days without obligation and have my member- 
I ship cancelled. I agree to purchase at least 3 books at regular Club prices during 
I the next 2 years and may resign any time thereafter. A shipping/handling charge 
I and sales tax will be added to all orders. 


Name _ 
Address 
City 


State . 


Zip . 


Phone . 


Valid for new members only. Foreign applicants will receive special ordering instructions. Canada must remit in U.S. currency. 
This order subject to acceptance by the Electronics Engineers’ Book Club. PPIF1091 


3 


OCTOBER 1991 























POPULAR ELECTRONICS 


CHEMICAL IMBALANCE 


LETTERS 


As a teacher of high-school 
chemistry, I was intrigued by the 
article “Experiments in Elec- 
trochemistry” by Stanley A. 
Czarnik (Popular Electronics, 
June 1991). The suggested ex- 
periments are interesting and 
can easily be performed by an 
experienced chemistry teacher. 
Students can also carry out the 
exercise under appropriate su- 
pervision. 

There does appear to be an 
error, however, in the explana- 
tion of the formation of sodium 
hydroxide during the electrolysis 
of brine. The sodium ions are 
not discharged at the cathode 
forming metallic sodium, which 
then immediately reacts with 
water to form the base. 

According to Chemistry: Ex- 
periment and Theory by Bernice 
G. Segal, “If an aqueous solu- 
tion of NaCI is electrolyzed 
using inert electrodes, chlorine 
is produced at the anode, but 
sodium metal is not produced at 
the cathode. Instead, H2(g) is 
formed at the cathode. The rea- 
son is simply that water 
contains hydronlum ions, and 
H (aq) ions are a stronger ox- 
idizing agent than Na+ Ions, 
and are therefore more easily 
reduced. The cathode reaction 
for the electrolysis of an aque- 
ous solution of NaCI (or ZnCIa, 
CaCl2, SCCI3, KCI, and so on) 
is: 

2 H2O + 2e- 

H2(g) + 2 OH- 
so that the products of the 
electrolysis of aqueous NaCI 
are H2(g), Cl2(g), and a solution 
of NaOH.” 

I hope that the above quote 
serves to clarify the chemistry 
occurring during the electrolysis 
of alkali or alkaline earth ca- 
tions. 

A.W.F. 

New York, NY 


SAFETY FIRST 

I have just finished reading Jim 
Stephens’ article, “A Telephone 
Operated Power Switch for Your 
Computer” (Popular Elec- 
tronics, June 1991J. It seems 
like a useful project, but I have 
to take exception with the line 
voltage wiring instructions. 

The instructions on the bot- 
tom of page 54 concerning not 
connecting the green ground 


wire to the metal case is 
wrong — possible dead wrong! 

The green wire (safety ground) 
must always be directly con- 
nected to a metal case 
switching or containing line volt- 
age. That is to make sure that if 
a line-voltage carrying wire or 
component comes in contact 
with the case, the fuse or circuit 
breaker will open, removing line 
voltage from the case. If the 
case Is left unconnected. It Is 
very likely that a deadly electric 
shock could happen if someone 
were to touch the case while 
touching some grounded point, 
such as a computer, typewriter, 
calculator, or metal desk. 

There are some other com- 
ments about safety that also 
apply to the line-voltage wiring. 

A fuse or circuit breaker should 
be installed in the power cord 
wire leading to switch SI . That 
is needed since the project Is 
left “on” at all times, particularly 
overnight and weekends, when 
the possibility of an overload 
Inside the box could result in a 
fire when no one Is present. The 
cord manufacturer has to obtain 
UL approval for their cord, and 
they will tell the user what the 
cord rating Is In amps; the rating 
of the fuse or breaker should be 
that size or smaller. The internal 
wiring should be the same 
gauge size or larger (smaller 
number) as the cord. 

In addition, the neon indicator 
lights need a correct-size series 
resistor for proper operation 
(none are listed in Fig. 1 of the 
article), and should be housed 
in an appropriate lamp holder. 
Alternately, use a neon indicator 
assembly that includes a re- 
sistor. That will protect users 
from electric shock In case the 
tip of the lamp is broken off and 
the internal electrodes are ex- 
posed. And the line cord needs 
to have a strain relief to prevent 
Internal damage to the wiring in 
case of a strong pull to the cord 
and also to guard against the 
eventual cutting and short cir- 
cuiting of the cord at the case 
entry point. 

All of the above corrections 
are for the personal safety of 


anyone coming into contact with 
the project. These suggestions 
really apply to any line-voltage- 
powered project. To ignore them 
Is to invite a needless, and 
possibly lethal, hazard where 
none need exist. 

D.S. 

Addison, IL 

APPEARANCES COUNT 

I have just completed building a 
binary clock, following the in- 
structions in the article in the 
January 1991 issue of Popular 
Electronics and using the kit 
sold by Electronic Kits Interna- 
tional, Inc. The kit is certainly 
complete in every detail, and 
the instructions are more than 
adequate. I found the assembly 
to be quite straightforward, and 
free of any special problems. 

The finished clock works 
flawlessly, and is quite im- 
pressive in appearance. I have 
had a lot of fun with it since it is 
most puzzling to my friends, few 
of whom know anything about 
binary numbers. Once the 
number system is explained to 
them, most think it is clever, and 
a nice addition to the house- 
hold. However, a few have said, 
sourly, “Why don’t you use an 
ordinary clock?” I enjoy their 
reactions. 

I do have one suggestion for 
improvement, however. I don’t 
think the quality of the wooden 
case supplied is a match for the 
rest of the clock. Mine was not 
square, and was Vs-inch wider at 
one end than at the other. In 
addition, it was made of pine, 
which is not widely perceived to 
be a cabinet wood. I would 
suggest the use of Philippine 
mahogany, which costs the 
same as pine around here and 
is a much prettier wood. In 
addition, it can be finished very 
simply with a clear wood sealer, 
since it already has some natu- 
ral color — particularly the 
variety called “Narra.” I made 
my own case, giving it a very 
neat, finished appearance. The 
skills required were not signifi- 
cantly greater than those used 


in making the pine case sup- 
plied with the kit. My wife and 
my friends think the finished 
clock is beautiful and well de- 
serving of a place on our 
mantel. 

Thank you for your efforts in 
putting together and writing 
about the binary clock. I consid- 
er it to be one of the most 
satisfying electronic devices I 
have ever built, and I would 
expect many others to feel the 
same way. 

W.RH. 

Richland, WA 


SETTING THE RECORD 
STRAIGHT 

I have a few corrections and 
comments on two articles that 
appeared In the April issue of 
Popular Electronics. 

In “dBm Debate,” which ap- 
peared In the “Letters” column, 
both letter-writer T.L. and author 
Joe Carr are wrong. Allow a Bell 
Labs retiree to set the record 
straight. The term dBm is de- 
fined by the Bell System et al. 
as the decibel ratio of some 
power level with reference to 
one milliwatt. It has no relation 
to impedance. In my 36-plus 
years in the Bell System, I 
observed that misuse and mis- 
understanding of dB and dBm 
was rampant. When working on 
telephone circuits, it was com- 
mon to use meters with a 600- 
ohm impedance, but on some 
carrier systems the dBm meters 
had 135-ohm impedances and 
the dBm-reading power meters 
had no defined impedance at 
all. And (Joe Carr not with- 
standing), VU Is not another 
term for dBm. The VU, or vol- 
ume unit, is used to measure 
peaks of power in complex 
waves, such as speech, relative 
to some specified reference 
level. In general, that reference 
level, 0 VU, indicates no precise 
electrical quantity, but the vol- 
ume indicator is calibrated to 
read 0 VU on one mW of 1000- 
Hz power dissipated in a 600- 
ohm resistance. The VU level is 
read on a D’Arsonval meter with 
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specified dynamic charac- 
teristics. The calibration is such 
that it may be used as a dBm 
meter for steady 1000-Hz sig- 
nals in 600-ohm circuits, but the 
conventional dBm meter may 
not be used to measure volume 
units. 

Also in the April issue, in 
“Think Tank,” there is a phone- 
line tester that is said to indicate 
correct polarity when the ring 
probe is positive with respect to 
the tip probe. That is reversed; 
the ring lead Is negative under 
most conditions relative to the 
tip lead. That Is correctly de- 
scribed In the second 
paragraph of an article called 
“Isolating Telephone Exten- 
sions” that appears later in the 
same issue. But that author 
goofed in the fourth paragraph, 
saying that the ringing signal is 
a 90-volt peak-to-peak AC sig- 
nal. It is essentially a 90-volt 
RMS signal that is superim- 
posed on the 50-volts DC on 
the ring lead. That is the voltage 
there can really bite. 

K.E.S. 

Cherryvale, KS 


MORE SIGNALS FROM 
SPACE 

L. George Lawrence’s article In 
the April Issue was very thought 
provoking to me, since I had 
done some overlapping experi- 
mentation with crystals at 
NASA’s Space Sciences Labo- 
ratory at Redstone Arsenal. 

However, there were a few 
sentences that were not clear. I 
am interested in knowing Mr. 
Lawrence’s techniques; I might 
possibly be able to do some 
similar experimentation to seek 
correlation of signals and video. 
Is he the only one doing this 
work? If not, has anyone else 
received similar signals, es- 
pecially at the same time? Has 
he ever operated two or more 
receivers at the same time? Has 
an effort been made to correlate 
signals with storms, sunspots, 
humidity, dust storms, etc.? 

It might require a large array 
or network of receivers to fur- 
ther Identify the nature of the 
signals. I have proposed to 
NASA that we study every 
known variable of nature until it 


is understood. I have served as 
a UFO investigator under that 
belief. 

Again, referencing the article, 

I did not understand the pur- 
pose of the shutter on the 
Faraday tube. Is it a motor- 
driven nutator as on some radar 
sets, or is it operated manually 
as needed? On page 59, para- 
graph 3, what does the two 
minutes refer to? Is that the 
time of Incoming signal to fill a 
frame of video, or the unusable 
signal before it can be syn- 
chronized? What evidence is 
there for “expanding” Images? 
How sensitive is the astro-align- 
ment requirement? Can the 
signal strength be varied and 
controlled with the shutter? Is 
there any evidence for reflection 
of the signal? 

I am a retired electronics en- 
gineer/physiclst/space engineer. 
My experience has been heavy 
In radar, astronomy, optics, solar 
astronomy, and the natural sci- 
ences. I hold the degrees of 
BSEE, D.Sc., and Ph.D. I hope 
you can supply the information I 
requested, so that I might be 


able to set up an experimental 
receiver to help correlate this 
phenomena. 

E.H.W. 

Huntsville, AL 

HAVES & NEEDS 

I am looking for the owner’s 
manual for my Wollensak stereo 
tape recorder, model T-1515, se- 
rial number 103460. It is a good 
quality, old reel-to-reel machine, 
and I’d really appreciate if 
someone could send me a copy 
of the manual. 

Mike Daley Jr. 

36 North Shore Avenue 
Danvers, MA 01923 

I need the service manual for a 
Realistic (Radio Shack) Cas- 
sette Recorder Deck, model 
SCT-7, Cat. #14-897. Radio 
Shack no longer has any infor- 
mation available on this unit. Of 
course, I am willing to pay any 
reasonable amount for the man- 
ual or a copy of it. Thank you . 
William B. Paulus, WA60CJ 
55 North Kiowa Drive 
Fort Myers Beach, FL 33931 M 


zzD Train at HOME to be an lzi 

Electronics Technician I 


Easy Payment Plans — No Finance ChargM 


As the demand for computers and microprocessors 
in business, manufacturing and communications 
continues to grow, so does the need for qualified 
technicians. It's not unusual for experienced 
technicians to earn from $30,000 to more than 
$40,000 a year.* * Now through Peoples College 
of Independent Studies you can train for this 
exciting field without interrupting your job or 
home life. 

Choose From Five Prc^rams of Study 

• Electronics & Microprocessor Technology 

• Industrial Electronics & Microprocessor 

Technology 

• Communications Electronics with Micro- 

processor Technology 

• Computer Servicing & Electronics Technology 

• Specialized Associate Degree In Electronics 

Technology 

Professional Ec|uipment is included 

Depending on the program you select, you'll 
perfect your skills using this advanced equipment, 
included in the price of tuition: 

• IBM-Compatible Personal Computer 

• Digital Multimeter 

• Digital Logic Probe 

• Elenco Oscilloscope 

• Portable Cellular Telephone 

(• Source; U.S. Bureau of Labor Statistics) 



. 'ii^sivc Extras 

That Enhance Your Training 


Peoples College introduces some training firsts to 

make your learning experience more complete; 

• Accelerated Learning System — a scientifically 
proven study system that helps you learn faster 
and easier than ever before. 

•Video Tutor Training Tapes — give you a 
permanent, visual record of informative lectures 
and close-up demonstrations. 

• Experience Labs — professionally designed 
experiments that give you hands-on "bench" 
experience. 

• Industry Certification Training Guide — provided 
with four of our programs. Prepares you for 
examinations you may take for your professional 
license or certification. 


To help you get started on your education, Peoples 
College has reduced tuition rates and offers low 
monthly payment plans with no finance fees. So 
don't delay, call or write for more information 
today! 


For COLOR CATALOG Mail Coupon or 
Cal! TOLL fREE 1-800-765-7247 


Programs ottered only in United States, Canada, Puerto Rico 
and Virgin Inlands. No Obligation. No sales person will call. 

Our programs are accredited by the Accrediting 
Commission of the National Home Study Council 

,-X 

• YES! I would like to know more about your 
I training programs. Send a catalog to: 

, Name 

• Address 

, City 

' State Zip 

Phone # 

Peoples College 

OF INDEPENDENT STUDIES 

233 Academy Drive • P.O. Box 421768 
Kissimmee, FL 34742-1768 

Member, D.L. Peoples Group El 091 
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dards; and charts outlining pin 
assignments, connections, port 
genders, and flow control infor- 
mation for more than 1000 
devices and options. The book 
provides useful answers for 
some of the most frequently 
asked questions about Interfac- 
ing, garnered from polling 
vendor support hotlines. 

RS-232 Made Easy: 2nd Edi- 
tion costs $29.95 and is 
published by Prentice-Hall, En- 
glewood Cliffs, NJ 07632. 

CIRCLE 99 ON FREE 

INFORMATION CARD 

UNDERSTANDING PC 
SPECIFICATIONS 

by R.A. Penfold 

IBM PC’s and compatibles are 
by far the most popular choice 
of computers for business, 
home-office, and personal use, 
due to their competitive prices, 
their expandability, and the 
enormous range of applications 
programs and hardware add- 
ons that are available to back 
them up. Unfortunately, all those 
options can lead to confusion, 
particularly for first-time pur- 
chasers. PC’s range in 
complexity from simple systems 
with limited capabilities to so- 
phisticated systems that can run 
even the most complex applica- 
tions. This book Is Intended to 
help the uninitiated to determine 
the specific PC system that will 
best suit their needs, and to 
avoid the common pitfalls of 
wasting money on a system that 
goes beyond their requirements 
or skimping and not having their 
needs met. 

The book offers detailed 
coverage of the differences be- 
tween types of PC’s (AT, XT, 
80386, etc.); math 
coprocessors; input devices 
(mice, keyboards, and dig- 
itizers); memory, including both 
expanded (EMS) and extended 
RAM; RAM disks and disk 
caches; hard-disk drives; and 
display adapters, including 


RS*232 
MADE EASY: 
2nd Edition 

by Martin D. Seyer 


Written In layman’s terms and 
requiring no previous knowl- 
edge of the subject, this easy- 
to-follow guidebook helps read- 
ers to understand serial 
communications and to make 
connections between comput- 
ers and printers, terminals, port 
boards, data switches, terminal 
servers, buffers, modems, and 
other computers. Clear charts 
illustrate how to connect more 
than 1,000 devices. Highlights 


of the second edition Include 
descriptions of the functions of 
each lead of the RS-232 Inter- 
face; diagrams of more than 
3600 cable designs; appen- 
dices that thoroughly explain 
the RS-232 and RS-449 stan- 



CGA, Hercules, Super VGA, 
and more. 

Understanding PC Specifica- 
tions (order #BP282) is 
available for $9. 75, including 
shipping and handling, from 
Electronics Technology Today 
Inc., PO. Box 240, Massapequa 
Park, NY 11762-0240. 

CIRCLE 97 ON FREE 
INFORMATION CARD 


LIGHT THE NIGHT: How 
to Design, 

Install and Service Low- 
Voltage 

Outdoor Lighting 

from Intermatic, Inc. 

Many homeowners like the Idea 
of using low- voltage outdoor 
lighting to illuminate their yards, 
decks, and patios, yet are In- 
timidated by the thought of 
doing the project themselves. 
This 20-page guide, written es- 
pecially with the homeowner in 
mind, is designed to answer 
many of the commonly asked 
questions about installation 
and use of low-voltage outdoor 
lighting. 

The guide is divided into six 
sections. The first two of these 
sections explain the basics of 
low-voltage lighting and lighting 
techniques, followed by a sec- 
tion describing the various 
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products available in Inter- 
matic’s Professional Landscape 
Lighting line. Section four pro- 
vides more detailed Information, 
covering everything from the 
type of lamps needed to the 
gauge of low-voltage cable and 
the size of the transformer re- 
quired. The last two sections of 
the guide provide step-by-step 
installation instructions, helpful 
troubleshooting hints, and 
useful tips for keeping the lights 
in good working condition. 

Light the Night is avaiiable for 
$1. 75 (check or money order) 
from Light the Night, Intermatic 
Professional Landscape Light- 
ing Products Division, Intermatic 
Plaza, Spring Grove, IL 
60081-9698. 

CIRCLE 85 ON FREE 

INFORMATION CARD 

TECHNI-TOOL 
CATALOG #41 

from Techni-Tool, Inc. 

More than 18,000 items from 
over 850 manufacturers are de- 
scribed in this 248-page 
catalog. The items featured in- 
clude everything from electro- 
mechanical and assembly de- 
vices to electronic, 
telecommunications and field- 
service tool kits. Also included 



are full lines of items of aero- 
space production, computer 
maintenance, and surface- 
mount technology. The catalog 


also features a complete line of 
ESD, static control, and clean- 
room items. 

Catalog #41 is free upon re- 
quest from Techni-Tool, Inc., 5 
Apollo Road, PO. Box 368, 
Plymouth Meeting, PA 19462; 
Tel: 215-941-2400; Fax: 
215-828-5623. 

CIRCLE 86 ON FREE 
INFORMATION CARD 


SUCCESSFUL NUGGET 
HUNTING: 

Volume I: Where to Find 
Gold 


Nuggets in Australia, 
Southern 
California & 
Southwestern Arizona 

by Pieter Heydelaar 

Written by a world-renowned 
treasure hunter and prospector, 
this book Is a metal-detecting 
handbook and field guide that 
includes maps, travel tips, and 
histories of gold-producing 
areas in Australia and the 
Southwestern United States. 
The book opens with a detailed 
explanation of how to use a 





Introducing the Techmaster” series 
of ruggedized digital multimeters. 


Stake your claim to what may be 
the most incredible digital multimeter 
value ever! 

The new Techmaster 8000 series 
from A.W. Sperry offers exceptional 
features like drop-proof construction, 
water resistance, easy-to-read extra 
large LCDs, Bar Graphs, 

True RMS, 20A AC/ DC 
range, temperature, 

5-year limited warranty 
and lots more. 

All of this at prices 
from $119.95 to $189.95. 


And that’s not all! Purchase any 
8000 series digital multimeter and 
become a Techmaster Gold Card 
member. You’ll be entitled to gen- 
erous rebates on other A.W. Sperry 
products, 48-hour priority service, 
extended warranty options, and 
many other benefits. 

Call or write today for 
a free brochure. 

The Techmaster 8000 
series. Quality and value 
no other multimeters 
can measure up to. 


A.W. SPERRY 
The Professionars Choice 

245 Marcus Boulevard. Hauppauge, NY 11788 • Call: 1-800^5-5398 or 516-231-7050 • Fax: 516434-3128 
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Learn to troubleshoot and 
service today’s computer 
systems as you build a 
386sx^0 MHz mini tower 



NEW! 

386SX/20 MHz 
Mini Tower 
Computer 




computer! 

Train the NRI way — and learn to 
service today’s computers as you build 
your own 386sx computer system, now 
with 1 meg RAM, 40 meg IDE hard 
drive, and exciting new diagnostic 
hardware and software! 

Jobs for computer service technicians 
will almost double in the next 10 
years according to Department of 
Labor statistics, making computer 
service one of the top growth 
fields in the nation. 

Now you can cash in on this 
exciting opportunity — either as a 
full-time industry technician or in 
a money-making computer service 
business of your own — once youVe 
mastered electronics and computers 
the NRI way. 


NRFs practical combination of ‘‘reason- why” theory 
and hands-on building skills starts you with the funda- 
mentals of electronics, then guides you through more 
sophisticated circuitry all the way up to the latest ad- 
vances in computer technology. 


Plus you now go on to work with today’s most 
popular integrated software package, Microsoft Works, 
learning to use its word processing, spreadsheet, data- 
base, and communications utilities for your own personal 
and professional applications. But that’s not all. 


Train with and keep a powerfiil 386sx/20 MHz 
computer system plus popular Microsoft® 
Works software! 

Only NRI gives you hands-on training with the finest 
example of state-of-the-art technology: the powerful new 
West Coast 386sx/20 MHz mini tower computer. As you 
assemble this 1 meg RAM, 32-bit CPU computer from the 
keyboard up, you actually see for yoimself how each section 
of your computer works. 

You assemble and test yoiu* computer’s “intelligent” 
keyboard, install the power supply and 1.2 meg, high- 
density floppy disk drive, then interface the high-resolu- 
tion monitor. 

Your hands-on training continues as you install a 
powerful new 40 meg IDE hard disk drive — now included 
in your course to dramatically increase the data storage 
capacity of your computer while giving you lightning-quick 
data access. 



Only NRI gives 
you hands-on 
training with 
the remarkable 
R^.C.E.R, plug- 
in diagnostic 
card and 
QuickTech 
diagnostic 
software from 
Ultra-X — 
professional, 
state-of-the-art 
diagnostic tools 
that make 
computer 
troubleshooting 
fast and accu- 
rate. 


Your NRI computer training includes all this: • NRFs unique Discovery Lab® for circuit design and 
testing • Hand-held digital multimeter with ^Halk-you-through^^ instructions on audio cassette • Digital 
logic probe that lets you visually examine computer circuits • The new West Coast 386sxl20 MHz 

computer system^ featuring a high-speed 80386sx CPU, 1 meg RAM, 



101-key ^ntelligenP^ keyboard, 1.2 meg high-density floppy 
drive, and high-resolution monitor • 40 meg IDE hard drive • 
MS-DOS, GW-BASIC, and Microsoft Works software • 
R.A.C.E.R. plug-in diagnostic card and QuickTech menu- 
driven diagnostic software • Reference manuals with 
guidelines and schematics 

printer ports, serial communications ports, video display 
memory, floppy drives, and hard disk drives. 

Only NRI gives you such confidence-building, real-world 
experience. Only NRI gives you both the knowledge and the 
professional tools to succeed as today’s in-demand computer 
service technician. 

No experience needed ... NRI builds it in 

NRI training gives you practical, hands-on experience 
that makes you uniquely prepared to take advan- 
tage of today’s opportunities in computer service. 
You learn at your own convenience in your 
own home. No classroom pressures, no night 
school, no need to quit your present job until 
you’re ready to make your move. NRI starts you 
with the basics, building on that foundation 
step by step until you have the knowledge and 
skills you need for success. 

And all throughout your training you’ve 
got the full support of your personal NRI 
instructor and the entire NRI technical 
staff, always ready to answer your questions 
and help you achieve your training goals. 

FREE catalog tells more. Send today! 

Send today for NRI’s big, free catalog that 
describes every aspect of NRI’s innovative 
computer training, as well as hands-on 
training in other growing high-tech 
career fields. 

If the coupon is missing, write to: 

NRI School of Electronics, McGraw-Hill 
NOW! Training now includes Ultra-X Continuing Education Center, 4401 Connecticut Avenue, 

diagnostic hardware and software for quick, NW, Washington, DC 20008. 
accurate troubleshooting! 


Now you train with and keep the latest in 
diagnostic hardware and software: the 
extraordinary R.A.C.E.R. plug-in diagnostic 
card and QuickTech diagnostic software, 
both from Ultra-X. Using these state-of-the- 
art tools, you learn to 
quickly identify and 
service virtually 
any computer 
problem on XT, 

AT 80286/80386, 
and compatible 
machines. 

You discover how 
to use the R.A.C.E.R. 
diagnostic card to 
identify individual 

defective RAM chips, locate interfacing 
problems, and pinpoint defective support 
chips. Plus you learn to use your QuickTech 
diagnostic software to test the system RAM 
and such peripheral adapters as parallel 



IBM is a registered trademark of International Business Machines Corp. R.A.C.E.R. and 
QuickTech are registered trademarks of Ultra-X, Inc. 


SEND TODAY FOR FREE CATALOG 


McGraw-Hill Continuing Education Center 
, 4401 Connecticut Avenue, NW 

Schools Washington, DC 20008 


^ Check oiie FREE catalog only 

□ MICROCOMPUTER SERVICING 

□ TVA^ideo/Audio Servicing 

□ Telecommunications 

□ Industrial Electronics 

□ Security Electronics 

□ Electronic Music Technology 

□ Basic Electronics 

□ Automotive Servicing 


For career courses 
approved under GI Bill 

n check for details. 


□ Computer Programming 

□ PC Software En^neering Using C 

□ Desktop Publishing 

□ Word Processing Home Business 

□ Paralegal 

□ Building Construction 

□ Bookkeeping & Accounting 


Name 


(please print) 


Age 


Address 


I City/State/Zip Accredited Member, National Home Study Council 18-101 | 
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metal detector, including the 
newest tips and techniques; dis- 
cussions about prospecting for 
meteorites; advice on weights 
and measures, including how to 
do specific-gravity tests; and 
even a section on treatment of 
snake bites. The next two sec- 
tions are devoted to prospecting 
in Australia and the Southwest, 
respectively. The book includes 
color and black-and-white pho- 
tographs of metal-detecting 
equipment, gold finds, prospect- 
ing sites, and local wildlife. 
Clearly drawn maps are accom- 
panied by brief descriptions of 
the area and directions for how 
to get there. 

Successful Nugget Hunting: 
Volume I is available for $11.95 
(plus $2.00 for shipping and 
handling) from Fisher Research 
Laboratory, Dept. PE, 200 West 
Willmott Road, Los Banos, CA 
93635. 
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MICROWAVE OVEN 
REPAIR 
Second Edition 

by Homer L. Davidson 

Over the past decade or so, 
microwave ovens have become 
standard kitchen appliances. 
Like any other major household 
appliance, they are subject to 
occasional malfunctions caused 
by Improper maintenance or 
parts wearing out. For those 
who would rather not shell out 
big bucks on repair bills for 
problems that they could fix 
themselves — and even those 
who want to start their own part- 
time microwave oven repair 
business — this fix-it manual pro- 



vides step-by-step instructions 
for solving almost any micro- 
wave-oven problem. The book 
offers complete coverage of the 
latest microwave oven models 


and their features, along with 
practical information on micro- 
wave circuitry, including more 
than 100 circuit diagrams. Along 
with detailed maintenance and 
troubleshooting techniques, the 
book describes the latest test 
procedures used by major appli- 
ance manufacturers and offers 
specific solutions to more than 
200 common microwave-oven 
malfunctions. The clear direc- 
tions, accompanied by 
hundreds of detailed working 
illustrations and photographs, 
provide the guidance needed to 
allow even inexperienced do-it- 
yourselfers to perform leakage 
tests, fix a defective switch, 
replace a magnetron, or install a 
new fan motor. 

Microwave Oven Repair; Sec- 
ond Edition costs $19.95 and is 
published by TAB Books Inc., 
Blue Ridge Summit, PA 
17294-0850; Tel. 

1-600-233-1128. 
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THE GRAY BOOK: 
Designing in 
Black & White on Your 
Computer 

by Michael Gosney, 

John Odam, 
and Jim Schmai 

Even though It’s now possible to 
create four-color printing with 
personal computers, the major- 
ity of desktop designers still 
depend on the classic black-on- 
white combination. That’s be- 
cause black-and-white designs 
are less expensive and easier to 
produce, and work more effec- 
tively In some applications. This 
book explores the creative pos- 
sibilities of designing in black, 
white, and shades of gray. 
Aimed at desktop publishers, It 
shows how to use basic design 
principles and your imagination 
to create interesting monotone 
pages. The first two chapters 
concentrate on how to use 
black and white to create con- 
trast and reverse designs. 
Subsequent chapters explore 
the use of solid and graduated 
gray tones, 3-D designs, and 
special lighting effects to en- 
hance printed material. The 
book also discusses the use of 
scanners, explaining how to 
achieve different effects from 
the same scanned image. Al- 
most half of the book is devoted 
I to an “idea gallery” that show- 


cases stimulating graphics 
created in black, white, and 
gray. The illustrations are meant 
to provide inspiration and in- 
sight for those who want to 
create their own monotone de- 
signs. A handy appendix 
includes listings of manufac- 
turers and sources for software 
(paint programs, clip art, util- 
ities, and page-layout 
programs) for Macintosh, MS- 
DOS, and Amiga computers; 
hardware, including graphic tab- 
lets, monitors, scanners and 
digitizers, printers, large format 
output services, and film record- 
ers; and references such as 
magazines, books, and bulletin- 
board services. 



The Gray Book costs $22.95 
and is published by Ventana 
Press, PO. Box 2468, Chapel 
Hill, NC 27515; Tel: 
919-942-0220; Fax: 
919-942-1140. 
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USING CARBON COPY 
PLUS 

by Walter R. Bruce III 

Carbon Copy Plus is a comput- 
er-to-computer communications 
program that allows users to run 
programs on a remote comput- 
er, via the telephone lines, using 
your own PC as the controller. 
Besides remote-control ca- 
pability, the program offers 
terminal emulation, an auto- 
mated dialing directory, error- 
checking protocols, and a 
powerful script language. It also 
lets you transfer and receive 
computer files, access on-line 
information services, sign on to 
powerful mainframe computers, 
and to “talk” with another com- 
puter by typing in messages on 
your keyboard. This book pro- 
vides a practical introduction to 
the techniques and functions of 



Carbon Copy Plus. It describes 
timesaving ways to “connect” 
your computer hardware via 
telephone, and explains how to 
run programs on other PC’s 
from your computer. The book’s 
communications primer ex- 
plains common PC telecom- 
munications terms, and quick- 
start tutorials depict how to nav- 
igate through the program’s 
menu screens and terminal em- 
ulator screens. In addition to 
those fundamentals, the book 
shows how to connect to a 
remote host PC, run an applica- 
tion, transfer files, and manage 
incoming and outgoing informa- 
tion. Advanced lessons cover 
software configuration, setting 
general parameters, and creat- 
ing script and batch files. The 
text is supported by reference 
tables, highlighted tips and cau- 
tions, and screen Illustrations. 

Using Carbon Copy Plus 
costs $24.95 and is published 
by Que, 11711 North College 
Avenue, Suite 140, Carmel, IN 
46032; Tel: 1-317-573-2500. 
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ELECTRONIC 

COMMUNICATIONS 

by John J. Dulin, Victor F. Veley, 
and John Gilbert 

Designed to help you prepare 
for your FCC General Radi- 
otelephone Operator License or 
CET examination, this introduc- 
tory book covers both the 
theoretical and the practical as- 
pects of modern electronic 
communications. It also pro- 
vides a thorough understanding 
of the history and continuing 
evolution of this rapidly expand- 
ing field. The book’s easy-to- 
follow format presents a wealth 
of information in a logical se- 
quence, avoiding the frus- 
trations caused by confusing 
cross-references. Extensive ap- 
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pendices include information on 
AM/FM station elements; licens- 
ing: and FCC designations, 
tolerances, and standards. The 
book is both a professional ref- 
erence for those who are 
already working in the field, and 
a study guide for the aspiring 
technician. It provides a com- 
plete Introduction to AC circuits, 
solid-state devices, amplifiers, 
receivers, radar, tube devices, 
filters, power supplies, os- 
cillators, transmitters, digital 
systems, and microwave trans- 
missions. 

Electronic Communications 
costs $24.95 and is published 
by TAB Books Inc., Blue Ridge 
Summit, PA 17294-0850; Tel. 
1-600-233-1128. 
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SATELLITE TELEVISION 
SOURCEBOOK ^91 

by Ken Reitz 

Written by Monitoring Times 
magazine’s Satellite Television 
Editor, this book combines a 
thorough explanation of how 
satellite television works with 
the practical information users 
require to make smart equip- 
ment purchases and get the 
most out of their systems. The 
book lists names, addresses, 
and phone numbers of sup- 
pliers, manufacturers, services, 
books, and publications on the 
subject of satellite TV. A chapter 
called “Wandering the Clark 
Belt” explains how to find inter- 
esting programming — including 
movies, sports, news, teletext, 
SCPC FM audio, and program- 
ming backhauls, or “feeds” — 





and includes a detailed listings 
guide. The book also describes 
installation procedures, along 
with special techniques to get 
the best reception of video, au- 
dio, and data from home 


satellite-television systems. 
While concentrating on C- and 
Ku-band domestic satellites, the 
book also provides information 
on weather, amateur, and inter- 
national satellites. The book is a 
valuable reference tool for con- 
sumers who are thinking of 
buying, or already own, a satel- 
lite-television system. 

The Satellite Television 
Sourcebook ‘91 costs $20.00 
(including information updates) 
and is published by Xenolith 
Press, Route 5, Box 156A, 
Louisa, VA 23093. 
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JENSEN 1991 
SUPPLEMENT S 

from Jensen Tools 

Updating Jensen’s 1991 catalog, 
this 96-page supplement fea- 
tures several new products, 
along with a full selection of tool 
kits and cases, wire-wrapping 



tools, wire strippers/crimpers, 
hand tools, soldering and deso- 
ldering equipment, lighting and 
optical devices, power tools and 
accessories, work holders, com- 
puter and test equipment, 
vacuums and cleaners, measur- 
ing devices, and static-control 
equipment. The new products 
include fixed-tip span wrenches; 
the Tektronix 2252 100-MHz, 
four-channel analog scope; an 
RCL meter, a hand-held DMM, 
and several frequency counters 
and counter/timers from Philips; 
screwdrivers for computer re- 
pair; and portable two-way 
radios from Motorola. 

The 1991 Supplement S is 
free upon request from Jensen 
Tools, Inc., 7815 South 46th 
Street, Phoenix, AZ 85044- 
5399; Tel: 602-968-6231. ■ 
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WMch symbol 
popresents a 
variable inductop? 



What is the principal disadvantage 
of neon lights? 

What are out-of-phase signals? 


Heath Video Courses 
speed your learning curve! 


Learn basic electronics at home at your own 
pace with four, 60-minute video tapes. Know 
the variable inductor symbol. Recognize a PN 
junction. Understand oscillator fundamentals. 
Clearly SEE what most basic electronic books 
can only describe. 

DC BfCTROMCS. Covers electron move- 
ment to troubleshooting and repairing a 
simple electronic circuit. EV-3101-A. 

AC BfCTRONKS. Follow-up to DC Electron- 
ics. Covers the principles of AC, voltage and 
electrical measurement. Includes motors, 
generators and test instrument meter 
movements. EV-3102-A. 


SBVIlCONDUCTORS. Complete the DC/AC 
videos and you’re ready to learn how semi- 
conductor devices are made, plus the 
principles of discrete devices, integrated 
circuits & optoelectronic devices. EV-3103-A, 
ELECTRONIC CIRCUITS. Complete the basic 
course with amplifier configurations, biasing, 
coupling, audio amplifiers, closed-loop vs. 
open-loop operation and more. EV-3104-A. 


An activity-filled workbook and explanation 
of how to solve each problem comes with 
each tape so you learn three ways — video . 
workbook and hands-on ! 

Order today! 

Call Toll free, 

24-liours a day. 

1-800-253-0570. 

We accept VISA, 

MasterCard, Anfierican 
Express and Heath Revolting 
Charge card. Use Order Code 601-059. 

Heath' 

Benton Harbor, Ml 


Call for a FREE catalog 1-800-44HEATH. 


Price does not Include ©1991 Heath Company 
shipping and handiing ED-238-R2 
or applicabie saies tax. 
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POPULAR ELECTRONICS 


NEW PRODUCTS 


Edited by: Teri Scaduto 


AUDIO- 

COMPONENT 

KITS 


Three do-it-yourself assembly 
kits from Rockford Corporation 
were developed for industrial/ 
vocational students and kit- 
building hobbyists. The Boomer 
Kit (pictured) contains the nec- 
essary parts for building a 10- 
watt-per-channel amplifier, the 
Tweeter Kit has the parts for two 
6y2-inch 8-ohm satellite speak- 
ers, the Woofer Kit is for a 10- 
inch 8-ohm subwoofer. 

Also Included with each kit is 
a 72-page workbook that con- 
tains photographs. Illustrations, 
a glossary, and quizzes, that is 
intended to simplify the con- 
struction process and enhance 
learning. The assembled kits 


MODULAR WIRE 
TESTER 

A simple four-, six-, and eight- 
wire modular tester from Wilco 
Communications tests all types 
of data-wire circuits, including 





twisted-pair ethernet. The 
RTP-9000 can also be used to 
test telephone-wire circuits. The 
compact, portable unit fits in a 
shirt pocket and is easy to use. 

The model RTP-9000 modu- 
lar wire tester, including battery, 
costs $149.95. For more infor- 
mation, contact Wilco 
Communications, 473 Macara 
Ave., Suite #702, Sunnyvale, 
CA 94086; Tel: 408-746-3993. 
CIRCLE 102 ON FREE 
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WRITE-ON TAPE 
SYSTEM 

Providing a simple, effective 
method of labeling wire and 
cable, the 3M Write-On Tape 
System, available from Jensen 
Tools, creates durable, self-lam- 
inated labels for proper system 
documentation and permanent 
future Identification. The system 
Includes a tape dispenser, pres- 
sure-sensitive tape, and a 
marking pen. As the tape is 
dispensed, a label area appears 
in the dispenser window and 



provides a smooth, flat writing 
surface. The tape Is resistant to 
dirt, oil, and heat, and each roll 
contains 250 labels. The extra- 
fine-point permanent marking 
pen contains quick-drying 
water- and ultra-violet- resistant 
black ink. Tape refills and re- 
placement pens are available. 

The Write-On Tape System 
costs $17.95. For additional in- 
formation, contact Jensen 
Tools, Inc., 7815 South 46th 
Street, Phoenix, AZ 85044; Tel: 
602-968-6231. 

CIRCLE 103 ON FREE 

INFORMATION CARD 


NOTEBOOK PC 

Featuring one of the most 
powerful batteries on the porta- 
ble-computer market. Philips’ 
Magnavox Metalis/286 Note- 
book PC runs for 31/2 to four 
hours per charge, with full re- 
charge capability in less than 
four hours. The user can also 
exchange a discharged battery 
for a fresh one without shutting 
down and rebooting the system. 
In addition, manual and auto- 
matic Standby/Resume modes 
allow the computer to be “put to 
sleep” for long periods of time 
with minimal battery drain. 

The Metalls/286 has a 20-MB 
hard drive and an Internal 1 .44- 
MB 31/2-inch floppy-disk drive. 



which allows easy data inter- 
change with a desktop PC. Its 1 
MB of RAM is expandable to 8 
MB for advanced applications. 
GeoWorks Ensemble, included 
with the Metalis/286, Includes a 
wordprocessor, a drawing pro- 
gram, a file/disk manager, an 
address book/automatic phone 
dialer (which requires the op- 



can be used In conjunction with 
a personal cassette player or 
personal CD player to create a 
complete stereo system. The kit 
builder can choose between 
three distinctive-looking mod- 
els — Boomer (pictured). Woofer, 
and Tweeter— or can select op- 
tional finishing from Perfect 
Interface, Rockford’s accessory 
division. 

The Boomer costs $59.95 
and the Woofer and Tweeter 
audio-assembly kits each cost 
$49.95. For further information 
on the kits, contact Rockford 
Corporation, Educational Ser- 
vices, 613 South River, Tempe, 
AZ 85282; Tel: 602-967-3565, 
ext. 3010. 
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tional modem), an appointment 
book and personal calendar, a 
communications program, as- 
sorted desk tools, and access 
to a telecommunications service 
called America On-Line. Other 
features include a complete as- 
sortment of standard I/O ports, 
a password security system, 
and MS-DOS 4.01 with full doc- 
umentation. 

The notebook PC Is equipped 
with a bright backlit VGA LCD 
screen that provides exceptional 
display performance, and a full- 
size keyboard with full-stroke 
key switches. Also included Is a 
mouse pen, a pointing device 
that allows users to enjoy the 
benefits of a mouse, but re- 
quires only about three Inches 
of space to operate. 

The Magnavox Metalis/286 
has a suggested retail price of 
$2699. For further information, 
contact Philips Consumer Elec- 
tronics Corporation, One Philips 
Drive, P.O. Box 14810, Knox- 
ville, TN 37914-1810. 
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PHOTO/CONTACT 

TACHOMETER 

Designed for inspecting and 
measuring the speed of moving 
gears, fans, pumps, and other 
equipment used in general 
maintenance, production, quali- 
ty control, or laboratories. 
Extech’s Stroboscope/Tach- 
ometer freezes motion and 
measures speed with or without 



contact. The two-in-one instru- 
ment checks and analyzes 
motion by aiming and syn- 
chronizing its flash rate with a 
rotating object. It can measure 
between 100 and 10,000 flashes 
per second and has duty cycles 
from 5 to 30 minutes. Micro- 
processor circuitry provides 
accurate measurements to ± 1 
digit and one-second sampling 
time. RPM’s are displayed on a 


built-in, four-digit LED readout. 
The Stroboscope/Tachometer 
features an automatic range se- 
lector located on Its top panel. 
The 2.2-pound Instrument can 
be mounted on a tripod for 
hands-free operation. It oper- 
ates on 115/230 VAC and 
comes with a six-foot power 
cord. 

The Stroboscope/Tachometer 
has a suggested list price of 
$199.00; spare xenon lamps 
cost $29. For more information, 
contact Extech Instruments Cor- 
poration, 150 Bear Hill Road, 
Waltham, MA 02154; Tel: 
617-890-7740; Fax: 
617-890-7864. 
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PRINTER-SHARING 

SWITCH 

Solectek’s Laser Access auto 
switch allows two to four com- 
puters to automatically share a 
printer or other peripheral. The 
bi-directional switch can also be 



used to enable one computer to 
use up to four peripherals, in- 
cluding printers, plotters, and 
modems. Both serial and paral- 
lel models are available. In two 
and four-port versions. Parallel 
models require no power. Laser 
Access is HP LaserJet compati- 
ble, and can be used In 
conjunction with line extenders 
and buffers for maximum 
workstation/peripheral flexibility. 
The fully automatic switch al- 
lows computers to access the 
printer on a “first-come, first- 
served” sequence by following 
normal printing procedures; no 
special commands are needed. 
The device also eliminates 
damaging “spikes” often experi- 
enced with manual switches, 
and offers automatic “form feed” 
to separate print jobs. 

Suggested retail prices are 
$169.95 for the four-port parallel 
{LA41P) and the four-port serial 
(LA41S) models and $119.95 for 
the two-port parallel (LA21P) 
and two-port serial {LA21S) 
models. For further information. 
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No costly school. No commuting to class. 
The Original Home-Study course prepares 
you for the “FCC Commercial Radio- 
telephone License.” This valuable license is 
your professional “ticket” to thousands of 
exciting jobs in Communications, Radio- 
TV, Microwave, Maritime, Radar, Avionics 
and more... even start your own business! 
You don’t need a college degree to qualify, 
but you do need an FCC License. 

No Need to Quit Your Job or Go To School 
This proven course is easy, fast and low 
cost! GUARANTEED PASS— You get your 
FCC License or money refunded. Send for 
FREE facts now. MAIL COUPON TODAY! 

r commdnD VRODucfioris' ' ^ 

■ FCC LICENSE TRAINING, Dept. 100 ■ 

j P.O. Box 2824, San Francisco, CA 94126 “ 

I Please rush FREE details immediately! | 

I NAME I 

■ ADDRESS ■ 

^ CITY STATE ZIP J 
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contact Solectek Corporation, 
6370 Nancy Ridge Drive, San 
Diego, CA 921 21; Tel: 
800-437-1518. 
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POSTSCRIPT- 
COMPATIBLE LASER 
PRINTER 

Designed for small businesses 
and entrepreneurial users who 
are interested in true desktop- 
publishing applications. The 
LaserPrinter 4 StarScript from 
Star Micronics is a low-priced. 



four-page-per-minute laser 
printer. Because it is PostScript- 
compatible, the printer is sup- 
ported by thousands of software 
packages, including Harvard 
Graphics, WordPerfect, Word- 
Star, Pagemaker, and Ventura, 
allowing users to produce com- 
puter-generated graphics and 
desktop-published documents. 
The printer is fully compatible 
with the HP LaserJet IIP, and 
accepts HP font cartridges, 
toner cartridges, and lower pa- 
per cassettes. 

Users can rotate and scale 
graphic Images, construct geo- 
metric figures of virtually any 
size or shape, and print text in 
different sizes and positions. 

The printer’s controller Is config- 
ured around an Intel 
microprocessor that allows 
high-speed throughput of com- 
plex graphics. Two megabytes 
of RAM Is standard, and a 4-MB 
upgrade is available. Fourteen 
bit-mapped fonts and 35 resi- 
dent outline fonts from ten 
typeface families are resident in 
the LaserPrinter 4 StarScript. A 
wide range of interfaces allow 
easy connection to most PC’s, 
including Apple Macintoshes 
and IBM-PC’s and compatibles. 

The LaserPrinter 4 StarScript 
has a suggested retail price of 
$1995. For further information, 
contact Star Micronics America, 
Inc., 420 Lexington Ave., Suite 
2702, New York, NY 10170; Tel: 


800-447-4700; Fax: 
212-286-9036. 
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PC MEMORY KEYER 

A combination of IBM-compati- 
ble software and hardware from 
MFJ Enterprises, the MFJ-126d 
PC Memory Keyer, turns your 
computer into a powerful mem- 
ory keyer. The device hooks 
between your computer and a 
radio and provides a total of 100 
function keys that can be set to 
send any messages or charac- 
ters. For example, you can set a 
macro to send a second macro 
at any point, or set a macro to 
pause a preset period so that 
you can key In characters. 

Many useful messages come 
preset In the macros; those can 
be changed if desired. Other 
features include incrementing 
serial numbering, speeds from 
5-40 words per minute, variable 



speaker tone, and weight ad- 
justment. The MFJ-1268 also 
offers instant access to on-line 
help, common CW abbrevia- 
tions, Q-sIgnals, and official 
ARRL NTS Traffic codes. In 
addition, the device comes with 
a full-featured CD Tutor with test 
administrator that lets you give 
a code test on screen or printed 
out on paper. 

The MFJ-1268 PC Memory 
Keyer has a suggested retail 
price of $49.95. For additional 
Information, contact MFJ Enter- 
prises, Inc., P.O. Box 494, 
Mississippi State, MS 39762; 
Tel: 601-323-5869 
(800-647-1800 for orders); Fax: 
601-323-6551. 
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DESKTOP FACSIMILE 
MACHINE 

Tandy’s TandyFax 1020 person- 
al fax machine is a compact, 
lightweight unit Intended for use 


in home offices and small busi- 
ness. The device prints the 
company logo and ID number 
on the top of each transmitted 
page so that the receiving party 
can easily identify the source. 
Other features include an auto- 
matic reception mode for 
unattended receipt of docu- 
ments; a copy-resolution switch 



to adjust copy detail, including a 
16-shade half-tone setting for 
photographs; 20-number mem- 
ory for quick dialing of important 
numbers; a built-in, hearing-aid- 
compatible handset; and auto- 
matic redial for one-button 
speed-dialing of the last number 
called. To save the user money 
on phone bills, the TandyFax 
1020 skips blank portions of a 
document when sending to a 
fax with a similar feature. For 
ease of use, the unit has 
straight-forward controls and 
copying capability. For record 
keeping, it produces a journal of 
the documents sent and re- 
ceived, and a report for 
checking memory numbers and 
fax settings. 

The TandyFax 1020 has a 
suggested retail price of 
$499.95 and is available at Ra- 
dio Shack stores and Radio 
Shack Computer Centers na- 
tionwide. For more Information, 
contact Tandy Corporation, 700 
One Tandy Center, Fort Worth, 
TX 76102. 
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SOLDERING POWER 
SUPPLY 


A compact power supply from 
M.M. Newman Corporation, the 
Antex PSU-24 comes with its 



own temperature-controlled sol- 
dering iron, or can be used with 
most popular 50-watt-or less 
24-volt soldering irons. The 
PSU-24 operates on 115 VAC. It 
is equipped with a built-in re- 
movable sponge tray and spring 
holder. The included model TCS 
positive-feedback, temperature- 
controlled soldering Iron has 
zero-voltage switching. The Iron 
heats up to 665°F In 60 sec- 
onds, provides rapid recovery 
times, has a molded plastic 
handle with the heating element 
under the tip for optimum ther- 
mal efficiency, and accepts a 
wide assortment of slide-on 
tips. Also supplied with the 
unit are three bezels to accom- 
modate most makes of sol- 
dering Irons. The power supply 
measures just 3 x 4Va x 7^A 
Inches. 

The PSU-24 power supply 
with soldering iron has a list 
price of $129.95; it is also avail- 
able without the soldering iron 
for $69.95. For additional Infor- 
mation, contact M.M. Newman 
Corporation, 24 Tioga Way, P.O. 
Box 615, Marblehead, MA 
01945; Tel: 617-631-7100; Fax: 
617-631-8887. 
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CLAMP-ON AMP/VOLT/ 
OHMMETERS 

Two multi-sensing, digital, AC 
clamp-on amp/volt/ohmmeters 
from Amprobe Instrument allow 
the user to select true rms 
sensing, average sensing, or 
peak sensing. That allows the 
user to measure AC current In 
the true-rms mode for circuits 
with non-linear loads (such as 
computers), average sensing for 
linear, undistorted loads, and 
peak sensing to measure motor 
in-rush. The multi-sensing ca- 
pability also allows the user to 
make comparative evaluations 
of systems on which they sus- 
pect the presence of harmonic 
distortion. That type of analysis 
is a vital function for accurate 
measurement on electrical sys- 
tems that serve computers or 
other non-linear loads. Models 
ACD-2000 and ACD-2001 each 
offer a peak hold feature to 
measure surges greater than or 
equal to 0.08 seconds, auto- 
ranging, a 2.5-second sampling 
rate, and 2% accuracy ± 2 least 
significant digits (40-400 Hz). 
Each instrument measures AC 



ACD-aOOl 


volts, peak AC amps, and ohms 
from 0.1-199.9/999. The model 
ACD-2000 measures continu- 
ous AC amps from 
0.1-199.9/999 and the model 
ACD-2001 from 0.1-199.9/300. 
All necessary fuses, voltage 
leads, and ohmmeter leads are 
included, along with a carrying 
case and operating instructions. 

The models ACD-2000 and 
ACD-2001 clamp-on amp/volt/ 
ohmmeters cost $289.85 and 
$269.85, respectively. For more 
information, contact Amprobe 
Instrument, 630 Merrick Road, 
Lynbrook, NY 11563; Tel: 
516-593-5600; Fax: 
516-593-5682. 
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PARALLEL PORT TO A/D 
CONVERTER 

B & B Electronics’ Parallel Port 
to Analog/Digital Converter 
(model ADIO) allows you to 
connect your IBM computer (or 
clone) to the outside world. The 
device connects to your PC- 
compatlble’s parallel port and 
lets you measure eight different 
analog voltages in the range of 
0-5 volts. Those voltages are 



then converted to an 8-bit word 
that can be input into your com- 
puter. The converter can be 
used to measure power-supply 
voltages, the voltage on a po- 
tentiometer, voltage outputs 


from lab experiments, and other 
voltages. It comes with com- 
plete instructions and sample 
programs written in BASIC, 
Pascal, and C. Those programs 
can be used to Input and dis- 
play analog voltages. You can 
Incorporate parts of those pro- 
grams Into your own program to 
make It easier to interface to the 
model ADIO. In addition, by 
studying those programs you 
can learn how to write your own 
code in any language to do a 
similar job. 

The ADIO Parallel port to 
Analog/Digital Converter costs 
$99.95. A power supply (model 
232PS) costs $14.95. For more 
information, contact B&B Elec- 
tronics Mfg. Co., 4000 Baker 
Road, P.O. Box 1040, Ottawa, IL 
61350; Tel: 815-434-0846. 

CIRCLE 112 ON FREE 

INFORMATION CARD 


ESD-CONTROL 
SOLDERING STATION 

According to Weller, their 
HYC3000 soldering station 
helps control problems of elec- 
trostatic discharge (ESD). The 
electronically controlled solder- 
ing station Is equipped with a 
42-watt, high-performance iron. 



It also comes with a high-out- 
put, hIgh-tip-mass soldering 
pencil that features the patented 
EM Series tips. The unit’s dial Is 
calibrated in 10°F steps. The 
soldering station, which meets 
all MIL specifications, is es- 
pecially well-suited for 
multilayered boards and difficult 
applications that require large 
outputs from a small tool. 

The HYC3000 soldering sta- 
tion has a suggested list price of 
$236.51 ; quantity discounts are 
available. For additional Infor- 
mation, contact Weller 
HYC3000, P.O. Box 728, Apex, 
NC 27502. 
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PCB and SCHEMATIC C.A.D. 


EASY-PC 
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• Runs on 
PC/XT/AT/386/486 
with Here ,CGA, 
EGA or VGA. 

• Design Single sided, 
Double sided and 
Multilayer boards. 

• Provides Surface 
Mount support. 

• Exceptionally fast 
operation. 

• Standard output 
includes Dot Matrix 
/Laser /Inkjet 
Printer, Pen Plotter, 
Photo-plotter and 
N.C. Drill. 

• Award winning 
EASY-PC is in use 
in over 9000 
installations in 50 
Countries 
World-wide. 

•Very easy to learn 
and use. 

• Not Copy Protected. 

• Dealer/Distributor 
enquiries welcome. 


Options - 1000 Piece Symbol library $75.00 
Gerber Import facility $195.00 


For full details write, call, fax or use Inquiry # 

Number One Systems Ltd. 1 

REF:- PEUSA, HARDING WAY, SOMERSHAM ROAD, ST. IVES, 
HUNTINGDON, CAMBS, ENGLAND, PE17 4WR 
Telephone BRITISH 

USA: 011 44 480 61778 (7 lines) bPftlftKI' AMERICAN EXPRESS, 
Intnl: +44 480 61778 AWARD MASTERCARD and VISA 

FAX: 011 44 480 494042 1989 WELCOME. 
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AMAZING 

SCIENTIFIC & ELECTRONIC 
PRODUCTS 


LASERS AND SCIENTIFIC DEVICES 

VRL2K 3mw Vis Red Laser Diode System Kit $159.50 

LLIS1K Laser Beam“Bounce” Listener Kit $199.50 

LHC2K Visible Simulated 3 Color Laser Kit $44.50 

LC7 40 Watt Burning Cutting Laser Plans $20.00 

RUB4 Hi Powered Pulsed Drilling Laser Plans $20.00 

LGU40 1 to 2mw HeNe Vis Red Laser Gun Assembled $199.00 

LLS1 Laser Lite Show - 3 Methods Plans $20.00 

SD5K See in the Dark Kit $299.50 

EML1K Electromagnetic Coil Gun Kit $69.50 

MCP1 Hi Velocity Coil Gun Plans $15.00 

LEVI Levitating Device Plans $10.00 

EH1 Electronic Hypnotism Techniques Plans $10.00 

HIGH VOLTAGE AND PLASMA DISPLAY DEVICES 

HVM7K 75,000 Volt DC Variable Output Lab Source Kit $149.50 

I0G3K Ion Ray Gun Kit, project energy without wires $69.50 

NIG9K 12V/115 VAC Hi Out Neg Ion Generator Kit $34.50 

EMA1K Telekinetic Enhancer/Electric Man Assembled $99.50 

LG5K Lightning Display Globe Kit $54.50 

BTC1 K Worlds Smallest Tesla Coil Kit $49.50 

BTC3K 250KV Table Top Tesla Coil Kit $249.50 

BTC5 1 .5 Million Volts Tesla Coil Plans $20.00 

JL3 Jacobs Ladder - 3 Models Plans $15.00 

GRA1 Anti Gravity Generator Plans $10.00 

PFS20 Plasma Fire Saber Assembled $69.50 

DPL20 Dancing Plasma to Music and Sounds Assembled $79.50 

SECURITY AND PROTECTIDN DEVICES 

ITM10 100,000 Volt Intimidator up to 20* Assembled $129.50 

IPG70 Invisible Pain Field Blast Wave Gen Assembled $74.50 

PSP4K Phaser Sonic Blast Wave Pistol Kit $59.50 

LIST10 Infinity Xmtr, Listen in Via Phone Assembled $199.50 

TAT30 Automatic Tel Recording Device Assembled $24.50 

VWPM7K 3 Mi. FM Auto Tel Transmitter Kit $49.50 

FMV1K 3 Mi. FM Voice Transmitter Kit $39.50 

HDDIK Homing/Tracking Beeper Transmitter Kit $49.50 


EASY ORDERING PROCEDURE TOLL FREE 1-800-221-1705 
or 24 HRS ON 1-603-673-4730 or FAX IT TO 1-603-672-5406 
VISA, MC, CHECK, MO IN US FUNDS. INCLUDE 10% SHIPPING. ORDERS 
$100.00 & UP ONLY ADD $10.00. CATALOG $1.00 OR FREE WITH ORDER. 


INFORMATION UNLIMITED 

P.O. BOX 716, DEPT. PE, AMHERST, NH 03031 


DIGITAL MULTIMETERS 

Two 3y2-digit, 0.8% accuracy 
digital multimeters from 
Beckman Industrial offer fre- 
quency, capacitance, and logic 
functions along with extra-large 
displays. The handheld models 
DM25XL and DM27XL each 
provide 11 functions and 37 
ranges. The DM27XL also per- 



forms go/no-go tests on LED’s 
and Includes a frequency coun- 
ter with the ability to measure 
frequency to 20 MHz. 

Both meters have seven re- 
sistance ranges to 2000 
megohms, five capacitance 
ranges to 20 p,F, AC and DC 


current measurement to 10 
amps, five VAC and five VDC 
ranges, and the ability to test 
diodes and measure transistor 
gain. The input Impedance of 
the meters is 10 megohms. The 
LCD readout features %-inch 
digits with annunciators for all 
available ranges. Having so 
many functions in one instru- 
ment saves time for the user, 
and the annunciators lessen the 
chance of using the wrong 
range. Other features include 
an audible continuity beeper, 
auto-off to conserve batteries, 
and transistor hFE measure- 
ments. Both DMM’s come with a 
built-in, 20-MHz TTL logic probe 
that detects 20-ns pulses (2.4 
volts Hi and 0.7 volts Lo); test 
leads; a 9-volt battery; and an 
operator’s manual. 

The DM25XL and DM27XL 
digital multimeters have sug- 
gested list prices of $109 and 
$129, respectively. For more In- 
formation, contact Beckman 
Industrial Corporation, 3883 
Ruffin Road, San Diego, CA 
92123-1898; Tel; 619-495-3200. 
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DIGITAL 

MEGOHMMETER 

A battery-operated digital 
megohmmeter, model AMB-4D, 
from Amprobe Instrument, of- 
fers the ability to automatically 
perform dielectric absorption 
ratios. That ratio Is used to test 
Insulation in a plant or on equip- 
ment to prevent possible 
equipment damage or haz- 
ardous electrical shock. The 
AMB-4D also features a re- 
sponse time of less than five 
seconds and a sampling rate of 
no less than two times per 
second. It offers manual or au- 
tomatic operation, and provides 
audible and visual indicators in 
the auto mode. The instrument 
is powered by six “AA” batteries; 
a low-battery Indicator is pro- 
vided. 

The AMB-4D digital megohm- 
meter has a suggested list price 
of $279.85. For additional infor- 
mation, contact Amprobe 



Instrument, Division of Core In- 
dustries, Inc., 630 Merrick 
Road, RO. Box 329, Lynbrook, 
NY 11563; Tel: 516-593-5600; 
Fax: 516-593-5682. 
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^^NOTEBOOK” 

PORTABLE COMPUTER 

Weighing less than six pounds 
(including battery), the Tandy 
1500 HD portable PC Is easy to 
carry around. The “notebook” 
PC Is equipped with both a 3V2- 
inch, 1.44MB floppy-disk drive 
and an Internal 20MB hard-disk 
drive with 23-millisecond access 
speed. For instant “out-of-the- 
box” computing, MS-DOS 3.3 
and Tandy’s DeskMate person- 
al-productivity software are 
Installed on the hard drive. The 
1500 HD has a high-definition, 
blue-on-white liquid-crystal dis- 
play with 640 X 200 CGA color 
resolution. The screen mea- 
sures approximately 7V2 x 5 


inches and is backlit for im- 
proved contrast. The laptop has 
an NEC V-20 microprocessor, a 
10-MHz clock speed, and zero 
wait-state memory. It has a full 
640KB of memory, expandable 
to 1.64MB; to configure addi- 
tional memory, a LIM 4.0 
expanded-memory driver is also 
supplied. The rechargeable 
NiCd battery provides more 
than 3y2 hours of computing 
time. An AC adapter/charger is 



also included. The 84-key key- 
pad features the Tandy Key- 
Switch that allow the user to 
interchange the Ctrl key cap 
and function with the caps lock 
key cap and function. By 
switching those two keys, the 
1500 HD’s keyboard layout re- 
sembles that of a standard 
typewriter. Other features in- 
clude an internal modem slot, 
one 25-pin parallel-printer port, 
and one 9-pin RS-232C serial- 
communications port for attach- 
ing a mouse or a portable fax 
machine. Options include a 
1MB user-installable memory 
upgrade, a 2400-bps internal 
modem, a spare battery, and a 
choice of carrying cases. 

The 1500 HD portable com- 
puter Is available for a 
suggested retail price of 
$1,999.00 at more than 7,000 
Radio Shack Computer Cen- 
ters, Radio Shack Stores, and 
dealers nationwide. For more 
information, contact Tandy Cor- 
poration, 1800 One Tandy 
Center, Fort Worth, TX 76102. ■ 
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"It’s so humiliating Doctor. . ./ 
can build a VCR, but I don't 
know how to set the timer.” 
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Why take chances in 
today’s job market? 


Graduate as a fully trained electronics professional 


To get ahead and stay ahead in today’s 
economy, you need the electronics 
training CIE has been providing its 
150,000-plus successful graduates 
with for nearly 60 years. 

Meet the Electronics Specialists. 

When you pick an electronics school, 
you're getting ready to invest time and 
money. And your whole future depends 
on the education you receive in return. 
That's why it makes so much sense 
to go with number one... with the 
specialists... with CIE! 

There's no such 
thing as a bargain 
education. 

If you talk to some 
of our graduates, 
and we recom- 
mend you do, 
chances are 
you'd find a lot 
of them shopped 
around for their 
training. Not for 
the lowest priced, 
but for the best 
training available. 

They pretty much 
knew what was 
available when they picked CIE as 
number one. 

Because we’re specie iists we have to 
stay ahead. 

At CIE we have a position of leadership 
to maintain. Here are just a few of the 
ways we hang onto it... 

Programmed Learning. 

That’s exactly what happens with CIE's 
Auto-Programmed Lessons®. Each 
lesson uses famous “programmed 
learning” methods to teach you import- 
ant electronics principles. You explore 
them, master them completely, before 
you start to apply them. You thoroughly 
understand each step before you go on 
to the next. You learn at your own pace. 

And, beyond theory, some courses 
come fully equipped with electronics 
equipment to actually let you perform 
hundreds of hands-on experiments. 

Experienced specie iists work ctosely 
with you. 

Even though you study at home, CIE’s 
faculty and staff stand ready to assist via 
CIE's toll free number. And, each time 
you return a completed exam you can 


be sure it will be reviewed, graded and 
returned with the appropriate instruc- 
tional help, you get it fast and in writing 
from the faculty technical specialist best 
qualified to answer your question in 
terms you can understand. 

Pick the pace that's right for you. 

CIE understands people need to learn at 
their own pace. There's no pressure to 
keep up. ..no slow learners hold you back. 
If you're a beginner, you start with the 
basics. If you already know some electro- 
nics, you move ahead to your own level. 

“Same Day’’ 
grading cycle. 

When we 
receive your 
lesson, we 
grade it and 
mail it back the 
same day. You 
find out quickly 
how well you're 
doing! 

State-of-the-art 
laboratory 
equipment. 

Some courses 
feature the CIE 
Microprocessor 
Training Laboratory. An integral part of 
computers, microprocessor technology 
is used in many phases of business, 
including service and manufacturing 
industries. The MTL gives you the 
opportunity to program it and interface it 
with LED displays, memory devices and 
switches. You’ll gain all the experience 


needed to work with state-of-the-art 
equipment of today and tomorrow. 

New Courses! 

CIE now offers two new career courses: 
Automotive Electronics and Computer 
Operation and Programming. 

CIE offers you an Associate Degree. 

One of the best credentials you can have 
in electronics — or any other career field 
— is a college degree. That’s why CIE 
offers an Associate in Applied Science 
in Electronics Engineering Technology. 
And all CIE career courses earn credit 
toward your degrees. 

Which CIE training fits you? 

Beginner? Intermediate? Advanced? 

CIE home study courses are designed 
for ambitious people at all entry levels. 
People who have: No previous 
electronics knowledge, but do have 
an interest in it; Some basic knowledge 
or experience in electronics: In-depth 
working experience or prior training in 
electronics. 

At CIE you start where you fit and 
feel comfortable where you start, then go 
on from there to your Diploma, Associate 
Degree and career! 

Today is the day. Send now. 

Fill in and return the postage-paid card 
attached. If some ambitious person has 
already removed it, cut out and mail the 
coupon below. You’ll get a FREE CIE 
school catalog, plus complete informa- 
tion on independent home study. Mail 
in the coupon below or, if you prefer, 
call toll-free 1-800-321-2155 (in Ohio, 
1-800-523-9109). 


□ YES! I want to get started. Send me my CIE school catalog including details 
about the Associate Degree program. (For your convenience, CIE will have a 
representative contact you — there is no obligation.) ah18 

Print Name 

Address 

City 

Age Area Code/Phone No.(- 


Apt. . 


. State 
-) 


-Zip - 


Check box for G.I. Bulletin on Educational Benefits □ Veteran □ Active Duty 


////:« 


[CLEVELAND 
INSTITUTE OF 
ELECTRONICS, INC. 

1776 East 17th Street • Cleveland. Ohio 44114 • (216) 781-9400 


A school of thousands. 
I I A class of one. 

Since 1934. 
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POPUUR ELECTRONICS 


THINK TANK 


By John J. Yacono 


Supercharging 
a 555 


F ew will dispute that the 
555 timer is one of the 
most popular IC's on the 
market today. It really bog- 
gles the mind to try to 
Imagine oil the ways it con 
be used. Despite oil the 
cookbooks written in Its 
honor, there ore o few func- 
tions of the 555 that ore 
seldom explained in any 
depth. Oddly one of those 
functions (namely voltage- 
controled oscillator opera- 
tion) Is built into the chip — it 
even has a pin dedicated 
to that purpose — but it usu- 
ally gets swept under the 
rug early in the text. To set 



Fig, 1. Shown here are the basic building blocks of the 555 timer 
IC accompanied by a few external timing components. 


things right, we'll explore 
voltage-controled oscillator 
(or VCO) operation in this 
article. 

But, first let me digress a 
little and give a simple ex- 
planation of how the 555 
functions as an oscillator. A 
555 connected as an asta- 
ble oscillator Is shown in Fig. 
1. For now just Ignore the 
control-voltage terminal 
(pin 5). When power is first 
applied to the circuit, ca- 
pacitor C starts to charge 
via and Rg. The chip's 
output (at pin 3) is initially 
high. The 555's internal FET 


can be Ignored at this time 
because ifs turned off. So 
the capacitor's charging 
rate Is determined only by 

Ra/ Qnd Vqq. 

The chip's Internal resistors 
(R,i-Ri 3 ) divide the supply 
voltage, into 
and %Vcc' Those voltages 
are called the "trigger" and 
"threshold" reference volt- 
ages, respectively. The 
voltage across (or stored In) 
capacitor C is monitored 
by comparators C1 and C2 
via the threshold and trig- 
ger inputs. Comparator C1 
compares the capacitor 
voltage to the threshold 
voltage and C2 compares 
the capacitor voltage to 
the trigger voltage. When 
the capacitor voltage 
reaches the threshold-refer- 
ence voltage, comparator 
C1 momentarily goes high, 
toggling the flip-flop. The 
flip-flop output causes the 
output terminal (pin 3) to 
go low and the Internal FET 
to discharge the capacitor 
via Rg. The rote of discharge 
Is thus determined by 
capacitor C, and V^c- 

When the capacitor volt- 
age drops to the trigger- 
voltage level, it triggers 
comparator C2, which tog- 
gles the flip-flop. The FET 
then turns off, the output 
goes high, and the capaci- 
tor begins to charge again. 
That completes one cycle. 

There are a few interest- 
ing facts about this method 
of oscillation. For example, 
the timing Is Independent 
of the power-supply volt- 
age. Thafs because even 
though the charge rate will 
increase if you raise the 
supply voltage, the thresh- 
old-reference voltage 
would also increase, so it 
takes the capacitor just as 
long to reach the higher 
threshold-voltage level at 


the higher charging rate. 
Furthermore, although the 
capacitor dissipates that 
higher voltage slower, the 
trigger voltage Is also high- 
er, so the capacitor doesn't 
have to discharge as low. 

The time It takes for the 
capacitor to charge from Va 
Vcc to %Vcc— the length 
of time that the output re- 
mains high — can be 
calculated using: 

V = 0.693(Ra -f Rb)C 

The time it takes for the 
capacitor to discharge 
from to VaV^c — ^the 

length of time that the out- 
put Is low — is given by: 

t, = 0.693 (Rb)C 

Now lefs throw a monkey 
wrench into the works by 
applying a voltage (V^on) 
to the control-voltage ter- 
minal (pin 5). That pin is 
connected directly the 
threshold-reference Input of 
C1, and It allows you to 
program in your own 
threshold-reference volt- 
age. The control voltage 
also Indirectly sets the trig- 
ger-reference voltage, 
which Is always equal to 
half the threshold-reference 
voltage (take a close look 
at the resistor divider net- 
work Inside the chip to see 
why thafs true). However, 
altering the trigger-refer- 
ence voltage does not 
affect the discharge time 
(t|) of the capacitor for the 
same reason a different 
supply voltage doesn't af- 
fect It (go back a couple of 
paragraphs if you forgot 
why). It does change the 
charging time (tj , however, 
which can be computed 
using the following formula: 

th = (Ra + 0.693 -F 

ln[1 + 1/(1 -VconA/cc)]) 

There are a few neat 
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tricks that you can do by 
controlling the 555 in that 
way: The first Is that by 
changing the control volt- 
age, you can perform 
pulse-width modulation. You 
can also modulate the fre- 
quency and simultaneously 
modulate the duty cycle. 
(Unfortunately you canT 
change the frequency with- 
out changing the duty 
cycle with this method.) Fur- 
ther, by swinging the control 
voltage up and down, you 
can even sweep a range of 
frequencies. 

Now lefs take a look at 
what some of you clever 
readers have done with 
555's on their own. The first 
circuit Is valuable If you use 
555's a lot. 

A TEST FIXTURE 

When I was building a 
40,00-volt induction coll, a 
555 oscillator timer used In 
the electronic-interrupter 
circuit kept burning up. Be- 
cause of the current levels 
involved and the destruc- 
tion of other components 
that occurred when the 555 
would burn out, I could not 
use a logic probe as they 
are usually powered by the 
circuit under test. 

That being the case, I 
built a 555 osclllator/timer 
tester (see Fig. 2). 1 placed it 


In a plastic enclosure and 
mounted the SPST slide 
switch, LED1, and the 8-pln 
IC socket on the cover. To 
test the 555 in question, you 
place the IC In the socket 
and throw the switch. If the 
LED blinks fully on and off, 
the IC Is okay. If the LED 
blinks dimly then turns fully 
on, the 555 is beginning to 
fall because ifs having trou- 
ble turning off. If the LED just 
glows brightly, the IC Is 
completely bad. 

The operation of the cir- 
cuit is very simple. When 
power Is applied to the 555, 
It should go through normal 
oscillations, so ifs output 
should turn completely high 
and low, turning the LED 
fully on and off, respectively. 
Anything else will cause the 
LED to glow dimly during 
one part of the cycle. The 
unit Is a simple, easy-to-use 
circuit that can be an Im- 
portant tool for the 
workbench. 

— Kent Ponton, 

Manteno, IL 

Way to go, I like the cir- 
cuit Although it is unlikely, it 
is possible that the 555 
being tested is so shot that 
the LED doesn't glow at all. 
Of course that could also 
be caused by a lack of 
power to the test fixture, so 
an LED power-on indicator 
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Fig. 2. This test fixture for 555's is a great time saver. Just pop in 
the suspect IC and watch the LED indicator. 


Earn Your B.S. Degree 
in 

ELECTRONICS 

or 

COMPUTERS 



By Studying at Home 

Grantham College of Engineering, 
now in our 41st year, is highly ex- 
perienced in “distance education” — 
teaching by correspondence — through 
printed materials, computer materials, 
fax, and phone. 

No commuting to class. Study at 
your own pace, while continuing on 
your present job. Learn from easy-to- 
understand but complete and thorough 
lesson materials, with additional help 
from our instructors. 

Our Computer B.S. Degree Pro- 
gram includes courses in BASIC, 
PASCAL and C languages — as well as 
Assembly Language, MS DOS, CADD, 
Robotics, and much more. 

Our Electronics B.S. Degree Pro- 
gram includes courses in Solid-State 
Circuit Analysis and Design, Control 
Systems, Analog/ Digital Communica- 
tions, Microwave Engr, and much more. 

An important part of being pre- 
pared to move up is holding the right 
college degree, and the absolutely neces- 
sary part is knowing your field. 
Grantham can help you both ways — 
to learn more and to earn your degree 
in the process. 

Write or phone for our free 
catalog. Toll free, 1-800-955-2527, or 
see mailing address below. 

• 

Accredited by 

the Accrediting Commission of the 
National Home Study Council 

• 

GRANTHAM 
College of Engineering 

Grantham College Road 
Slidell, LA 70460 
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LEAKN VC :K 

CIEANING/M«INTENANCE/REPAIR 

EARN UP TO $1000 A WEEK, WORKING 
PART TIME FROM YOUR OWN HOME! 


Secrets 

Revealed! 


NO Special 
Tools Of 
Equipment 
Needed. 


THE MONEY MAKING OPPORTUNITY 
OFTHE1990’S 

IF you are able to work with common small hand 
tools, and are familiar with basic electronics (i.e. able 
to use voltmeter, understand DC electronics). . . . 
IF you possess average mechanical ability, and have a 
VCR on which to practice and learn. . . .then we can 
teach YOU VCR maintenance and repair! 

FACT: up to 90% of ALL VCR malfunctions are due to 
simple MECHANICAL or ELECTRO-MECHANICAL 
breakdowns! 

FACT: over 77 million VCRs in use today nationwide! 
Average VCR needs service or repair every 12 to 18 
months! 

Viejo’s 400 PAGE TRAINING MANUAL (over 500 pho- 
tos and illustrations) and AWARD-WINNING VIDEO 
TRAINING TAPE reveals the SECRETS of VCR mainte- 
nance and repair— “real world” information that is 
NOT available elsewhere! 

Also includes all the info you’ll need regarding the 
BUSINESS-SIDE of running a successful service op- 
eration! information 

CALL TOLL-FREE 1-800-537-0589 

Or write to: Viejo Publications Inc. 

5329 Fountain Ave. 

Los Angeles, CA 90029 Dept. PE 
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the loose ends of your electronics background 
together and earn your B.S.E.E. Degree. Up- 
grade your status and pay to the Engineering 
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States and throughout the World. Established 
Over 40 Years! Write for free Descriptive Lit- 
erature. 


COOK’S INSTITUTE 
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If you've banged one of your big toes on the dresser 
enough times to form it into a ping-pong ball shape, then this 
circuit can at least save your other big toe from the same fate. 


would be a nice but simple 
feature to add. 

A TIMED NIGHT LIGHT 

I needed a wall- 
mounted, battery-powered 
night light to illuminate cer- 
tain areas in my home. I 
only needed the light to be 
on for a brief period of time 
and since I wanted to use 
battery power, the current 
drain had to be kept to the 
bare minimum. That meant 
the circuit should draw no 
current until triggered. 

Of course the first thing to 
come to mind was a 555 
wired in a one-shot mode 
(see Fig. 3). Pressing S1 en- 
ergizes the circuit. The 555 
is triggered by the low that 
the initially uncharged ca- 
pacitor C2 presents to pin 
2. The capacitor is wired to 
charge through R2 be- 
cause the timer will not turn 
off if the voltage at pin 2 
remains low. When the 555 
is triggered In that fashion, 
its output (pin 3) goes high 
for a length of time deter- 
mined by R1 and Cl That 
biases Q2, which turns on II 
and also biases Q1 which 
energizes the relay. The re- 
lay keeps the circuit 
energized after the push- 
button, SI is released until 
the one-shot times-out, at 


which point the circuit shuts 
down. 

Standard components 
are used throughout the cir- 
cuit. Although the transistors 
are shown as 2N3904's, any 
NPN switching transistors will 
do. I used a Gordos 5-volt 
reed relay for K1 1 housed 
the circuit in an 8-ounce 
opaque dish-shaped food 
container by mounting the 
circuit, a 9-volt battery, and 
11 on the inside of the snap- 
on lid. Switch S1 was 
mounted so that it pro- 
truded through the dish 
portion of the container. 

The entire assembly was 
mounted to the wall 
through a hole in the lid. 

The circuit has nhany 
more applications includ- 
ing switching high-voltage 
loads. Lamp II could be 
replaced by an op- 
toisolator to control 117-volt 
AC loads. Relay K1 could be 
replaced by a small multi- 
pole unit capable of con- 
trolling several separate 
devices. For all that, do I get 
a book? 

— J. dePrisco, Hazleton, PA 

You certainly do. For 
those readers interested in 
the idea of controlling 117- 
volt AC power with op- 
toisolators, look back at last 
month's Think Tank column. 
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Fig. 4. This is a perfect circuit for the ultrasonic experimenter. 
However, be cautious and kind when using it; it can cause great 
pain to pets with sensitive hearing. 


ULTRASONIC- 

FREQUENCY 

GENERATOR 

I have been an elec- 
tronics hobbyist most of my 
life and I find your maga- 
zine to be a valuable 
source of information for 
designing and building cir- 
cuits. I had a lot of fun with 
this circuit and thought your 
readers might enjoy it also. 
Ifs an ultrasonic-frequency 
generator built around a 
555 oscillator/timer 1C (see 
Fig. 4). The 555 functions as 


a simple oscillator. Ifs oper- 
ating frequency Is 
determined by the values 
of R1-R3 and C2. Resistor R3 
can be used to vary the 
frequency from 3 to 100 kHz. 

The output of the os- 
cillator (pin 3) is fed to U2. 
an LM386 low-voltage au- 
dio-power amplifier, which 
is used to drive a piezo 
transducer. 

— Mack Hays, Bir- 
mingham, AL 
Reai nice, i hope Radio 
Shack continues to carry 
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Fig. 5. This add-on to a circuit that appeared in this magazine 
awhile ago uses the 4017 decade counter in a manner described 
in this column back in May 1991. 


that transducer, it could 
form the basis of a lot of 
interesting projects. 

WHOOPING IT UP 

In August of 1987, on 
page 94, Think Tank carried 
an interesting door-annun- 
ciator circuit that emits a 
nice and compelling 
"Whoop!," but I thought it 
should sound-off four 
"Whoops!" before quitting. 
So, I came up with an addi- 
tion to that fantastic circuit 
(see Fig. 5). 

If SI is depressed, the 
7555 (a special relative of 
the 555, although a regular 
555 should do) clocks a 
4017 decade counter/divid- 
er. It also turns on Q2 for a 
period of time determined 
by R2 and Cl. That transistor 
should be used to apply 
power to the annunciator 
circuit (which means the 
old annunciator circuit will 
no longer need Cl or SI). 
After U1 goes through four 


cycles, pin 10 of U2 goes 
high and transistor Q1 con- 
ducts, bringing the reset 
input (pin 4) of U1 low, 
which shuts-down the 
whole circuit. 

— Sid Buck, Key Largo, FL 

Tm glad you like the col- 
umn; and don't worry, 
there's plenty more where 
this came from. Those of 
you that are interested in 
knowing precisely how the 
4017 is used in this circuit 
should check out the dis- 
cussion that appeared in 
the Think Tank column in the 
May 1991 issue of this mag- 
azine. 

Well friends, as the sun 
slowly sinks into the west, we 
come to the end of an- 
other month. Happy trails to 
you and until we meet 
again, please send your 
comments, requests, and 
fruitful efforts to Think Tank, 
Popular Electronics, 500-B 
Bl-County Blvd., Farm- 
ingdale, NY 11735. ■ 
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Science PROBEl — the only 
magazine devoted entirely to Amateur 
Scientists! If you are fascinated by sci- 
ence In all its many forms . . . if you can’t 
stay away from a microscope, tele- 
scope, calipers, or test tube — we in- 
vite you to share the wonders in every 
issue of Science PROBE! You will join 
a community (rf Amateur and Student 
Scientists who enthusiastically seek 
scientific knowledge or follow scientific 
pursuits k)r their own sakes and not 
merely as a profession. 


Obtain your next issue of Science 
PROBE! by visiting a quality News- 
stand, Convenience Store, or Super- 
market or by reserving your personal 
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the coufran below. 


From your very first issue of Science 
PROBE! you will be involved in a world 
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Build a 
Precision 
Dual Power Supply 


T he one thing about typical labo- 
ratory power supplies is that you 
can never have too many of 
them, especially If you do a lot of ex- 
perimenting. Thafs because you can't 
always power everything from one sup- 
ply, and fixed-output units leave you 
high and dry when you need a variable 
voltage source. On top of that, the out- 
put of many home-brew variable sup- 
plies tend to drift up and down slightly, 
which is no good at all when you're 
trying to figure out the optimum refer- 
ence voltage for some point In a circuit. 

With a minimum amount of sweat 
and wallet shrinkage, we'll show you 
how to build a power supply with Iwo 
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Here’s how you can build an inexpensive, adjustable, dual-output power supply 
that’s packed with features — invest a little bit more and you can control 
the output voltage to the nearest Vioo of a volt! 


variable outputs — one positive, and 
one negative — ^that might make you 
shelve the rest. Whafs more is that, with 
the addition of two precision potenti- 
ometers, at added expense of course, 
the supply outputs can be set to the 
nearest rock-steady yioo-volt. 

Adjustable Voltage Regulators. The 

adjustable voltage regulators readily 
available today are a veritable boon to 
any hobbyist building a power supply. 
Unlike fixed regulators, adjustable units 
can be programmed to output any 
voltage within their operating range. 
[The minimum and maximum of the de- 
vice varies from model to model and 
manufacturer to manufacturer.) Fur- 
thermore, the devices come in positive 
and negative "flavors" to suit any rea- 
sonable application. 

Our power supply uses an LM317 
positive adjustable regulator and an 
LM337 negative adjustable regulator. 
They can operate from around 1.25 to 
33 volts. We buy these versatile little jew- 


els in place of fixed regulators simply 
because they can provide any voltage 
required. As long as there are one or 
two of the units around, there's nothing 
to slow down building any project that 
may spring to mind. 

Furthermore, as regulators go, they 
provide excellent ripple rejection. They 
also have a short-circuit shut-off fea- 
ture: If you short the regulators' output. It 
shuts down and automatically turns 
back on when the short Is removed. To 
add to their value, they are easy to use. 
In Fig. 1A, a positive adjustable reg- 
ulator is shown with its two program- 
ming resistors In place. A negative 
adjustable regulator is shown In Fig. IB. 
For the sake of discussion, we'll talk 
about positive regulator's, but keep in 
mind that the exact same rules apply 
for negative regulators; the only dif- 
ference Is that the input and output 
voltages for negative regulators are 
(you guessed it) negative. 

Resistor R1 is usually chosen to be 
around 240 ohms to provide optimal 


performance, but I have often used 
220-ohm resistors without the least bit of 
trouble. While the value of R1 Is pretty 
standard, the value of R2 determines 
the output voltage of the regulator ac- 
cording to: 

VouT = 1.25(1 + R2/R1) + R2 X 1^^^ 

where l^^j (the adjustment current as it's 
called) is usually between 40 to 50 |xA. 
That current Is so small that you can 
often disregard it and use this abbrevi- 
ated equation: 

VouT = 1.25(1 + R2/R1) 

Since you usually know the voltage you 
want, lefs rearrange the equation to 
find R2 based on Vqut’. 

R2 = R1(Vout/1.25 - 1) 

There are just a couple of restrictions 
you should bear In mind while taking 
advantage of these devices. First, the 
supply to the regulator should be fil- 
tered to supply at least 3-volts rms more 
than the desired Voy-p Second, if sub- 
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Fig. 1. Adjustable regulators are easy to 
use. Whether you need a positive (A) or a 
negative (B) output voltage, you just have 
to add two resistors and a filtered source 
of pulsating DC. 


PARTS LIST FOR THE LINE 
TAMER POWER SUPPLY 


SEMUGONDUCTORS 

U1 — ^LM317 positive adjustable- voltage 
legulator, integrated circuit 
U2-— LM337 negative adjustable-voltage 
legulator, integrated circuit 
BRl — 2-amp 50-PIV, full-wave bridge 
rectifier 

RESISTORS 

(All fixed resistors are V'4-watt, 5% 
units.) 

R1-— 33,000-ohm 

R2 — 5000-ohm, dual potentiometer 
R3, R5— lOO-ohm, precision, 10-tum 
potentiometer 
R4, R6— 220-ohm 
R7 — ^SOOO-ohm potentiometer 

ADDITION AL PARTS AND MATERIALS 

Cl, C2-~1000-tiH 50-WVDC 
electrolytic 

C3, C4— .02-fxR ceramic disc 
F1-— Vio-amp fast-blow fuse 
NEl^ — NE-2H neon indicator 
PLl- — 3-terminal molded AG plug with 
line cord 

SI — SPST toggle switch 
S2, S3 — SPDT toggle switch 
T1 — ^25. 2- volt, center-tapped, 2-amp 
power transformer ; < 

l^rfboard, enclosure, rubber grommets, 
alligator clips, heat sinks, fuse holder, 
wire, solder, etc. 



stcntial current (more than y4-amp) is to 
be drown from the regulator use a heat 
sink. You should also use a heat sink If 
the Input voltage Is to be more than 6- 
volts greater than the output voltage. 

One last thing to be aware of Is the 
fact that adjustable regulators have dif- 
ferent pinouts than constant-voltage 
models. In a similar vein, positive and 
negative adjustable regulators don't 
have the same pinouts as one another. 
That's enough theory for now, lefs get to 
the real circuit. 

The Crax and the Frills. The trans- 
former's primary In the power supply 
(see Fig. 2) Is connected to the AC line 
via 81 and F1. The value of F1 has been 
selected to prevent the secondary (yes, 
we said the secondary) from producing 
too much current. 

If you choose to use a transformer 
with a different current rating than the 
2-amp unit specified In the Parts List, 
then you will have to compute the val- 
ue of the fuse to suit your needs. Most 
transformers are rated by their primary 
voltage, secondary voltage, and sec- 
ondary current. You will need to know 
the maximum current to permit In the 
primary that will not damage the sec- 
ondary. Here Is a simple equation that 
you can use to determine that max- 
imum: 

Ip = ls(Vs/Vp) 

where Ip Is the primary current, Ig is the 


secondary current, Vp is the primary 
voltage, and Vg is the secondary volt- 
age. 

You may wish to select a slightly lower 
fuse capacity for added safety. How- 
ever, since some of the power pro- 
duced by the primary Is lost In the 
transformer's iron core, not all of It 
reaches the secondary. Opinions may 
vary, but that provides a margin of safe- 
ty that has proven itself sufficient over 
the years. 

To turn AC Into full-wave pulsating DC, 
most single-sided power supplies have 
either a center-tapped transformer 
and two diodes or a regular trans- 
former and a bridge rectifier. Dual sup- 
plies usually contain a center-tapped 
transformer and two bridges. Thafs the 
first big difference between our supply 
and the rest. You'll note that the circuit 
does have a center-tapped trans- 
former, but only one bridge rectifier. 
With the mode switch In the "dual" posi- 
tion, that Is all the circuitry needs to 
produce both a positive and a nega- 
tive voltage simultaneously. 

A question you may be asking at this 
point Is does the circuit provide full- 
wave rectification to both the positive 
and negative regulators of the supply? 
The answer Is yes. To prove It to yourself, 
follow the current through the bridge 
when the top terminal of the second- 
ary Is positive and the bottom Is nega- 
tive with respect to the center tap. Then 
follow the current flow when the polar- 
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Fig. 2. The adjustable supply uses an unusual combination of bridge rectifier and center- 
tapped transformer to simultaneously provide positive and negative output voltages. 
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ity of the secondary reverses. Keep in 
mind that, no matter what the second- 
ary's polarity is, the center tap is always 
at zero potential. 

By using this scheme, each regulator 
receives half of the full secondary volt- 
age in dual mode. When S2 Is in the 
"single" position, the negative supply is 
shut down and the positive regulator 
receives the full secondary voltage. 
That turns the unit Into a formidable sin- 
gle-ended power supply capable of 
driving 1.5-amps at about 17 volts. The 
voltage output Increases to over 30 
volts for lighter loads. 

Regardless of whether the unit is op- 
erating In dual or single mode, the 
positive-supply voltage Is determined 
by potentiometers R2-a and R3. They 
act as coarse and fine voltage-adjust- 
ment controls, respectively. Potentiom- 
eter R3 Is a multi-turn device that allows 
you to easily set the output voltage to 
the nearest Viooth of a volt. The extra 
precision Is great at times when you 
need a precise reference voltage. If this 
feature is not important for your ap- 
plications or seems too expensive to 
add, you can simply leave out R3. 

The adjustable negative regulator is 
controlled In the same way, but S3 lets 
you choose between two coarse volt- 
age controls: R2-b and R7. Potentiome- 
ter R2-b is ganged with R2-a (they form 
a stereo potentiometer), so if S3 Is set to 
the "tied" position, the positive and 
negative supplies are adjusted simulta- 
neously. That is useful when you need 
balanced supplies, such as for op- 
amps. In that mode, you can use the 
high-precision potentiometers to pre- 
cisely adjust the balance. If the high 
precision feature is too much, you can 
leave out R5. 

With S3 In the separate position, R7 
acts as the negative-voltage control 
and R2 adjusts only the positive supply. 
This Is useful for when the positive and 
negative voltages are not supposed to 
match. Of course R5 still acts as a fine- 
adjustment control. 

Capacitors Cl and C2 filter the 
pulsating DC into a more manageable 
form for the adjustable regulators. The 
two capacitors at the outputs (C3 and 
C4) help eliminate any destructive tran- 
sients presented to the two power 
leads. 

Construction. Building the power sup- 
ply is quite simple because very few 
components are required. We chose to 
mount the parts on a piece of per- 
fboard using point-to-point wiring to in- 


The front panel is neatly and logically laid out, so the controls are where you might 
expect them to be. 


terconnect the various components. 
Because all of our controls can be 
mounted from the inside of the cabinet, 
we were able to fully assemble the 
board and all controls before Installing 
them In the cabinet. 

The size of the cabinet was chosen 
mainly for the size of the transformer — 
the circuit board itself Is actually quite 
small. Also, the multitude of controls re- 
quires a lot of space on the front panel. 
Cnee you choose a cabinet, don't start 
drilling holes right away. First you should 
carefully lay out the drill points accord- 
ing to the controls you use. Also, try to 
position the controls in somewhat log- 
ical locations. You can copy our design 
if you like. 

Although most power supplies have 
binding-post outputs, you always end 
up having to connect a lead to them 


anyway. So for the sake of con- 
venience, we decided to have al- 
llgator-clip-equlpped leads coming 
directly out of the cabinet — a red one 
for the positive output, a white one for 
the common, and a black one for the 
negative output. Because of the unique 
shut-down feature of the voltage reg- 
ulators, shorting Is not a concern with 
this project. 

A neatly drilled cabinet deserves 
neat labeling. Dry-transfer (rub-on) let- 
tering looks good, and Is pretty durable 
if you burnish It down when finished. 
Clear lacquer makes It permanent. 
Four rubber feet complete the job. Ifs 
the small details that lead to a good- 
looking, high-performance, easy-to- 
use lab supply. And one that will have a 
home on your workbench for years to 
come. ■ 


Here's what the inside of our unit looks like. If you work neatly, you'll end up with a very 
reliable unit. 
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BY JAMES R RYBAK 


T he wireless operators aboard 
ships within several hundred 
miles of Brant Rock, Mas- 
sachusettes must have been as- 
tonished on Christmas Eve In 1906. 
Instead of the crackling of telegraph 
signals, they heard a voice and then 
music coming through their receivers 
for the first time ever. The ships had 
been alerted earlier by a telegraph 
message from Reginald Fessenden's 
Brant Rock station that a special trans- 
mission would be coming. But who 
could have imagined this? 

Quickly, others aboard the ships 
crowded in to hear for themselves this 
first true broadcast of what would be- 
come known as "radio." The quality of 
the transmission was not outstanding by 
today's standards, but no one com- 
plained. They knew they were witness- 
ing an amazing breakthrough in 
technology. They very likely could not 
imagine, however, the impact this new 
technology would have on the lives of 
countless people. 

Proudly Canadian. Reginald Aubrey 
Fessenden was born on October 6, 
1866 in East Bolton, a town in what is 
now Quebec. While he would live much 
of his adult life in the United States and 
eventually would become a U.S. citizen, 
Reginald Fessenden always proudly 
considered himself Canadian. 

Consistently a serious and highly ac- 
complished student, young Reginald 
excelled in mathematics and the classi- 
cal languages. He entered Bishop's 
College in Lennoxville, Quebec at the 
age of 15. Fessenden's mathematical 
abilities were so advanced that he was 
given credit for the first year's courses 
merely by passing the final examina- 
tions. He was awarded a senior master- 
ship in mathematics and taught low 
level college mathematics while he 
was studying more advanced topics. 
Reginald regularly read the magazines 
Scientific American and Nature. He was 
interested in the new "science" oV elec- 
tricity and in becoming an inventor. 

In 1884, when he was not yet eigh- 
teen, Fessenden had completed most 
of the requirements for a college de- 
gree. Financial and health considera- 
tions, together with the desire to begin 
carving out a career, caused him to 
accept an offer to be the principal 
(and only teacher) at the Whitney In- 


Hew Wireless 


When Reginald Fessenden demonstrated radiotelephony in 
would have any practical uses. 
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stitute in Bermuda before completing 
the remaining degree requirements. 

While Fessenden taught at the 
Whitney Institute, his fascination with 
electricity and the desire to be an in- 
ventor kept growing. After two years, it 
was clear to Reginald that he needed a 
career with brighter prospects for an 
adequate income and wanted a ca- 
reer that would allow him to pursue Ws 
electrical and inventing interests. 

Fessenden knew electrictty held the 
promise for producing a number of in- 
ventions for which the public would 
provide the market. Thomas A Edison 
and others already hod proven that 
point. But, if he was going to become a 
successful inventor of electrical de- 
vices, Reginald was aware that he hod 
to learn much more about both elec- 
tricity and inventing. He, therefore, 
headed for New >fork City in 1886, ap- 
parently with the brash idea of learning 
the science of electricity and the art of 
inventing from none other than Thomas 
A. Edison. 

Fessenden was aware that he hod to 
learn more about electricity before he 
would have any chance of being hired 
by Edison. So upon arriving in New Mark, 
he tried earning enc^h to sustain him- 
self through jobs dro writer while study- 
ing electricity in his free hours. 

After a few months of frustration otkI 
disillusionment as a writer, Fessenden 
decided he might os well seek employ- 
ment with Edison immediately. At the 
Edison CompHan/s New Mark of^, Fes- 
senden was told that Edison was spend- 
ing most of his time at the Company's 
Lamp Works in Harrison, New Jer^. 

When he arrived at the Lamp Works, 
Fessenden submitted his business cord 
together with a piece of paper on 
which he had been told to state his 
business. These were taken to Edison in 
his laboratory. Reportedly, the paper 
came back with "What do you kriow 
about electricity?" written by Edison. 

Fessenden knew that he possessed a 
solid mathematical background, but 
that his knowledge of electricity ob- 
viously was not up to Edison's starxiards. 
Not wishing to overstate his qualifica- 
tions, Reginald replied "Do not know 
anything about electricity, but carr 
learn pretty quick." The piece of pcfoer 
soon returned with Edisonis comment, 
"Have enough men now who do not 
know anything about electricity." 


1906 , few thought it ever 


Fessenden Keeps Ihriiv. Disap- 
pointed, but not discouraged, Fes- 


OCTOBER 1991 



POPULAR ELECTRONICS 



n 



Pi 



























o 




o 

















Fig. 1. Pulses of damped oscillations (A) generated by spark gap transmitters differed 
significantly from the continuous oscillations (B) Fessenden sought. 


senden went back to New York City and 
continued his attempt to support him- 
self os o writer. Every week, however, he 
visited the Edison Machine Works in 
New York to see if there were any open- 
ings. Persistence paid off and Fes- 
senden was eventually hired os on 
assistant tester for the Edison Compa- 
ny's underground electrical malns-lay- 
ing project In the city. 

Fessenden worked diligently at his 
job and studied electrical theory dur- 
ing his lunch breaks. His hard work and 
Ingenuity In developing more efficient 
ways for the crews to do their jobs did 
not go unnoticed. Very quickly, Re- 
ginald was promoted; first to tester, then 
to chief tester, and finally to Inspecting 
engineer for a section of the work. He 
had earned the attention and respect 
of his supervisors. 

After the project was completed at 
the end of 1886, Reginald Fessenden 
was offered his choice of a job with the 
Edison Company In Schenectady or at 
its Llewellyn Park Laboratory in West Or- 
ange, New Jersey as one of Edison's 
assistants. Needless to say, Fessenden 
chose to work with Edison. 

Fessenden very quickly Impressed 
Edison by developing an Inexpensive 
and fireproof insulating material for the 
wire windings of dynamos. Reginald 
then developed a glass-blowing ma- 
chine that greatly reduced the cost of 
making incandescent lamps. He also 
worked with Edison on the develop- 
ment of talking movies. 

When seeking a solution to a prob- 
lem, Fessenden followed the same ap- 
proach used by Edison: he first tried to 
read everything In print that was known 
about the subject, and then go to the 
laboratory and try all the possible (and 
some seemingly Impossible) combina- 
tions of materials and techniques. 
Merely finding a solution was not 
enough; Like Edison, Fessenden would 
not rest until the best solution was found. 

In time, Heinrich Hertz's experiments 
with electromagnetic waves attracted 
Fessenden's interest. Reginald carefully 
read all of Hertz's writings on these in- 
triguing waves. He obtained Edison's 
permission to conduct experiments on 
high-frequency electromagnetic os- 
cillations, but financial problems 
caused Edison to close the Llewellyn 
Park Laboratory in 1890 before the ex- 
periments could begin. 

From Edison to Westinghouse. 

Reginald Fessenden had received a 
number of offers for higher paying jobs 


over the years, but he had turned them 
down for the privilege of continuing his 
work in the environment of scientific In- 
vestigation and Invention provided by 
Edison. But, now that the opportunity to 
work with Edison no longer existed and 
he planned to get married soon, Re- 
ginald had to think In terms of both pur- 
suing his scientific Interests and earning 
a more substantial income. A job In 
Newark offered by the United States 
Company, a branch of Westinghouse, 
provided the needed salary and the 
opportunity to design both AC and DC 
electrical equipment. 

One of Fessenden's first major ac- 
complishments in his new job was the 
discovery of a new Insulating material. 
It substantially reduced the number of 
dynamos returned to the company for 
repair. Probably more Important to his 
later career, however, was Fessenden's 
discovery of a new silicon iron alloy. The 
metal produced very low eddy current 
and hysteresis losses when used in AC 
motors and generators. 

Interestingly enough, Fessenden also 
developed a technique for using the 
same alloy in making the glass-to-met- 
al seals needed for the lead-in wires of 
incandescent lamps. This breakthrough 
allowed Westinghouse to produce 
lamps that did not infringe upon Edi- 
son's patents. The lamps later enabled 
George Westinghouse to meet his con- 
tract for lighting the 1893 Columbia Ex- 
position in Chicago. Providing the lights 
for the exposition enhanced the image 


of the Westinghouse Company and 
earned Fessenden the lasting gratitude 
of George Westinghouse. 

Back to the College Scene. 

Alternating current was beginning to 
come into wider use. Fessenden kept 
abreast of the then-developing AC the- 
ory, as well as the work of Hertz, both on 
the job and In his spare time. He took a 
job with the Stanley Company of Pit- 
tsfield, Massachusetts late in 1891 
where he could apply his knowledge to 
the design of AC motors and transfor- 
mers. 

Unfortunately, the Stanley Company 
soon fell on hard times due to the eco- 
nomic panic of 1892. When offered the 
chair of Purdue University's electrical- 
engineering program, he readily ac- 
cepted. The prospect of coupling 
teaching with his own research interests 
was very appealing. 

The following year, Fessenden re- 
ceived an offer to teach electrical en- 
gineering at the Western University of 
Pennsylvania (now the University of Pitts- 
burgh). George Westinghouse had rec- 
ommended Fessenden for the position 
and offered to provide financial and 
other material support for Reginald's re- 
search. Fessenden eagerly accepted 
the offer. 

University life appealed to Reginald 
Fessenden. He enjoyed teaching stu- 
dents and having them help him with 
his electrical research very much. While 
at Pittsburgh, Fessenden developed a 
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micro-photography technique for re- 
cording and storing printed docu- 
ments. This technique has evolved into 
the microfilm and microfiche methods 
used today. He also made some impor- 
tant contributions to the development 
of equipment for using the then re- 
cently discovered X-rays to check the 
uniformity of steel used in Navy ships. 

An Idea Begins. Fessenden main- 
tained his interest In AC electronics, 
particularly because it held promise for 
long distance communication via 
electromagnetic waves. Telegraphy 
was thought by most at the time to be 
the only way electromagnetic waves 
could be used for wireless communica- 
tions. Reginald Fessenden, however, 
was already beginning to think about a 
grander form of communications sys- 
tem: wireless telephony. 

A thorough study of the "coherer," the 
most commonly used wireless telegra- 
phy detector of the day, was carried out 
by students under Fessenden's direction 
to determine its suitability as a detector 
of wireless telephony signals. The co- 
herer consisted of a thin glass tube filled 
with metal filings. The tube had an elec- 
trode at each end. When connected to 
an antenna and no wireless signal was 
received, the coherer acted as an 
open circuit. When the antenna deliv- 
ered a strong signal, however, the co- 
herer became a short circuit. The 
coherer was not very sensitive and re- 
quired tapping between each tele- 
graphic dot or dash to restore Its 
detecting ability. 

Fessenden soon realized that the co- 
herer could not be made into a suit- 
able detector for wireless telephony. 
What was needed was a more sensitive 
detector that operated continuously, 
not intermittently. Also, the desired de- 
tector needed to provide an output 
that was proportional to the received 
signal. These things the coherer could 
never do. Fessenden knew that he, him- 
self, would have to develop the 
needed detector. 

Other serious problems stood In the 
way of the development of wireless 
telephony. The spark transmitters In use 
at that time produced pulses of damp- 
ed oscillations. The pulsed oscillations 
used occurred at audio frequencies in 
what we now call the low radio-fre- 
quency range. So the keyed signal re- 
ceived was a single audio tone. Since a 
tone of one frequency could be sent, 
Fessenden was convinced that the 
transmission of voice and music also 


might be possible However, he knew 
that the amplitude modulation neces- 
sary for wireless telephony could only 
be achieved If the transmitter pro- 
duced undamped, continuous radio- 
frequency oscillations. The difference 
between the pulses of damped oscilla- 
tions produced by a spark transmitter 
and the undamped, continuous os- 
cillations Fessenden wanted are shown 
In Fig. 1. 

It was apparent to Fessenden that 
spark-transmitters would not be suit- 
able for another reason: the noise that 
resulted from the spark discharge 
would drown out the desired audio-fre- 
quency modulation. 

Ellhu Thomson had devised and pat- 
ented an oscillating arc discharge In 
1892, which produced distorted, but 
continuous, oscillations. Others at- 
tempted to refine the oscillating arc, 
but the technique could not produce 
oscillations of great enough frequency 
to be useful for wireless transmissions. 

An Alternator is the Answer. 

Reginald Fessenden began to think 
that the Ideal source of the continuous 
sinusoidal oscillations he needed 
would be an alternator or AC gener- 
ator. However, it would have to be ca- 
pable of producing a high-frequency 
output. Such an alternator would re- 
quire a very large number of poles and 
would have to operate at an extremely 
high rotational speed to produce the 
power at the frequency Fessenden 
wanted. The frequency would have to 
be at least 100,000 cycles per second. 

It was not at all clear at the time how, 
or even If, such an alternator could be 
constructed. John Ambrose Fleming 
(who would one day develop the di- 
ode-valve detector) maintained that 
such an alternator could not be built 
and would not produce useful radia- 
tion anyway. 

Many others firmly believed that the 
thought of any kind of wireless tele- 
phony system was pure fantasy. Even If 
such a system could be developed, 
people argued, who would want it? 
There would be no means for automat- 
ically making a permanent record of 
the message on paper as there was 
with the telegraphy systems then in use. 
Undiscouraged, he began making 
plans for both the improved detector 
and the alternator he sought. 

Although Fessenden had some 
knowledge of the design of AC rotating 
machines operating at power-line fre- 
quencies, the design of a high-fre- 


quency alternator would require more 
expertise than he, alone, could pro- 
vide. He would have to get some out- 
side help. 

It was natural that Fessenden first ap- 
proached Westinghouse to design his 
alternator. The Westinghouse Compa- 
ny declined, perhaps because they al- 
ready were heavily Involved In the 
design and manufacture of the alter- 
nators to be used at the Niagara Falls 
power plant. 

The only logical choice remaining 
was the newly formed General Electric 
Company with the brilliant Charles Pro- 
teus Steinmetz as Its expert on the de- 
sign of alternating-current machines. 



Thomas A . Edison helped Reginald 
Fessenden learn about both the ‘"science” 
of electricity and the art of inventing. 


Steinmetz was eager to tackle the 
problem, but designing and building 
the device would take several years. 

In the spring of 1900, Fessenden de- 
cided to leave his university position In 
Pittsburgh. He had acquired some ac- 
claim In wireless telegraphy and was 
offered a job with the U. S. Weather 
Bureau. His assignment was at Cobb 
Island, Maryland where he was to de- 
velop a wireless telegraph system that 
would enable remote stations to report 
and exchange weather conditions and 
forecasts. 

The Weather Bureau had no interest 
in any farfetched schemes Involving 
wireless telephony. Fessenden, there- 
fore, had to confine his telephony re- 
search to his spare time and keep it 
unknown to his Weather-Bureau super- 
visor. 
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The First Wireless Telephony Trans- 
mission. While his plans for a high- 
frequency alternator were still very 
much In the beginning stages, Fes- 
senden had formulated another plan 
for producing wireless telephony. He re- 
alized that if a spark transmitter pro- 
duced pulses at a frequency higher 
than the audio to be transmitted, it 
might be possible to use it for crude, but 
acceptable, wireless telephony. 

Utilizing the skills of a Pittsburgh crafts- 
man whose abilities he respected very 
highly, Fessenden had an "interrupter"' 
made to accomplish this feat. The inter- 
rupter was to act as a rotary mechan- 
ical switching device to increase the 
spark rate of the transmitter to about 
10,000 pulses per second. While this 
was not out of the audible frequency 
range, it was above the voice frequen- 
cies Fessenden Intended to send. 

Toward the end of 1900, Fessenden 
set up his interrupter-equipped trans- 
mitter with a carbon microphone in the 
antenna circuit at Rock Point, Maryland. 
Another antenna, this one connected 
to a receiver equipped with a continu- 
ous-acting but low sensitivity detector 
Fessenden had developed, was set up 
about a mile away with Fessenden's as- 
sistant listening for Reginald's voice. 

Fessenden succeeded in transmit- 
ting very noisy, but intelligible speech 
with this arrangement. The experiment 
earned Fessenden credit for the first 
successful wireless transmission of 
speech. As Fessenden's Weather-Bu- 
reau superiors would have taken a dim 
view of these activities, no account of 
this experimental success was reported 
until several years later. 

Many improvements would be 
needed before this approach could 
produce wireless telephony of accept- 
able quality. The Interrupter did not pro- 
vide the switching rate hoped for and 
the oscillations still were too highly 
damped. At a minimum, the switching 
rate would have to be doubled and the 
amount of damping of the oscillations 
would have to be greatly reduced. Fes- 
senden clearly knew, however, that 
even if these changes could be made, 
a spark generator would never pro- 
duce the continuous waves he 
needed. A high-frequency alternator 
was still the device of choice. 

The Needed Detector. The next major 
success toward achieving a practical 
wireless telephony system came in 
1902 at Roanoke Island, North Carolina. 
Fessenden had been sent there by the 



Even though Reginald Fessenden has done 
so much to advance electronics, how many 
school children would know him from this 
photograph? 

Weather Bureau to set up a wireless 
telegraphy station. Still pursuing his own 
research on the side, he succeeded in 
developing a detector that possessed 
the qualities he was seeking: the "liquid 
barretter," as he called it, provided 
continuous reception and an output 
proportional to the received signal. In 
addition, it was significantly more sen- 
sitive and reliable than the coherer or 
any other detector then available. 

The liquid barretter design evolved, 
literally by accident, from a "hot-wire 
barretter" Fessenden had developed 
while still In Pittsburgh and had used in 
his 1900 Rock Point wireless-telephony 
experiment. The hot-wire device con- 
sisted of a short length of very thin, sil- 
ver- coated platinum wire bent in a "U" 
shaped loop and enclosed in an evac- 
uated glass envelope (see Fig. 2). The 



Fig. 2. Fessenden's hot-wire barretter 
provided continuous detection but was not 
very sensitive. The device was made up of 
lead-in wires (L), a wire loop (W), an 
evacuated inner envelope (A ) and a 
silvered outer bulb (B). 


glass envelope was enclosed in a sil- 
vered glass bulb to shield the wire from 
external radiation. The middle of the 
wire loop had its silver coating removed 
by nitric-acid etching. 

A wireless signal passing through the 
hot-wire barretter caused its resistance 
to change. That produced an audible 
response In a telephone earpiece con- 
nected between the barretter and 
ground, in series with a battery and a 
resistor. 

The hot-wire barretter detector was 
about as Insensitive as the coherer, but 
it was continuous in operation and did 
provide a response that was approxi- 
mately proportional to the intensity of 
the signal received. Fessenden was 
awarded a patent on the hot-wire bar- 
retter in 1902. 

Good fortune struck in early 1902 
when a wire filament being prepared 
for a hot-wire barretter was inadver- 
tently left too long in the etching acid. A 
meter connected to the wire to monitor 
the etching process responded very 
strongly to electromagnetic waves 
being produced in the laboratory. The 
acid had completely dissolved the 
wire, leaving only a stub of the platinum 
making contact with the acid. Thus was 
born the "liquid barretter." 

Basically, the liquid-barretter detec- 
tor in operational form consisted of a 
short length of fine platinum wire and a 
small pool of 20% nitric acid solution. 
The tip of the wire barely penetrated 
the surface of the acid solution. The 
basic features of the liquid barretter are 
shown in Fig. 3. 

The liquid barretter was not without its 
drawbacks, however. The need to have 
the wire tip make shallow contact with 
the acid solution made operation diffi- 
cult on a ship rolling in a stormy sea. 
Nonetheless, Fessenden's liquid barret- 
ter was the standard to which other de- 
tectors were compared for many years 
until de Foresfs triode audion detector, 
which after considerable refinement, 
became the standard. 

A patent on the liquid barretter was 
Issued to Fessenden in May of 1903. 
Many infringements of his liquid barret- 
ter patent occurred, however. One of 
the most serious violations was perpe- 
trated by Lee de Forest. A Federal Court 
ultimately affirmed Fessenden's rights 
and ordered Lee de Forest to stop the 
Infringement. However, this did not oc- 
cur until de Forest already had sold a 
number of the devices to the U.S. Navy 
and others as a sensitive detector for 
wireless telegraphy reception. 
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Fessenden succeeded in develop- 
ing a much improved wireless telegra- 
phy system for the Weather Bureau. So 
much better in fact his supervisor or- 
dered him to share the patent rights. 
When Fessenden refused, the result was 
predictable. Reginald Fessenden's em- 
ployment by the Weather Bureau was 
terminated in August of 1902. 

A few months later, two wealthy men 
from Pittsburgh, named Given and 
Walker, offered to supply the financial 
backing that would enable Fessenden 
to further develop and market his wire- 
less telegraphy and telephony systems. 
The three men formed the National 
Electric Signaling Company (NESCO). 
That provided Fessenden with the op- 
portunity he had been seeking. 

The Heterodyne Principle. The liquid 
barretter worked well for detecting ei- 
ther wireless telephony or spark-gener- 
ated wireless telegraphy signals. Fes- 
senden, however, knew that it had a 
serious drawback for use in a wireless- 
telegraphy system using undamped 
waves. The barretter would produce 
only a click in the telephone earpiece if 
the keyed signal consisted of continu- 
ous oscillations (or waves) rather than 
the pulses of damped oscillations oc- 
curring at an audio frequency. Fes- 
senden understood well that un- 
damped, continuous waves (CW) 
would be desirable for both wireless 
telegraphy and telephony, because 
they can be selectively tuned via reso- 
nant circuits. 

After studying the problem, Fes- 
senden arrived at a solution that even- 
tually would be recognized as a 
milestone in wireless technology. Fie re- 
alized that if the continuous-wave tele- 
graphy signal to be detected was 
combined ("mixed") with continuous 
waves of a slightly different frequency 
generated at the receiver, an audible 
note or tone would be produced. 

Using his knowledge of languages, 
he coined the word "heterodyne" to 
describe the phenomenon. The word 
has its foundation in the Greek heteros, 
which means "different," and dynamos, 
which means "power." 

The result of heterodyning, or mixing, 
two signals of frequencies f1 and f2 is 
the production of Iwo additional signals 
of frequencies and f1-f2, re- 

spectively. The new frequencies are 
called "beat" frequencies. (Other sig- 
nals also are produced, but the two 
resultant frequencies mentioned are 
the important ones.) 
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Fig. 3. The liquid barretter provided both 
the continuous detection and the 
sensitivity Fessenden wanted. 


This idea of Fessenden's to hetero- 
dyne two signals truly was insightful. The 
principle still is commonly used In the 
superheterodyne receivers of today. At 
the time, however, detection of the 
damped oscillation pulses from the 
spark transmitters did not need the het- 
erodyne principle. A stable source of 
sinusoidal high-frequency waves would 
still have to be developed before CW 
telegraphy would be feasible. 

Fessenden, however, was able to 
demonstrate the fundamental merits of 
the heterodyne principle by using an 
arc, which was both noisy and lacking 
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in frequency stability, as his source of 
local oscillations at the receiver. The 
combination of the receiver's tele- 
phone earpiece and the human ear 
provided the necessary mixing of the 
signals to provide an audible tone. 
However, the poor quality of the arc- 
generated oscillations seriously de- 
graded the audio output of the hetero- 
dyne receiver. 

The First Alternator is Tried. A high- 
frequency alternator designed by 
Steinmetz was delivered in 1903. It pro- 
duced one kilowatt of power, but at a 
frequency of only 10 kHz. The signal 
generated had neither the audio qual- 
ity nor the range Fessenden sought. He 
wanted an output of 25 kilowatts at a 
frequency of 150 kHz! These require- 
ments could not be met quickly or easi- 
ly. Charles Proteus Steinmetz then 
turned over the job of redesigning the 
alternator to Ernst Alexanderson, a 
young engineer at GE who had already 
shown considerable talent. 

Alexanderson took on the task enthu- 
siastically Studying both Fessenden's re- 
quirements and some of his design 
suggestions, Alexanderson discarded 
many traditional alternator-design ap- 
proaches, which seemed unworkable 
at the frequency specified. The first 
goal would be to achieve the output 
frequency Fessenden wanted. Achiev- 
ing Fessenden's desired output power 
would have to come later. 

Two-way, Trans-Atlantic Wireless 
Telegraphy. Demonstrating the ad- 
vantages of improved wireless telegra- 
phy with the intent of marketing it 
commercially was an important goal of 
the NESCO organization. What more 
convincing demonstration could they 
provide than two-way, trans-Atlantic 
telegraph communications? That 
being so, the work of Fessenden and his 
NESCO staff continued while they wait- 
ed for the alternator to be built. 

A rotary spark-gap transmitter and 
Fessenden's improved receiving system 
were set up at Brant Rock, Massachu- 
setts. An identical station also was built 
at Machrihanish, Scotland. A 400-foot 
high antenna of Fessenden's own de- 
sign was erected at each station. Tests 
of the system were begun near the end 
of 1905. The Brant Rock station was first 
heard at Machrihanish on January 2, 
1906. 

On January 10, after Brant Rock 
finished its transmissions, the Ma- 
(Continued on page 106) 
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Multimeters are wonderful 
instruments, but they have 
their limitations. 
Learn what not to expect 
from them in this 
informative article. 


I f you are actively engaged in elec- 
tronics, either professionally or as a 
hobby then it is a good bet that you 
will at some time use a voltmeter for 
making measurements in a circuit. It is 
very easy to take the meter reading as 
absolute truth, especially when the in- 
strument is high priced. After all, the 
meter is an "authority figure" of sorts, 
and it couldn't lie to you . . . could It? You 
bet it could! Real meters often read 
something other than the voltage In the 
circuit and convert that Into a hopefully 
equivalent voltage reading. There are 
certain situations that can affect the 
accuracy of this conversion process 
and thereby lead you astray. Under- 
standing the conditions that produce 
such Inaccuracies can prevent you 
from unknowingly taking erroneous 
readings. 

In this article, we will look at common 
multimeters (/.e., those meters that con- 
tain an AC/DC voltmeter, ohmmeter, 
and current meter all In one package). 
There are three different forms of multi- 
meter on the market: analog volt-ohm- 
mllliammeters (VOM's), electronic ana- 
log multimeters, and digital multimeters 
(DMM's). We will concentrate mainly on 
the performance of VOM's and DMM's 
because they are the most common 
forms currently on the market, and the 
most dissimilar to each other. 

How Meters Work. An analog VOM 
contains an electro-mechanical DC 
meter movement. The basic meter has 
a full-scale current range, such as 0 to 
too |xA, or 0 to 1 mA. A resistor con- 
nected In parallel with the meter move- 
ment increases the full-scale current 
range. A "multiplier resistor" in series 
with the basic meter movement makes 
the current meter into a voltmeter. If a 
rectifier IS used with the meter, then it will 
read alternating current instead of di- 
rect current. Thafs all there Is to an ana- 
log meter. 

A digital multimeter is completely dlf- 
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ferent. In this type of instrument, an Inte- 
grating analog-to-digital (A/D) convert- 
er is used to measure the applied 
voltage by comparing it to an internal 
precision reference voltage. So while 
an analog meter senses current, a 
DMM Is sensitive to voltage. In order to 
measure current, a tiny resistance Is 
placed In series with the load and the 
DMM measures the voltage drop 
across this standardized resistance and 
converts it to a current measurement. 

There are two basic designs for the 
Integrating AID converter: a single- 
slope integrator and a dual-slope inte- 
grator. Of these, the latter is considered 
the better for most applications. 

An example of a single-slope Inte- 
grator is shown in Fig. 1. The principal 
components of this circuit are an Input 
amplifier, a Miller Integrator, a com- 
parator, a main gate, and a binary 
counter. The Input amplifier may or may 
not be used in any given single-slope 
Integrator. It is optional, and is merely 
used to scale the input signal to a level 
that optimizes the operation of the inte- 
grator circuit— too-small a signal would 
take a long time to charge the inte- 
grator capacitor. For the sake of discus- 
sion, we will assume that the input 
amplifier has a gain of unity, so the Input 
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to the integrator is the unknown input 
voltage V^. 

The Miller integrator uses an opera- 
tional amplifier and a resistor-capaci- 
tor combination to produce an output 
voltage (V.,) that Is proportional to the 
integral (/.e., time-average) of the ap- 
plied input signal. That signal is then 
sent to the comparator. 

A comparator Is sometimes called 
an amplifier with too much gain. In- 
deed, we can make a comparator 
using an operational amplifier with an 
open feedback loop. An amplifier op- 
erating in this manner can have a gain 
of 50,000 to over 1,000,000 depending 
on the quality of the unit. Obviously, a 
few millivolts of input signal will saturate 
the output of such an amplifier. That is 
how a comparator operates: it pro- 
duces an output level that indicates 
when the two input voltages are equal 
(/.e., output zero) or which of the two is 
highest. In the limited case shown here, 
one input of the comparator Is ground- 
ed (at zero volts potential), so the output 
will be zero when V., is zero and high 
when V., Is more than a few millivolts 
higher than ground. When the output of 
the comparator Is high, the gate Is en- 
abled and can pass pulses from the 
clock to the counter provided that the 


36 


190 


“tte FactCard 


MM74HC107 . Dual J-K Flip-Flop 
IVIM54HC107 - with Clear 


Here are 
your free 
FactCards! 


Introducing Popular Elec- 
tronics FactCards. 

Each issue, Popular 
Electronics will present 3 
new FactCards, each deal- 
ing with one of a variety of 
electronics topics. Some 
will deal with electronics 
basics, some will deal with 
discrete components, some 
will deal with IC’s, and some 
will deal with circuits and 
applications. 

All will contain the type of 
information electronics hob- 
byists need, but sometimes 
must search to find. With 
FactCards, you can find that 
information in a hurry. 


Clip your 
cards, 
save them, 
and start 
building 
your 

FactCards 

library 

today! 

Rpkr 

Dettnmic^ 


MM54HC107/MM74HC107 



GENERAL DESCRIPTION 

These J-K Flip-Flops utilize microCMOS Technology, 3.5- 
micron silicon gate, P-well CMOS to achieve, the high noise 
immunity and low power dissipation of standard CMOS 
integrated circuits. These devices can drive 10 LS-TTL 
loads. 

These flip-flops are edge sensitive to the clock input and 
change state on the negative going transition of the clock 
pulse. Each one has independent, J, K, CLOCK, and 
CLEAR inputs and Q and 0 outputs. CLEAR is independent 
of the clock and accomplished by a low level on the Input. 

The 54HC/74HC logic family is functionally as well as pin- 
out compatible with the standard 54LS/74LS logic family. All 
inputs are protected from damage due to static discharge by 
internal diode clamps to Vcc and ground. 

FEATURES 

■ Typical propagation delay: 1 6 ns 

■ Wide operating voltage range: 2-6 V 

■ Low input current: 1 \iA maximum 

■ Low quiescent current: 40 jxA maximum (74HC Series) 

■ High output drive: 10 LS-TTL loads 
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GENERAL DESCRIPTION 

These J-K Flip-Flops utilize microCMOS Technology, 3.5- 
micron silicon gate, P-well CMOS to achieve the low bower 
consumption and high noise immunity of standard CMOS 
alot 
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integrated circuits, along with the ability to drive 1 0 LS-TTL 
loads. 

Each flip flop has independent J, K, PRESET, CLEAR, and 
CLOCK inputs and Q and Q outputs. These devices are 
edge sensitive to the clock input and change state on the 
positive going transition of the clock pulse. Clear and preset 
are independent of the clock and accomplished by a low 
logic level on the corresponding input. 

The 54HC/74HC logic family is functionally as well as pin- 
out compatible with the standard 54LS/74LS logic family. All 
inputs are protected from damage due to static discharge by 
internal diode clamps to Vcc and ground. 

FEATURES 


I Typic 
I Wide 


pical propagation delay: 20 ns 
Vide operating voltage range: 2-6V 
I Low input current: 1 |xA maximum 
I Low quiescent current: 40 p-A maximum (74HC Series) 
I Output drive capability: 10 LS-TTL loads 
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*THIS IS AN UNSTABLE CONDITION', AND IS NOT GUARANTEED 


GENERAL DESCRIPTION 

These high speed (30 MHz minimum) J-K Flip-Flops utilize 
microCMOS Technology, 3.5-micron silicon gate, P-well 
CMOS to achieve the low power consumption and high 
noise immunity of standard CMOS integrated circuits, along 
with the ability to drive 10 LS-TTL loads. 

Each flip-flop had independent J, K, PRESET, CLEAR, and 
CLOCK inputs and Q and Q outputs. These devices are 
edge sensitive to the clock input and charge state on the 
negative going transition of the clock pulse. Clear and preset 
are independent of the clock and accomplished by a low 
level on the corresponding input. 

The 54HC/74HC logic family Is functionally as well as pin- 
out compatible with the standard 54LS/74LS logic family. All 
inputs are protected from damage due to static discharge by 
internal diode clamps to Vcc ground. 

FEATURES 

■ Typical propagation delay: 1 6 ns 

■ VVide operating voltage range 

■ Low input current: 1 fxA maximum 

■ Low quiescent current: 40aA (74HC Series) 

■ High output drive: 10 LS-TTL loads 
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DC ELECTRICAL CHARACTERISTICS 


Parameter 

Conditions 

Vcc 

Ta 

Units 



25X 





ym 


Maximum Low * 

V,H or V,L 

2.bV 

0 

V 

Level Output 

11out 1^20 ^iA 

4.5V 

0 

V 

Voltage 

6.0V 

0 

V 


V,M=V,HorV„ 

4.5V 

0.2 

V 


lliQy!f4^5.2 mA 

6.0V 

0.2 

V 

Max. Input 

Current 


6.0V 


pA 

Maximum 


6.0V 


M-A 

Quiescent 




Supply Current 
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Parameter 

Conditions 

Vcc 


Units 

Minimum High 


2.0 V 


v' 

Level Input 


4.5V 


V 

Voltage 


6.0V 


V 

Maximum Low 


2.0V 


V 

Level Input 


4.5V 


V 



6.0V 


V 

Minimum High 

V,^,-V,H orV,i. 

2.0V i 

2.0 

V 

Level Output 

11out1^2!0 p<A 

4.6V 

4.5 

V 

Voltage 

, 

6.0V 

6.0 

V 


or Vu 





IIout 1“4.0 mA 

4,5V 


V 


lioutl^5.2 mA 

6.0V 


y 
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DC ELECTRICAL CHARACTERISTICS 


Parameter 

Conditions 

Vcc 

Ta 

25“C 

IVP 

Units 

Maximum Low 

VjN-V,H0r ViL 

2.0V 

0 

V 

Level Output , 

IIoutI^20 ^lA 

4.5V 

0 

V 

Voltage 

6.0V 

0 

V 


y,N = V|HOrV„ 

4.5V 

0.2 

V 


mA 

6.0V 

0.2 

V 

Max. Input 
T^orrent 


6.0V 



Maximum 

louT‘T'0 p,A 

6.bV 



Quiescent 
Supply Current 




Parameter 

Conditions 

Vcc 

Ta 

25°C 

Units 

Minimum High 


2.0 V 


V 

Level Input 


4.5V 


V 

Vbttage 


6.0V 


V 

Maximum Low 


2.0V 


V 

Level Input 


4.5V 


V 

Volfe^ 


6.0V 


w 

Minimum High' 

V,^,:^V,H or V,i. 

2.0V 

2.6 

V 

Level Out^t 

IIout 1~20 p.A 

4.5V 

4.5 

V 

Voltage 

6.0V 

6.0 

V 

■ 

V,N-V*HorV„. 
!Iout 1-^ 0 mA 

mA 

4.5V 

6.0V 


V 
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DC ELECTRICAL CHARACTERISTICS 


Parameter 

Conditions 

8 

> 


Units 




soirv 


Minimum High 


2.0V 


V 

Level Input . 


4.5V 


V 

Voyage 


6.0V 


y ^ 

Maximum Low 


2.0V 


V 

Level Input 


4.5V 


V 



6.0V 


V 

Minimum High 

V,N-V,H or V,t. 

2.0V 

2.0 

V 

Level Output 

IIoutI— 20 |xA 

4.5V 

4.5 

V 

Voltage 

6.0V 

6.0 

V 


yiN = ViHor V|L 

lloujl^^'^ mA 

4.5V 

4.2 

V , 


i!otn:l=s5.2 mA 

6.0 V 

5.7 



Parameter 

Conditions 

Vcc 

Ta 

25X 

Units 

Maximum Low 
Level Output 
Voltage 

yiN=V|HOrVn, 
liocjTl^20 m-A 

2.0V 

4.6V 

6.0V 

' 0 

0 

0 

V 

V 

V 

yiN=V,H or Vn 
llotfrl~6.2 mA 

4.5V 

6.0V 

0.2 

0.2 

V 

V 

Max. Input 

Current 


6.0V 


|i,A 

Maximum 
Quiescent 
Supply Current 

1 out “'6 fiA 

6.0V 


|jlA 
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"start-logic" pulse (the function of 
which will become obvious in a mo- 
ment) Is also high. 

The counter will have either binary or 
BCD formats (the BCD format is used in 
voltmeter digital converters) and thus 
can be connected to a digital-display 
device such as an LCD panel. An over- 
flow Indicator Is used to denote when 
the input voltage is overrange. 

The start logic generates a pulse that 
closes switch S1 briefly in order to dis- 
charge capacitor C1 so that no accu- 
mulated charge will foul the results. 
Switch S1 Is then opened, allowing C1 to 
begin charging at a rate that Is deter- 
mined by the input voltage V^. As soon 
as the Integrator output voltage is more 
than a few millivolts higher than 
ground, the output of the comparator 
will snap high, enabling the gate. 

The start logic then transmits a pulse 
to the gate that completely enables it, 
so the gate allows a clock pulse to flow 
into the counter. The start pulse stays on 
for a period T and prevents the Inte- 
grator from continuing to charge until 
the counter overflows. The count (or 
data) at the end of the timing period is 
proportional to the applied voltage, so 
at the end of the count the display Is 
enabled to show the count. 

One major problem with the single- 
slope Integrator Is that it Is sensitive to 
noise riding on the input signal. A noisy 
signal will usually produce an er- 
roneous result. 

The dual-slope Integrator of Fig. 2 
solves the noise problem. The principal 
difference between the two converters 
is that the dual-slope converter makes 
the conversion In 1wo steps. During the 
first step, the Integrator is charged from 
the unknown Input signal Vx. The output 
voltage of the Integrator continues to 
rise as long as the input switch S1 Is 
connected to the Input amplifier. The 
binary/BCD counter Is allowed to over- 
flow, and this overflow signal tells the 
control logic circuits to switch S1 to posi- 
tion B, the output of a precision refer- 
ence-voltage source. The polarity of 
this voltage is such that It will cause the 
integrator to discharge at a fixed rate. 

The counter state at the Instant the 
switch Is changed is 0000 and begins 
Incrementing from there. The counter 
will continue to increment until the ref- 
erence source completely discharges 
the integrator capacitor. At that Instant, 
the output of the comparator will drop 
low again, thereby stopping the flow of 
clock pulses to the counter. The state of 
the counter output at that Instant is pro- 



Fig. 1. A meter with a single -slope integrator design, like that shown here can be 
accurate, but not in situations where a lot of noise is present. 



Fig. 2. A dual- slope integrator based meter can inte grate -out noise to give more accurate 
readings than than a single-slope device. 


VOLTMETER 


R1 (VOM) 



Fig. 3. A meter's internal resistance loads 
the circuit under test down, which can 
cause significant errors in measurement. 


portional to the input voltage, Vx. 

Since the counter state occurred as 
the result of a constant Integrator-out- 
put discharge slope, it will not contain 
noise errors. The noise errors are inte- 
grated out of the data by the action of 
the Integrator. Now lefs take a look at 
some problems that can occur with 
VOM's and DMM's. 


+v 



Fig. 4. What voltage should be read off 
this sinewave: rms, peak, or peak-to- 
peak? 

A Built-in VOM Defect. A VOM can 

fool you In some circuits, especially 
when the circuit impedances are high. 
The problem Is related to the sensitivity 
of the Instrument. The sensitivity of the 
VOM Is based on the impedance of the 
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Fig. 5. In this experimental set-up, a VOM, a DMM, and an oscilloscope are wired in 
parallel across a load and a signal generator is used as a signal source. 


instrument (/. e., the resistance across 
the input terminals of the device). It Is 
specified in units of ohms-per-volt (HA/). 
Common VOM's have a sensitivity of 

20,000 flA^ while high priced models 
can have sensitivities as high as 100,000 
HA/ 

But what does sensitivity mean in 
terms of meter resistance? If a meter 
with a sensitivity of 20,000 HA/ is set to 
the 0-10-volts scale, then the resistance 
of the meter is: 

20,000 HA/ X 10 volts 
= 200,000 ohms 

If the meter resistance Is small com- 
pared to circuit resistances, then prob- 
lems will occur. 

Consider Fig. 3. In that circuit, a pair 
of resistors (R1 and R2) are connected in 
series across a 10-volt source, VThis little 
circuit Is a model for a lot of circuits or 
circuit fragments in actual practical cir- 
cuits. The "output voltage," Is found 
from: 

Vab = VxR2/(R1 -F R2} 

= 10x100,000/(1,000,000 -F 100,000) 
= 0.909 

But if a 20,000 H/V meter is used to 
measure this voltage (say, on the 1.5 
VDC scale), it places its own resistance 
(Rp^) in parallel with R2. The value of the 
meter resistance Is: 

20,000 HA/ X 1.5 volts 
= 30,000 ohms 

The parallel combination of R2 and R^ 
is effectively 23 kilohms, so the meter 
reads the voltage across 23 kilohms, not 


100 kilohms. When this value is used in 
place of R2 in the equation above, the 
value of V^B Is 0.225 volts. Thafs a 75% 
error! 

A typical DMM overcomes the circuit 
loading problem suffered by VOM's be- 
cause the input impedance of a DMM 
is typically at least 1 megohm, with 
many of them reaching 10 to 100 
megohms. 

DIVIM Defects. The DMM may over- 
come circuit loading, but it is not error 
free. If a DC DMM is used to measure 
smooth, clean, noise-free DC levels, 
then it will function perfectly. However, if 
the DC being measured is noisy, then 
errors can occur. As mentioned before, 
dual-slope DMM's are a lot less sensitive 
to noise than cheaper single-slope 
meters, however even they can render 
an erroneous reading on a noisy signal. 

A VOM does not suffer this problem in 
many cases because the Inertia of the 
meter movement tends to integrate 
(/.e., time-average) out the reading. Ig- 
noring all but the most serious forms of 
noise. 

If you work on high power radio-fre- 
quency devices, such as radio transmit- 
ters, then you may want to select the 
VOM over the DMM for another reason. 
It seems that many DMM's are sensitive 
to RF radiation, while VOM's are not. In 
other words, the RF will bias the reading 
on a DMM, but not a VOM. 

AC Voltmeters. An AC voltmeter 
reads AC volts, but there are three com- 
mon ways of measuring an AC voltage: 


you can determine its rms voltage, 
peak voltage, or peak-to-peak volt- 
age. To make things more Interesting, a 
meter circuit designed to measure the 
rms voltage of a sinewave will not be 
able to accurately measure the rms 
voltage of any other waveform. 

To explain this, lefs look at a simple, 
undistorted sinewave (see Fig. 4). The 
voltage starts at zero on each cycle, 
and then climbs to a peak value ( -f Vp). 

It passes the peak, and then falls back 
to zero. The current then reverses direc- 
tion, so the voltage now goes negative. 

It then falls to a negative "peak" ( - Vp). 

The peak values are merely the high- 
est voltages on each half cycle. The 
peak-to-peak voltage Is the voltage 
difference between the positive peak 
and the negative peak. For a perfect 
sinewave (/.e., one that is symmetrical 
about zero volts and undlstorted) the 
peak-to-peak voltage is twice the peak 
voltage (Vpp = 2Vp). That relationship is 
easy to see from Fig. 4. 

But there is also the rnhs, or root- 
mean-square voltage. That voltage 
can be defined mathematically, but a 
practical definition of the rms voltage is 
the DC voltage level that would pro- 
duce the same amount of heat in a 
resistor as the applied sinewave. In 
other words, if an AC voltage is said to 
be 115 volts rms, then It will produce the 
same amount of heat when applied to 
a resistor as 115 volts DC. 

The rms value of an undistorted sine- 
wave (and only for a sinewave) Is: 

Vp/VS 

In other words, you can find the rms- 
voltage value for any pure sinewave by 
multiplying the peak value by 0.707. 

Some people refer to the rms voltage 
as the "average" voltage, and that's 
okay when strict rigor is not needed, but 
it is not quite correct. You will also see 
some textbooks that say the average 
voltage of a sinewave Is 0.636 times the 
peak voltage. This is true only for one- 
half of the sinewave, /.e., as in a rectified 
situation. The actual average value of a 
perfect sinewave is zero! After all, the 
voltage goes as much positive as it 
goes negative, so one can almost intu- 
itively guess that the average over one 
complete cycle is zero. 

Unfortunately, not all sinewaves are 
so ideal. If there is noise on the signal, it 
will cause some meters to read dif- 
ferently than if the signal was not noisy 
Also, if there Is a DC component to the 
signal, which would force the sinewave 
(Continued on page 102) 
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Here is a circuit that allows you to communicate over short distances 

using an ordinary flashlight! 


E veryone is familiar with IR infor- 
mation transmission, after all 
there is hardly an electronics lei- 
sure-time device ffV's, VCR's, stereos, 
and even some boom boxes, to name 
a few) that does not come with an IR 
remote control. But did you know that IR 
is not the only form of light radiation the 
can be used to convey intelligence? 

Light emitted by an ordinary flash- 
light lamp can be used to move voice 
and other audio over short distances. 
And that's just what our experimental 
Solar Cell Communicotor (a receiver 
and transmitter pair) is designed to do. 
The circuit was not designed to fill any 
particular need, nor generate any 
useful amount of data, power, or 
"chicken sandwiches." It's pure fun, and 
was designed for its high "HTN" (Hey, 
Thafs Neat!) value. 

Of course, the range of such a de- 
vice will be inherently limited, but with a 
little imagination, the circuit can be al- 
tered to transmit over greater dis- 
tances, or can be used for listening to 
various light and heat sources. 

Theory of Operation. The whole idea 
behind the two circuits presented here 
is to send intelligent data from the trans- 


BY JERRY PENNER 

mitter to the receiver using light. Actu- 
ally, the transmitter and receiver circuits 
are nearly identical, save for the input 
and output devices. The transmitter is 
nothing more than an amplified micro- 
phone circuit thafs used to drive an 
incandescent lamp instead of a speak- 
er. The receiver is similar to an amplifier 
circuit that has a solar cell input and a 
speaker or headphone output. 

The transmitter circuit picks up sound, 
amplifies it and then uses that audio 
signal to vary the voltage across the 
lamp at a rate equal to the frequency 
of input. The solar cell, which feeds an 
op-amp in the receiver, picks up the 
varying light and converts it back into a 
voltage, which is then applied to a 
speaker to reproduce the audio. 

The Transmitter. A schematic di- 
agram for the transmitter section of the 
Solar Cell Communicator is shown in 
Fig. 1. The circuit is essentially a micro- 
phone-fed audio amplifier — consisting 
of R2, R3, R4, and U1 (which is config- 
ured for inverting operation) — whose 
output is fed to the base of a general- 
purpose transistor. (The microphone in 
this case is a headphone speaker, but 
for simplicity and clarity, we'll continue 


to refer to it as a microphone.) The tran- 
sistor, in turn, responds to the incoming 
audio by increasing and decreasing 
the intensity of the light emitted by 
lamp 11. 

The microphone takes sound waves 
presented to it and converts them into 
a varying (with respect to the intensity 
of the sound) electrical signal. That in- 
put signal is capacitively coupled via 
Cl to the inverting input of U1. Capaci- 
tor Cl (a 33-^xF unit) and R1 (a 100-ohm 
unit) limit the low-end frequency to 
about 60 Hz. Because U1 (a 741 gener- 
al-purpose op-amp) is powered from a 
single-ended power supply, its output 
will always be at half the supplied volt- 
age with no input signal applied, there- 
fore lamp II remains at half brightness. 
With II at half brightness, the receiver 
circuit has a zero output, thereby great- 
ly reducing distortion in its output. 

When a signal is applied to the am- 
plifier, its output varies in amplitude, fol- 
lowing the input signal. That signal 
causes Ql's level of conductance to 
vary and the light intensity emitted by 11 
to increase and decrease accordingly. 
The 6-volt flashlight lamp used for II will 
last a reasonably long time, because 
the average voltage across the lamp is 


41 


OCTOBER 1991 


POPULAR ELECTRONICS 



Fi^. I. The transmitter section of the Solar 
Cell Communicator is essentially a 
microphone-fed audio amplifier whose 
output is used to vary the intensity of the 
light emitted by an ordinary fiashlight 
lamp. 


FARTS LIST FOR THE 
TRANSMITTER:^ 

' <• 

Ul— 741 general-purpose op-amp, 
integrated circuit 

Ql — 2N4401 general-purpose silicon 
NPN transistor 

R1 — 100-ohm, 14-watt, 5% resistor 
R2, R3---10,000-ohm, 14-watt, 
leststor ^'ss^ ' 

R4— l-megohm logarithmic-taper 
potentiometer } . 

R5 — 1000-ohm, !4-watt, 5% resistor 4 
Cl— 33-pR 20-WVDC, electmlytic ^ 
capacitor i 

II— 6- volt, 200-mW, incandescent lamp 
SPKRI— Headphone speaker or 
microphone (see text) 

Printed-circuit materials, enclosure, 6- 
volt DC source, 8-pin 1C socket^ 
switch, lamp holder, wire, etc. 


3 volts; well within the voltage rating of 
the bulb. 

The author used a 30-ohm head- 
phone speaker as the input device in 
his prototype, but any speaker with an 
impedance of up to 100 ohms may be 
used. 


Receiver Theory. The receiver in Fig. 2 
Is just as simple as the transmitter and a 
lot more fun to play with. The solar cell 
picks up any light striking It and converts 
it to a DC voltage. Components C1 and 
R1 limit the lower input frequency as 
well as blocking DC from the solar cell. 
Components U1, R2, R3, R4, and C2 
make up the amplifier stage. Speaker 
SPKR1 can be a headphone speaker or 
dynamic microphone. 

A single solar cell delivers up to 0.5 
volt In direct bright sunlight; the output 
current is based on the size and effi- 
ciency of the cell. The prototype uses a 
200 mA unit. The actual current output 
of those devices is also based on the 
load across it. The cell in the prototype 


generates 200mA under full light if short 
circuited. 

Since the circuit will never need more 
than a few milllamps to produce a usa- 
ble signal, It would be more beneficial 
to use several cells In series to increase 
the magnitude of the voltage varia- 
tions. Increasing the voltage swings for 
a given light input would also Increase 
the sensitivity and night range of the 
circuit. 

Circuit Construction. Since the trans- 
mitter and receiver circuits are so sim- 
ple and parts placement Is not critical, 
the circuits may be assembled using 
the technique that you are most com- 
fortable with. But to reduce the like- 
lihood of errors and make construction 
as simple as possible, printed-circuit 
patterns for the transmitter and re- 
ceiver circuits are provided In Figs. 3 
and 4, respectively. 

The transmitter's and receiver's parts- 
placement diagrams are shown in Figs. 
5 and 6, respectively. Once the two cir- 
cuit boards hove been completely as- 
sembled, and your work checked, ifs 



Fig. 2. The receiver portion of the 
communicator is just as simple as the 
transmitter: A solar cell picks up light 
emitted by the transmitter and converts it 
into a varying DC voltage. 




fei wurrs usT for rm 

I Ul— 741 general-purpose op-amp, ; 

' 'i;' Integrated circuit 
R1-— lOO-ohm, t/f-watt, 5%"Ssislor 
R2, R3-^i0,000-ohm, 5% 4 

resistor 

tR4 — ^50,0()0-ohmi idgmthmic-taper 
potentiometer 

VC!-4.7-p,F, 2CFWyDC, electolytic^^i 
capacitor 

? C2— 100-pF, ^-WVDC, electrolytic I 4 

4:r.^apacitor 

'#'lfci^.5-volt, 200-mA photc^ell''3 

J SPKRI— Headphone speaker (see text)^: 

J Peifboard materials, enclosure, 6-volt | 
DC source, 8-pin 1C socket^ 'switch,'# 
lamp holder, wire hardwaie, etc. 
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Fig. 3. Here's the printed-circuit pattern 
for the transmitter section of the 
communicator. 



1»/is INCHES ►] 


Fig. 4. There is very little difference 
between the printed-circuit patterns for 
transmitter (see Fig. 3) and receiver 
(shown here). 



Fig. 5. Assemble the transmitter's printed- 
circuit board using this parts placement 
diagram as a guide. 



PC1 

L±0J I — 1 

Fig. 6. Be careful when assembling the 
receiver circuit: some solar cells are 
extremely fragile, and are easily damaged 
by heat and other stress. 

time to start thinking about housings for 
the two circuits. The transmitter can be 
built into an old flashlight (as the author 
did), which would also provide a means 
by which to focus the beam and e^end 
the range. 


(Continued on page 102) 
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CANON Lt Hi8 CAMCORDER. From: 
Canon U.S.A.^ ihc, One Canon Plaza, 
lake Success, NY 11042. Price: $2999. 


Those of us who write about consumer 
electronics usually fall into one of two 
broad categories. Half of us, it seems, get 
jaded and constantly gripe that there’s 
nothing new and exciting to write about. 
The other half of us gush about every new 
thing that comes down the pike . . . after all , 
it’s how we make a living. 

We, of course, like to think that we fall 
into neither category. Actually, it’s proba- 
bly more accurate to say we fall into both. 
We love to see manufacturers come up' 
with new gizmos, although we sometimes 
protest that some new products aren’t 
really /lew— changing this year’s color 
doesn’t do much for us. 

We’ve seen our share of camcorders 
over the years, and we’ve liked some of the 
advances we’ve seen: higher zoom ratios, 
titling, features to help get smooth scene 
changes, better backlight compensation, 
and so on. It’s been a while, however, since 
we’ve been truly excited by a new cam- 
corder. Tliat is, until we got our hands on 
Canon’s LI. 

The Li is a remarkable camcorder. Its 
most important claim to fame is that it 
features interchangeable lens capability— 
it’s the world’s first in that respect, but you 
can bet it won’t be the last. The VL mount 
system that the camcorder uses was de- 
velo^d jointly by Canon, Hitachi, Mat- 
sushita, and Sony. Those other manufac- 
turers are sure to introduce their own 
interchangeable-lens camcorders in the 
future, and you can also expect the VL 
mount to be licensed to others.as well. 

Because of the cooperation between 
manufacturers, every camcorder that fea- 
tures the VL mount will be able to use any 
VL lens — even if it’s from a different man- 
ufacturer. That’s a newsworthy item for 
consumer-electronics writers, and it’s 
great news for consumers. Every VL lens 


CIRCLE 50 ON FREE INFORMATION CARD 


will let the camcorder retain its full focus, 
iris, and zoom control. And the VL system 
is not limited to HiS camcorders — stan- 
d^d 8mm, VHS, VHS-C, and even Beta 
camcorders can use the system as well. We 
expect, however, that it will take a while 
before anything other than top-of-the-line 
camcorders offer it: 

The lens that is supplied with the LI is 
impressive in its own right. It’s a 15 x 
(8-i20-mm) zoom lens withjf71.4 ifilA at 
its telephoto end). Lens buffs will be inter- 
ested to know that the zoom lens is com- 
posed of 15 optical elements in 12 groups, 
and it features an 8-blade iris for precision 
exposure control. 

Like all VL lenses, the 15 X zoom lens 
contains its own microprocessor for iris, 
z,oom, and focus control. A contiol micro- 
processor in the camera communicates 
with the lens microprocessor through four 
serial interface lines. Two additional con- 
tacts provide power for the lens. 

One of the more interesting capabilities 
of the interface is that an optional adapter 
is available that will allow you to use any 
Canon, EOS EF-Series lens (meant for 
EOS 35-mm auto-focus cameras) on the 
camcorder. EOS lenses also contain built- 


in motors for focusing and iris control-^ 
however, zooming is manual. The adapter 
doesn’t come cheap— -it’s $350. Because 
of the difference in size between a frame of 
35-mm film and the Li’s CCD image sen 
sor, the EOS lens delivers an image much 
larger than you might expect. The adapter, 
in effect, increases the focal length by a 
factor of 5.4, So the 28-80 zoom lens 
supplied with, for example, the EOS Rebel 
acts like a 151-432-mm lens. Similarly, a 
200-mm lens would act like one with a 
focal length of 1080-mm! The only disad- 
vantage of the setup is that EOS lenses 
were built for still cameras that don’t rec- 
ord sound, so they’re considerably noisier 
than video lenses. 

Another feature that separates the LI 
from the rest of the field is its uncommon 
shape and dual-action grips. The side grip 
lets you hold the camcorder much as you 
would any other: The right hand goes 
through a strap and surrounds the grip, 
with the thumb over the record/pause but- 
ton, and the index and second fingers over 
the telephoto/wide-angle control. A sec- 
ond, body grip allows you to hold the 
camcorder much as you would a 35-mm 
(Continued on page 6) 


TURN PAGE FOR CONTENTS 


GIZHO 


A CHRONICLE OF CONSUMER ELECTRONICS 


VOLUME 4, 
NUMBER 10 


OCTOBER 1991 


POPULAR ELECTRONICS 



This 

month 

in 


Canon L1 Interchangeable-Lens 
Camcorder 


V-Tech Video Painter 


f i!moLk si on mm intormation card 


AView Technology DesktopTV 
Converter Board 


Painting by 
Pixek 


video output and DC input jacks are on its 
back. (It also runs on six ‘‘D’^-size — ^but 
not rechargeable— batteries.) The Video 
Painter must be connected to a TV or 
monitor via the video input jack. An RF 
modulator is available from V-Tech at an 
extra cost. Artistic creations are displayed 
not on the Video fainter, but on the televi- 
sion screen. It can also be hooked up to 
your VCR, so that you can record the 
finished product — or even the entire artis- 
tic process^ — ^for posterity. 

When you turn the Video Painter on, it 
immediately goes into a demo mode, col- 
orfully illustrating all of its capabilities. 
Those include drawing original pictures; 
adding words; “painting” an area in your 
choice of twelve colors and seven texture 
patterns, or coloring the picture by hand; 
enlarging, reducing, copying, or moving 
parts of the picture; using backgrounds 
and characters from the built-in picture 
library; and animating some of those 
characters. In addition. Video Painter of- 
fers the “Tangram"^ puzzle game, in 
which various geometric shapes must be 
placed in the proper spots to fill in pre- 
drawn shapes. 

We were f^ng to go after watching the 
demo— and quickly learned that it’s not as 
easy as it looks to draw professional-look- 
ing pictures. Pressing the drawing pad or 
any function key with the tip of the pen 
interrupts the demo so that you can start 
drawing. fVessing the drawing too! func- 
tion key brings up a menu with seven op- 
tions across the top of the TV screen. All 
of the function keys and on-scieen menus 
are “labeled” by icons only — ^no words to 
confuse younger children. You can draw 
freehand using /ther a fine (pencil) or 
bold (crayon) line; use the pre-pro- 
grammed thick or thin straight lines, 
square, or circle; or opt for lettering using 
(Continued on page 7) 


SNK Home Entertainment Neo-Geo 
24-Bit Video Game pg. 
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VIDEO PAINTER. Manufactured by: 
Video Technology Industries^ Inc. (V- 
Tech)^ 380 West Palatine Road^ Wheel- 
ing, IL 60090-5831. Price: $99. 


Fidelity Electronics Swiss Lady 
Biological Watch 

New Math Blaster Plus! 


If there’s one child’s toy that has with- 
stood the test of time, it’s the coloring 
book. Along with a box of Cr^^oias (the 
64-pack with built-in sharpener, if you’re 
really lucky), a coloring book provides 
hours of diversion — even if you aren’t pro- 
ficient enough with a crayon to stay within 
the lines. The coloring book has long been 
a favorite with parents too, since it is inex- 
pensive, and keeps the child quietly oc- 
cupied in a creative endeavor for long 
periods of time at home, in the car, or at a 
friend’s house. 

Of course, the electronics wizards are 
never content to leave well enough alone, 
(It’s a good thing, too, or we here at 
GIZMO would have no gizmos to re- 
view!) V-Tech* s Video Painter is an elec- 
tronic update of the plain old coloring 
book that turns your TV into a drawing 
pad, with several additional features added 
for good measure. The device vaguely re- 
sembles an “Etch-a-Sketch,” with a draw- 
ing pad in the center of a hat, rectangular 
unit, but it also has a 12-color palette and 
several “function keys” arrayed across the 
top, a row of buttons running down the 
right side, and two “mark” buttons on 
either side of the bottom of the screen. 

A row of seven boxes runs across the top 
of the drawing pad and correspond with 
the menus that appear on your television 
set. On the left side is a handle for carrying 
the unit around. A crayon-like drawing 
tool clips to the right side of the unit, and 
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Computer Video 
Redefined 


DESKTOPTV CONVERTER BOARD 
MODEL VC1* From: AVIew Technology^ 
InCv 2 St. Clair Ave. West, Suite 1600, 
Toronto, Ontario, Canada M4V 115. 
Price: $395. 


We’ve always been a little fttistrated 
with our computer monitors. Oh, they’ve 
worked just fine, and kept improving over 
the years. But none of them could display 
‘'plain vanilla” composite video. Our first 
monitor was a monochrome composite- 
video model— back in the pre-IBM-FC 
days of the CP/M operating system. (OK, 
we could use it to display composite vid- 
eo — assuming we didn’ t mind people with 
amber-colored faces!) We then graduated 
to a 1TL computer monitor. We got the 
better resolution we needed to read a full 
screen of text, but we couldn’t use it for 
anything else. 

When we got our first RGB monitor to 
use with a CGA (color/graphics adapter) 
our fmstration grew. Here we had a high- 
quality color monitor that we could use 
only for our computer work— even though 
we had plenty of other applications that 
required a good color monitor. Now, of 
course, our monitor of choice supports the 
VGA standard. It’s by far, the most capa- 
ble monitor we’ve ever used. But, it still 
can’t display video. 

There are some monitors out there that 
can display standard video along with 
computer video. But they’re few and far 
between— and very expensive. So our 
monitor is restricted for use only with our 
computer. That’s a little frustrating be- 
cause we use our computer only about 
50% of the time we’re in our office. The 
rest of the time it sits idle— or at least it did 
until we installed AView Technology's 
DesktopTV in our computer. 

Now we can watch our favorite TV 
shows, thanks to DesktopTV, a plug-in 
board that turns a PC into a TV The board 
contains a 119-channel tuner that can re- 
ceive VHP, UHF, and cable stations. 

DesktopTV can be installed in any full- 
length slot in an IBM-PC or compatible 
computer. Two versions are available. The 
first, model VGl is designed for use with 
VGA graphics adapters and monitors that 
support a horizontal frequency of 31.5 
kHz. The second, model MF I, is designed 
for EGA and VGA graphics adapters, and 
multi-frequency monitors that support a 
horizontal frequency of 15.7 kHz. 

For us, installing the card was quite 
easy. But then we’ve installed quite a 
number of other boards in our PC. The 
instructions are reasonably well written, 
so even users who have never installed a 
card before should have only a minimum 
of difficulty. After you open your comput- 


er case, you just have to insert the card into 
an empty slot and, using the short cable 
supplied, connect the output of your VGA 
card to the input of the DesktopTV, and the 
input of your monitor to the output 6f the 
DesktopTV. 

There are only a couple of things to 
watch out for. First, because of the on- 
board tuner, the card is thicker than most 
others we’ve seen. You have to be careful 
that you don’t short out any other boards. 
Second, both the input and output con- 
nectors are 15-pin female connectors. 
Since the rear of the card isn’t labeled, it’s 
easy to hook things up backward unless 
you have the manual in front of you. You 
won’t do any damage if you hook it up that 
way, but we would have preferred if the 
input was, for example, a 15-pin male con- 
nector. That way, the hookup would have 
been obvious. 

Once the card is in the computer, the 
only other connections are to an RF signal 
source (your antenna, cable, VCR, etc.) 
and to a speaker. (A small Govox Sound 
Master speaker is supplied, and can be 
plugged into a miniature phone jack on the 
rear of the card.) 

When you’re finished with the hardware 
instailation, you’re ready to run the soft- 
ware. The DesktopTV package includes 
both 3-1/2 and 5-1/4-inch disks, so you 
won’t have any problems with incom- 
patibility. If all goes well, software in- 
stallation is simple. In the worst case, 
you’ll get a message that the computer 
can’t talk to the Desktop board. The prob- 
lem can be one of two things. Either there 
is a conflict between the DesktopTV and 
another card installed in your computer, or 
you have the board set to the wrong ad- 
dress. (A set of 4 DIP switches lets you 
select one of 7 possible addresses.) 

Our card had been inadverdantly set to a 
different address when it was installed. 
Rather than opening the computer again to 


find the right address, we simply used the 
setup menu to try each of the seven pos- 
sibilities until we hit on the right one. Of 
course, it was the seventh one we tried. 

Setting the I/O bus address is a reason- 
ably simple concept, but one that many 
computer users don’t understand. Unfor- 
tunately, instead of taking pains to clear up 
that potential trouble spot, the manual 
makes it a little more difficult, relegating 
the addresses and corresponding switch 
settings to an appendix. Worse yet, a table 
that shows the switch settings and ad- 
dresses is “backward;” the table in the 
appendix shows switches 1 through 4 run- 
ning from right to left, but on the board, 
they run left to right. 

Two versions of the software are sup- 
plied. One is a TSR (terminate-and-stay- 
resident) program, which, once run, stays 
in memory. It is called up with the touch of 
one or mote “hot keys. ” You can call up 
the TV from any application, and return to 
the application where you left off by hit- 
ting the Escape key — ^you can still monitor 
the TV audio however. If you prefer not to 
run DesktopTV as a TSR, you can run it 
instead as a stand-alone program from the 
DOS command line. 

A second version of the program is also 
included for installation under Microsoft. 
Windows 3.0. The main advantage of 
Windows installation is that, depending on 
what application you’re running, you 
might be able to still get work done as 
you’re watching TV For example, a 
database program could be sorting itself 
while you’re watching the latest updates 
from CNN. 

We like DesktopTV because it’s an hon- 
est-to-goodness gizmo. It’s not something 
that everyone needs, but it is something 
that a lot of people will want. The first 
application that comes to mind is a home 
office. Space is at a premium in most home 
(Continued on page 8) 
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Adult 

Entertainment? 


NEO-GEO 24-BIT VIDEO GAME SYS- 
TEM. From: SNK Home Entertainment 
Inc., 22301 South Western Ave., Suite 
107, Torrance, CA 90501. Price: $649 
(with two controllers and one game) or 
$449 (with one controller and one 
game). 


There’s no doubt that video games have 
become one of the most popular pastimes 
of America’s youth. According to the 
Electronic Industries Association, total 
factory sales of video-game software rose 
from an estimated $360 million in 1987 to 
a projected $2.5 billion this year. While 
Nintendo still holds the largest share of the 
video-game market, several other compa- 
nies have been making inroads- — par- 
ticularly since the introduction of 16-bit 
games from NEC and Sega. When Ninten- 
do countered with Super NES, a 16-bit 
version of the Nintendo Entertainment 
System, the contenders fought back by 
slashing prices. As we go to press, Sega’s 
Genesis is retailing for $149, NEC’s Tur- 
boGrafx for $99, and Super NES for 
$199.95. 

As the battle for the juvenile video- 
game market is fought, and the 16-bit mar- 
keting wars-— and subsequent price 
wars — have been capturing everyone’s at- 
tention, a company called SNK Home En- 
tertainment has decided to stay out of the 
fray and cast its lot in a different direction. 
Figuring that the kids already have more 
than enough video games to keep them 
occupied, they’ve targeted their 24-bit 
game, Neo-Geo, at the 20-35 -year-old- 
market instead. 

Several factors set Neo-Geo apart from 
the rest of the video games on the market. 
First, of course, is that a 24-bit system 
provides superior graphics and sound . The 
system uses two processors: a 16-bit 
Motorola 68000 and an 8-bit Zilog Z80A. 
The system can have as many as 380 
sprites on the screen at once, compared to 
Super NES’s 128, Sega’s 80, and NEC’s 
64 sprites. (A sprite is a group of pixels 
that the game designer can define and then 
move as a group, which creates character 
movement on screen. The Neo-Geo sprites 
can be as small as 1 x 2 pixels or as large as 
16 X 512 pixels.) The system can also dis- 
play 4096 colors simultaneously (double 
the capacity of Super Nes). Neo-Geo pro- 
vides 15 sound channels (Sega has 10, 
Nintendo 8, and NEC, 6), with seven dedi- 
cated to real-voice speech. Stereo sound is 
available via a stereo-headphone jack lo- 
cated on the front of the base unit, along 
with a volume-control slide switch. 

Another major difference is that Neo- 
Geo has an optional, credit-card-sized 
memory card that allows arcade players to 
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three games that we got to try out. It allows 
the user to choose between playing in a 
dome or a stadium and select two of twenty 
teams to play the game. The teams have 
names like “American Dreams” and 
“Ghastly Monsters” with players’ names 
to match (Babe, Hank, Willie, etc., and 
Mummy, Cyclops, etc,, respectively). 
There are even two all-women teams. 
When your team is at bat, you can move 
the batter closer to or farther from the plate 
and can control the swing of the bat, from 
a bunt to a home-run swing, using the 
joystick and the buttons on the controller 
simultaneously. Similarly, when pitching 
you can throw a curve ball, fast ball, and 
even put a spin on it. 

The main picture shows the infield with 
home plate in the foreground. Insets show 
runners on base (runners can steal bases, 
and the pitcher can pick off a runner); the 
score; balls, strikes, and outs; and other 
stats. The players move smoothly and real- 
istically, and the picture is clear enough 
that you can see “blades of grass” on the 
infield. 

The sound is also amazingly lifelike. 
When the ball is hit, it ranges from that 
satisfying crack of the bat when a home 
run is hit to a softer tapping sound for a 
bunt, \bu can clearly hear the thud of a 
pitched ball hitting the catcher’s glove, the 
swish of a missed pitch, and the sound of a 
runner sliding. Throughout the game, an 
announcer comments on the play. That’s 
where, once again, some carelessness was 
evident. 

Regardless of whether you’re playing in 
a domed stadium or an open ballpark, the 
announcer comments on the weather and 
notes “The sun is really shining bright 
down on the field now. ” When a home run 
is hit, the announcer describes the batter 
by saying ""He's really egging the crowd 
(Continued on page 8) 


save up to 27 games played on Neo-Geo 
arcade games and then pick up where they 
left off when they get home, by plugging 
the card into their home system. The hard- 
ware and software of the home system and 
arcade system are identical. The home 
hardware looks a bit sleeker than most. 
And you won’t see Neo-Geo commercials 
aired during Saturday morning cartoons— 
SNK’s advertising dollars are going to 
print ads in magazines like Playboy, Pre- 
mier, and Om/i/, whose readers are young, 
upscale, mostly male, adults. 

The picture and the sound are both 
noticeably better than those of the other 
brands of video game. The graphics fea- 
ture the main character in the foreground 
and up to three independent background 
screen planes. (SNK calls the graphics 
“four-dimensional;” your guess as to what 
that means is as good as our’s— we were 
unable to get a definition of that term from 
the company.) While the sound is the best 
that we’ve ever heard from a home video 
game (especially when we turned our sur- 
round speakers on), we can’t understand 
why stereo sound is available only through 
headphones. We’re sure that many (if not 
most) of those young, upscale guys who 
SNK expects to buy Neo-Geo already own 
stereo TV’s and VCR’s. Similarly, we’re 
surprised that with seven channels dedi- 
cated to the human voice — ^which results 
in quite authentic vocals — SNK wasn’t a 
bit more careful about the speech that they 
recorded. Particularly in “B assail Stars 
Professional,” where the narrator is a girl 
who looks American but speaks with a 
Japanese accent (and bows, Japanese 
style), the dubbing strongly resembles that 
done in all those sci-fi B-movies of the 
1960’s— with the lips continuing to move 
several seconds after the speech has 
stopped, 

“Baseball Stars Professional” is one of 
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A Standard to 
Follow 

A VIDEO STANDARD. From: Reference 
Recordings, Box 7722SX, San Francisco, 
CA 94t07, Price: $69.98. 


We all watch a lot of video— even those 
of us who claim not to. Sales of large- 
screen direct-view and projection sets are 
growing steadily, and videodisc players— 
the ultimate picture source for the home 
theater— are showing healthy gains. But 
with all the time we spend watching, and 
all the money we spend to be able to watch, 
how much do we really know about video? 

After watching A Video Standard, a vid- 
eo demonstration and calibration disc 
from Reference Recordings, we"re slightly 
embarrassed to admit that we knew less 
than we thought we did. 

The 12-inch laserdisc, produced by Joe 
Kane, tries to ‘"bring science to the art” of 
properly adjusting your video monitor. 
The instructions supplied with TV sets (or 
simply assumed by the viewer) are that the 
brightness, sharpness, hue, and tint con- 
trols should be adjusted “until the picture 
looks good.” That’s not what our NTSC 
standard calls for, though! If we want to 
see and hear what a producer intended us 


to see and hear, then we have to pay atten- 
tion to how we adjust our sets. Teaching us 
how to do that is the main focus of A Video 
Standard. 

The disc also tries to tell us the story of 
cmr current NTSC system— how it was de- 
veloped, what its built-in limitations are, 
and how we— and equipment manufac- 
tuiers— often make it worse for ourselves. 
For example, because of daytime televi- 
sion, the TV set had to compete with direct 
sunlight to meet “consumer demand.” 
But, ^cording to Kane, “the consumer 
was never told that picture resolution 
would suffer with increased light output. 
The mmiufactuiers just accommodated the 
demands by modifying the structure of the 
picture tube and increasing the blue drive 
to get more light ouqjut. ” The color of the 
gray scale was “significantly changed*., 
destroying color fidelity.” 

What are we to do about it?‘Well, the 
first step is to learn the basics about our 
color-TV system fiom a chapter in the 40- 
page manual that accompanies the disc. 
And then we learn the principles of 
monitor calibration, the first of which is 
that “the ability of a monitor to properly 
reproduce a gray scale is one of the most 
important parameters in obtaining a good 
color picture.” 

We are then taken through die procedure 
for setting the monitor’s black level cor- 
rectly using a PLUGE (picture line-up 


generation equipment) pattern. The 
PLUGE pattern, one of many test p;^tems 
on the disc, is a single frame of video. 
According to Reference Recordings, the 
patterns on the disc are equivalent to what 
you would obtain from about $10,000 
worth of video and ^dio laboratory equip- 
ment. (Although some laboratory equip- 
ment — ^and access to controls that may not 
be accessible on cmisumer equipment — ^is 
required to complete some of the tests.) 

We’re not going to argue with the 
$10 ,000- worth claim, however. For deter- 
mining a monitor’s resolution and fre- 
quency response, a multiburst pattern, a 
classic Indian Head chart, and an SMPTE 
Resolution Chart aie included. For color 
tests, several color-bar patterns are pro- 
vided— along with a special blue filter that 
is necessary to properly use the bars (un- 
less the monitor provides a “blue-only” 
capability). 

Full-field color displays (to determine 
color noise), a cross-hatch pattern (to set 
convergence and to properly center the 
picture on the monitor), and checkerboard 
and circle patterns (to check geometry er- 
rors) are among the more than eighty sepa- 
rate test patterns provided on A Video 
Standard. And those are just the video test 
signals. A full complement of audio test 
signals are also provided. A particularly 
useful section of the disc lets you properly 
test and set your Dolby Surround Sound 
decoder. All of the audio test signals are 
contained on both the disc’s digital and 
CX-encoded analog soundtracks. 

The manual that accompanies the disc is 
essential for getting the most out of the 
disc. We would have preferred to see some 
of the information in the booklet contained 
on the disc as well, however. For example, 
one chapter of the videodisc demonstrates 
what happens when you transfer film to 
video, and ^ves examples of how the re- 
sult looks different depending on whether 
you transfer from a print made from the 
film negative or the negative itself. The 
manual explains what to look for as you 
compare the two. Interesting stuff But 
why didn’t they put that information in the 
soundtrack instead of music? 

We calibrated our system as best we 
could— and were limited by our monitor in 
many cases. We were unwilling to take all 
the steps that, according to Kane, are nec- 
essary for the ultimate setup. We can’t, for 
example, place our monitor a distance of 
2.5 to 5 times the picture height from the 
rear (neutral-color^) wall and sit a dis- 
tance of 4 to 6 times the picture height 
from the screen. Our room simply isn’t 
large enough, and we prefer to sit closer 
regardless of what the experts say! 

We might not be willing — or able— to 
do everything in our power to get the most 
out of our NTSC television system. But 
thanks to the education we received from A 
Video Standard, at least weTI recognize 
what we, the producers, and the equip- 
ment manufacturers are doing wrong! ■ 
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er swimmers— meaning tihiat if all other 
factors were equals there would be a lot 
more boy babies than girls. But what the 
female sperm lack in vigor they make up 
for in endurance— they live much longer 
than male sperm. That means that if a 
couple makes love a day or two before 
ovulation, there’s a much higher chance 
that it will be a female sperm — the only 
ones still swimming— that will impreg- 
nate the egg. On the other hand, after 
ovulation (when all other factors are 
equal) speed and strength are crucial. 

We’ve all heard of the biological 
clock— but where does a biological watch 
enter the picture? The Swiss Lady is both a 
standard watch and a reproductive calen- 
dar watch. Just inside the numbers that 
represent hours and minutes is a circular 
band of information that represents 
ovarian time. The woman sets the fourth 
hand of the watch on the first day of her 
menstrual cycle (the watch works for 
women with 27- to 30-day cycles); each 
day the hand moves around the ovarian 
time band. If the hand is in the green held, 
the woman is infertile. Pink indicates the 
days that a girl is likely to be conceived, 
and blue is for conceiving a boy. 

We just happen to have some close 
friends who fit the description above — 
both couples have 19-month old boys, and 
one also has a three-ycM^old boy — who 
are planning “to try for girls” in the next 
few months. So we decided to do our 
own— decidedly unscientific— test of the 
Swiss Lady Watch. We’ll let you know the 
results next year! ■ 


iMdy Watch, from Fidelity Electronics. It 
combines the ages-old “rhythm method” 
with some modem know-how and gadge- 
try, and packages it in the form of a wrist 
watch. According to Fidelity, and Dr. 
Joyce Brothers, their spokesperson for the 
Swiss Lady at the Consumer Electronics 
Show last summer, tests performed on 
more than 20(X) couples in Germany dem- 
onstrated a 90% success rate in gender 
selection. 

A quick backgrounder for those readers 
whose health classes were less-than-spe- 
cific on human reproduction: There are 
only about 72 hours each month — during 
ovulation — ^in which a woman is fertile. 
Because sperm can live in the body for a 
while, that makes a total of five days (or 
six, to play it safe) a month that a woman is 
likely to get pregnant. Ovulation occurs at 
basically the same time within the men- 
strual cycle each month. It’s possible to 
keep track of ovulation by counting the 
days on the calendar, or by maintaining a 
record of a woman’s body temperature, 
which rises slightly during ovulation. The 
calendar approach (or “rhythm method”) 
is a frequently used but rarely effective 
method of birth control, and couples who 
have been trying to conceive are often in- 
stmeted by their doctors to try the temper- 
ature method. 

The Swiss Lady Watch is basically an 
update of the calendar method — ^but it also 
t^es into account the different behavior 
patterns of male and female sperm. It 
seems that the males are stronger and fast- 


SWISS LADY BIObOGICAL WATCH, 
Distributed by: Fidelity Electronics In- 
ternationab 13900 N,W. 58th Court, 
Miami, FL 33014. Price: $69,95, 


For as long as women have been having 
babies, parents have had preferences as to 
their unborn child’s gender. In some so- 
cieties, men have been allowed to divorce 
their wives for failing to produce a male 
heir (although, in reality, it is the man who 
determines the sex of the child). In modem 
America, the stakes aren’t so high. But 
when the average family consists of mom, 
dad, and two kids— and the ideal family 
consists of mom, dad, son, and daugh- 
ter— a couple who’s planning a small fam- 
ily and already has a couple of boys is 
likely to want a girl the third time around. 
Weil, they have a fifty-fifty chance, right? 

Actually, there are ways to increase the 
odds of having a child of the gender of 
choice. One that we recently heard of is a 
medical procedure that involves extracting 
sperm from the father, separating out the 
male from the female (which can be done 
because the two types behave differently) 
as much as possible, and using artificial 
insemination with the desired sperm. That 
increases the odds to about 75%, at a cost 
of about $5000. And then there’s the Swiss 


CAMCORDER HEAVEN 


(Continued from page 1) 


camera. The left hand supports the base of 
the camera or the lens, and the right hand 
holds the grip. The body grip has its own 
set of controls; The pause/record button is 
located where you would expect the shut- 
ter button to be on a still camera, while the 
telephoto/wide control is on back of the 
body for convenient thumb access. 

The viewfinder is one of the best we’ve 
seen in a camcorder. It swivels 180 degrees 
so that it’s comfortable to use in almost 
any position you’re likely to want to shoot, 
but it doesn’t swivel downward for over- 
the-head shots. The viewfinder’s diopter, 
which allows you to match the viewfinder 
to your eyesight, has such a wide range 
that Canon calls it a “sports finder.” You 
can easily adjust the viewfinder so that you 
can hold the camcorder at arm’s length and 
still see the view in sharp focus. While that 
can make shooting more comfortable in 
many situations, it’s especially useful 
when shooting sporting events because, 
with the viewfinder away from your eye, 
you can keep an eye on surrounding 
events. It works like a charm! We took the 
LI to a baseball game on one of our trial 
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runs. We caught some pretty good action, * 
including Rickey Henderson, the all-time 
stolen-base leader, getting caught trying to 
steal second base! Even though the sta- 
dium featured a Sony Jumbotron video 
displ^, they didn’t show the replay-— a 
silly policy, if you ask us. We, however, 
had captured the play in all its glory, and 
got to see it again, and again, and again, . . 

The Li’s wireless remote control allows 
you to use many of the camera’s features 
from a distance of up to 16 feet. The remote 
sensor is mounted on the front of the swiv- 
elling viewfinder, so that you can use the 
remote from either in front of or behind the 
camcorder. The controller works within an 
angle of 30 degrees on either side, and 15 
degrees above and below the sensor. 

The viewfinder keeps you informed of 
the Li’s status while you shoot. An LCD 
on the top rear of the camcorder also dis- 
plays important information. 

The audio capabilities of the LI actually 
match the video capabilities. Hi-fi stereo 
sound is recorded in AFM (audio- frequen- 
cy modulation) using the supplied remova- 
ble microphone. The microphone features 
two modes of operation. In its stereo 
mode, a dial on the microphone’s side 
adjusts the width of the stereo sound held. 
In its zoom mode, the dial adjusts the 
sensitivity of the microphone. 

Although the recording level can be«et 
to automatic, manual level control is also 
possible. The LCD on the top rear of the LI 
contains a record-level meter, A head- 
phone jack is provided so that you can 
monitor the recorded sound— it’s es- 
pecially valuable when using the zoom 
feature. For noisy environments (such as 
airports), a 20-dB attenuator can be 
switched in for more natural, undistorted 
sound recording. 

Don’t let its advanced features scare you 
off, the LI is easy enough for even first- 
time videographers. Even though it fea- 
tures more than 30 controls and another 
eight behind doors, the camcorder can be 
set to full automatic control. You won’t 
want to leave it in auto mode for long, 
though. Whether it’s to select peak meter- . 
ing (which forces the camera to set proper 
exposure for the brightest object in the 
scene) or to use the exposure controller 
(which lets you change the exposure ± 1 
stop in increments of % stop so that, for 
example, you can properly expose a dark 
subject in front of a bright background). 
Manual exposure control is, of course, 
also possible. 

The shutter speed can be set manually 
for special effects. High shutter speeds are 
necessary to capture fast action without 
blurring. Seven high-speed shutter set- 
tings, from Hoo to Mo,oooof a second, are 
available. The standard high-shutter speed 
is Vm of a second. 

The main reason that we turned off the 
full-auto switch was to try some of the Li’s 
digital functions. Close-up, overlap, 
freeze, art freeze, and gain-up are offered. 


The close-up feature effectively doubles 
the power of the zoom lens. Since it’s done 
digitally, not optically, you do lose effec- 
tive resolution. But it’s a fun and some- 
times very useful effect. We got, for 
example, some dramatic shots of a spar- 
row feeding its fledglings in a nest that had 
fallen to the ground in a storm. Not want- 
ing to disturb the proceedings, we stayed 
as far away as we could, and zoomed to 
maximum. We got some pretty good 
shots, but we wanted to get closer. At the 
press of a button, we were so close that we 
could almost identify the insects the moth- 
er fed her offspring in the nest! 

The overlap function lets you change 
scenes very smoothly — fading from your 
last shot to the new one. If you’re satisfied 
with your present camcorder’s fade con- 
trol, you won’t be once you try the Li’s 
overlap. The thing we like best about it is 
that, although it’s easy to set in motion, if 
you want to use the overlap function prop- 
erly, you have to really think about what 
you’re shooting. So you end up with better 
videos in the long run because you’re more 
aware of scene transitions. 

The digital freeze function freezes the 
image, as you might expect. Each time the 
digital-effect ‘’on” button is pressed, the 
image that appears in the viewfinder is 
recorded as a still image. If you hold the 
“on” button down, the recorded image 
freezes for about 2 seconds, and is then 
replaced by a new image. “Art freeze” is 
similar to igital freeze except that it adds 
an “artistic” effect (posterization) to 
make images stand out. 

The “gain-up” mode lets you slow the 
shutterspeed kk), Hs, Vio, and 14 second for 
shooting in the dimmest of situations. 
(The sensitivity increases to 0.5 lux!) The 
slow shutter speeds can also be used in 
brightly lit situations for some interesting 
blurring effects. 

The Li also offers self-timing and inter- 
val-timing capability. In self-timer mode, 
the LI can be set to stand by for 10 seconds 
and then record continuously. Alternately, 
it will stand by and then record for 30 
seconds before returning to pause mode. 
The interval timer can be set to do time- 
lapse photography. Three intervals---10, 
20, and 60 seconds — can be selected. And 
the digital-overlap feature can be used for 
interval recording. 

The LI also features a clock that can be 
set to automatically start recording at any 
time within the 24-hour period. To be hon- 
est, we haven’t really figured out a good 
use for the timer. Perhaps, since it can be 
used in conjunction with the “line in/out” 
modes, you can use it with the video out- 
puts of a VCR to record programs that you 
can then take with you on vacation, or 
wherever else you bring the LI. 

A built-in titler lets you create a 2-line 
by 16-character description of your scene. 
Tlie date and time can be inserted with the 
touch of a button-— a far better solution 
than drawing out the title cards. 


With a suggested retail price of about 
$3000, the LI obviously isn’t for every- 
one. It’s copious features also make it a 
camcorder that many users wouldn’t be 
willing to use. But if you already under- 
stand the basics of good videography and 
are looking to step up to a full-featured 
camcorder, or if you shoot videos senu- 
professionally, then the LI is the cam- 
corder to get. And because of the VL inter- 
changeable-lens system and the plethora 
of accessories available, it’s hard to imag- 
ine ever outgrowing the LI. Don’t be sur- 
prised if you see some professionals using 
the LI, either. Without question, it’s the 
video product of 1991. ■ 


the “A-B-C” function key. We first tried 
freehand drawing, by pressing the 
“crayon” function key and then one of the 
“mark” buttons. That sequence makes the 
menu disappear from the top of the screen 
(an area at the bottom of the screen is 
always reserved to indicate the color and 
function that you are currently using). A 
crayon-like cursor then appears on the 
screen, corresponding to the point on the 
drawing pad where you place your drawing 
pen. Once the pen is in the right position, 
holding down the mark button allows your 
marks to show up on the television screen. 
We found it m6st convenient to use the 
“mark lock” button for continuous draw- 
ing. 

After a couple of false starts, we got 
accustomed to the mode-selection and 
drawing methods. We became adept at 
switching between functions none too 
soon— we quickly needed to change right 
to the “erase” mode to correct mistakes. 
Within about a half hour we were easily 
doodling away-— and that’s just what we 
came up with: doodles. 

Granted, we’re not professional artists. 
(Nor is any fen-year-old who is likely to 
use the Video Painter.) We can, however, 
render some lifelike images with pencil 
and paper. Our best efforts on the Video 
Painter, though, were decidedly childish. 
It’s difficult to get a smooth line, par- 
ticularly at first. Practice does help, and we 
have seen someone— an artist, no 
doubt!— -copy pictures from a regular col- 
oring book onto the Video Painter with 
terrific results. Still, our electronic draw- 
ings were, at best, primitively charming. 
They looked as if they belonged hanging 
on a refrigerator. 

Once all the outlines were drawn in, we 
got to the easier part: coloring them in. 
Whil^you have the option of coloring the 
old-fashioned way— using the crayon 
function key and stroking in the color — ^we 
preferred to simply paint our pictures. 
Colors are chosen by pressing one of the 
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twelve hues that appea* on the color pal- 
ette, The color can be changed with the 
press of a button at any time during any 
function. Pressing the function key 
marked with a paintbrush calls up a menu 
that consists of a solid square and six pat- 
terns (hearts^ diamonds, stars, waves, 
bricks, and a random design). Ptom that 
menu, you can choose to paint a solid 
color or give an d)ject ‘‘texture'' by using 
a pattern. For instance, you can “paint" a 
house in red bricks, or an oce^ in blue 
waves. When the cursor (which resembles 
a paintbrush in the paint mode) appears on 
the screen, you simply move it into dte 
boundaries of the area you wish to color 
and hold down the “mark" button until the 
area is filled. 

As long as each area is completely en- 
closed, it will be colored in completely. 
There’s no more going out of the lines. If 
there’s a gap in your outline, however, the 
color bleeds out into surrounding areas. 
It’s easy enough to push the “undo" but- 
ton to erase the last color painted, go back 
and hx the line, and then paint it again. 
The “undo" function worl^ only on the 
last thing you’ve done, but diere are other 
miys to fix up a drawing. 

It is possible to clean up your less-than- 
perfect renderings, for example, by using 
the “zoom" function. That allows 5 «>u to 
select a portion of your drawing to be 
blown up so that you can see every pixel. 
You can then change the drawing, pixel by 
pixel, until you have it right. It's also pos- 
sible to move part of your drawing to an- 
other part of the screen, duplicate it on the 
screen, or make it larger or smaller. We 
used the copy function, for example to 
place a copy of a patch of blue sky over a 
cloud that didn’t look quite right. 

If your artistic skills are non-existent, 
^u can still use the Video Painter’s built- 
in picture library. More than 50 pre-drawn, 
full-color pictures are stored in six catego- 
ries: figures and animals, fantasy crea- 
tures, vehicles, stamps (a general category 
that includes a birthday cake, hand and 
foot prints, an explosion, musical notes, 
and a pointing hand), geometric shapes, 
and background sceqes (a medieval castle, 
a sea shore, and a city street). The images 
of vehicles, people, animals, and fantasy 
creatures can be animated— but the “ani- 
mation" is quite limited. You can mix and 
match the backgrounds and characters, 
add characters to your own backgrounds, 
or put your own characters into the Video 
Painter’s scenery. And although all those 
pictures come in full color, you can change 
the colors to suit your ^cy. For a real 
“coloring book" experience, you could 
even paint the entire scene white and start 
filling in the lines from scratch. 

Although the old-fashioned coloring 
book has the Video Painter beat *when it 
comes to price and simplicity (even though 
today’s kids seem to master electronic de- 
vices at increasingly early ages, and V- 
Tech claims it’s for “kids of all ages," 
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children under the age of B or 9 might have 
difficulty with the Video Painter's con- 
trols), t^ Video Painter gains points in a 
few areas. Kids of all ages do seem to 
remain enthralled with any toy that in- 
volves the television set and/or VCR, and 
catch on quickly to the mechanics of using 
such devices. Mth the Video Painter, it’s 
impossible for kids to “go out of the lines" 
and onto the carpet (or linoleum, or walls), 
and you don’t have to worry ^ut losing 
the crayons when you're at someone else’s 
house. (The Video Painter is portable and 
easy to hook up.) Finally, that mass of 
“refrigerator art" can be relegated to vid- 
eocassette t^s. In fact, a creative kid 
might want to tack a few drawings on to the 
end of the tape of her birthday party before 
sending it to Grandma. ■ 


offices, and even more soon a desktop, 
how do you keep track of those late break- 
ing stones or sports scores? 

Business users could also use Desk- 
topTV for video training presentations and 
eliminate the need for getting a separate 
video screen. Both home offices and Imsi- 
nesses could benefit firom using Desk- 
topTV in security and surveillance — ^what 
better way to find out who’s at the front 
door than simply pressing a hot key and 
viewing the output of a camera on your 
computer’s monitor? 

We found DesktopTV to perform sur- 
prisingly well, especially because we 
know how electrically “noisy" the inside 
of our computer is. However, the tuner 
apparently is well shielded. As long as the 
antenna cable leading to the card is also 
well shielded, interference won’t be a 
problem. When using a VCR, videodisc 
player, or cable-TV as signal sources, we 
didn’t have any problems. When using a 
standard antenna, we noticed interference 
on the low end of the VHF band (channels 
2-4). We assume that computer-generated 
interfeience was entering via the lead-in 
cable. 

We normally sit much closer to our 
computer monitors than we ever would to a 
TV. If you sit to close to a TV, the individu- 
al lines that make up the picture become 
readilly apparent— and annoying. Com- 
puter monitCH^ don’t have the same prob- 
lem because they use a non-interlaced 
display. The result? A clean, smooth pic- 
turethatyoucangetrightuptoandstill not 
see the lines! No, the picture doesn’t have 
any better resolution, but it can sometimes 
seem that way. 

Our only “complaints" are not with 
what the board does, but rather what it 
doesn’tdo. We would have preferred to see 
a direct video input instead of an RF input 
only. That wouldn’t have required any Cx- 
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tra circuitry, only a little more space on the 
back panel. We also would like to see 
stereo capability. But if there’s any feature 
that smkd make DesktopTV really ex- 
traordinary, it would be the ability to 
change the size of the screen and keep it 
running In real time so that you could both 
watch and listen to the TV as you worked 
on odier applications. Oh well. Multitask- 
ing on a PC isn't all it’s cracked up to be. 
Nevertheless, DesktopTV is a fun and po- 
tentially very useful PC add-on. We’ll nev- 
er look ^ our VGA monitmr the same way 
again. ■ 
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on as he rounds the bases" — even when 
one of the all-female teams is up at bat. 
The announcer also tends to say things like 
“Both teams were hot last inning. Thie next 
inning will be a real challenge"— in the 
middle of an inning. And “The top of the 
order is coming up to bat”-— when they’re 
not. Because there’s no such thing as an 
error in “Baseball Stars Professional," a 
lot more hits ^ue credited than in a real 
game — ^and every single one of them (even 
when you miss an easy pop fly) is accom- 
panied by “That was a well-hit ball. That 
should be in there fcnr a single!" (When 
you really bungle the fielding, that com- 
mentary is followed by “That could easily 
roll for a double.") And to think we com- 
plained about Phil Rizzuto’s lihnkees com- 
mentary! 

This could be considered nit-picking, 
but similar carelessness was shown in the 
spelling of the players’ names. For in- 
stance, besides Arthur, Lancelot, and 
Merlin the “Battle Knights" included 
“Ceaser" and “Sir Jhon." 

Despite those annoying slip ups, the 
game action is both realistic and satisfy- 
ing. The same can be said for “Top Play- 
er's Golf." We couldn't help groaning in 
frustration when we heard a ball land in a 
sand trap or splash into a stream, and smil- 
ing at the sound (“plunk") as it dropped 
into the hole. 

We also tried a game called 
“Nam- 1975," to which, we’ll admit, we 
had an aversion (fm political reasons) be- 
fore even trying it. We tried hard to be fair 
judges, but — ^ali politics aside— this game 
based on the Vietnam War is in poor 
taste— and definitely not for children. 
When the protagonist is shot, you can hear 
die impact of the bullet just before he 
grunts and his body either crumples and 
falls or is blown away. When you progress 
through the game, weapons get worse. 
Napalm (or was it the flame throwers?) 
cause the very realistic death by burning of 
our hero. We know that there's an audience 
for both violent death scenes and retum- 
to- Vietnam plots (Sylvester Stallone made 



a fortune off that audience 1), but we’ie not 
among its members. 

There are 15 games currently available, 
and eight new titles are scheduled to be 
released before 1992. We would have liked 
to try a few others for this r^iew, but were 
unable to get samples. 

We were also unable to get our hands on 
a Memory Card, which is not included 
with either the standard or deluxe ver- 
sions. As far as we can tell from the man- 
ual, the card can retain data (scores, 
games stage, etc.) from multiple games 
p%ed either at home or in an arcade, and 


then output the data into another Neo-Geo 
game. It lets you pick up from the middle 
of a game where you’d left off, or keep a 
record of the scores from several games. 

Despite the superior audio and graphic 
quality exhibited by Neo-Geo, we ques- 
tion the demand for an adult-oriented vid- 
eo game. We fall into the targeted age and 
income group, and we haven’t set foot in 
an arcade since we were teenagers, and 
rarely play video games unless we’re re- 
viewing them. As far as we can tell from an 
informal poll of friends and acquaintances 
who also fall into the target group, very 


few people have both the time required for 
video games and the money required for 
buying Neo-Geo. Neo-Geo might have 
half-again as many bits and twice as many 
colors as Super NES-— but it also has a 
price tag that’s more than twice the size- 
triple, if you get two control units! (And 
then there are the high-priced games and 
the Memory Card.) If — and it’s a big 
“ir’— SNK can find large number of 
young adults with cash and time to spare 
(i.e., no demanding careers, mortgages, 
or young children) they can probably sell 
quite a few Neo-Geo games. ■ 
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TWo-Way Radios 

Many people have an image of two-way radios as kid’s toys (we had a ‘‘Star Trek 
Walkie Talkie” when we were growing up). Motorola (1301 East Algonquin Road , 
Schaumburg, IL 60196-1078) is trying to change that image, by targeting its Spirit 
Pro Series of portable FM two-way radios at businesses and individuals who have 
never considered using radio communications. The lightweight, palm-sized por- 
tables are rugged, easy to use, and can be used for various applications. The Spirit 
/ is a 1-watt, 1-channel VHP radio with a two-mile range. Spirit U is another one- 
channel radio, available in either VHF or UHF frequencies, that provides the 
ability to screen out unwanted conversations. Spirit III is a two-channel, VHF or 
UHF radio that allows for the addition of audio accessories. VHF radios are better 
.suited for outdoor use and use in wooden buildings, while UHF radios are 
recommended for use in concrete and steel structures. The user can choose 
between open squelch, which permits communications between all radios on the 
same channel, and coded squelch, which screens out unwanted conversations by 
limiting communications to those radios with the same squelch code. Price: Spirit 
I, $225; Spirit II, $245; Spirit III; $429. 

CIRCLE 56 ON FREE INFORMATION CARD 
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Fun with Math 

If kids spent as much time on their homework as they did playing video games, 
maybe there would be no need for products like New Math Blaster Plus! from 
Davidson <& Associates Inc. (3135 Kashiwa St., Torrance, CA 90505). The math 
software program for Apple Macintosh computers uses state-of-the-art sound, 
animation, and graphics, and a problem-solving game to bring mathematics to life 
for children ages 6 to 12, The kids are taught about addition, subtraction, 
multiplication, division, fractions, decimals, and percents while helping the 
Blastemaut and his trusted robot, Spot, to save the universe from the ”trash 
aliens” and to recycle garbage. Activities and lessons help children develop 
critical thinking and problem-solving skills by applying rules, making decisions, 
seeing cause and effect, predicting outcomes, looking for patterns, and taking 
risks. The software features 750 math focts and six levels of difficulty, a record- 
keeping system to track students’ progress, certificates of excellence that motivate 
students by recognizing their achievements, and a test maker to determine the 
appropriate starting subject or level. A built-in editor allows parents and teachers 
to create and add their own math problems. Price: $59.95 (two-disk teacher’s 
edition is $69.95; five-disk lab pack is $179.95). 
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PC Utility Pbc 

We’re all for anything that promises to bring some order to the chaos of our 
GIZMO offices — the Utility Pac from Basic Needs (2342 Meyers Avenue, Escon- 
dido, CA 92029), for instance. It’s made of high-impact plastic and attaches to 
any flat surface, although it’s specifically intended to go on the side of a computer 
monitor. The Utility Pac stores a mouse, mouse pads, diskettes, paper, and pens 
within easy reach, but off the desk top. Price: $16.95. 

CIRCUE 58 ON PNE£ INPORMATiON CARD 


Camcorder-Battery Recharger 

Designed to accommodate 9. 6- volt Ni-Cd camcorder batteries, Arkon Re- 
sources, Inc/s (1167 Clark Street, Suite 101, Arcadia, CA 91006) two models of 
Turbo Camcharger TC200-9 offer the convenience of AC/DC capability for 
recharging at home or on the road. (It is available in both a DC-only version and 
DC with AC power adapter.) The Camcharger features etectronic reconditioning 
circuitry to control the discharge/recharge process and eliminate the "‘memory 
build-up” problem that can plague Ni-Cd batteries. The device provides a deep- 
cycle charge each time, with full overcharge protection. Price: $^.95 (DC only); 
$119.95 (with AC adapter). 

CiRCLE 58 ON PREE INFORMATiON CARD 
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Cordless Telephone 

The convenience of cordless phones is often offset by noisy reception, but 
Sanyo (21350 Lassen Street, Chatsworth, CA 91311-2329) has addressed that 
problem with “Super Compander IF’ noise-reduction technology, the audio 
signal sent from the base is compressed. When the voice signal is expanded by the 
handset, any noise picked up during the transmission stays compressed outside 
audible levels, resulting in an 86-dB signal-to-noise ratio. Other features include 
lO-number speed-dialing memory, 256 digital security codes to prevent access 
from other cordless phones, 10-channel manual scan, and stand-alone handset 
design. The handset has a seven-day battery stand-by feature that allows it to 
function apart from the base for up to a week before requiring recharging. The base 
includes a speaker phone for use when the handset is elsewhere. Price: $129.99, 

CIRCLE 60 ON FREE INFORMATION CARD 


Arkon Hirbo Camcharger 


Pillow Talk 

Does your spouse keep you up past your bedtime by watching television or 
listening to the radio? Perhaps your significant other is a little more considerate — 
but you still end up sleeping in a bed full of cordless headphones or personal 
stereos. Technology Sales, Inc* (500 North Plum Grove Road, Palatine, IL 60067) 
offers a restful alternative, in the form of pillows with “tiny-but-powerful” 
speakers built in. Pillow Talker, stuffed with non-allergenic, polyester/cotton fill, 
me available in standard, queen, and king sizes. Each is equipped with a two-foot 
cord with a jack sized to fit all mini-headphone jacks , and comes with an adapter 
plug for standard headphone jacks. The Pillow Talker can be plugged into a 
bedside clock radio, cassette player, TV, stereo, or CD player, so that a person can 
listen to favorite music or television shows without distuii>ing others. Price: ’ 
$19.95 (standard); $24.95 (queen); $29.95 (king). 

CIRCLE 61 ON FREE INFORMAHON CARD , 
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Surf’s Up! 

Water-resistant to 1000 meters, a sporty watch from Casio, Inc, (570 Mt, 
Pleasant Ave*, P.O. Box 7(X)0, Dover, NJ 07801) features hour, minute, second, 
AM/PM, year, month, date, and day indicators along with a ''surfing timer’" with 
*/iooo-second stopwatch to time those rides. Bor those who prefer calmer waters, or 
who are not coordinated well enough to push little buttons while balancing on a 
surf board, the SUF-IOOIV can also be used to time laps in a pool. Tlie stopwatch 
feature has a 59-minute working range and net time, lap time, and first- and 
second-place times. Other functions include a countdown alarm, a daily alarm, 
hourly time signals, and i2-/24-hour formats. Price: $49.95, 

CIRCLE 62 ON FREE INFORMATION CARD 


Children's ^'Computer" 

A pop-up screen, fold-in handle, QWERTY keyboard, enter key, and gray case 
give the Super Computer educational learning device the look of a real laptop 
computer. The device, from Integ, Inc, {261 A North First Street, San Jose, CA 
95134), offers 22 activities at six skill levels in a choice of up to five languages. 
Kids interact with the Super Computer through digital voice technology, two- 
player compete buttons, and type-in functions as th^ explore such subjects as 
science, object recognition, history, geography, math, and spelling. Studying is 
fun with quizzes, games, jumbles, anagrams, trivia and exercises to enhance 
learning, l^ur optional conversion cartridges allow the Super Computer to func- 
tion in German, French, Spanish, and Italian, as well as its standard English. 
Price: $129.95; $24.95 for each language conversion cartridge. 

CIRCLE 63 ON FREE INFORMATION CARD 
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Personal Pay Phones 

It has been predicted that by the end of the decade, there will be far more 
privately owned pay phones than those owned by local phone companies. Because 
of federal deregulation, private pay phones can be used to prevent customer and 
employee abuse of business phones. Telco Intercontinental Corporation's (9812 
Whithorn Drive, Houston, TX 77095) models 674 for local calls and 696 for local 
and long-distance calls allow the owner to keep 100% of the pay-phone revenues. 
The devices resemble regular desk-top telephones, require no electricity, and plug 
into standard phone jacks. They convert to conventional phones witib a “coin- 
free” key. Uie Lock-Up Banker accessory allows the phones to be wall-mounted 
and expands the coin box from $50 to $250 capacity. Both phone models allow the 
owner to charge for or offer free calls to such numbers as 411, “O,” and 800 
numbers; to restrict numbers such as 900 and overseas calls; and to use an owner’s 
key to allow coinless calls. The model 674 also times incoming and outgoing 
calls, and can limit the length from 1 to 16 minutes. The model 696 lets the owner 
earn extra income from 1+ calls and credit-card calls and has copyrighted 
programming capabilities. The pay phones are intended for use in restaurants and 
bars, health clubs, laundromats, employee lounges, vending-machine areas, 
waiting rooms, gas and service stations, professional offices, and beauty salons— 
but we can think of a few families with teenagers who also might be interested! 
Price: Model 674, $299; Model 696, $499; Lock-Up Banker; $89. 

CIRCLE 64 ON FREE INFORMATION CARD 
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Compact Disc Wallet 

Is your car littered with dozens of plastic CD cases? Have you been looking for a 
convenient way to carry extra discs for your portable CD player? A handy 
accessory from Case Logic (6930 Winchester Circle, Boulder, CO 80301) ad- 
dresses toh of those problems. The Compact Disc Wallet (model CDWdl) is 
designed to hold up to 12 discs without their jewel boxes, ft provides protection for 
portable CD collections without taking up much room. The Compact Disc Wallet 
is made of durable nylon with tbam padding, transparent-plastic pockets to hold 
the discs securely, a zippered closure to keep the CD’s clean and dust-free, and an 
index card for listing the CD’s. Price: $12.95. 
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Wireless VCR Multiplier 

If you want to send video and stereo- audio signals from the VCR in your family 
room to one or more TV sets in other rooms of the house — ^r even outside in the 
yard or gw:sLgQ-^emini Industries, Inc/ s (215 Entin Road, Clifton, NJ 07014) 
Rabbit VC5000 can transmit signals through walls, concrete, metal beams, and 
other structural materials from up to 120 feet away. The made-in- America device's 
crystal-controlled design and phase-locked loop circuitry ensure clear pictures 
with no fine tuning required, ^e Rabbit can also be set up with a camcorder or 
other video camera for use as an in-home babysitter or security system , and can be 
used for wireless videotape dubbing. Other applications of the system— -which 
consists of a transmitter, a receiver, power adapters, and all necessary cables— tie- 
in with satellite receivers, TV/cable tuners, and PC's. Price: $99.95 (additional 
receivers cost $45.95. 

CIRCLE 66 ON FREE INFORMATION CARD 

Dust-Repelling Cleaner 

If there’s anything that consumers can do on their own to prolong the life of their 
electronic gear, it’s to keep the stuff clean and static-free. That’s a simple, one- 
step process using STATX, the dual-action, dust-repellent and anti -static formula 
from RTW Corporation (1110 Lake Cook Road, Suite 150, Buffalo Grove, IL 
60089). Originally developed for the aerospace industry, the consumer product is 
designed for use on computers, copiers, fax machines, home-entertainment 
components, microwave ovens, and household appliances. According to RTW, a 
light application on all exterior surfaces every few weeks will keep electronic 
equipment clean and protected from static-electric build-up. When the citrus- 
scented cleanser is applied with a light sweeping spray and then wiped with a soft 
cloth, it evaporates quickly without leaving any streaks or residue. STATX comes 
in a six-ounce, ozone safe spray can. It left our audio/video gear and computers 
gleaming. (We can finally read what we’re typing!) Price: $7.99. 

CIRCLE 67 ON FREE INFORMATION CARD 

Remote Protection 

One of the most abused pieces of electronic equipment in any home is the 
remote control. We expect that ours is typical: It gets dropped, lost behind sofa 
cushions and sat on, kicked, tossed across the room (and missed)— and that’s in 
the course of one evening’s TV viewing. It’s not surprising that there are so many 
replacement remote controls on the market— often at high prices. Meliconi, an 
Italian manufacturer represented in the U.S. by Wittenberg Distributors, Inc, 
(600 Erie Place, P.O. Box 957, Syracuse, NY 13201-0957) has designed the 
Bodyguard, a protective sleeve that slips over a TV or VCR remote control to 
cushion and safeguard it from falls and other mishaps. It is made of a black, high- 
resiliency rubber with extra cushioning around the edges and cutaways to expose 
the control buttons and infrared beam. The Bodyguard is molded in an assortment 
of sizes and shapes to fit various designs of video remote controls. Price: $14.95 . 
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100-Channel Handheld Scanner 

The Realistic PRO-35 direct-entry programmable scanner with 100-channel 
coverage offers scanner enthusiasts direct access to more than 20,000 frequencies, 
including police and fire departments, amateur radio, transportation services, and 
aircraft frequencies. The handheld unit from Radio Shack (division of Tandy 
Corporation, 700 One Tandy Center, Fort Worth, TX 76102) has 10 memory 
banks for easy identification of stored channels . The search mode makes it easy to 
locate new or unpublicized frequencies, and the monitor band letsjhe user quickly 
store channels found during the search. The PRO-35 also has a weather band key 
for instant reception of local weather trequencies. Other features include a 
selectable two-second scan delay, channel lock-out, automatic shift to a preset 
priority channel whenever it is active, and memory backup that retains channels 
for up to ari hour without the battery. A detachable, flexible antenna; a BNC 
antenna jack; an earphone jack; a beltclip; a rechargeable NiCd battery pack; and 


an AC adapter/charger come with the scanner. Price: $229.95. 
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Meiconi Bodyguard Remote Protector 


Pageta/GIZMO 


ELECTRONICS WISH LIST 




Supplement to Popular Electronics 
October 1991 


DATABOOKS 


INTEL -MOTOROLA 

Intel's Memory 

Over 1000 pages of data sheets, application notes and article reprints on Intel's 
Dynamic and Static RAMS, EPROMS and Flash Memories. 

Order #210830 19.95 Memory Weight: 2 lbs. 

Intel's Microprocessors 

Over 1 400 pages of data sheets on Intel's Microprocessors such as the 8086 and 
8088. Also all of Intel's Math Coprocessors (8087, 80287 and 80387A) and CPUs 
(286, 386 and 486). 

Order # 230843 23.95 Microprocessors Weight: 2.5 lbs. 

Intel's Peripherals 

Over 1400 pages on Intel's popular peripheral components such as the 8237, 
8253, 8255, 8256, 8259, 8272, 8279, 8741, 8742 and more. Also included are 
Intel's complete line of 32-Bit Bus Chip Sets, Application Notes and Technical 
Briefs. 

Order # 296467 23.95 Peripherals Weight: 2.5 lbs. 

Motorola's RF Device Data - Volumes 1 & 2 

This two volume set contains over 2200 pages of data on RF Power TMOS FETs, 
RF Power Bipolar Transistors, RF Small Signal Transistors, Tuning and Switching 
Diodes, and RF Amplifiers. Also included are drawings, diagrams, dimensions and 
pin-outs on all packages. 

Order # DL1 10 14.95 RF Device Data - Vol. 1 & 2 Weight: 4.25 lbs. 

Motorola's MPU/MCU/Peripheral Data - Volumes 1 & 2 

• 

Over 2800 pages on Motorola's Microcontroller and Microprocessor families such 
as the MC6800, MC6802, MC6821, MC6845, MCI 4681 8, MC68701, MC68705, 
etc. 

Order # DL139 16.95 MPU/MCU/Peripheral Data-Vol. 1 & 2...Weight: 4 lbs. 

1991 1C MASTER ~ 

New Updated 3 

•Convenient ‘Affordable ‘Easy To Use 
•Indispensable ‘80,000 Different ICs 
(Including 12,000 new ICs on the market) 

• 1,000 Manufacturers' Data Pages (100% 
new and updated) ‘180,000 Pin-for-Pin 
Replacement Devices • Military • Digital 
•Microprocessor ‘Interface ‘Linear 
‘Memory ‘PLDs ‘ASICs ‘MPU 
Development Systems 

Order # 91 MASTER 134.95 1991 1C Master (3 Volume Set)... Weight: 7 lbs. 


NATIONAL 

Acquisition Linear Devices Databook 

Over 900 pages on A-to-D and D-to-A Converters, Active Filters, Analog 
Switches/Multiplexers, Sample and Hold, Temperature Sensors and Voltage 
References. 

Order # 400015 1 1 .95 Acquisition Linear Devices Weight: 2.25 lbs. 

Fast Advanced Schottky TTL Logic Databook 

Almost 700 pages on National's broad range of 54F/74F TTL series. 

Order # 400024 13.95 Fast Advanced Schottky TTL Logic.... Weight: 1 .5 lbs. 

General Purpose Linear Devices Databook 

Over 1600 pages on Voltage Regulators, Operational Amplifiers, Buffers, Voltage 
Comparators and Instrumentation Amplifiers. 

Order #400026 19.95 General Purpose Linear Devices Weight: 3 lbs. 

Interface Databook 

Over 900 pages on Transmission Line Drivers/Receivers, Bus Transceivers, 
Peripheral Power Drivers, Level Translators and Buffers, Display Drivers, Memory 
Support, Microprocessor Support (8212, 8216, 8224, 8228 and 8238) and 


Frequency Synthesis. 

Order # 400029 1 1 .95 Interface Weight: 2 lbs. 

CMOS Logic Databook 

Over 1400 pages on CD4000, 74C, 74HC and 74HCT series. 

Order #400039 19.95 CMOS Logic Weight: 2 lbs. 

LS/S/TTL Logic Databook 

Over 1 1 00 pages on 7400, 74L, 74LS and 74S series. 

Order #400044 14.95 LS/S/TTL Logic Weight: 2 lbs. 

Discrete Semiconductor Products Databook 


Over 700 pages on Diodes, Bipolar NPN and PNP Transistors, JFET Transistors, 
Transistor data sheets. Surface Mount Products, Power Components, Process 
Characteristics, a Pro-Electron series and Consumer series. Also included are 
Selection Guides and Cross References. 

Order # 400047 13.95 Discrete Semiconductor Products ....Weight: 1 .75 lbs. 

Memory Databook 

Almost 600 pages on CMOS EPROMS, EEPROMS, PROMS, ECL I/O Static 
RAMS and TTL I/O Static RAMS. 

Order #400067 14.95 Memory Weight: 1.25 lbs. 

Programmable Logic Devices Databook 

Over 400 pages including data sheets, designing with PLDs, methodology and 
developmental tools. Also included is an introductory tutorial section. 

Order #400082 12.95 Programmable Logic Devices Weight: 11b. 


Volume Set 



*Books are not returnable. We carry the newest versions available. 


Special Purpose Linear Devices Databook 


mi 



rrHE ELECTRONICS SOURCE] 

2917 Bayview Drive^Fremont, CA 94538 

Shipping: $3.00 min. • COD: $5.00 Additional Charge 



Over 900 pages on Audio Circuits, Radio Circuits, Video Circuits, Motion Control, 
Special Functions and Surface Mount. Also included are available Hybrid 
Products, an Industry Cross Reference Guide by Part Number, and a Package 
Cross Reference Guide. 

Order # 4001 04 11 .95 Special Purpose Linear Devices Weight: 1 .75 lbs. 

ORDER DIRECT: 1-800-582-4044 
FAX DIRECT: 1-800-582-1255 
CUSTOMER SERVICE: 1-415-770-2345 jaMm 

Monday-Friday, 7AM-5PM(PST)/10AM-8PM(EST) 
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POPULAR ELECTRONICS 


ADVERTISERS INDEX 


Free Information No. Page 

28 Ace Communications 54H 

29 All Electronics 54Q 

44 Alltek Computer 54C 

45 Alltronics 54L 

43 Alpha Labs 54T 

— Beach Radio 54V 

— C&C Specialties 54Z 

26 C&S Sales 54U 

— Chenesko Products 54B1 

— Command Productions 54V 

40 Consumertronics 54T 

41 Davilyn Corp. 54Y 

31 Easyliech 54A 


Free Information No. Page 

32 Easyibch 54R 

30 Electronic Goldmine 54C1 

— HaUbar 54T 

— Information Unlimited 54J 

48 Kelvin Electronics 54F1 

— UM Inc 54D1 

33 Mark V Electronics 54 V 

27 Mendelson Electronics Co 54F 

34 Mondo-tronics 54X 

46 New Sensor 54W 

47 Optoelectronics 54E 

148 P.C. Bo^ds 54D1 

35 Paladin Electronics 54D1 


Free Information No. Page 

25 Parts Express 54N 

36 Prizm Resources 54P 

— PMC 54B1 

149 Probemaster , 54X 

37 Sescom 54B 

150 Skyvision 54D 

— Smith Design 54D1 

— Startek 54M 

38 I^t Probes 54K 

147 United Electronic Supply 54E1 

— Visitect 54Z 

39 WPT Publications 54D1 

42 Xandi 54B1 


^PROFESSIONAL LOOKING 

EQUIPMENT REQUIRES 
FINISHED HARDWARE 
HARDWARE KITS FOR 
CONSTRUCTORS: 

These hardware ktts contain three sizes of 
electronic type hardware: in quantities of up to 50 
pieces of each 2-56, 4-40, and 6-32, with both 
pan head Phillips and fiat head Phillips for a 
professionai look. The hardware kits are 
available in nickel or black nickel finish. 

The lengths available are 1/B", 1/4", 3/B", 1/2“, 

5/B”, 3/4”, arxi 1”, with flat washers, nuts and 
KEPS nuts supplied in a multi- compartment 
plastic box There is also a metric version 
available with ISO 2nrvn, 3mm, and 4mm with 
lengths of 2mm, 3mm, 6mm, 8mm, 10mm, 
12mm, 20mm, and 25mm, with flat washers, nuts 
and KEPS nuts. 

GRAND ASSORmENTS: 

GA-1 USA Standard 2-56, 4-40, and 6-32 Nickel 

Rated $49.95 

GA-2 USA Standard 2-56, 4-40, and 6-32 Black 
Nickel Plated .... $49.95 
QA-3 ISO Standard 2mm, 3mm, arxl 4mm Nickel 

Rated $49.95 

GA-4 ISO Standard 2mm, 3mm, and 4mm Black 
Nickel Plated .... $49.95 
Twelve other assortments available and 100 lot 
cements of all 

SESCOM INC. 2100 WARD DRIVE 
HENDERSON, NV 89015-4249 U.SA 
80(W34-3457(ORDERS) 702-565-3400 
(FAX) 702-565^28 PREPAID ORDERS 
SHIPPED UPS GROUND NO CHARGE 



MINIATURE POWER 
TRANSFORMERS 

Miniature printed circuit type trar^sformers for small 
projects requiring less than 1/3 of a watt of power. 
Th^ transformers have dual primaries, 1 1 0/220 VAC, 
50/60 Hz. Wiring details are included. A small foot 
print requiring a little more than one square inch of 
board space and about one inch tail. Perfect for orie or 
two op-amp circuits or sirutH digital projects. Perfect for 
the all-in-one type projects. 

■ 0.438 


-^1140 — 


. 






0.500' 


TWO ROWS ARE .500 APART. 

PINS ARE .200 FROM CENTER TO CENTER. 
PU^CED IN THE CENTER OF THE UNIT. 


-*J U 


0.200' TYP. 


MODEL 

SECONDARY 

VOLTAGE 

AC (ma) 
CURRENT 

1-e 

1(KZ4 

25-49 

50e9 

MPT-5 

5 

24 $10.00 $8.33 $7.3456.90 

MPT.12 

12 

10 

1050 

8.42 

7.71 

7.25 

MPT.24 

24 

5 

10.75 

8.95 

7.89 

7.42 

MPTJM 

6-0-6 

10 

1050 

8.42 

7.71 

7.25 

MPT439 

9-0-9 

6.7 

10.75 

8.95 

7.89 

7.42 

MPT4)12 

12-0-12 

5 

10.75 

8.95 

7.89 

7.42 

MPT-D15 

15-0-15 

4 

11.00 

9.16 

8.07 

7.59 


VFSA 


2ND DAY AIR $10.00 NEXT DAY AiR $20.00 

MotlwCaid 


WE ALSO ACCEPT VISA AND MASTERCARD. CAa FOR COMPLETE CATALOG AND 
ENGINEERING DIMENSIONS. WE ALSO STOCK PUNCHES AND INSTANT LETTERING. 



ALUMINUM RACK 

AND CHASSIS BOXES 

FEATURES: 

DESIGNED F=OR SMALL LOT PRODUCTION 
EASY TO FABRICATE (DRILL OR PUNCH HOLES) 

SHIPPED UNASSEMBLED (FLAT) 

ALL MAIN PANELS ARE FLAT 
FRONT AND REAR ARE CLEAR BRUSHED 
ANODIZED, TOP AND BOTTOM PANELS ARE BLACK 
BRUSHED ANODIZED, END PANELS ARE BLACK ANODIZED 

BLANK PANELS 



CHASSIS BOX 


MODEL 

DESCRIPTION 

PRICE 

1 RPB 

1.75 X 19 

$8.95 

2RPB 

3.50 X 19 

13.15 

3 RPB 

5.25 X 19 

17.35 

4 RPB 

7.00 X 19 

21.50 


1/8” Aluminum black anodized. 
Dimensions shown in inches. 



CHASSIS BOXES 


RACK BOX 

RACK BOXES 


MODEL 

W 

D 

H 

PRICE 

MC-1A 

4 

3 

2 

$15.75 

MC-2A 

6 

3 

2 

17.85 

MC-3A 

8 

3 

2 

19.95 

MC-4A 

4 

4 

3 

17.85 

MC-5A 

6 

4 

3 

19.95 

MC-6A 

8 

4 

3 

22.05 

MC-7A 

4 

7 

4 

19.95 

MC-8A 

6 

7 

4 

22.05 

MC-9A 

8 

7 

4 

24.15 

Dimensions s 

hown in i 

nches. 


T^fCDET 

H 

D 

PRICE 

1RU5 

1.75 

5 

$29.40 

1RU7 

1.75 

7 

31.50 

1RU10 

1.75 

10 

33.60 

2RU5 

3.50 

5 

31.50 

2RU7 

3.50 

7 

33.60 

2RU10 

3.50 

10 

35.70 

3RU5 

5.25 

5 

39.90 

3RU7 

5 25 

7 

42.00 

3RU10 

5.25 

10 

44.10 

Dimensions shown 

n inches 


W=Width, D=Oepth, H-Height H=Height D=Depth 
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AUtek Computer 

COMPUTERS • PRINTERS • COMPONENTS 


COMPLETE SYSTEM SPECIALS 


AT 486 


AT 386 


AT 386 

25 MHz 


33 MHz w/64K Cache 


25 MHz 

100 Meg HD 


80 Meg HD 


80 Meg HD 

S VGA Monitor 


S VGA Monitor 


S VGA 

$2400 


$1775 


$1630 


AT 386SX 

SYSTEMS INCLUDE 

1 Megabyte RAM • KEYTRONICS 101 Keyboard 

AT 286 

16 MHz 

1:1 Hard Floppy Controller ‘AT Case w/Power Supply 

12 MHz 

40 Meg HD 

2 Serial/1 Parallel Card 

40 Meg HD 

Mono Monitor 

TEAC 1.2 and 1.4 Floppy Drive 

Mono Monitor 

*1035 

Monitor (14" S VGA/12" Mono) 

Video Controller (512K RAM on VGA) 

*785 


HARD DRIVES 

NEC 3142 44/66MB 24MS *290 

Western Digital 28MS (IDE) *225 

Maxtor 80MB 19MS (IDE) *370 

Quantum 100MB 19MS (IDE) *430 

VIDEO CARDS 

Paradise OEM 512K *105 

Genoa 6400 512K *135 

Tseng Lab OEM 1MB *125 

Orchid Pro Designer II 1 Meg *260 

MOTHERBOARDS 

386/33 MHz 64K Cache *840 

386/25 MHz *600 

386SX/16 MHz *360 

286/12 MHz *110 

XT to AT Upgrades 
Repairs & Installations 
Full One Year Warranty 
30-day Money Back Guarantee 


MONITORS 

MITSUBISHI 

14" 1381 Diamond Scan *499 

CTX 

14" S VGA 1024x768 .28DP *360 

14" VGA 640x480 .28DP *335 

SAMSUNG 

12" Amber Mono Monitor *79 

14" VGA Monitor *317 

MISCEIXANEOUS 

1.2 TEAC Floppy *69 

1.44 TEAC Floppy *69 

360K TEAC Floppy *63 

AT I/O 2s/lp/lg *25 

2400 Baud Modem *65 

Dexxa Mouse *35 

Logitech Mouse C-9 *69 

Other items available. 

Call for pricing information. 

Limited Quantities 
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359 W. El Camino Real 
Mt. View, CA 94040 


M-F 10-6:30 
Sat. 10-4:00 


Call Tim Gillies, 
or Richard Jackson 

1 - 800 - 745-8984 
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POPULAR ELECTRONICS 


Order Your FREE Skyvision Catalog Today 

It's Loaded With Factory Fresh Satellite TV Products, "All At Discount Prices" 

Shopping at SKyv.sion not oniy means the best possible pnce Every one m our company is Call Toll Free 800-334-6455 

dedicated to seizing you and to tmdmg new ways to improve our products and customer seivice International call 1-218 -739-5231 Fax line 218-739-4879 


> Complete Systems 
» Upgrades 

> 2ft to 24ft Dishes 


• Parts 

• Accessories 

• Major Brands 


• Factory Fresh 

• USA Warranty 

• Fast Delivery 











WORLD 
SATELUTE TV 
AND 

SCRAMBUNG 
METHODS 

*The Technicians' Handbook" 

This thorough text is a must-buy for technicians, 
satellite professionals and curious do-it-yourselfers. 
The design, operation and repair of satellite anten- 
nas, feeds. LNBs, receivers and modulators are ex- 
examined in detail. An in-depth study of scrambling 
methods and broadcast formats including the 
VideoCipher II, Oak Orion, FilmNet, Sky Channel, 
EuroCypher, D2 MAC, BSB and Teleclub Payview 
III. Circuit and block diagrams of all components are 
presented and clearly examined throughout the 
handbook. This information is a prelude to the 
chapters on troubleshooting and setting up a test 
bench. This expert guidance on testing, servicing 
and tuning is complimented by a wealth of detailed 
illustrations. 

340 pages, 8 i/2 x 10 3/8 over 200 photos, diagrams, 
wiring schematics and 16 tables / appendices / index 
S&H $5 (U.S.) $39.95 





THE SKYVISION 
DO-IT-YOURSELF 
INSTALLATION VIDEO 

"Now You Can Watch It Being Done'' 

Installing or "Tuning up" your satellite system 
made simple. 

VHS or Beta....S&H $3 (U.S) $33.95 


45® LNB C-band 4GHz 
40° LNB 
30° LNB 

-30° LNB (25°-29°) 
1.3db.LNBKu 12GHz 
1.2dbLNB " 
l.ldbLNB " 

I.OdbLNB " 

0.9dbLNB " 

O.SdbLNB " 



50° 

45° 


LNA .(70MHz & block) S&H $6 
LNA 


ORBITRON 
Mesh Dishes 

"Quality Demonstrated 
by Performance" 




TUNE YOUR DISH 
TO ITS MAXIMUM! 

"With The Pico" 
Signal Meter 


A must for the serious dealer or satellite 
system owner. Saves time, frustration and money. 
Use when installing a new system, moving your 
dish, re-alignment of a dish that has been moved 
by wind, frost heaves etc., gets you right on the 
satellite belt for the best possible pictures! 

Pico signal meter S&H $6 $89.95 


LNBs/LNAs 

LOW TEMP 
"Hemt Technology" 
"Commercial Grade" 

S&H $6 $99 

109 

" 149 

" 199 

S&H $6 $109 

" 119 

" 129 

" 149 

" 219 

" 269 

$129 
149 

40° LNA " " 169 

35° LNA " " 189 

30° LNA " " 219 

r 


PowerStar (s- x 2 . 6 * x i .7-) 

Plugs into Your Lighter! 

Runs Appliances 
NOW, house current from your 
carAruck /RV/boat. . . without a generator! 
When the power fails, run an extension cord into 
the house and plug in the lamp and the TV. Also 
great for camping trips, tailgate parties and 
outdoor chores. Don't get caught in remote 
places like Alaska etc. without your Camcorder 
and PowerStar power converter. 

Input: 10-1 5 volts DC 

Output: 1 1 5 volts AC true RMS ±5% 

Frequency: 60 Hz ±2% 

Protection: Automatic overload shutdown & recovery 
Power: 400 watts peak, 200 watt for two 
minutes minimum, 140 watt continuously 
#POW200 S&H$6 Was $149 NOW $129 



IRDs / RECEIVERS / SYSTEMS 

"Save $$$ on Packages" 

System package Includes: ORBITRON 10 foot 
mesh dish, AOdegree LNB, 18" Jack Arm, Feed- 
horn and Receiver/IRD (VC llplus decoderjof your 


choice, plus a FREE detailed installation 

Video. 


IRD/Receh/er 

System 

UNIDEN UST2200 

(Receiver) 

$219 


UNIDEN UST9000 

(Receiver) 

$459 

$999 

UNIDEN UST9900 

(IRD) 

$1025 

$1549 

UNIDEN UST4200 

(slave recv.) 

$769 


UNIDEN UST4400 

(IRD) 

$967 

$1499 

HTS V 

(IRD) 

$1099 

$1639 

HTS VIII Plus 

(IRD) 

$1255 

$1798 

HTSX 

(IRD) 

$1449 

$1989 

MONTEREY 90 

(IRD) 

$1869 

$2399 

MONT.100C (Commer.)(IRD) 

$1639 

$2159 

DRAKE ESR324b 

(Receiver) 

$239 


DRAKE ESR924i 

(Receiver) 

$599 

$1149 

DRAKE ESR1024 

(IRD) 

$1037 

$1587 

DRAKE ESR1224 

(IRD) 

$1165 

$1699 

DRAKE ESR1424 

(IRD) 

$1369 

$1899 

ECHOSTAR 3000 

(Slave recv.) 

$788 


ECHOSTAR 4000 

(IRD) 

$899 

$1449 

Just a partial listing of hundreds of products listed 


in the Skyvision catalog. Ask for your's todayl 


dish & polar tracking mount 


$239 

299 

349 

439 

699 




ACTUATORS 


18" 

Superjack II 

S&H $14 

$89 

24" 

Superjack XL ball 

" 15 

139 

24" 

Venture acme 

" 15 

129 

51" 

JGS acme 

" 22 

219 
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All Major Credit 
Cards Accepted 


Sl^vision Inc.^ 



2008 College Way Fergus Falls, MN 56537 - Toll Free 800-334-6455 

Mail in coupon or call Toll FREE today for the SKYVISION Satellite TV Product Catalog. 
Delivered free to your mail box in U.S. and its holdings. 

* international requests add $8.00 to cover shipping and handling. 

[^Send Skyvision Sateiiite TV Products Cataiog 

Name Phon e ( ) 


State. 


Zip_ 


Install A System, Upgrade & Repair Yourself And Save $$$$ 
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AXIMIZED SENSmVI 


We've Carefully balanced the amount of gain used in our input 
amplifiers - too much or too little results in poor performance. 
OPTOELECTRONICS' HANDI-COUNTERS™ with maximized 
sensitivity give you the maximum range for antenna pick-up. 

Made in the USA 


Maximum 

Security 

Device. 

Increase your 
frequency 
finding^^ by 10 
times the distance 
I or more. 

I Tunable 
Ik Preselector 

■ APS-104 

■ $995. 


MODEL 8030 

With ail the features of the 
3000 plus enhanced input 
signal conditioning and 
enhanced TCXO time base 

$579. 


Counter Sold 
separately 


MODEL 3000 
Multi-function Counter 

10Hz-3GHz, 10 Digit LCD with 
frequency, period, ratio, interval 
& signal level bargraph....$375. 


The Original Pocket-Sized LED 
Handi-Counter™ 

All of OPTOELECTRONICS' LED 

Handi-Counters™ will: 

• Count frequencies above 2.4GHz. 
f Have display saving Power Switch 

^ (avoids premature LED burn-out, leading cause of 
■ll counter failure.) 


Accept no substitutes - 

Look for the OPTOELECTRONICS 

name on the label! 


Model 2300 - 1 MHz-2.4GHz 

Available with NiCads and AC 
Charger Adapter. Complete 
Package only.. ..$128. 


Model 221 OA 

10Hz-2.4GHz Full range 
counter. Price includes 
Nicads & AC charger/adapter. 


..... 

^ 300.0000 
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POPULAR ELECTRONICS 


Mendelson Electronics Co., Inc. 


30 YEARS 
EXPERIENCE IN 
THE ELECTRONICS 
INDUSTRY! 


Since 1960 We have 
been buying 

SPECIAL 

PURCHASE 

PRODUCTS 

which results in 

LOWER PRICES for 

our 

customers. 


TECHNICAL 
SUPPORT ON ALL 
PRODUCTS WE 
SELL! 


ORDERS are shipped 
within 48 Hours or less, 
via UPS Ground. 
OVERNIGHT 
SERVICE is available 
via UPS NEXT DAY 
AIR. 


NO SERVICE 
CHARGE FOR VISA, 
MASTERCARD, OR 
DISCOVER! 


C.O.D\S WELCOME! 


30 DAY MONEY 
BACK 

GUARANTEE! * 

*Less 20% 
Restocking Fee for 
Non-Defective Returns 




COMPUTER PRODUCTS 


IBM PC/AT CASE 


•Genuine IBM Case 
•Full Size AT Case 
•Accepts Mini or 
Full Size Motherboards 
•Slide-off Top 
•8 Slot Frame 
•Made in U.S.A. 


Part No. 220-2759 

Shipping & Handling $13.50 ea. 





PC/XT CASE 

•PC/XT CASE 
•Slide off Cover 
•8 Expansion Slots 
•Includes speaker, 

& hardware 
•Full size case accepts 
4-1/2 HT. or 
2-Full HT. Drives 


Part No. 220-2760 
Shipping & Handling $10.5063. 



$25 


ea. 


EXTERNAL DUAL DRIVE CASE 


•Designed for either 
Floppy or Hard Drives 
•Includes PowerSupply 
& Line Cord 
•Accepts 2-1/2 HT. 

•or 1-Full HT. Drive 


Part No. 220-2761 
Shipping & Handling $6.50 ea. 



5 1/4" QUAD DENSITY 
FLOPPY DISK DRIVE 

•720KB Double Sided/Quad Density 
•80 Track 96 TPI 
•AT&TKS-23114 
•Fujitsu M2552A 
•Half Height 

•Dark Brown Face Plate^ 

Part No. 220-3401 
Shipping & Handling $5.50 ea. 



$39 


ea. 


AT 200 WATT POWER SUPPLY 


Factory Reburbished 
Fits full size AT case only. 
120/220V Input. 


Part No. 500-0041 
Shipping & Handling $6.50 ea. 



TEMPEST LETTER QUALITY 
PRINTER 

•120/240VAC 49/63HZ 
■RS 232C/MIL-STD-188 
•Serial Interface 
•Letter Quality 
Daisy Printwheel 
•Mfg. for Inteq by Qume 
•FACTORY REFURBISHED Model LQP-5100B (AFP-7-T) 
•55 CPS Print Speed -Wide Carriage 



Part No. 220-3702 
Shipping & Handling $25 ea. 


$195 


ea. 


#■ 


45MB SCSI HARD DRIVE 

RODIME RO3057S 
3 1/2" DRIVE 
SCSI Interface, 28ms 

APPLE & IBM compatible ^ "7^ 

Part No. 220-3412 *l|||||r h) 1 i O 03 

85MB RO3085S 28ms Part No.220-341 3 $239 ea. 
105MB RO3130T 24ms Part No.220-341 4 $299 ea, 
Shipping & Handling $5 .50 ea. 



SCSI FLOPPY/HARD 
CONTROLLER 

FUTURE DOMAIN TMC-871 
8-Bit controller 

XT/AT/386/486 COMPATIBLE 
Controls up to 4 Floppy drives, 
and up to 7 SCSI devices(hard disk, 
CD ROM, tape drives, etc.) 

Part no. 220-3108 
Shipping & Handling $5 ea. 



$99 


ea. 


101 XT/AT ENHANCED 
KEYBOARD 

•IBM Plug Compatible 
•Auto Switching XT or AT 
•WYSE Part No. 770090-01 
•Num Lock, Caps Lock, Scroll Lock LEDS 



Part No. 220-3205 
Shipping & Handling $6.50 ea. 


$45 


ea. 


IBM PS/2 BUS CARD 
W/BATTERY 

Genuine IBM Part No. 61X8910 
Includes 3V Lithium Battery 
For IBM PS/2 Model 30 

Part No. 220-0016 
Shipping & Handling $4 ea. 



1 - 800 - 422-3525 FAX 1-513-461-3391 

"THE NUMBER THAT SAVES YOU MONEY!" 
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r^Aut^Accessorie^"! 

ESCORT RADAR 
DETECTOR 


The poplar Escort radar 
detector. XK Band. 

Signal strength meter. 

Highway/City switch 
and alert lamp. 

(Factory Demo’s) 

Free ESCORT t-shirt with purchase 
of radar detector. 



Part No. 660-0020 
Shipping & Handiing $4.50 ea. 


$79. 


95 


ea. 


REMOTE ALARM SYSTEM 


Self contained circuit in 
high output siren. Active 
arming only or active 
and passive arming. 

Last door arming. 

Parking light flasher. 

Audible chirps for arming 
and disarming. Remote 
panic for emergencies. 

Part No. 100-0006 
Shipping & Handiing $5 ea. 



$55. 


oo 


ea. 


ALARM SYSTEM 


Automatic arming with 
armed chirp. Automatic 
reset. Last door arming. 
Panic control for instant 
activation. Status 
indicator. Instant alarm 
circuit for hood and 
trunk. 


Part No. 100-0007 
Shipping & Handiing $4.50 ea. 



$23. 


00 


ea 


STARTER INTERRUPT 
SYSTEM 


This ignition 
disabler is a 
unique device that 
can be installed in 
conjuntion withany 
security system, or 
as a stand alone 
system. This unit 
disables your 
starter solenoid circuit. 


Part No. 100-0008 
Shipping & Handiing $4 ea. 



$TAR‘rER rnrmm sy$tim 

WttK V#»T : 


$15. 


00 


ea. 


I Auto Accessories | 

REGENCY TRAVEL 
SCANNER 


The INFORMANT. Great 
for the travelers, programed 
with frequencies for each state. Includes 
DC power cord and AC adapter included. 


Part No. 660-0018 $79. 

Shipping & Handiing $4.50 ea. 


95 


ea. 


SHOCK/MOTION SENSOR 


This total impact 
detector uses the 
electro-machanical 
principle to detect both 
impact(shock) and motion 
of the vehicle. 

Part No. 100-0011 
Shipping & Handiing $3 ea. 



I Hobby Specials | 

3 1/2" DISK DRIVE 


360K Disk Drive 
MFG. By:Mitsumi 
Model No. M57BCL-1 
Complete with mounting 
bracket and two S&K 
switches. Great for hobby 
and computer buffs. 

28 pin data connection ana 
4 pin power connection. 

Part No. 220-3415 
Shipping & Handiing $5 ea. 



MAGNAVOX FM RADIO 
BOARD 

Add a speaker, 
add power, 
and its a radio. 

Part No. 650-0014 
Shipping & Handiing $5 ea. 



DIGITAL TIMER 
CONTROL 


4 DIGIT LED,"HOUR, 

MINUTE,& BREW SET" 

AND "ON/AUTOMATIC/ OFF". 
120 VAC 60 HZ 

Part No. 660-6450 ^ 

MIN. 3 pcs. 

Shipping & Handiing $5 for 3 pcs. 



95 


ea. 



Mendelson Electronics Co., Inc. 

340 E. First Street Dayton, Ohio 45402 
800/422-3525 * FAX 513/461-3391 * 513/461-3525 


|"""Robo^ccessor!es"^ 

HERO 2000 ROBOT 
ARM KIT 

The arm kit 
comes with 
detailed step-by- 
step assembly 
Instructions. The 
patented gripper 
is capable of 
lifting 1 lb. and of 
exerting specific 

amounts of force up to 3.75 lbs. The 
closed-loop DC servomotor design 
provides excellent overall accuracy 
and repeatability. Assembly 
required. "TH 

Part No. 370-0003 f y, 

Shipping & Handiing $8.50 ea. 



95 


ea. 


ROBOTIC EDUCATIONAL 
KIT 


A comprehensive introductory course 
on intelligent machines which 
encompasses 
robotics,AI,computers 
and sensor 
systems.The course 
has five units of 
text,a sixth with ^ 

experiments and,a j ^ I 

final exam kit. Also / k 

included are a wide / * 

range of objects 

needed to perform the experiments. 


(Ml 


% 


Part No. 370-0006 
Shipping & Handiing $6 ea. 


$9. 


95 


ea. 


Project Boxes 




BURGLAR ALARM/ 
PROJECT BOX 

Originally designed to house 
burglar alarm systems. Smooth 
finished aluminum box. Stands: 

20" X 16 1/4" X 6 3/4". Contains 
a 6v gell cell battery, other 
components, and key lock w/ 
key. (Bat. may or may not hold 
charge.) ^ 

Part No. 160-9997 $1 4-^^ 

Shipping & Handiing $15.50 ea. 



ea. 



PLASTIC PARTS 
BOX 

15"x14"x5" 

Great for under 
counter storage. 

Part No. 580-9998 00 

MIN. 4 boxes ea. 

Shipping & Handiing $9.50 for 4 sets. 


STORE HOURS: 8;30-5:00(Eastern Time) Monday thru Saturday 
IBM PC/XT is a registered trademark ot IBM Corp, 

TERMS: MASTERCARD/VISADISCOVER. CHECK, or MONEY ORDER 
(Checks allow two weeks (or clearance.) C.O.D. add additional $4.50 
Ohio residents add 6.5% State tax 

Above shipping/handling are rates tor UPS ground in Continental U S only. 


20% Restocking Fee on Non-Defective Returns 
CALL FOR A FREE CATALOG EXT. 53 
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POPULAR ELECTRONICS 


COMMUNICATIONS 


AOR Scannjers. „ , 

Great Performance. Great Service. Great Value, 


Free Freight 

25-Day Money-Back Guarantee 
Toll-Free Service and Support 
No Credit Card Surcharge 
One Year Warranty 



ARIOOO 


$399 


1000 Channels. 8-600MHz, 805-1300MHz 

Standard Features: 

• Extremely compact size. 

• Continuous coverage (except UHF TV 6(X)-805) 

• Antenna attenuator switch, lOdb. 

• Manual tuning knob. 

• Earphone jack, 3.5mm. 

• AM, FM and wide band FM tuning modes. 

• Bacldighted LCD display. 

• 10 Scan Banks, 10 Search Banks. 

• Selectable Priority Channel. 

• Delay, Hold Features. 

• Selectable Search Increments, 5-955KH7. 

• Permanent memory backup. 

• 4 A A Ni Cad batteries included. 

• AC adaptor /charger. 

• Carry Case. 

• Cigarette Lighter Charger. 

■ Belt Clip. 

• Earphone. 

Options: 

External Speaker. Mobile Mount. MS190 $19.50 
Extended Warranty. 2/3 yrs $45/$55 

Specifications: 

Coverage: 

Sensitivity: 

Speed: 

IF: 

Increments: 

Audio: 

Power: 

Antenna: 

Display: 

Dimensions: 


8-600, 805,1300MHz 
.35uV NFM, l.OuV WFM, LOAM 
20 ch/sec. scan. 40 ch/sec. search 
561.225, 58.075, 455KHz or 10.7MHz 

5 to 955KHz selectable/ 5 or 12.5 steps. 
.4.Watts 

Input 9 - 13.8 V. DC 

BNC 

LCD 

6 7/8H X 1 3/4D x 2 1 /2W. 12oz wt. 



100 Channels. Low, Air, High, UHF & 
800MHz. 

Standard Features: 

• Extremely compact size. 

• Unrestricted 800MHz coverage. 

• 100 channels permanent memory 

• Earphone Jack & Attenuator. 

• Delay, Hold features. 

• Channel 1 Priority. 

• 5 Scan Banks, 5 Search Banks. 

• Telescopic and Hexible Antennas 
w/ BNC connector. 

• AC & DC Power cords w/ mtng hardware. 

• One Year Limited Warranty. 

Options: 

Base type antenna 

25 to lOOOMHz w 50' coax. AS300 $59.95 

Mag Mnt Mobile Antenna. 15' coax. MAI 00 $25.00 
Cigarette Lighter power adaptor. CPI 00 $4.00 
External Speaker 

with mobile mount. MSI 00 $19.50 

Extended Warranty. 2/3 yrs $40/$55 


Specifications: 


Coverage: 

27-54, 108-174, 406-512, 830-950MHz 

Sensitivity: 

.4uV Lo,Hi. .8uV Air. .5uV 


UHF. l.OuV 800 

Scan Speed: 

15 ch/sec. 

IF: 

21.4MHz, 455KHZ 

Increments: 

10,12.5,25,30 

Audio: 

IW 

Power: 

12.8VDC, 200MA 

Antenna: 

BNC 

Display: 

LCD w /backlight 

Dimensions: 

2 1 /4H X 5 5/8W X 6 1 /2D. 14oz wt. 


We offer lOO's of communications products. 
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COMMUNICATIONS 

AR3000 $995 


AR2500 $499 



2016 Channels. 1 MHz to 1500 MHz 

Standard Features 

• Continuous coverage 

• AM, FM, wide band FM, & BFO for SSB, CW. 

•64 Scan Banks. 

• 16 Search Banks. 

• RS232 port built in. 

•Includes AC/DC pwr crd. Antenna, Mntng Brckt. 

• One Year Limited Warranty. 

Options: 

Earphone. EP200 $2.00 

External Speaker. Mobile Mount. MS190 $19.50 

Extended Warranty. 2/3 yrs. $65/75 

Mobile Mounting Bracket. MMl $14.90 

RS232 Control Package SCS2 $295.00 

(software & cable) offers spectrum display 
and database. 


Specifications: 

Coverage: 

1 MHz - 1500MHz 

Sensitivity: 

.35uV NFM, l.OuV WFM, 

Speed: 

l.OAM/SSB/CW 

38 ch/sec. scan. 38 ch/sec. search 

IF: ' 

750.00, 45.0275, 5.5MHz 455KHz 

Increments: 

5,12,5,25 KHz 

Audio: 

1.2 Watts at 4 ohms 

Power: 

Input 13.8 V. DC 300nrLA 

Antenna: 

BNC 

Display: 

LCD, backlighted. 

Dimensions: 

2 1/4H X 5 5/8W x 6 1/2D Wt. lib. 



400 Channels. lOOKHz to 2036MHz. 


Standard Features: 

• Extremely compact size. 

• Continuous coverage 

• Attenuation Programmable by Channel. 

• Manual tuning knob. 

•Tuning increments down to 50Hz. 

• AM, FM, wide band FM, LSB, USB, CW modes. 

• Backlighted LCD display. 

•4 Scan and Search Banks, Lockout in Search. 

•4 Priority Channels. 

• RS232 control through DB25 connector. 

• Delay, Hold Features. 

• 15 band pass filters, GaAsFET RF amp. 

•Sleep and Alarm Features. 

•AC adaptor /charger. DC power cord. 
•Telescopic Antenna. 

Options: 


Earphone. 

EP200 

$2.00 

External Speaker. Mobile Mount. 

MS190 

$19.50 

Extended Warranty. 2/3 yrs. 


$65/75 

Mobile Mounting Bracket. 

MMl 

$14.90 

RS232 Control Package 

SCS3 

$295.00 


(software & cable) offers spectrum display 
and database. 


Specifications: 


Coverage: 

lOOKHz - 2036MHz 

Sensitivity: 

.35uV NFM, l.OuV WFM, 
l.OAM/SSB/CW 

Speed: 

20 ch/sec. scan. 20ch/sec. search 

IF: 

736.23, (352.23) (198.63) 45.0275, 455KHz 

Increments: 

Selectivity: 

50Hz and greater 

2.4Khz/-6db (SSB) 12KHz/-6db 

(NFM/AM) 

Audio: 

1 .2 Watts at 4 ohms 

Power: 

Input 13.8 V. DC 500mA 

Antenna: 

BNC 

Display: 

LCD 

Dimensions: 

3 1/7H X 5 2/5W x 7 7/8D Wt. 21b lOoz. 


To Order Call 1 • 800 • 445 • 7717 

In All 50 States and Canada. 24 Hours a Day. Fax Orders: 1-800-448-1084, 24 Hours a Day. 
ACE Communications Monitor Division 10707 E. 106th Street, Fishers, IN 46038 
Int'l Voice# 317-842-7115. IntT Fax# 317-849-8794. 

Service and Support Lines: Mon-Fri 9a.m. to 9p.m., Saturday 10-4. EST 
MasterCard, Visa, American Express, Checks, Approved P.O.'s. & C.O.D. (add 5.00) 
Prices ana specifications subject to change. 
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POPULAR ELECTRONICS 


AMAZING 


^ ELECTRONIC ^ 
PRODUCTS and KITS 



NEW CONCEPT! 

Mystery 

Levitating 

Device 


Remember War of the Worlds? Objects float in air and 
move to the touch. Defies gravity, amazing gift, 
conversation piece, magic trick or great science project. 

ANT1K Easy to Assemble Kit / Plans $14.50 

Combination Solid State Tesla Coil 
& Variable 100,000VDC Generator 

Experiments Using Tesia Coii: 

• Plasma in a Jar/Tornado, Furnace 

• Kirlian Photography 

• Wireless Energy Transmission 
Induction Fields • Pyrotechnic Effects 

• Corona and Brush Discharge 

• Energizer for Neon Plasma Tubes 

Experiments Using Hi Voits DC: 

• Plasma Blaster Driller/Cutter 
• Anti-Gravity/Force Fields 

• Ion Reaction Motors 

• Lightning Generation 
• High Ion Source 

• Ozone For Air Purification 

• Electrification of People & Objects 
Particle Accelerators/Atom Smashing 

• High Energy Capacity Charging 

HVM7 Plans Complete System $10.00 

HVM7K Complete System Kit/Pians $149.50 

TCL4K Tesla Coll Only Kit/Plans $79.50 

115/19AC Wall Adapter for 115AC $9.50 



(itr 

Operates 12-19 VDC for 
Field Use or 115 VAC 
For Laboratory Use 



^ 0 ^ 


Solar Power! All New! 

Free, Clean, Safe 

and Plenty for All ^ / i \ 

SOLI 4" Dia., .5V, 2A Silicon Cell & Plans . . . $7.50 
SOL2 6x12", 14V, .2A Amorphous Cell & Plans $6.50 

Solar Energy Kits / Build The Following: 

SOLM1 Motor Kit For Science Fair $14.50 

SOLIT1 12" Multi-color Neon Outside Lite Kit $34.50 
SOLCH1 Charger Kit With 6V 9A Battery .. $24.50 
SOLSHK1 Shocker Kit For Objects, Fence, 
Bug Zapper $29.50 

Solar Furnace 

Use the power of the sun to build a device that can melt 
metal! Easy to build, excellent science fair project. 

SOLFURU Data Sheets, w/Big Fresnel Lens $14.50 


Plasma 
Fire Saber 



Produces the spectacular effect that captured the fantasy 
of millions of movie fans. Visible plasma field is 
controlled by grip pressure and adjusts saber length. 
Active energy field produces weird & bizarre effects. 
Excellent for special effects. Specify photon blue, neon 
red, phasor green, or starfire purple. 

PFS2 Plans .... $8.00 PFS2K Kit/Plans $49.50 
$pecial Offer PFS20 Assembled reg$89“ $59.50 

Dancing Plasma Lights - Neat electronic 

circuit causes the discharge in fluorescent and gas lamps 
to move to sounds and music. This is one of the best 
devices to use with your stereo music system for a 
fantastic display effect. Easy and simple to install. 

DPL1KM Easy To Assemble Electronic Kit . $29.50 



Shocker Force Field / Vehicle 

Electrifier - Neat little device allows you to make 
hand and shock balls, shock wands and electrify objects, 
charge capacitors. Great pay back for those wise guys 
who have wronged you! 

SHK1KM Easy To Assemble Electronic Kit . $19.50 

100,000V Intimidator / Shock Wand 

Module Build an electrical device that is affective 
up to 20 feet. May be enclosed for handheld, portable 
field or laboratory applications. 

ITM2KM Easy to Assemble Electronic Kit . . $49.50 

Blaster Blitzer Device ■ Our answer to legal, 
effective personal protection. 20 shot capacity disables 
attacker for up to 30 minutes. Also marks subject for 
identification. Mini spray can with 8-10 ft range. 

BLTZ1 Ready to Use ....... $12^50 

Invisible Pain 
Field Generator 

Shirt pocket size electronic 
device produces time variant 
complex shock waves of intense directional acoustic 
energy capable of warding off aggressive animals, etc. 

IPG7 Plans .... $8.00 IPG7K Kit / Plans $49.50 
IPG70 Assembled $74.50 

Homing / Tracking Transmitter 

Beeper device, 3 mile range. 

HOD1 Plans ....$10.00 HOD1 K KIt/Plans $49.50 

Listen Thru Walls, Floors 

Highly sensitive stethoscope mike. 

STETH1 Plans ...$6.00 STETH1K KIt/Plans $49.50 

3 Mile FM Wireless 

Mike - Submmiature! 

Crystal clear, ultrasensitive 
pickup transmits voices and sounds 
to FM radio. Excellent security system, warns of 
intrusion. Become your neighborhood disk jockey! 
Monitor children and invalids. 

FMV1 Plans $7.00 FMV1K KIt/Plans . $39.50 

Telephone Transmitter - 3 Miles! 

Automatically transmits both sides of a telephone 
conversation to an FM radio. • Tunable Frequency 

• Undetectable on Phone • Easy to Build & Use 

• Up to 3 Mile Range • Only transmits during phone use 

VWPM7 Plans .... $6.00 VWPM7K K It/Plans $39.50 

Automatic Telephone dM 
Recording Device 

Connects between telephone and 
recorder • No power req needed 

• Undetectable • Crystal Clear • Extends Tape Time 

$peclal Offer! TAT30 Ready to Use . reg 24“ $14.50 




INFORMATION UNLIMITED 

Dept'PElli, Box 716, Amherst, NH 03031 
Phone: 603-673-4730 FAX 603-672-5406 

MC, VISA, COD, Checks Accepted. Please Add $5.00 Shipping & Handling 


with many more Rems 

f/7££wHh Order, 
Or Send $1 P&H 


Body Heat Telescope - At lasti a device 

that can detect people and animals at considerable 
distances. Excellent for intrusion alarms, detecting hot 
spots on objects and people. 

BHT1 Plans ....$10.00 BHT1K KIt/Plans $99.50 



TV & FM Joker / Jammer - Shirt pocket 

device allows you to totally control and remotely disrupt 
TV or radio reception. Great gag to play on family or 
friends. Discretion required. 

EJK1KM Easy to Assemble Electronic Kit . $14.50 

Visible Beam Laser - High Brightness 

red HeNe laser visible for miles. Produce your own 
light show - see HoloDlscs (below). Projects a beam 
of red life clearly visible under most circumstances. Can 
be used to intimidate by projection of a red dot on target 
subject. Also may be used to "listen in" utilizing our 
laser window bounce method #LLIS1 . Easy to Build 
Modules Produce A Working Visible Laser: 

LAS1KM Kit w/ 1 MW Laser Tube, Class 11 . . $69.50 
LAS3KM Kit w/ 2.5 MW Laser Tube, Class IIIA $99.50 

Hole Discs™ 

Laser Lite Shows 

All new patented concept! 

Produce your own animated 

special effect lite shows. Uses one of our laser module 
systems (see LAS1KM and LAS3KM above). Multi - 
programming disc with full instructions. Extremely simple 
to use. HODSK1 Holo Dlsc^ & Instructions $49.50 

"Laser Bounce" Listener System 

allows you to hear sounds from an area via a lite beam 
reflected from a window or other similar object. System 
uses our ready-to-use LATR1 Laser Terminator gun site 
as the transmitter. The receiver section is supplied as 
an easy-to-build kit, including our cushioned HS10 
headsets. Order # LLIST20 System, Includes our 
LATR1 Ready-to-Use Laser Gun Site, LLR1K Special 
Receiver Kit, and HS10 Headset, all for only $299.5 0 




Visibie Red Laser Diodes m 

670NM Toshiba. All new, full spec. #VRD1 3mw Laser 
Diode & Plans to Build a Complete System . $49.50 


See in The Dark Viewing 

Device uses invisible infrared 
illumination for seeing in total 
darkness. Excellent 
demonstration of night 
vision,along with observing 
lasers and other IR sources, 

Functional unit, many useful applications 
SD5 Plans .... 

SD5K KIt/Plans Basic 
6032A 1st Gen Image Tube 
IC16 2nd Gen Image Tube 
PBK3K Power Supply Kit 



$ 10.00 
$299.50 
$ 99.50 
$129.50 
$44.50 




Order by Mali, 
™ ' or by 24 Hour 
Orders-Only Phone: 

800 - 221-1705 


54J 





THE IHDUSTRY'S PHEMiER TEST LEADS 


Silicone Rubber Multimeter Leads from TPI 


Why TPI Leads Are Best 

Silicone rubber cable only, on all our leads. It is 
flexible even when very cold, burn-resistant to hot 
soldering Irons, and it won't crack like plastic cable. 
TLS 2000 cable is made up of over 700 individual 
strands of wire which, with silicone rubber, makes it 
the softest, most flexible, most durable of test leads. 
It also has very low resistance. Yet TPI prices are 
lower than “deluxe” leads from other manufacturers. 
Pictured accessories are included and leads accept 
all standard size push-on accessories. 

Model TLS 2000 and 
Model TLS 2000 R 

THE FINEST CABLE MADE 

Over 700 individual strands of wire and specially 
formulated silicone-rubber insulation make this 
cable very soft and flexible for long life, easy 
handling, and low resistance. Probes and 
accessories push onto spring-loaded, safety- 
sleeved plugs. Also available with right angle, 
solid rubber sheathed plugs on the meter end. 

U.L Listed FileE72581. 

Model TL1500 

FOR FLUKE, BECKMAN AND 
HEWLEH PACKARD HANDHELD DMMS 

This set is made from soft siiicone rubber over multi- 
stranded cable and is specifically recommended as a 
higher quality replacement for handhelds. Compare 
to the meter manufacturers' prices. 

Model TL1000 and TL1000R 

Best value in moderately priced leads. Right 
angle or straight shielded banana plugs. High 
quality, soft silicone rubber cables. Banana plug on 
measuring tip accepts push-on accessories. Set 
includes 2 leads and 2 deluxe, fully-insulated alliga- 
tor clips. 



Model TLS 2000 


Model TLS 2000R 




Model STLS 2000 

Short Set has the same quality cable as the TLS 
2000 shown above. Spring-loaded safety sleeves 
shield the banana plugs at both ends of cable. Low 
contact and cable resistances. Leads accept all 
standard size accessories. U.L Listed-File No. 
E79581. 

Model LTL 1000S 

LDCKABLE TEST LEADS 

Turning the thumb screw on the right angle banana 
plug expands the plug to literally LOCK Inside the 
meter jack. The lead cannot slip out and become a 
dangling high voltage point. Tight fit, combined with 
silver plated contacts practically eliminates thermal 
e.m.f., so low voltage and resistance readings are 
more accurate. Plugs are rubber sheathed for added 
safety. 


Model LTL 1000S 


Model TL1000 



TEST 

PROBES, INC. 



9178 Brown Deer Road 
San Diego, CA 92121 

Toll Free 1-800-368-5719 
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FAX/PHONE SWITCH ™ 

Unbelievable! Fully Automatic! Easy Installation! No switches 

or buttons to push! 

• Connects a phone and FAX or modem to a single phone 
line. 

• Eliminates the need for an expensive dedicated phone 
line. 

• Works with an answering machine. 

• Electronically senses if the outgoing phone call is 
being made from Fax/Modem/Phone. 

• On incoming calls, tells the caller to remain silent if 
they want to Fax. 

• To reach the phone, it tells the caller to say 
“Telephone” at a tone. 

• New in sealed factory carton. Warranteed. 

Closeout Price $79.95 


^ DUKE S DELIGHT” 

Five pounds of assorted electronic hardware: fasteners, nuts, 
bolts, screws, brackets, springs, standoffs, arms, gears, 
pulleys and indescribable metal stuff from Silicon Valley’s 
surplus to complement anyone’s hardware hoard. 

5 lbs $4.95 


ATARI 5200 TRACK BALL CONTROLLER 

Use as-is or dismantle for a treasure trove of goodies such 
as: HEAVY snooker-ball; 5 ball bearings; 2 optical encoder 
wheels. IC’s are: CD4011, CD4013, CD4030, CD4538 and 
CA339. Also 34 resistors, caps, 3 diodes and one transistor. 
New, unused. _ $12.95 


FULL SIZE KEYS 
ELECTRONIC KEYBOARD 

This is the best surplus deal we’ve seen in quite a while. 
It’s no toy — this keyboard was used in professional 
synthesizers which sold for thousands of dollars. 
Manufactured by Matsushita, these matrix encoded 
keyboards are the real thing. If you’ve ever wanted to build 
a synthesizer, here is the man ingredient at a fraction of 
wholesale. We include a manual showing a typical 
application and list reference books to help you get started. 
All units are brand new. $24.95 


50 lb CARE PACKAGE 

Surplus goodies from Silicon Valley. This is not junk, just 
material we’ve acquired in quantities too small to catalog: 
electronic and mechanical subassemblies for everything 
from robots to rockets. Assortments may include IC’s, caps 
connectors, bearings, diodes, hardware, circuit boards, 
cables. Weird and wonderful stuff. We often get re-orders 
so we assume most folks are happy with the assortments 
we send ’em. Try one. 50 lbs $49.95 


PAY RADIO DECODER (CODART) 

Pay radio?? That’s right. Part of a system that broadcast 
purchased programs late at night, these Codart units would 
turn on one of two tape recorders when a coded tone was 
broadcast. Contains a Z-80 with 4K of EPROM, 2K of battery- 
backed-up RAM, 18-key keyboard, 8-digit display and relays 
for the recorders. Reprogram it to make your own stereo or 
lamp timer, or a time lock to keep the kids from watching 
too much TV. With documents. 2 for $19.95 


HEAVY DUTY STEPPER MOTOR 

‘SloSyn’ synchronous stepping motor manufactured by 
Superior Electric. Model M093-FD11E, 200 S/REV, 450 in/oz, 
2.6V, 5.5A. In factory sealed carton with spec sheets. 

$44.95 each 


REVERSIBLE DC GEAR HEAD MOTOR 

41 RPM @ 12 Vdc, 0.9A (no load). 5 / 32 " dia. shaft is iy 4 " long, 
drilled for crosspin and provides 12" pounds of torque. 31 / 4 " 
square by 41 / 2 " long. $19.95 


LCD DISPLAY WITH KEYBOARD 

Hitachi LM16 2 line/16 character display with driving 
electronics, plus miniature 8 ohm speaker plus 14 key 
keypad. All on 2"x7" panel, with spec sheets. $11.95 


IR REMOT 
CONTROL/RECEIVER KIT 

Your imagination is the only limitation for the uses of this 
device. The controller is new and fully assembled. It has 
thirty function buttons, each of which causes the transmitter 
to emit a unique infra-red pulse train. Originally, the receiver 
was mounted in a satellite receiver; the satellite receivers 
are all gone but we have reproduced the IR Receiver and 
are offering it here in kit form. The IR RECEIVER KIT can 
be assembled in less than an hour. We also furnish the 1C 
which served as the IR Decoder and controller. A decoder 
can be bread-boarded around this chip. To make life easier, 
we have all the schematic diagrams, including the diagram 
of the satellite receiver. 

IR Transmitter (Illustrated) $9.95 

IR Receiver Kit $9.95 

8048 Controller 1C $4.95 

All three, plu s schem atics $19.95 


SUPER MAGNETS 

Two of these trapezoid shaped magnets are cemented to 
a single substrate. Each magnet is approximately V/t,” x 
%" and is approximately 1000 gauss. By far the most 
powerful magnets we’ve seen. One set of two magnets. 

914.95 


24Vdc GEARMOTOR 

Runs from 1 to 30 volts. No load max. current <100 mA. 
Stalled, 1.3A, Va" shaft with removable gear. 

NEW ONLY $6.95 


ALLTRONICS 

2300 ZANKER ROAD • SAN JOSE, CA 95131 

VISA — MC — AM EX cards accepted. Minimum order »12“. California residents add 7% sales tax. 

Phone (408) 943-9773 • FAX (408) 943-9776 
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lAfTERIMATIOAfAL fIVC 

FREQUENCY COUNTERS 

GREAT NEW MODELS - SUPER LOW PRICES 


10 HZ to 


■ StarCab™ 

ALUMINUM CABINET 

■ 8 RED LED DIGITS 

■ 3 GATE TIMES 

■ DISPLAY HOLD 

■ MMIC AMPUFIERS 

■ 3-5 HR BATTERY 

■ NI-CAD’S & ADP 

■ YEAR WARRANTY 


3.5 GHZ 


THE NEW MODEL 3500 

FROM THE ORIGINATOR OF THE "HAND HELD" 
COUNTERS IN THE StarCab* STYLE CABINETS, 
WITH EXPERIENCE PRODUCING OVER TWO 
DOZEN SUCCESSFUL FREQUENCY COUNTER 
MODELS SINCE 1975, FRED HUFFT- W4PLM 
HAS DESIGNED THE 3500 WITH 
UNPRECEDENTED FREQUENCY RANGE, 
FEATURES AND QUALITY IN A VERY 
AFFORDABLE "POCKET SIZED" COUNTER. 

COMPUTER DESIGN AND STATE OF THE ART 
COMPONENTS PROVIDE UNCOMPROMISED 
RELIABILITY AND PERFORMANCE. 


A VERY 

SPECIAL 

OFFER 


MODEL 

1500A 

66 


Buy this quality 1500 MHZ Counter 
for only $66. when purcheised with the 
following items: 


66.00 


1 500A FREQ COUNTER $69:00 
INSTALLED NI-CAD PACK 20.00 
1 1 0VAC ADP/CHARGER 9.00 
12VDC AUTO ADP/CHGR 9.00 
VINYL CARRY CASE 12.00 

TELESCOPING ANTENNA 12.00 


#SO-15 $15«)0 128.00 

ONLY $128. FOR ALL 6 ITEMS 


TO SUBSTITUTE MODEL 


1500HS ORDER fSO-HS $176. 
2500 #SO-26 225. 

3500 #SO-36 265. 


FIND FREQUENCIES FAST 
With any of these great pocket 
sized counters, available for immediate 
delivery from STARTEK. Absolutely the best values 
In the Industry, from the 1500A, now only $89., to the new 
2500 & 3500. These new full range counters feature a 1 megohm Input 10 Hz to 
12 MHz, a 50 ohm RF input 10 MHz to 2.4 GHz / to 3.5 GHz for the 3500. The 
2500 & 3500 both feature MMIC amplifiers for maximum sensitivity, three gate 
times for maximum display resolution of .1 Hz to 12 MHz and 10 Hz to 2400 & 
3500 MHz, a DISPLAY HOLD switch and LED indicator to hold a reading and 
suspend gating until turned off. Our DISPLAY HOLD switch works properly, it 
does not change the GATE selection when turned off, like some competitive 
units. All of our counters use LSI circuitry, sub>miniaturized components and low 
power design for portable operation of 3-5 hours from Internal 600 mA/Hr NICad 
batteries. For ULTRA HIGH SENSITIVITY the 1500HS can’t be beat with typical 
sensitivity of < .5 to <1 mV RMS from 10 MHz to 500 MHz. Our 1500A offers 
great quality and performance at minimal cost. All counters have a full year 
parts & labor limited warranty. Check out our VERY SPECIAL OFFER for any 
model packaged with several of our most popular accessories. 


1.6 GHZ PRESCALER - AMP 
& SIGNAL BAR GRAPH 

Extend range of any counter 
of counting 16 MHZ 
to 1600 MHZ with 
super sensitivity of 1-5 mV typ. 
10 segment LED BAR GRAPH 
displays RF signal strength. 
StarCab"* aluminum cabinet. 
110 VAC adaptor Included. 


MODEL AP-90 

FACTORY ASSEMBLED 
1 YEAR WARRANTY 


$99 


iSOOA 

ECONOMY 

MODEL 

1-1500 MHZ 

2 GATE TIMES 

LESS Nl-CADS 
aACADP 

$89. 


1500 HS 

ULTRA HIGH 
SENSITIVITY 

1 MHZ- 
1500 MHZ 

2 GATE TIMES 

DISPLAY HOLD 

$159. 


8500 

FULL RANGE 
+HI-Z INPUT 

10 HZ- 
2400 MHZ 

3 GATE TIMES 

DISPLAY HOLD 

$ 210 . 


3500 

EXT RANGE 
+ HI-Z INPUT 

10 HZ- 
3500 MHZ 

3 GATE TIMES 

DISPLAY HOLD 

$250. 


■ OPTIONS for th« 1600A 

#BP-15 NiCads for 1500A (installed) $ 20.00 
#AC-16 110 VAC adp/chgr for 1500A 9.00 

■ ACCESSORIES for all models 

#TAa0 Telescoping BNC antenna 12.00 

#RD-800 800 MHZ Rubber Duck-BNC 29.00 
#CC-80 Black vinyl zipper carry case 12.00 
#DC-690 12VDC Auto adaptor/charger 9.00 


■ PROBES 

#LP-22 Probe. Low Pass/Audio $22.00 
use with 2500 & 3500. 
Attenuates RF noise. 

#P-110 Probe, freq counter or 39.00 
scope use, IX, 10X. 

200 MHZ scope use. 


NEED MORE INFO - CALL 
HAL MANDERY- KK4UN 
SALES ENGINEER 


ORDERS ONLY - TOLL FREE 

800 - 638-8050 

INFORMATION (305)561-2211 


INTERNATIONJKL INC 


398 NE 38th ST., FT. LAUDERDALE, FL 33334 
FAX (305)561-9133 


TERMS: Shipping-handling charges for Florida add $4 -t- tax, 
US & Canada add 5% ($4 min, $8 max), all others add 10% 
of total. COD fee $3.75. Payment by VISA, MC, DISCOVER, 
COD for CASH or MO. Prices and specifications are subject 
to change without notice. 
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International Inc. 


FANTASTIC 
BUYS !! 




CABINET CARPET 


O'-'ginal Sanyo 15''wnn< 
cone, vented dust can 
surround. 1202 cloth 


NOW you can cover your custom car 


#Rj-297.i5g 


#RJ-260-765 

#RJ-260-767 


(Black) 

(Charcoal gray) 


HI POWER SPEAKER WIRE 


<tA95 

Yard 

PINCONNECTO? 


$1995 


Extra large 1 2 gauge 
speaker wire for use with 
very high power stereo 
systems or for extremely 
long cable runs. Rope 
lay construction consists 
of over 250 strands of 36 
ga. wire. Please order in 
multiples of 5 feet. 

#RJ-100-151 


Gjg plated Pin connectorfor 

color coLSr"®' 


ruse 


39c < _#RJ-090-2^ 


Foot 


p'onSrtwee^ 

Mylar dome, 2 93 
02. barium ferrite 
^agnet. 8ohm. 

Frequency 

response: 1,800- 

F^®„f'coeer#AH 
E60-51F. Net 
"'Oight; 1 lb. 

$595 


CABINET CORNERS 

,'-V .. 

High quality, zinc 

plated P. A. cabinet 

corners. Made of 
heavy .047" steel. 
MadeinU.S.A. 


itRJ-260-710 


58c 


PIONEER MIDRANGE 


Tuned cup midrange. 
9.3 oz. ferrite magnet. 
50 watts RMS, 70 
watts max. Fre- 
quency response; 
320-6,000 Hz. 8 oh 
I ■SPL:94dB. Pioneer 
#B11EC80-02F. Net 
weight: 3-1/2 lbs. 


#RJ-280-020 


PARTS EXPRESS 
340 EAST FIRST ST. 
DAYTON, OHIO 45402 
LOCAL: 513-222-0173 
FAX: 513-222-4644 


3-WAY 200W CROSSOVER 

Excellent 
crossover for high 
power speakers. 

Woofer section 
rolls-off at 800 Hz. 
with a 6 dB slope, 
while the tweeter 

section utilizes a v ^ 

1 2 dB per octave roll-off at 4,500 Hz. For the 
midrange frequencies this crossover uses a 
true band pass filter with a response of 750- 
5,000 Hz. All crossover frequencies are 
rated into a 8 ohm load. 


POLYDAX TWEETER 

This 1 /2" ultra-light polymer 

dome tweeter is active horn 

loaded. Features a terro flu d 

cooled, formerless voice (:oil. 

This tweeter exhibits a wide 

dispersion angie and excellent 

transient response. 8 ohm. 

SPL-.91.3dB. 40 watts 

nominal power handling. 2 

square. 

tRJ-270-1 1 0 

12" SUBWOOFER 

Dual voice coil 
subwoofer. 30 oz. 
magnet, 2" voice coils. 

1 00 watts RMS, 145 
watt max. 25 Hz 

resonant frequency. 6 
ohm impedance (4 and 
8 Ohm compatible). 

Sensitivity: 89dB. 

Response; 25-700 Hz 
Pioneer#A 30 GU 30 - 

^D. Net weight; 6 lbs 

^ #RJ-290.145 


$39®° 


SPEAKER BUILDING BOOK 


#RJ-260-230 


Completely revised and 

updated to reflect the 
latest trends in audio 
technology, this new 

edition of David B. 
Weems’ bestseller (more 
than 35,000 copies in 
print) will guide do-it- 
yourselfers through the 
building and testing of 
low-cost speaker 
systems that rival the 
most expensive units on 
the market. 224 pages. 


CALL TOLL FREE 

1-800-338-0531 

Special prices expire 10/15/91 


#RJ-500-021 


$16°5 





8" thruster 






®bed paper co^e 

jz lerrite magnet. 1 

watts BMS. 90 watts 

2 500Hzirec^uencvr 

Netwe-.gM- 5 tos. 


SPEAKER TERMINAL 


39c 


260 


300 


#RJ 


5 lbs. 

#RJ-290-053 


10" PASSIVE RADIATOR 


Passive radiators 
can be used in 
conjunction with 
smaller woofers to 
produce improved 
bottom end without 
the added expense 
of large low 
frequency drivers. 


#RJ-260-405 


RMS. 1-1/2” 4 ® 


Hz. Net weight' 

$22®o 


18" EMINENCE WOOFER 


Ribbed paper cone with 
i treated cloth accordion 
surround. Giant 1 00 oz 
magnet. 250 watts RMS, 
j 350 watts max. 3", 2 layer 
I voice coil. 8 ohm. fs = 30 
Hz. Frequency response: 

I 27-3,500 Hz. Net weight: 
26 lbs. 


CARPETED TRUCK BOX PAIR 

These quality, 
carpeted truck boxes 
are made of high 
density acoustical 
grade particleboard. 

Each box is cut to 
accept an 8" woofer 
and port. Speaker 
terminals and handles 

are included. Dimensions: 1 9" x 1 3" x 5" (tapered front). 
Sold in pairs. Net weight: 22 lbs. per pair. 


#RJ-260-455 


100 WATT "L" PAD 

Allows you to 
adjust the 
relative volume 
of individual 
drivers in a 
speaker system 
while maintaining 


#RJ-290-200 


$99®° 


crossover 

This crossover 
'©atures a 

point 

°f 3,000 Hz 

with a 12 dB 

per octave roll- . 

^ for the low 

a constant 8 ohms impedance. Com-/ end a 6 dB roll-off fn th 

plete with faceplate, knob, and I ''''ehs RMs. 6" x 4" x i ” ^ Pass, g ohm 

instructions. I ^ ^ 

<hc90 te/-26o-i95 $fiS0 

#RJ-260-265 ^ 

Wear , and they to 

‘oordisthe 

ose With 
sms. i/4» 

included 


PARTS EXPRESS 
340 EAST FIRST ST. 
DAYTON, OHIO 45402 
LOCAL; 513-222-0173 
FAX; 513-222-4644 


ORDERING INFORMATION 

• 1 5 day money back guarantee • $1 5.00 minimum order • We accept Mastercard, Visa, Discover, 
and C. O. D. orders. • 24 hour shipping • Shipping charge = UPS chart rate + $1 .00($3.00 minimum 
charge) • Hours 8:30 am - 7:00 pm EST, Monday - Friday, 9:00 am - 2:00 pm EST. Saturday • Mail 
order customers, please call for shipping estimate on orders exceeding 5 lbs. • Foreign customers 
please send $5.00 U.S. funds for postage when requesting a catalog • 
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Amazing Pocket Reference! 

480 pages of tables, maps, formulas, constants & conversions 
and it fits in your shirt pocket! ( 3.2" x 5.4" x 0.6") 

^ aCC tuite! 




^ Electrical 

Electric Wire Size vs Load 
Wire Classes & Insulation 
NEMA Motor Frames 
Wire & Sheet Guages 
Electric HP vs Torque 
Resistor Color Codes 
Capacitor Color Codes 
Pilot Lamp Specs 
Fuse & Battei 7 Specs 
RF Coil Winding Data 
Wire Size vs Turns/Inch 
Decibel Tables 

• Air 

• Automotive 

• Carpentry & Construction 

• Chemistry & Physics 

• Math 

• Mining & Milling 

• Money & Currency 

• Physical Constants 


Plumbing & Pipe 
Rope, Cable, & Chain 
Steel & Metals 
Geology 
Glues, Solvents, 

Paints and Finishes 

Hardware 

Surveying & Mapping 

Tools 

Water 

Weights of Materials 
Welding 

Computers & Printers 

Computer ASCII Codes 
IBM® PC Error Codes 
IBM® Interrupts-IO Map 
IBM® Memory Map 

• 3200 Conversion Factors 


• General Information 

us & state Holidays 
Signs of the Zodiac 
Flowers of the Months 
Anniversary Names 
Radio Alphabet 
Morse & TEN Radio Codes 
Paper Sizes (Inti) 

Military Rank & Grade 
State Information 
Climate Data of the US 
Time Zones of the US 
Time Zones of the World 
Telephone Area Codes 
World Airport Elevations 
Lost Credit Card Phone #’s 
Airline 1 -800 Phone #’s 
Temperature Conversion 
Sound Intensities 
Body Weight vs Height 
Wind Strength Scale 
Wind Chill Factors 
Firewood Comparisons 
Frequency Spectrum 
Sun & Planet Data 

* Detailed Index 


LATEST INTELLIGENCE 

Now, for the first time, the meanings of more than 35,000 terms, 
phrases, abbreviations, and acronyms used in the international intel- 
ligence, law enforcement, military, and aeronautics communities 
have been compiled into one convenient, well-indexed volume. If you 
have a scanner or shortwave receiver, LATEST INTELLIGENCE, by 
James E. Tunnell will unlock a world of listening possibilities! 

• Callsign Country Prefix 

• Red Cross Network 

• TV, Audio, CB Frequencies 

• Aircraft / Country Codes 

• Police 1 0 and 1 2 Codes 

• Fire Codes / Frequencies 

• Border Patrol Frequencies 

• Repeater Frequencies 

• Cellular Telephone Frequencies 

• Civil Aircraft Markings 

• Road Condition Codes 

• US Military Bases / Frequencies 

• Goodyear Blimp Frequencies 


HOT OFF THE PRESS 


Pocket PC Rei 

An incredible shirt pocket size reference book on IBM® PC’s and 
compatibles. If you’re a PC service man, hacker, hobbiest, or 
general user, BUY THIS BOOK !!! It contains a wealth of hard to 
find information that took 1000’s of hours to collect. By Thomas J. 
Glover. (Scheduled for release in August 1991 .) 

• Specs and configuration information 
for over 1000 Hard Drives I! 

• ASCII Codes 

• PC Error Codes 

• Interrupts-IO Map 

• Memory Map 

• 80286 Hard Disk Types 

• Printer Control Codes 

• Cable Wiring 

• Modem Commands 

• And MUCH, MUCH MORE 


• Mystic Star Frequencies 

• Pro Words 

• Security Clearance Basics 

• Country Codes 

• Secret Service Frequencies 




Description 

Quantity 

Price Each 

Total 













Order $ USA Shipping & Handling 

Sub Total 

Shipping & Handling (see table at left) 
Sales tax (CO residents only), add 4.7% of Sub total+S&H 
All payments must be in U.S. funds. ORDER TOTAL 


$0 to $ 10.00 $2.00 

$10.01 to $20.00 $4.00 

$20.01 to $100 $6.00 

Canada orders add $1 to above S&H 



Name: Company:, 

Address: 


City/State/Zip: Phone:t_) 

Payment enclosed (circle one): Check Money Order Visa MasterCard Prices subject to change without notice. 
Card #: Exp. Date: Signature: ^ 


PRIZM Resources, Inc., Dept 924, P.O.B 0 X 557, Morrison, CO 80465 
(303)979-6054 Toll Free Order Line (800) 873-7157 
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We Have QUALITY PARTS • We Have DISCOUNT PRICES • We SHIP FAST 



Highest Quality Metal Cassettes (Erased) 


Premium quality metal tape in C-60 and C-90 cassettes (30 or 
45 min. per side). One of the finest ’brand-name" tapes on the 
market, in durable, clear plastic transport mechanisms. Recorded 
and bulk erased, the record-protect tabs have been removed and 
therefore, need to be taped over to re-record. Audiophiles will 
appreciate the wide dynamic range of this tape. If your cassette 
deck has a "metal'' setting you will hear the difference. A real bargaini 
60 min. tape - CAT# C-60M $1 .25 each • 10 for $10.00 
90 min. tape - CAT# C-90M $1 .65 each • 10 for $1 5.00 

CASSETTE STORAGE CASE 

Black, unbreakable plastic audio cassette storage case. 

CAT#CBOX 5 for $1.00 • 100 for $15.00 



INFRARED SECURITY LIGHT (AS-IS) 


Electriko # SIL-101 - Experiment with infrared sensors with 
these outdoor security lights. Contain lots of interesting 
conrponents, an IR detector, photoresistor, relay, 
transformer, ICs, voHage regulator, capacitors, trimpots 
and other goodies. Returned to the distributor for variety 
of reasons, we’ve found that most of them work to some 
extent. We don’t want to tost them and would prefer to 
sell them "as-is" at a greatly reduced price. Mounts to any 
standard electriccil junction box. Infrared sensor detects 
movement up to 65 feet and turns on lights. Sensor can be 
adjusted for sensitivity and duration of lighting. The position 
of the sockets and the infrared sensor can be easily adjusted. 

Will handle two 150 watt PAR 38 lanrps. Suitable for wet locat'ons. 
Bulbs not included.CAT# IL-101 $7.50 each 



TOUCH DIMMER 




when connected to any lamp, will turn it 
on and off and change the brightness 
level when any metal part is touched. We 
doni have the wiring harness that origi- 
nally connected this to the lamp, but we 
can provide a simple hook-up diagram 
and instruction sheet. The solid-state cir- 
cuitry Is contained in a thermo- 
plastic box 1.91" X 3.1 1" X 0.835". 

CAT#DMR-1 $3.50 each 


TELEPHONE KEYPAD 


12 button telephone 
keypad. Ivory finish. 

2.83" X 2.2" X 0.58" thick. 

Matrix encoded. 

Ideal for telephone or 
security keypad. 

CAT # KPT-1 $1 .00 each • 10 for $9.00 


OPTO-SENSOR 


TRW/Optron # OPB5447-2 
IR emitter/sonsor pair in 
Rectangular package with 
28" color coded leads. 
CAT#OSR-4 2 for $1.00 


ULTRASONIC CERAMIC 
MICROPHONE/TRANSDUCER 


Panasonic (Matsushita) 

# EFR RCBK40K54 
An ultrasonic microphone 
consisting of a bimorph 
type piezoelectric ceramic 
vibrator. Ideal for burglar alarms, auto 
door openers, flow rate detectors and re- 
mote control systems. Norn. Freq. 40kHz. 
Max input volts: 20 Volts. 15/16" dia. X 
3/8" high. 5/8" long leads. 

CAT#UST-1 $1.00 each 


AUDIO SLIDE POT 


Dual IK audio. 

3 1/2" long, 2 1/2" slide 
CAT# ASP-1 KD 
Reduced to 50c each 
100 for $40.00 


L.E.D.'S 


standard JUMBO 

Diffused T 1-3/4 size (5 mm) 


RED CAT# LED-1 
10 for $1.50- 100 for $13.00 
GREEN CAT# LED-2 
10 for $2.00* 100 for $17.00 
YELLOW CAT# LED-3 
10 for $2.00 • 100 for $17.00 

FLASHING LED 

W/ built in flashing circuit 
5 volt operation. T 1-3/4 
(5mm) 

RED $1.00 each 
CAT# LED-4 10 for $9.50 
GREEN $1.00 each 
CAT#LED-4G10for $9.50 
YELLOW $1.00 each 
CAT#LED-4Y 10 for $9.50 

LED HOLDER 

I Two piece holder. 0 0 
CAT#HLED 10 for 65c 


RECHARGEABLE 

BATTERIES 


24 PIN ZERO INSERTION I SWITCHES 
FORCE SOCKET 




NIckel-Cad 


AAA SIZE $1.50 each 
1.2 volts 180 mAh 

CAT# NCB-AAA 

AASIZE $2.00 each 
1 .25 volts 500 mAh 

CAT# NCB-AA 

AASIZE $2.20 each 
WITH SOLDER TABS 

CAT# NCB-SAA 

CSIZE $4.25 each 
1.2 volts 1200 mAh 

CAT# NCB-C 

DSIZE $4.50 each 
1.2 volts 1200 mAh 

CAT# NCB-D 


-TTTT 


Textool # 224-3344. Protect 24 pin dip IC’s 
from damage during test, burn-in or pro- 
gramming. Lever-operated mechanism 
locks part securely in place and releases it 
with no damage to component leads. 

CAT# ZIF-24 $4.50 each 


FLASH ASSEMBLY 


New compact flash 
assemby from a 
U.S. manufacturer of 

cameras. Operates _ . 

on 3 Vdc and measures n; > i > j rV 
2 1/2" X 1 1/4". Ideal for 
use as a strobe, warning light or attention 
getter. Includes hook-up diagrara 
CAT#FSH-1 $3.75 each 
10 for $35.00 • 100 for $325.00 


HALL EFFECT SENSORS 


Microswitch #SS41 
Tiny, solid state switch 
reacts instantly to 
proximity of magnetic field. 

Operates at extremely high speeds, up to 
100 khz. Case size: 0.12" X 0.17" X 0.06" 
thick. 4.5 Vdc to 24 Vdc supply voltage. 

10 ma. sink type digital output. Operating 
gauss - 1 5 to 40. P.C. leads. 

CAT# HESW-2 75e each • 10 for $6.50 
100 for $60.00 • 1000 for $500.00 

Sprague #UGN3075LT Q - — 
Operates on 4.5 - 24 Volts 
Can sink 10 ma. With suitable output pull 
up, can be used directly with bipol^ or 
CMOS logic circuits. Especially suited for 
electronic commutation in brushless D.C. 
rDotors using multiple ring magnets. Very 
tiny surface rrxxjnt package 0.175" X 
0.09“X 0.06" thick. 

CAT#HESW-5 2 for $1.00 
100 for $45.00 Large quantities available 


Miniature Toggles 

Rated: 3 anrps @ 120 Vac 

SlP.D.T. (ON-ONi 
solder lugs 

CAT# MTS-4 g 

$1 .35 each JL 

10 for $12.50 ^ 

100 for $110.00 |f^ 

S.P.D.T. (ON-ON) 

P.C. mount 

CAT#MTS4PC $1.00 each 
10 for $9.00- 100 for $80.00 

D.P.D.T. (ON-ON) 
solder lugs 

CAT#MTS^ $1.75ea. „ 

10 for $15.00 

D.P.D.T. (ON-ON) 

P.C. mount 
CAT#MTS-8PC $2.00 ea. 
10 for $17.50 

Pushbutton Switch 

SMK 

Manufacturing 
0.47“ square 
black pushbutton. 

SPST normally 
open. 4 p.c. pins 
for mounting. Ideal for low 
current switching applica- 
tions. CAT#PB-29 
5 for $1.00* 100 for $15.00 


PHOTOFLASH 

CAPACITOR 


Rubicon CE /-ft n 

210 Mfd 330 Volt 
photoflash I 

capacitor. ^ 

0.79^ dia. X 1.1" high. Those 
are new capacitors that have 
been prepp^ with 1 .4" black 
and red wire leads soldered 
to the terminals. 

CAT# PPC.210 
$1.25 each - 10 for $11.00 
100 for $100.00 
Large quantities available. 
Call for pricing. 



LE.D. FLASHER KIT 

Two L.E.D.’S flash in ..M/^ 
unison when a 9 volt 
battery is attached. 

This kit includes a 
p.c. board, ail the parts 
and instructions to make a simple flash- 
er circuit. A quick and easy project for 
anyone with basic soldering skills. 
CAT#LEDKIT $1.75 per kit 

LED. CHASER KIT 

BuikJ this variable 

speed led chaser. ^ ^ 

lOledsflash 

sequentially at — \ 

whatever speed 
you set them for. 

Easy to build kit includes pc board, 
parts and instructions. Ideal for special 
lighting effects, costumes, etc. Oper- 
ates on 3 to 9 volts. PC board Is 5" X 
2.25". A great one hour project. 
CAT#AEC $6.50 each 

STEPPING MOTOR 
CONTROLLER KIT 

Learn about 
stepping 
motors while 
building this 
sinrple circuit. 

Includes circuit board, stepping motor 
and alt parts except 12 Vdc power 
supply. CAT#SMKIT $18.00 each 

METRONOME KIT 





This simple device can be set to click 
from 20 to 1 ,000 boats per minute. 
Easy to build, includes circuit board, all 
components and instructions. Oper- 
ates on a 9 volt battery (not included). 
CAT# METRO $3.75 each 


PHOTO RESISTOR 


1 ,000 ohms bright light. 

16K ohnisdark. Tl 

0.182" dia. X .08"high. 0.18" long leads. 
CAT#PRE-7 2 for $1.00 
100 for $45.00 • 1000 for $400.00 


ORDER TOLL FREE 1-800-826-5432 


FAX (818) 781-2653 • INFORMATION (81 8) 904-0524 



Call Or Write For Our 
Free 64 Page Catalog 

Outside the U.S. A. send $2.00 
postage for a catalog. 


Minimum Order $10.00 • All Orders Can Be Charged To Visa, Mastercard 
Or Discovercard • Checks and Money Orders Accepted By Mail * California, Add 
Sales Tax • Shipping And Handling $3.50 for the 46 Continental United States - 
All Others Including Alaska, Hawaii, P.R. And Canada Must Pay Full Shipping * 
Quantities Limited • No C.O.D. • Prices Subject to change without notice. 



MAIL ORDERS TO: ALL ELECTRONICS CORP • P.O. BOX 567 • VAN NUYS, CA 91408 
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POPULAR ELECTRONICS 


ORDER DIRECT 
1 - 800 - 582-4044 


MATH COPROCESSORS 



FAX DIRECT 
1 - 800 - 582-1255 


DYNAMIC RAMS 


Super Savings Special!! 


Order # Price 


Order # 


Pins 


80C287A12 

80387-16 

83D87-16 

83D87-33 

99.95 

169.95 

149.95 

299.95 

Intel 12Mhz For 80286 CPU Based Laptops 

Intel 16Mhz For 80386 CPU Based Computers 

Cyrix 16Mhz For 80386 CPU Based Computers 

Cyrix 33Mhz For 80386 CPU Based Computers 

40 

PGA68 

,PGA68 

,PGA68 

COMMODORE COMPUTER CHIPS 

Order # 

Price 

Description 

Pins 

6502 

2.95 

MPU with Internal Clock 

40 

6510 

13.95 

CPU (906107-01) 

40 

6520A 

3.75 

Peripheral Interface Adapter 2Mhz 

40 

6522 

2.95 

Versatile Interface Adapter 

..40 

6526A 

13.95 

Complex Interface Adapter 2Mhz (906108-02).... 

40 

6532 

3.95 

128x8 RAM, I/O and Timer Array 

40 

6545-1 

3.75 

CRT Controller 

40 

6551 A 

3.75 

Asynchronous Comm. Interface Adapter 2Mhz .. 

28 

6567 

22.95 

Video Interface Chip (906109-01) VIC-II (ForC64; 

) 40 

6581 

11.95 

Sound Interface Device (906112-02) 12V 

28 

8701 

6.75 

Clock Chip (251527-01) 

16 

82S100PLA 

15.95 

For C64 (U17) and C128 (906114-01) No data available 

28 


8031 

3.55 

4116-12 

1.45 

16,384x1 

....120ns. 

16 

80C31 

7.25 

4116-20 

.85 

16,384x1 

....200ns. 

16 

8035 

1.75 

481 6 A4 

.55 

16,384x1 Single +5V ... 

....250ns. 

16 

8039 

1.75 

4416-12 

2.25 

16,384x4 

....120ns. 

18 

80C39 

3.75 

4416-15 

1.95 

1 6 384x4 

1 50ns . 

18 

8080A 

2.75 

4161-15 

4.95 

65,536x1 Video RAM... 

....150ns 

20 

8085 A 

2.95 

4164-10 

1.95 

65,536x1 

....100ns. 

16 

8085A2 

3.55 

4164-15 

1.55 

65,536x1 

....150ns. 

16 

8086 

4.45 

4164-20 

1.25 

65,536x1 

....200ns. 

16 

8088 

4.25 

41264-12 

6.95 

65,536x4 Video RAM... 

120ns 

Skinny Dip 24 

8088-1 

7.25 

41464-80 

3.25 

65,536x4 

80ns . 

18 

8088-2 

6.25 

41464-12 

2.75 

65,536x4 

120ns. 

18 

8155 

2.45 

41256-80 

2.15 

262,144x1 

80ns. 

16 

8155-2 

3.75 

41256-10 

1.95 

262,144x1 

100ns. 

16 

82C11 

5.95 

41256-12 

1.85 

262,144x1 

120ns. 

16 

8212 

2.45 

41256-15 

1.75 

262,144x1 

150ns. 

16 

8214 

3.85 

41257-80 

3.75 

262,144x1 Nibble 

80ns . 

16 

8216 

1.35 

41257-12 

3.25 

262,144x1 Nibble 

120ns. 

16 

8224 

2.45 

51258-80 

4.95 

262,144x1 Static Column ...80ns. 

16 


EEPROMS (Electrically Erasable) 


Order # 


Price Organization 


Pins 


9346 2.75 1 024 Bit Serial, 5V Read/Write 8 

281 6A35 3.45 2048x8 350ns, 5V Read/Write 24 

2817A25 6.75 2048x8 250ns, 5V ReadA/Vrite (Pin 1 - Ready/Busy) 28 

2864A25 8.95 8192x8 250ns, 5V Read/Write (Pin 1 - N/C) 28 

28C64-25 9.95 81 92x8 250ns, 5V Read/Write CMOS (Pin 1 - N/C) 28 

28C256-25 26.95 32,768x8 250ns, 5V Read/Write CMOS 28 


EPROMS (UV Erasable) 


Order # 

Price 

Organization Speed Prog. Voit. 

Pins 

MM5203Q 

2.25 

256x8 

2K... 1000ns 

..25V 

24 

TMS2516 

4.25 

2048x8 

...16K... 450ns 

..25V 

24 

TMS2532 

6.95 

4096x8 

...32K... 450ns 

..25 V 

24 

TMS2564 

5.95 

8192x8 

...64K... 450ns 

..25V 

28 

TMS2564-50 

4.75 

8192x8 

...64K.. .500ns 

..25V 

28 

TMS2716 

5.95 

2048x8 

...16K... 450ns (±5V, +12V)... 

..25V 

24 

2708 

4.75 

1024x8 

8K... 450ns (+5V, +12V)... 

..25V 

24 

2716 

3.45 

2048x8 

...16K... 450ns 

..25V 

24 

2716-1 

3.95 

2048x8 

...16K... 350ns 

..25V 

24 

27C16 

4.25 

2048x8 

...16K ...450ns CMOS 

..25V 

24 

2732 

3.95 

4096x8 

...32K... 450ns 

..25 V 

24 

2732A20 

4.75 

4096x8 

...32K... 200ns 

..21V 

24 

2732A25 

3.45 

4096x8 

...32K... 250ns 

..21V 

24 

2732A45 

2.95 

4096x8 

...32K... 450ns 

..21V 

24 

2732B45 

4.25 

4096x8 

...32k. ..450ns 

.12.5V.... 

24 

27C32 

4.75 

4096x8 

...32K... 450ns CMOS 

..25V...... 

24 

2764-20 

3.95 

8192x8 

...64K... 200ns 

,..21V 

28 

2764-25 

3.75 

8192x8 

...64K... 250ns 

..21V 

28 

2764A15 

4.45 

8192x8 

...64K... 150ns 

.12.5V.. 

... 28 

2764A20 

3.95 

8192x8 

...64K... 200ns 

.12.5V.... 

28 

2764A25 

3.25 

8192x8 

...64K... 250ns 

.12.5V.... 

28 

2764A45 

2.95 

8192x8 

...64K... 450ns 

.12.5V.... 

28 

27C64A15 

3.95 

8192x8 

...64K... 150ns CMOS 

.12.5V.... 

28 

27128-20 

6.75 

16,384x8.... 

.128K.. .200ns 

...21V 

28 

27128-25 

5.95 

16,384x8.... 

.128K.. .250ns 

...21V 

28 

271 28 A1 5 

5.75 

16,384x8.... 

.128K... 150ns 

.12.5V.... 

28 

27128A25 

3.95 

16,384x8.... 

,.128K... 250ns 

.12.5V.... 

28 

27128AOTP 

2.95 

16,384x8.... 

,.1 28K ...250ns One Time Prog. 

12.5V.... 

28 

27C128-15 

5.95 

16,384x8..., 

,.128K...150ns CMOS 

.12.5V.... 

28 

27256-15 

5.75 

32,768x8..., 

..256K...150ns 

.12.5V.... 

28 

27256-25 

4.75 

32,768x8.... 

..256K... 250ns 

.12.5V.... 

28 

27256-30 

3.45 

32,768x8..., 

..256K... 300ns 

.12.5V.... 

28 

27C256-15 

5.95 

32,768x8... 

..256K... 150ns CMOS 

.12.5V.... 

28 

27C256-25 

4.25 

32,768x8... 

..256K... 250ns CMOS 

.12.5V.... 

28 

27512-20 

6.95 

65,536x8... 

..51 2K... 200ns 

.12.5V.... 

28 

27C512-12 

8.95 

65,536x8... 

..51 2K... 120ns CMOS 

.12.5V.... 

28 

27C512-15 

6.95 

65,536x8... 

..51 2K... 150ns CMOS 

.12.5V..., 

28 

27C512-25 

5.95 

65,536x8... 

..51 2K ...250ns CMOS 

.12.5V..., 

28 

27C010-15 

11.95 

131,072x8. 

...1MB. ..150ns CMOS 

,. 12.5V..., 

32 

27C020-15 

34.95 

262,144x8. 

...2MB. ..150ns CMOS 

,.12.5V..., 

32 


Order # Price Organization 


Speed 


Pins 


8237A .... 
8237 A5.. 
8243 

8250 

8251 A... 

8253 

8253- 5 ... 

8254 

8254- 2 ... 
8255 A5.. 

8256 

8257 

8259 

8259-5 .. 

8271 

8272 

8274 

8275 

8279-5 .. 
8284A... 

8286 

8288 


...3.75 

...4.15 

...1.95 

...5.75 

.2.25 

...1.95 

.2.25 

...4.55 

...5.95 

...2.75 

.10.75 

...2.25 

...1.95 

...2.25 

.42.95 

...3.75 

...6.55 

.18.95 

...3.45 

...2.25 

...2.95 

...3.75 


514256-80 7.25 262,144x4 80ns 20 

514256-10 6.95 262,144x4 100ns 20 

511000-80 7.25 1,048,576x1 80ns 18 

511000-10 6.95 1,048,576x1 100ns 18 

511000-12 6.55 1,048,576x1 120ns 18 

511001-80 8.25 1,048,576x1 Nibble 80ns 18 

511001-10 7.95 1,048,576x1 Nibble 100ns 18 


STATIC RAMS 


Order# Price Organization 


Speed 


Pins 


A80286-10 . .19.95 
N80286-12...21.95 
N80L286-8...11.95 
R80286-12...26.95 

R80286-6 9.95 

82C284-8 4.95 

82C284-12... 19.95 

82288-8 4.95 

82288-12 19.95 

8741 9.95 

8742 14.25 

8748H 8.95 

8749 9.95 

8751 24.95 

8755 11.95 


2101 1.65 256x4 450ns 

2111 1.75 256x4 450ns. 

2112 2.45 256x4 450ns. 

51 01 3.95 256x4 CMOS 450ns . 

21 1 4L20 1 .49 1 024x4 Low Power 200ns . 

21 1 4L25 1.15 1 024x4 Low Power 250ns . 

2114-45 1.05 1024x4 450ns. 

2148- 3 1.95 1024x4 55ns. 

2149- 35 3.75 1 024x4 35ns . 

2147-3 3.75 4096x1 55ns. 

20C71-25 6.75 4096x4 CMOS 25ns 

61 68-45 3.25 4096x4 CMOS 45ns . 

61 1 6LP1 2.95 2048x8 CMOS Low Power . . 1 00ns . 
611 6LP3 2.75 2048x8 CMOS Low Power . . 1 50ns , 

6116-1 2.75 2048x8 CMOS 1 00ns , 

61 1 6-3 2.25 2048x8 CMOS 1 50ns , 

651 6-45 4.25 2048x8 CMOS 45ns 

7C1 28-55 3.95 2048x8 CMOS 55ns 

8128-15 2.15 2048x8 150ns 

6264LP10 4.95 8192x8 CMOS Low Power.. 100ns 

6264LP15 3.95 8192x8 CMOS Low Power.. 1 50ns 

6264-10 4.75 8192x8 CMOS 100ns 

6264-15 3.75 8192x8 CMOS 150ns 

8167-55 3.45 16,384x1 55ns 

62256LP1 0 6.75 32,768x8 CMOS Low Power . . 1 0OnS 
62256LP15 6.25 32,768x8 CMOS Low Power.. 1 50ns 


...22 

18 

16 

22 

18 

18 

18 

18 

18 

18 

Skinny Dip 24 

20 

24 

24 

24 

24 

Skinny Dip 24 
Skinny Dip 24 

24 

28 

28 

28 

28 

20 

28 

28 


Z80A, Z80B, Z80-8MHZ, Z8000 


Order# 


Price Description 


Pins 


Z0803008PSD 9.50 Serial Communications Controller 8Mhz 

Z80A ■ 1.25 CPU(MK3880-4)(780C-1)4Mhz 

Z80A-CTC 1.55 Counter Timer Circuit (MK3882-4) 4Mhz 

Z80A-DART 3.95 Dual Asynchronous Receiver/Transmitter 4Mhz 

Z80A-PIO 1.85 Parallel I/O Interface Controller (MK3881-4) 4Mhz.. 

Z80A-SIO/0 3.95 Serial I/O (TxCB & RxCB Bonded) (MK3884-4) 4Mhz .. 

Z80A-SIO/2 3.95 Serial I/O (Lacks SYNCB) (MK3887-4) 4Mhz 

Z80B 2.45 CPU (MK3880-6) 6Mhz 

Z84C0008 5.95 CPU 8Mhz (CMOS) 

Z84C1008 10.95 DMA (Direct Memory Access) 8Mhz (CMOS) 

Z84C2008 5.95 PIO (Parallel I/O Interface Cont.) 8Mhz (CMOS) 

Z84C3008 5.95 CTC (Counter Timer Circuit) 8Mhz (CMOS) 

Z84C4008 8.95 SIO/0 8Mhz (CMOS) 

Z84C4108 8.95 SIO/1 8Mhz (CMOS) 

Z84C4208 8.95 SIO/2 8Mhz (CMOS) 

Z8530 4.55 Serial Communications Controller 


..40 

..40 

..28 

..40 

..40 

..40 

..40 

..40 

..40 

..40 

..40 

..28 

..40 

..40 

..40 

..40 
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1 - 800 - 582-1255 


METEX 4 1/2 DIGIT LCD DMM 



ORDER DIRECT 
1 - 800 - 582-4044 


THE ELECTRONICS SOURCE 



M4650CR 


FUNCTION 

RANGE 

ACCURACY 

RESOLUTION • 


200mV 


lOpV u 


2V 


lOOpV s 

DC VOLTAGE 

20V 

±0.05% of rdg+3dgts 

ImV g 


200V 


lOmV 


1000V 

±0.1% of rda+5dats 

loomv J; 


200mV 


lOpV 


2V 


lOOpV C 

AC VOLTAGE 

20V 

±0.5% of rdg+IOdgts 

ImV •" 


200V 


lOmV 


750V 

±0.8% of rdg+IOdgts 

lOOmV S 


2mA 

±0.3% of rdg+3dgts 

lOOnA 2 

DC CURRENT 

200mA 

±0.5% of rdg+3dgts 

lOpA 


20A 

±0.8% of rdg+5dots 

1mA 


2mA 

±0.8% of rdg+IOdgts 

lOOnA 

AC CURRENT 

200mA 

±1 .0% of rdg+1 Odgts 

lOpA L 


20A 

±1 .2% of rdo+1 5dots 

1mA t 


2000 

±0.2% of rdg+5dgts 

0.01 Q S 


2KO 


o.in L 


20KO 


IQ t 

RESISTANCE 

200KQ 

±0.15% of rdg+3dgts 

10Q 


2MO 


100£2 c 


20MO 

±0.5% of rdo+5dots 

1KO t 


2000pF 

±2.0% of rdg+20dgts 

O.lpF t 

CAPACITANCE 

200nF 


lOpF , 


20uF 

±3.0% of rdo+30dgts 

InF 


20KHZ 


1Hz ' 

FREQUENCY 

200KHZ 

±2.0% of rdg+IOdgts 

10Hz ( 



GENERAL CHARACTERISTICS: 

Max. Display: 19999 counts with automatic polarity indication • Max. Input 
Current of AC and DC: 20A (max. of 15 minutes) • Overrange Indication :"OL " 
and "Bar graph flashing" figure on display • Max. Common Mode Voltage: 
SOOVdc/ac RMS • Reading Rate Time: Approx. 1 -2 readings per sec. • Temp, 
for Guaranteed Accuracy: 23°C ±5°C • Temperature Ranges: Operating 0°C 
to 40°C, 32°F to 104°F, Storage -10°C to 50°C, 14°F to 122°F • Power 
Supply: One 9V battery (Included) • Size: 3.4"W x 7.4"D x 1 .3"H • Unit 
Weight (Excluding carrying case): 0.8 lbs. • Accessories: Operating 
manual, 9V battery, test leads, spare fuse, and carrying case. RS-232C Cable, 
Floppy Disk (Optional) 

Order # Price Description Weight 


M4650CR 

RS232C 


1 09.95 4 1 /2 Digit LCD Multitester 1 .50 lbs. 

9.95 RS-232 Interface (Cable and Floppy Disk) 3.5 oz. 


POWER STRIPS 


JUMPER WIRES 



•Economical 6 Outlet Power Strip 
•Circuit Breaker Protected 

Order # Price Description 


Weight 


E6102 9.95 Power Strip 1 .89 lbs. 



FEATURES 

•22 Awg wire 
•Stripped 0.25’ 

•14 assorted lengths 
(25 pieces each length) 

Order# 1-9 10+ Description Weight 


JW350 9.95 8.95 Jumper Wire Kit 8.8 oz. 
JW350R 7.95 6.95 Refill Pack 2.3 oz. 


MAGAZINE/CATALOG 
STORAGE BINDER 


SOLDER IRON STANDS 


Ever wondered what to 
do with all those 
magazines or catalogs 
you have lying around? 

Here is the perfect 
solution. Holds up to 
12 issues of most 
standard monthly 
magazines or up to 12 catalogs and magazines of 
various shapes and sizes (8.5" x 11" max.). Space 
provided on the rib for easy listing of material 
contained in each binder. 

Order# 1-9 10->- Description Weight 

MB12R 4.95 4.45 Binder 1.22 lbs. 




E100L E100M 

Order# 1-9 10+ Description 


Weight 


POWER SOCKET 


E100L 3.95 3.75 Economical 8.9 oz. 

E100M 4.45 4.25 Multi-Purpose....1.51 lbs. 


POWER CABLES 



Cond./ 

Order# 1-9 10+ Description Terminals 

E3PS 1 .09 .89 Power Socket 3 



Order# 1-9 10+ Description Cond 


AC34 1.50 1.40 4' Power Cable 3 

AC36 2.15 1.95 6' Power Cable 3 

AC312 3.95 3.25 1 2’ Power Cable 3 


AutoTemp is constructed with a lock-out feature to 


Features -XY9-60DK 
SUPERTEMP XY9-60DK solder station offers a I 


' Revolutionary electronic 


69.95 
XY9-60DK 109.95 


Price Description 


' Supertemp units exceed all soldering 


Weight 


60 Watt Soldering Station 2.38 lbs. 

60 Watt Soldering Station (Digital Readout) 4.68 lbs. 


TOOL KITS 



Both units feature: 
DMM's, pliers, utility knife, 
screw driver sets, hex key 
sets, wrenches, soldering 
iron, solder, desoldering 
pump, solder stand and 
much more! 



E8305 


The best collection of fix-it and put-it-together tools. 
Ideal for do-it-yourself, handyman and professional 
craftsman. Designed for most maintenance and repair 
jobs around the house, workshop, etc. Compact vinyl 
covered carry-along suitcase with combination lock 
and sturdy removable pallets. Provides safe storage 
and keeps all tools clean and organized. Case Size; 
17.5" X 12.5" X 3.5" 


E8900 


Order # 


E8305 

E8900 


Price Description 


The most popular tools come packed in this large and 
complete kit. Use it for building, repairing and general 
maintenance of most electronic equipment. The 
heavy duty, molded poly case is built to hold 2 pallets, 
and has a bottom center partition. The case comes 
with 2 surface type locks, a durable handle, side 
buckles and strap. Case Size: 1 8" x 1 4" x 7" 

Weight 


119.95 51 Piece Professional Tool Kit 12 lbs. 

199.95 92 Piece Electrician's Tool Kit 17 lbs. 



THE ELECTRONICS SOURCE 


VOA 


291 7 Bayview Drive 
Fremont, CA 94538 


Order Direct: 1 -800-582-4044 
Fax Direct: 1-800-582-1255 

El COD-No personal checks, US funds ($5.00 Surcharge) 
EluSPS El UPS El Federal Express El Airborne 

Add 5% of total for shipping UPS Ground ($3.00 min.). 

Actual shipping charges based on weight. 

Call or write today for your free copy of our 1991 catalog. 

California residents, add appropriate sales tax. 

12 month warranty on all EasyTech products. 

30 day money back guarantee. 

We reserve the right to substitute manufacturers. 

Prices subject to change without notice. 
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POPULAR ELECTRONICS 



OFF-THE-SHELF HARDWARE 


Van Eck System, Shriek Module, Voice Disguisers, 
ng Assistor, Diabetes Alarm, 6th Sense Comimini- 
vaN#.,TheLevilator, Resonant Coi^ Biomedical Stimula- 
tors, Fax Junk Call Killer, Long Range Eavesdropper - 

more! Assembled and tested (no kits). $1 for descriptions. 


CONSUMERTRONICS 

2011 CRESCENT DR., P.O. DRAWER 537 
ALAMOGORDO, NM 88310 

1 - 505 - 434-0234 

FAX 1-505-434-0234 (Orders Only) Mon.-Sat. 8am- 
9pm MST Voice & Manual FAX. 9pm-8am Auto. FAX. 

Add $4 ship. (USA, Canada). All items are in stock. COD 
(UPS cash only). VISA and MasterCard OK. 1 (X)+ More 
Computer and Electronic Offers!! FREE CATALOG 
with order, else $2. In business since 1971. As seen on TV. 


PHONE COLOR BOXES 


Designed ^ Phone Phreaks! 15 phone color boxes 

Dozens circuits, programs. Pk " * ' 

iry. Plus 

Manual $29. 


ing, conferencing, phreak history. Plus SO useful and 
legal phone circuit plans. More! 


VOICE MAIL BOX HACKING 


specific ways they are 
SAGE CENTER, BIX, EZ, SYDNEY, PHONE MAIL, 
AUDIX, etc. Absolutely required tor all sysops, users! $29. 


PHONE RECORD. INTERFACES 


Plans for undetectable (ultra-hi input impedance), 
indestructible TELECORDER to record phone conver- 
sations. Also monitors for bugs and taps. Plus simp^le 
FM xmitter addition and the ear-piercing SHRIEK 
CIRCUIT plans $14. 


HIGH VOLTAGE DEVICES 


HV devices plans: Stun Gun, Tatar, Prod, Cane, 
Umbrella, Zapper, RF/ Radar /Audio Jammer, Flather, 
Blatter, Jacob't Ladder Platma and Van de Graaft 
Gens., Fence Charger, Geiger Counter, Ozone Gen., 
Fith Stunner, Petf Killer, Plant Stimulator, Kirlian, 
Magnetizer, etc. SHOCKING! $29. 


EM BRAINBLASTER 


T utorial and plans for powerful ELECTROMAGNETIC 
WEAPONS and LAB DEVICES. Optimum circuits, 
freqs., waveforms, intensities. Comprehensive, MIND 
BOGGLING! $29. 


RADIONICS MANUAL 


Exciting electronic and electromagnetic therapeutic 
and diagnostic devices (mostly experimental). History, 
descriptions, plans (dozens), availabilities of R? ‘ 
Devices from early to modern. $29. 


SECRET & SURVIVAL RADIO 


optimum survival and security radio equipment, meth- 
ods. fr^uency allocations and voice /data scrambling/ 
encoding. Includes small receivers/ xmitters, telemetry, 
antenna optimizations, remote monitorinq and control. 

'■ fiberoptic and 


TV DECODERS/CONVERTERS 


STEALTH TECHNOLOGY 


10%-20%! Every known: Error mode - Method and 
material to minimize radar reflections - Strategy and 
tactic to fight unjust radar tickets (that cost you a 
fortune in insurance) - Method to detect and jam 
signals - fully described! $19. 


POOR MAN’S SUPER LASER 


Ruby rod laser plans. Used in intrusion systems, 

ipons targeting, precise optical alignments, seismo- 

}hy; signaling and commo, strobes, holography, 
tnce projects, etc. Includes a list of dozen ' 
sources for ruby rods and other parts. $14. 


NEW CIRCUIT 
DESIGN CONCEPT 


Describes new circuit design “MAGIC POLYHEDRON' 
concept. Soldering typically less than 20% of PC and 
^rf board designs - much less risks of toxic chemicals, 
lums. bad solders, cooked parts, etc. Compact efficient 
versatile, low-noise, reliable shape, size, layout. Easy to 
troubleshoot and make design changes. Relatively 
inexpensive. Easy to integrate with chasses, controls, 
connectors, displays, power supplies, etc. Assemble 
circuits just about anywhere. $29. 


KW-HR METERS 


How watthour meters work, calibration, error modes 
(many), ANSI Standards, etc. Demand, Pole and 
Polyphase Meters. Experimental results. $79. 


STOPPING POWER METERS 


As reported on CBS 60 MINUTES! How certain electri- 
cal loads (simply plugs into an outlet) can slow down 
watthour meters - even stop them - while drawing full 
loads! Also describes meter creep, overload droop. $79. 


THE I.G. MANUAL 


watthour meters while drawing full loads. $19. 


GAS FO ALL! 


pumps and dispensers. S 


LIBERATE GAS & WATER 


SURVIVAL GUNS & AMMO 


THE ULTIMATE FIREARMS SURVIVAL MANUAL! 

Describes optimum guns and ammo, conversions, 
silencers, explosive devices, improvised weapons. 
End Times scenarios, retreats, etc. $19. 


ROCKET S RED GLARE 


How to design and build solid-propellant amateur and 
survival rockets. Special emphasis on the formulation, 
manufacture and installation of propellants, motors, 
igniters, etc. Includes list of commonly available mate- 
rials. And the design of launch pads and electronics. $19. 


VOICE DISGUISER 


Plans for neat devices to change voice pitches. 
Effective against snoops using voice analyzers; to 
conceal gender for women living alone; for anti- 
intrusion systems; for music accompaniment; fori 

Voice sounds natural. St9. 

SOLD FOR EDUCATIONAL PURPOSES ONLY. 


ROBOFONE AUTODIALER 


Powerful, versatile, menu-driven program allows you 
to dial any number (up to 1 0K) or mix of local and long 
distance numbers in any order, over any length of 
time, whether busy or answered (your choice) and log 
the times, commands and results to monitor, printer 
and-or disk. Quick-dial directory of up to 6(X) numbers! 
BUSY redial options. Direct modem command and 
control. All result codes, including Voice and Ringing. 
Optional shell to terminal program upon Connect. Exit 
to menu or DOS (for batching), ideal "Wargames" 
power dialer, phone call logger and telemarketing 
dialer. Manual Disk* $29. With cornpatible LABELS 
and LETTERS programs $49. 


HARD DRIVE MANUAL 


Relates to all hard drive and controller implementations 
(emphasis on PCs). How to select, interface, initialize, 
set up. use, maintain, troubleshoot and repair them. 
■■ ‘ " ' ■ • • abota 

, , _ imagi 

les. Includes software reviews. Loaded with info, 
advice and tips. S29. 


DISK SERVICE MANUAL 


Maintain, troubleshoot, repair, adjust, align floppy 
drives without special equipment or software - 5.25"/ 
3.5" /a", PC/XT/AT/386/486, Apple, Commodore, 
Kaypro, Tandy, Epton, Atari, Tl, HP, DEC, etc. 
systems. All floppies need regular upkeep. $29. 


DISK DRIVE TUTORIAL 


Theory and practical facts on floppy drives, disks, 
FDCs, formatting, software protection. Systems de- 
scribed above. Invaluable advice and tips on how to 
best select interface and use drives and disks. $19. 


COMPUTER PHREAKING 


system (Ed. Choice, PC Magazine). Dozens ofcomputer 
crime and abuse methods and countermeasures. How 
wstems are penetrated, BBS advice, password defeats, 
tlossary, much more! Manuals * 2 Disks* 39. 


BRAIN VIRUS ANTIDOTE 


he PAKISTANI BRAIN VIRUS plagued dozens of 
institutions, businesses. The mildly destructive original 
version has been hacked into highly virulent strains. 
BVA consists of the antidote, source code and write- 
up. Disk* (NOT infected) $19. 


BEYOND VAN ECK PHREAKING 


Eavesdropping on VDT and TV video signals using an 
ordinary Tv! Ranges up to 1 KM. Plans, counter- 
measures. Includes legal Van Eck uses, and original 

Top Secret Van Eck design! $29. 


ATM crimes, abuses, security, vulnerabilities. 1(X)-*^ 
methods described - from Reg. E to ciphers. Case 
histories, law, countermeasures, detailed security 
checklist. Internal photos, figures! Still unsolved; One 
crook stole $237,000 from one bank's ATMs! $39. 


ABSOLUTE SECURITY 


Dozens of simple, versatile, secure computer security 
methods and tips. Plus our invulnerable Cipher 
Program (in COM and its BAS Source). Plus $1 ,000 
CIPHER CONTEST rules with Ciphertext. 
Disk* $29. 


CRYPTANALYSIS TECH. 


Five powerful menu -driven crypto programs (in CON 
and thier .BAS sources) to analyze, decrypt “secure” 
ciphertexts. Worked-out examples. Recommended in 
the prestigious COMPUTERS & SECURITY. Manual 
Disk* $29. 


STOCKPRO 


stock investment strategy. Created for NMSU, and basis 
of expensive consulting system. Manual ♦ Disk* $29. 


PRINTER/PLOTTER MANUAL 


Types, descriptions, specs and 1 (XH interfaces (paralle 
serial). Detailed plans for X-switchers, buffers, and 
serial-to-parallel and parallel-to-serial interfaces, break 
out devices. Many buy, use, service, repair tips. $T9. 


SOFTWARE PROTECTION 


Unique system that highly discourages costly software 
piracy while not interfering with legit archival copies. No 
known way to defeat. No special equipment required. 
Easy, automatic to install on your disks. Can be used 
with any other protection system. Manual Disk* $59. 


CONS & SCAMS 


Cons and scams fleece Americans of at $50-*^ Billion 
per year! The most comprehensive manual on cons 
and scams of all kinds from the classic to the high 
tech. Details on hundreds of cons and scams and their 
many variations and countermeasures. Fraud is 
rampant - protect yourself! $29. 


SPECIAL PROJECTS 


We design, build, repair, modify, maintain and consu 
on any device, system or project - computerized, 
electronic, electrical, mechanical, optical. Many 
invention prototypes. Confidentiality guaranteed 
Describe and include $25 fee (does not obligate you). 
We then provide you cost, time estimates. 


TECH. RESEARCH SERVICES 


Unique 51 +K electronic and computer design articles 
in database accessed by title and subject. Digital. >/P. 
iiC. analog, hybrid, nomograph, software. Provide us 
keys, we return list. $25 search fee (1-20 keywords/ 
phrases; you may combine unrelated topics). Saves 
you R&D $$$. Powerful RES-SNAP program will allow 
your own searches thru popular electronic books, 
magazines and your files. Disk* $95. 

*Software supports PCDOS, MSDOS, PS/2; Mono.. 
Here.. CGA, EGA, VGA; 5.25". 3.5". hard (specify your 
floppy drive size). 
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HALLBAR 

ELECTRONIC KITS 


SOUND ACTIVATED 
CHRISTMAS TREE 

Twenty-five red, green and 
yellow LEDs flash with 
any sound (voice, music 
or ambient room noise). 
Runs on a 9V battery. 
Complete with parts 
kit, PC Board, 
hardware , oak 
stand and 
instructions . 

Size 8 l/2"x 4 1/2" / 

HK-706 
$ 23.95 



VOLT AMP MONITOR 

Features a 0-15 vdc voltmeter and 
a 0-1 amp ammeter mounted on a blue 
lucite stand, complete with parts kit, 
hardware, stand and instructions. 


Size 4"x 4"x 3" 


HK-718 
$ 14.95 



EMERGENCY STROBE LIGHT 

Features variable flash rate from 15 
to 30 flashes per minute. Plugs into 
your cigarette lighter or runs from 
a 9V alkaline battery (not Included) . 
Complete with parts kit , PC board, 
hardware, plastic case and instructions 


Size 3 l/2"x 2 1/2" 



HK-762 
$ 16.95 


WIRELESSS MIC/ROOM BUG 

Features a very sensitive condenser 
microphone which picks up sound from 
up to 15 feet away and transmits up 
to 400 feet to your FM radio. Runs on t 
a 9V battery. Complete with parts kit,| 
PC Board , hardware , 
plastic case and 
instructions. 

Size 3 l/2"x 2 1/2" 


HK-736 
$ 12.95 



TELEPHONE HOLD BUTTON W/MUSIC 

Features adjustable volume for music 
and modular telephone cord and jack. 

Connects to your radio. Complete with 
parts kit, PC Board, hardware, plastic 
case and instructions. 

HK-746 
$8.95 


Size 3 l/2"x 2 1/2" 



We accept VISA, M/C and MONEY ORDERS in US funds. No CODs. 

Calif, add sales tax. Shipping in continental US add $3.50, 
Alaska, Hawaii and Canada add $5.00. 

Catalog $1.50 or free with order. 

Send orders to: HALLBAR 

31320 VIA COLINAS #105, WESTLAKE VILLAGE, CA 91362 


TOLL FREE ORDER LINE 

CA 1-818-889-2209 FAX 


1-800-892-8000 

1-818-706-0825 


NOW 

YOUCAN^^SEE” 

INVISIBLE FIELDS 

mp A V OI D TH EM 

Most homes and offices 
have hot spots with strong 
artificial electro-magnetic 
fields, where chronic 
exposure may cause - 
mental or physical problems. Even the EPA names these 
fields as suspected carcinogens. You can reduce your 
risk by avoiding these high-field areas. 

The TriFiel<f^ meter detects far more of these fields than any other 
electromagnetic pollution meter. It’s the only one that independently 
reads AC electric fields, AC magnetic fields, ancfradio/microwaves. Italso 
reads field strengths in all directions simultaneously. Every other meter 
that sells for under $1 00 reads only magnetic and only in one direction — 
they can entirely miss a magnetic field unless pointed correctly and are 
blind to radio/microwaves and electric fields, both of which cause biological 
effects. 

The TriFMfP* meter reads all three types of fields numerically and with 
a SAFE/BORDERLINE/HIGH SCALE, weighted proportional to effect on 
the body. Thresholds are based on epidemiological and laboratory 
studies. (While no absolute hazard thresholds have been established, 
reduction of relative exposure is prudent.) 

The TriFMrP* meter comes ready-to-use with battery. Instructions, and 
one-year limited warranty. The cost is $100 postpaid. 

AlphaLab / 1272 E. Alameda Avenue / SLC, UT 84102 
For literature and information, call (503) 621-9701 
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48 HOUR 
SHIPPING 

i 

ELENCO 

AT 

& HITACHI 
DISCOUNT 

1 PRODUCTS 48 HOUR 
PRICES SHIPPING 


Hitachi RSO Series 

(Portable Real-time Digital Storage Oscilloscopes) 

VC-6023 - 20MHz. 20MS/S $99/mo* 

VC-6024 - 50MHz. 20MS/S $120/mo* 

VC-6025 - 50MHz, 20MS/S $ 135/mo* 

VC-6045 - 100MHz, 40MS/S $1 25/mo* 

VC-6145 - lOOMHz, lOOMS/s $200/mo* 

RSO’s from Hitachi feature roll mode, averaging, save 
memory, smoothing, interpolation, pretriggering, cursor 
measurements. These scopes enable more accurate, 
simplier observation of complex waveforms, in addition to 
such functions as hardcopy via a plotter interface and 
waveform transfer via the RS-232C interface. Enjoy the 
comfort of analog and the power fo digital. 

20MHz Eienco Oscilloscope 

$375 

MO-1251 

• Dual Trace 
Component Tester 
• 6- CRT 
• X-Y Operation 
• TV Sync 
• 2 P-1 Probes 


LEASING AVAILABLE 

For all Hitachi Scopes - Call for details 

* Based on 24 months except V-1150, VC-6045, VC- 
6145 (36 months) 


Hitachi Portable Scopes 

DC to 50MHz, 2-Channel, DC offset func- 
tion, Alternate magnifier function 

V-525 - CRT Readout. Cursor Meas. $1,025 

V-523 - Delayed Sweep $995 

V-522 - Basic Model $895 

V-422 - 40MHz $795 

V-223 - 20Mhz delayed sweep $695 

V-212 - 20MHz $425 


HITACHI COMPACT SERIES SCOPES 

This series provides many new functions such as CRT 
Readout, Cursor measurements (V-1 085/1 065/665), Fre- 
quency Ctr (V-1 085), Sweeptime Autoranging. Delayed 
sweep and Tripper using a 6-inch CRT. You don’t feel 
the compactness in terms of performance and operation. 


V-660 - 60MHz. Dual Trace 

V-665 - 60MHz. DT, w/cursor 

V-1 060 - 100MHz, Dual Trace 

V-1 065 - lOOMHz, DT, w/cursor _ 
V-1 085 - lOOMHz, QT, w/cursor _ 
V-1100A- lOOMHz, Quad Traco_ 
V-1150 - 150MHz. Quad Trace^_ 


_$1,195 
_$ 1,345 
_$ 1.425 
_$ 106/mo* 
_$ 125/mo* 
_$ 125/mo* 
_$1 15/mo* 


Eienco 35MHz Dual Trace 

<dQ*> 

SOMHz 

MO- 1252 

• High luminance 6* CRT 

• ImV Sensitivity 
• 6KV Acceleration Voltage 

• 10ns Rise Time 

• X-Y Operation • Z Axis 
» Delayed Triggering Swqep 

• Includes 2 P-1 Probes 

All scopes include probes, schematics, operators manual and 3 year (2 yrs for Eienco scopes) world wide warranty on parts & labor. Many accessories available for all Hitachi 
scopes. Call or write for complete specifications on these and many other fine oscilloscopes. 



FREE DMM 
with purchase of 
ANY SCOPE 


SCOPE PROBES 
P-1 65MHz, lx, lOx $19.95 
P-2 100MHz, lx. lOx $23.95 



B + K 

TEST EQUIPMENT 

All Models Available 
Call for special price 


Digital Capacitance Meter 
CM-15S0B 

$58.95 

9 Ranges 
.1pf-20,000ufd 
.5% basic accy. 
Zero control w/ Case 
Big r Display 



Digital LCR Meter 
LC-1801 

$125 

Measures: 
Coils 1uH-200H 
Caps .1pf-200uf 
Res .01-20M 



Multimeter with 
' 000 “ P Capacitance & 
Transistor Tester 

$55 CM-1500B 

Reads Volts, Ohms 
Current, Capacitors, 
Transistors and 
Diodes / with case 

Big r Display 



FLUKE 

MULTIMETERS 
All Models 
Available 

Call for special price 


Quad Power Supply 


XP-580 

$59.95 

2-20V@2A 
12V @1A 
5V@3A 
-5V @ .5A 

Fully regulated and short circuit protected 



Triple Power Supply XP-620 

Assembled $65 

2to15V@1A, 

li -2 to -1 5V @ 1 A 

' '' ^ @ ^ 
and5V@3A 
All the desired features for doing experiments. 
Features short circuit protection, all supplies 


aM/FM Transistor 
Radio Kit 
with Training Course 

Model AM/FM 108 

$ 26.95 

14 Transistors ♦ 5 Diodes 
Makes a great school project 



True RMS 4 1/2 
Digit Multimeter | 
M-7000 

$135 

.05% DC Accuracy 
.1% Resistance 
with Freq. Counter 
and Deluxe Case 


GF-8016 Function Generator 

with Freq. Counter 

$249 

* Sine, Square. Triangle 
Pulse, Ramp, .2 to 2MHz 
Freq Counter .1 - 10MHz 

GF-801 5 without Freq. Meter $179 



Function Generator 
Blox 
#9600 

$28.95 

Provides sine, triangle, square 
wave from 1Hz to 1MHz 
AM or FM capability 



Learn to Buiid and Program 
Computers with this Kit 

Includes; All Parts, Assembly and Lesson Manual 

Model 
MM-8000 

$129.00 


Wide Band Signal 
Generators 




Starting from scratch you build a complete system. Our 
Micro-Master trainer teaches you to write into RAMs, 
ROMs and run a 8085 micfoprocessor, which uses 
similar machine language as IBM PC. 

Robotics Kit (or above (MM8010) 71.95 


WE WILL NOT BE UNDERSOLD! 
UPS Shipping: 48 States 5% 

($3 Min $10 Max) Shipping 
IL Res., 77o Tax FAX: 708-520-0085 


SG-9000 $129 

RF Freq 100K-450MHz AM Modula- 
tion of IKHz Variable RF output 
SG-9500 w/ Digital Display & 
150MHz built-in Counter $249 


XK-500 DIGITAL / ANALOG TRAINER 

A complete mini-lab for building, testing, prototyping analog and digital circuits 

Elenco’s Digital / Analog Trainer Is specially designed for school projects, with 5 built-in power supplies. 
Includes a function generator with oontinously variable, sine, triangular, square wave forms. All power 
supplies are regulated and protected against shorts. 

POWER SUPPLIES 

• Variable Power Supply 

• .t.1.25to20VDC® .SAmp 

(+1.25to15VDC<8>1 Amp) 

• -1 .25 to -20VDC @ .5 Amp 

(-1 .25 to -1 5VDC @ 1 Amp) 

• +12 VDC<9 1 Amp 

• -12VDC(§>1 Amp 

• +5VDC@1Amp 

• 30V AC Center tapped @ 15V AC 
at lAmp 

ANALOG - SECTION 

• Function Generator Sine, Triangular, 

Square wave forms 

• Frequency adjustable in th/e ranges 
from 1 to 100KHZ 

• Fine frequency adjust 

• AmpIHude adjust 

• DC ottset 
« Modulation FM-AM 
DIGITAL - SECTION 

• Eight data switches 

• Two no bounce logic switches 

• Eight LED readouts TTL,. buttered 

• Clock frequency 1 to 100KHZ 

• Clock amplitude 5VPP square wave 
BREADBOARDS 

• 2 Breadboards, each contain; 

840 tie points (total 1,680) 



C & S SALES INC. 

1245 koNCNNOod. Deerfield, II. 60015 

(SOO I 202-7711 (70S I 541-0710 


15 Day Money Back Guarantee 
2 Year Warranty Pf ices subject to change 

WRITE FOR FREE CATALOG 
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POPULAR ELECTRONICS 


BE AN FCC LICENSED TEChIhCIAI?! 


No costly school. No commuting 
to class. The Original Home-Study 
course prepares you for the 
"FCC Commercial Radiotelephone 
License." This valuable license is 
your "ticket" to thousands of 
exciting jobs in Communications 
and Radio-TV, Microwave, Com- 
puters, Radar, Avionics and more! 
You don't need a college degree to 
qualify, but you do need an 
FCC License. 





Learn at home in your spare time. 


EARN 

UP TO 

*30 

an hour 
and more 


NO NEED TO QUIT YOUR JOB OR GO TO SCHOOL! 


This proven course is easy, fast and 
low cost! GUARANTEED PASS - 
You get your FCC License or money 
refunded. Send for FREE details. 


MAIL COUPON TODAY! City 


iCOmmdllD PRODUCTIONS 

I FCC LICENSE TRAINING, Dept. 110 
I P.O. Box 2824, San Francisco, CA 94126 

I Name 

I 
I 


Address _ 


After you give 
something to your 
friends and f^y 
may we suggest 
about 23 mfllion 
other people? 

When you support the 
Christmas Seal Campaign® 
you’re beriefitting research 
and programs that give over 
23 million Americans with 
chronic lung disease the 
one thing they want this 
Christmas. Hope. 


_State . 


-Zip. 




AMERICAN 

LUNG 

. ASSOCIATION" 

® The Christmas Seal People ® 


MnnK V- vouR raapufier source: 

A indicates the level of difficulty in the assembling of our Products. 




r477 


TA-802--5 tA-3600 
Metal Cabinet m 



i^^Transformer 



TA-1 OOOA 


TA-1500 
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MODEL 

H’xW X D* MATCHING 


PRICE 

L6-1273 

3- 

12- T TA-2800. TA-377A. TA-2200 


$ 22.85 

LG-1684 

4- 

16- 8- TA-323A, TA-377A, TA-2200 


...27.50 

LG-1924 

4- 

19’ ^V/^ TA-802, TA-1500, TA120MK 2, TA-800 MK2, TA-1 OOOA 


... 32.80 

LG-1925 

5- 

1 9‘ 1 1 '/i TA-477. TA-800 MK2. TA-1 500, TA-1 OOOA. TA-3600 


... 35.80 

LG-1983 

2%- 1 9‘ 8* TA-377A. TA-2800, TA-2200. TA-1 20MK 2 


...29.25 


MODEL 


DESCRIPTION MATCHING 


PRICE 

001 


28V X 2 6A to 30V x 2 6A TA-800 MK2. TA-802. TA-820A, TA-1 OOOA, TA-1 500 

$ 27.00 

002 


36V X 2 3A TR-503, TA-323A, TA-400, TA-300, TA-377A 


...22.00 

003 


40VX2 6A TA-477 


... 28.00 

004 


24Vx2 6A TA-120MK2 


...22.00 

005 


26VX2 3A TR-355B 


...16.00 

006 


18VX25A TR-355A 


...15.50 

007 


53VX2 8A TA-3600 ! 


...43.00 



MSeSUAItBXIS 

m mm, i 

MODEL 


DESCRIPTION 



TY-23B 


3 Channel Color Light Controller ★ 

$ 

$ 65.00 

TY-25 


Stereo Loudspeaker Protector A * 

...14.85 

20.85 

TY-35 


FM Wireless Microphone ▲ 

...11.25 


TY-36 


AC/DC Quartz Digital Clock A 

...19.00 

26.20 

TY-38 


Sound / Touch Control Switch A 

...12.00 

15.50 

TY-41MKV 

Infrared Remote Control Unit (w/Case) AAA 

... 22.00 

35.00 

TY-42 


Bar / Dot Level Meter AA 

...24.15 

33.81 

TY-43 


3'/4 Digital Panel Meter A 

...29.00 

38.00 

TY-45 


20 Steps Bar / Dot Audio Level Display AA 

... 38.45 

46.14 

TY-47 


Superior Electronic Roulette AA 

...19.46 

27.24 

lO.OOOu/f 


80 V Capacitor (Suggested for TA-3600, TA-477, TA-1 OOOA & TA-802) .... 


23.00 




Wimmmmm 

TR-355A 


0-1 5V 5A Regulated DC Power Supply (no case & x'former) A 

..$15.65 

$21.76 

TR-355B 


0-30V 3A Regulated DC Power Supply (no case & x'former) A 

....15.65 

21.76 

TR-503 


0-50V 3A Regulated DC Power Supply (no case & x'former) A A 

....16.75 

23.65 




m mm, | 

SM-43 


3/2 Multi-Functional Led D.P.M. (w/ABS plastic case)AA 

.$34.50 

$43.00 

SM-48 


4'/^ Hi-Precision D.P.M.AAA 

.... 38.00 

48.00 

SM-48A 


A'/^ Hi-Precision D.P.M. (w/ABS plastic case)AAA .. 

41.20 

52.00 

SM-49 


314! Multi-Functional LCD D.M P. (w/Hold Function) AA 

36.00 

44.50 

SM-100 


150MC Digital Frequency CounterAAA 

79.00 

90.00 

FC-1000A 


1 GHz Frequency Counter ★ 


179.00 

□ PLEASE SEND ME A COPY OF YOUR CATALOG 

NAME 

1 ADDRESS 

CITY 



1 STATE 


ZIP 





m ED 

llVinRK V €L€CTRONICS. INC. r;7?7;7^ incai sooszi mark 


1 


■ nVjg.W.ry OUTSIDE CA 1-800-423 FIVE (order only) 

1 8019 E. 

Slauson Ave. Montebello. C A 90640 " ORDER BY fax (213) 888-6868 

1 


CATALOG & INFORMATION (213) 888-8988 | 


J|| \1 1 
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Our Catalogs Contain Ovar 3000 Surplus Elsctronict Itsmtl Over 800 
Sharswars Disk Programs & Ovtr 150 Rsntal Disk Programs. Plus Spsclal 
Vldso Cassstts Tapes For Rent Ws Also Print Circulars, Envslopss Disk 
Labels. Ws Rsflll Laser Printer Toner Cartridges And Personal Coplar 
Toner Cartrldgesl We Duplicate Disks And Have Possibly The Lowest 
Prices In The Country. We Have Specials Of The Month And Give You Free 
Gifts With All Orders, Large Or Smalll You Will Get Our Rental Disk 
Catalog & Shareware Disk Catalog In Both Hard Print & 360k Disk Plus An 
IBM CompaUble UUlIty, Game Or Business Program. (You Choose 
Category, We Choose Program) Our Surplus Listings On Another 360k 
Disk FreslII. Just Send The Shipping Charge Of $2.00 Which It 
Refundable! Please Add An Additional 50 Cents For 720K Disk. 

BEACH RADIO P.O. BOX 548 
BOSTON. MA. 02112-0548 
Department- R.E.D. 


Before you buy a product . . . 




ifReod the label 
i^Check the package 


If anythii^sems wrong, tell 
the store manager. 

[^When you open it, CHECK IT OUT 
again. If it looks or smells wrong, 
take it bock. 

- A message from this mogozine and the Food and Drug Administration 
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VACUUM TUBE DEALER PRICE LIST (MAY 1991) 


EL84/6BQ5 

6V6GT 

6L6GC 

5881/6L6WGC 


SOVTEK, USSR 


$2.60 each 

12 at $2.25 each 

25 at $1 .75 each 


3.90 

3.35 

2.95 


4.50 

3.95 

3.65 

50 CALL FOR SPOT QUOTE 

6.75 

6.20 

5.75 ' 

too CALL FOR SPOT QUOTE 


The 5881 is Russia’s selected military 6L6WGC and regarded as the very best 6L6 type in the world. Eric Clapton recently replaced the Philips/ 
Sylvania 6L6 STR’s in his custom Soldano amp which he uses live, with SOVTEK 588Ts because of their milky smooth sound. Discriminating 
musicians thruout the world are retubing with the SOVTEK 5881/6L6WGC. 


SINO, CHINA 


5U4G 


$4.60 each 

10 at $4.15 each 

25 at $3.75 each 

100 CALL FOR SPOT QUOTE 

EL34 


5.70 

4.80 

4.25 

It n 

tt 

tt tt 

6L6GC 


4.70 

4.20 

3.95 

n It 

tt 

tt tt 

12AX7a 


3.85 

3.35 

3.15 

t! n 

tt 

tt tt 

12AT7 


3.90 

3.40 

3.30 

n ft 

tt 

tt tt 

6146B 


12.50 

1 1 .50 

10.50 

n tt 

tt 

tt tt 

6550 


9.40 

8.95 

8.50 

n « 

tt 

tt tt 

KT88 


13.50 

12.25 

10.95 

« ;/ 

tt 

tt tt 




El, YUGOSLAVIA 





EL34/6CA7 


$5.10 each 

10 at $4.65 each 

25 at $4.10 each 

100 CALL FOR SPOT QUOTE 

6DJ8 


3.25 

2.95 

2.65 

// ;/ 

tt 

tt tt 

12AU7/ECC82 


3.15 

2.80 

2.35 

n tt 

tt 

tt tt 

12AX7/ECC83 


3.15 

2.75 

2.35 

n n 

tt 

tt tt 




SIEMENS, GERMANY 




EL34 


$7.25 each 

10 at $6.75 each 

25 at $6.20 each 

100 CALL FOR SPOT QUOTE 




GE 





5U4GB 

$1 1 .85 each 

10 at $1 1 .25 each 

6550a 

$17.95 each 


10 at $16.50 each 

6CA7 

14.95 


13.50 

7025 

14.75 


13.25 

6L6GC 

14.95 


13.50 

7027a 

16.95 


16.25 

6LF6 

19.50 


17.95 

7591a 

14.75 


13.50 

12BH7 

9.95 


9.50 

7868 

16.95 


16.25 

12AT7 

6.85 


6.40 

8417 

15.75 


14.25 

12AX7a 

4.95 


4.40 






SOLID STATE RECTIFIER 

Built into tube socket. Direct plug-in replacement for all 5Y3, 5U4 and 5AR4 types. $6.25 each 10 at $5.90 

ODD BALL TUBES (MOSTLY USA STOCK) 


5AR4 

$7.95 each 

6BA6 

$2.25 each 

6J5 

$4.50 each 

6X5 

$3.90 each 

6189W 

3.80 each 

5BC3/9 

1.95 

6BK11 

7.90 

6J7 

5.50 

6X8 

2.25 

(12AU7W industrial) 

5V4GT 

5.50 

6C4 

2.50 

6K11 

6.90 

12AY7 

5.95 

6973 

11.90 

5Y3GT 

4.95 

6C56T 

2.75 

6SC7 

6.90 

12AZ7 

3.90 

7189 

7.90 

6AL5 

2.75 

6C10 

4.50 

6SG7 

3.50 

12DT8 

4.95 

7199 

17.80 

6AN8 

4.95 

6CA4 

3.50 

6SJ7 

4.45 

12DW7 

12.95 

7247 

11.95 

6AQ5a 

4.25 

6CG7 

6.90 

6SK7 

3.15 

12FQ8 

4.75 

OA2 

2.75 

6AT6 

3.25 

6EU7 

11.80 

6SL7 

4.35 

57 

1.50 

OA3 

1.95 

6AU6 

2.50 

6FH8 

10.90 

6SN7 

5.45 

5749 

4.75 

OB2 

1.50 

6AV6 

2.50 

6GT5 

14.75 

6U10 

4.90 

(6BA6W industrial) 

OC3 

4.75 

6AX5 

4.90 

6GW8 

6.90 

6X4 

3.75 

5879 

$6.50 

4CX350A 

139.00 


GIVE US A CALL ON ANY TOUGH-TO-GET TUBE WELL FIND IT FOR YOU! 


ALL TUBES GUARANTEED! QUANTITY DISCOUNTS AVAILABLE! 


MINIMUM ORDER $50.00 

ADD $5.00 SHIPPING ($10.00 OUTSIDE UNITED STATES) 

SEND CHECK OR MONEY ORDER TO: 

NEW SENSOR CORPORATION 

245 EAST 63RD STREET, SUITE 526, NEW YORK, NY 10021 

CONTACT: MIKE MATTHEWS TELEPHONE: (212) 980-6748 TOLL FREE: 1-800-633-5477 FAX: (212) 753-7340 

CIRCLE 46 ON FREE INFORMATION CARD 
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29-9C! 


These amazing metal alloy filaments actually contract in length when powered and relax 
when unpowered! Read about them in our new book "Working with Shape Memory Wires" 
- 96 pages of history, methods, circuits, devices and 14 hands-on projects. 

And our new Muscle Wire Sample Kit has 20 cm each of 50, 100 and 150 ^m dia 
Flexinol wire, ond 20 cm of 150 )im BioMetal wire. 

Use Muscle Wires with Robotics, Railroads, R/C and Scale Models, Electronics, Computers 
and anywhere you need small, strong, electric motion without motors or solenoids! 


Order Today ond "Get Moving"! 

Mondo-tronics, Inc. ★ Flyer Request Line (24 hrs): 41 5-351 -5367 
2476 Verna Court ★ Credit Card Orders by FAX: 415-351-6955 

Son Leandro, CA 94577 ★ Computer Inlo/Order BBS: 415-351-5410 

Check, MO, Viso, MC (300 to 2400 bond, H, 8, 1) 
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SW/TCHABLE 
SCOPE PROBE 


/ 

MODEL 

4101 

4103 

4104 

4110 

4115 


CALL 

ATTEN. 

Switchable 

Ix/IOx/R 

lx 

IPX 

lOOx 

MASTER 

KIT 


FOR NEAREST D STRIBU 


OR 


BW MHz 
AT-3DB 


LENGTH 
FT. M 


RISETIME 

ns 


LOADING 
PF MQ 


15/200 


25/1.4 


65/14 1/10 


200 


250 4 1.2 1.4 


100 


INCL. 1EA. 4101, 4103, & 4104 


MODEL 4101 

• 3 POSITION SWITCH IX, 10X, REF. 

• COMPENSATION FOR ALL SCOPES 

• SNAP ON ROTATING GROUND 

• SATISFACTION GUARANTEED 

• REPUCEABLE TIP 


ONLY 

$35 


PRICE 


35.00 


30.00 


33.00 


49.00 


89.00 


PROBE 
MASTER 

4898 RONSDN CT., 
SAN DIEGO, CA 92111 

FAX (619) 560-7354 


$89 KIT 

MODEL 411S 


TOLL FREE 
(800) 772-1519 


FREE CATALOG 

OF TEST LEAD KITS i AMiESSORIES 


OPEN 



TALK TO 



COUNSEL 



Can you open doors in your community? 


If you have prior experience and/or interest 
in international education and exchange stu- 
dents. and the communication and interper- 
sonal skills needed to promote international 
student exchange programs. OPEN DOOR 
Student Exchange is interested in you. 

Would you love talking to families, schools, 
churches, civic groups and local media? 

We need Area Representatives and State Co- 
ordinators who can locate and interview pro- 
spective host families, interview U.S. .students 
to participate in our overseas programs, and 
generate interest in the OPEN DOOR pro- 
gram in your local community. 

Do you find counseling rewarding? 

OPEN DOOR Area Representatives also pro- 
vide local support to visiting foreign students, 
their host families and schools involved. 
They deal with questions and provide advice 
as needed. 

OPEN DOOR Student Exchange is a not-for- 
profit organization providing intercultural 
learning opportunities for high school stu- 
dents and families since 1964. For more in- 
formation about .specific assignments 
available in your area and our expen.se/ 
compensation packages, plea.se call: 
1-800-366-OPEN (6736). 

OPEN 

I J door 

STUDENT 11^ 
EXCHANGE P V 

250 Kuittm Stn.vt. I’.O. liox 71. Humpstcad. .NY 11.551 


54X 


CIRCLE 149 ON FREE INFORMATION CARD 





HEWLEn PACKARD 8640B-OPT 323 
SOLID STATE SIGNAL GENERATOR 



Price: $1,250.00 


(w/o synchronizer) Frequency range: 450 
KHz to 512 MHz, to 1100 Mhz with external 
frequency doubler option (not supplied). 
Ten Frequency bands in octave increments 
from 500 KHz; band 11 for doubler use. Ac- 
curacy: 6 digit LED read out. Stability: < 
1(KX) ppm. Output power: -145dBmto+10 
dBm (0.013 V to 2 V) into 50 H. Level flatness 
is < -1-0.5 dB from 0.5 to 512 MHz. Imped- 
ance is 50 a, VSWR < 2.0 on 2 V and 1 V 
range < 1.3 on other ranges >. Spectral 
Purity: Harmonics at 1 V outpt > 35 dB be- 
low fundamental of 0.5 to 128 Mhz; > 30 dB 
below fundamental of 128 to 512 MHz. Mod- 
ulation: Internal AM, FM and PM, external 
AM, FM, and PM. Pulse frequency: 0.05 to 5 
KHz. General: Power Requirements: 100, 
120, 220, 240 V, 48 hz to 420 hz, 2 amps. 
Note: OPT 323 built to military specifica- 
tions. Ruggedized performance for better 
operation under severe environment. Size: 
6" (H) X 19" (W) X 13^4" (D). Wt. 60 lbs. 
Includes ruggedized case and manual. 

Current Hewlett Packard Price $12,050.00 


LR. 

TANK 

PERSISCOPE 

Type M-24. Rugged 
military construc- 
tion. Contains two 
independent in- 
frared image con- 
verter tubes plus 
correction lenses, 
prisms, and eyepieces. The binocular view- 
ing system is directly connected to a prism- 
type periscope. The image tubes have dy- 
namic focus provided by a built-in adjusta- 
ble voltage divider. This unit requires 10 to 
15 KV at low current for operation. Unable 
to supply power supply. (Dimensions: 18" 
high X 9" wide x 4Vi" thick. Weight 17 lbs.) 
Stock #OP 9(^01 



Price: $200.00 


Price: $400.00 

Signal Generator: General purpose, solid 
state, high frequency generator which pro- 
vides radio frequency (rf) signals used to 
test, evaluate and align radio receivers, rf 
equipment and amplifier. Direct replace- 
ment for HP 608 series. Frequency: 10 MHz 
to 480 MHz ±0.5% in 6 bands. Modulation: 
Internal AM: 400 and 1000 Hz -1-10%, 0 to 
95% with 0.5 volt RF output. External AM: 0 
to 95%, 0.5 volt output, 1.0 volt RMS input@ 
20 to 200 KHz. Pulse Modulation: 40 to 200 
MHz, 4 usee, 220 to 480 MHz, 1000 Hz. Spu- 
rious: 35 dBc, :£500 MHz. Output: 0.1 mi- 
crovolt to 1.0 volt continuous -1-1 dB over 
frequency range. Leveled Output: ±1 dB 
(one adjustment, 10 to 215 MHz, - 1-1 dB, two 
adjustments, 215 to 480 MHz). Power: 
115/230 volts AC, 50 to 400 Hz, 150 watts. 


AN/USM-117 TRANSISTORIZED 
DC-6 MH. OSCILLOSCOPE 



Price: $150.00 


Solid-state portable oscilloscope 
for general purpose use where re- 
liabili^ is required under adverse 
conditions. Uses plug-in ampli- 
fiers. Specifications: CRT Size: lYz" 
X 2" - Vertical Bandwidth: DC-6 
MHc - Sweep Ranges: 19 in 1-2-5-10 
sequences from .1 microsecond 
div. to 1 sec. - Horizontal Band- 
width: DC-500 Hz - Rise time: .7 
microsecond, maximum - Power 
Input: 115V/50 - 1000 Hz/1 Ph - Di- 
mensions: 8" X 9y4Wxl8y2"D (in- 
cluding front cover) - Weight: 23 
lbs. complete. 


Oscilloscope: Mil Spec AN/USM-281C, 8 x 
10 CM display, 1(X) mHz response which ac- 
cepts standard 7000 series Plug-Ins. Vertical 
Plug-In: 2 ea. 7A15 (AM-6565), frequency 
BW 75 mHz, maximum sensitivity 5mV/Diy. 
Horizontal Plug-In: 1 ea. 7B53 (TD-1085), 
triggering to 100 mHz, minimum, sweep- 
time 50 NS/DI V, has delayed sweep capacity. 


TEKTRONIX 454 



Price: $600.00 


Oscilloscope: Dual trace, dual time base. Band- 
width; DC to 150 MHz from 20 mv/div, DC to 100 
MHz at 10 mv/div, DC to 50 MHz at 5 mv/div. Time- 
base: 05 us/div to 5sec/div. Impendance: 1 Mohm, 
20 pfs. Display: 6x10 cm. Sweep Delay: 1 us to 50 
sec. X-Y Operation: 5mv/div to lOv/div. DC to 2 
Mhz. Dimensions: 7-1/4" (H) x 12-1/2" (W) x 
20-1/2"(D). Weight: 29-1/4 lbs. Power: TI5 V 60 Hz at 
125 watts. 


TECKTRONIC 549 OSCILLOSCOPE 
CHARAOERISTIC SUMMARY 



90 Day Unconditional Guarantee 


Price: $500.00 


HORIZONTAL 

CALIBRATED TIME BASE — 0.1 us/cm to 5 s/cm. 

X5 MAGNIFIER — Extends time base to 20 ns/cm. 
DELAY RANGE— 2 us to 10s. 

EXTERNAL INPUT— 0.2 V/cm, DC to 350kHz. 

STORAGE CRT 
DISPLAY AREA— 6x10 cm. 

SPLIT SCREEN STORAGE — Store on either upper or 
lower half of screen with non-storage on other 
half; store on entire screen; or non-store or entire 
screen. 

LOCATE ZONE — Locate button permits vertical po- 
sition finding. 

VIEWING TIME— Up to one hour. 

ERASE TIME — ^150ms maximum. 

WRITING TIME — ^150 ms maximum. 

PHOSPHOR— PI 


13406 Saticoy Street North Hollywood, CA 91605-3475 
(818) 787-3334 (800) 235-6222 FAX (818) 787-4732 

(Call for free catalog.) yMastercardj 
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POPULAR ELECTRONICS 


PE MARKET CEIXITER CLASSIFIEDS 


ANTIQUE ELECTRONICS 

I partj 

check (refundable). Diers, 4276-MCI North 50th 


k (re 

Street, Milwaukee, Wl 53216-1313. 


PLANS-KITS-SCHEMATICS 

BUILD OR buy assembled, four digit SWR & power 
meter, with alarm & set points. Plans available. Free 
information. Rupp Electronics, 5403 West- 
breeze. Fort Wayne, IN 46804. (219) 432-3049. 

PASSIVE DEVICE sends VCR signals over existing 
telephone wires in home. How-to guide, $19.95, 
JZO RESEARCH, Box 28131, Minneapolis, MN 
55428. 


REMOTE CONTfiOL KEYOMAIN 

iuid vd c RF 
FtiliyiMiMirabifid Ineludifid 
iiiiiTdifciuadii^yr Own aute etarm 
Quai!i!lty diadotmta avafobia 



VIStTECTtNC; 

{41S)531HM2S 


$24.95 

SOX 1415$. R'emai!iLOa,545$9 
FSX (415) ^1^442 


SATELLITE TV descrambler. Build your own. Easy 
to follow instructions, parts list, circuit board, and 
wiring diagram. Send $9.95. ABG Enterprises, 
27081 P, Halifax, NS, Canada B3H-4M8. 

BUILD YOUR own 12VDC to 110VAC, 100W inver- 
ter, complete instructions diagrams and parts list. 
Send $4.95 to ABG Enterprises, Box 27081-1, 
Halifax, NS, Canada B3H-4M8. 

REMOTE CAR STARTER PLAN. Universal, sim- 
ple, easy. 30 pgs; illustrations, schematics, pcb tem- 
plate, instructions, photos, parts list. Has thermal, 
oil pressure loss, starter protection. Don’t freeze, 
sweat anymore! Inexpensive, works! $12.75 
Schlitzer, 414 Alva, Grand Prairie, TX 75051. 




Mtmaxticm 

ms)ss7mst 


Test chips for TOCOM & ZENITH, 
Fully activates unit in just minutes. 
Only $50ea. Great quantity prices! 

toQi.aale8..NotfQrii8eincri>leoo.own^efliiip.PorgBeiBatotiidoplv 


SATELLITE EQUIPMENT 


FREE CATALOG 

tern, upgrades, parts. All major brands. SKY1 
SION, 2050 Coll^eway, Fergus Falls, MN 56537. 1 
(800) 334-6455 Fax (218) 739-4879. 


- Lowest prices world wide. Sys- 

“ YVI- 


BUSINESS OPPORTUNITIES 

LET THE government finance your small business. 
Grants/loans to $500,000. Free recorded message: 
(707) 448-0270. (KJ8). 


MISCELLANEOUS 
ELECTRONICS FOR SALE 


TUBES $2.49, 1000 types, also surplus compo- 
nents, SASE brings lists. DNF, 6690 7 Mile Road, 
So. Lyon, Ml 48178. 


INSTRUCTION FOR PLACING YOUR AD! 


HOW TO WRITE YOUR AD 

TYPE or PRINT your classified ad copy CLEARLY (not in all 
capitals) using the form below. If you wish to place more than one 
ad, use a separate sheet for the additional ads (a photocopy of 
this form works well). Choose a category from the list below and , 
write that category number into the space at the top of the order 
form. If you do not specify a category, we will place your ad under 
Miscellaneous or whatever section we deem most appropriate. 

We cannot bill for classified ads. Payment in full must accompany 
your order. We do permit repeat ad or multiple ads in the same 
issue, but in all cases, full payment must accompany your order. 

WHAT WE DO 

The first two words of each ad are set in bold caps at no extra 
charge. No special positioning, centering, dots, extra space, etc. 
can be accommodated. 

RATES 

Our classified ad rate is 40c per word. Minimum charge is $6.00 


per ad per insertion (15 words). Any words that you want set in 
bold or caps are 10c each extra. Bold caps are 20c each extra. 
Indicate bold words by underlining. Words normally written in all 
caps and accepted abbreviations are not charged as all-caps 
words. State abbreviations must be Post Office 2-letter abbrevia- 
tions. A phone number is one word. 

CONTENT 

All classified advertising in the PE Market Center is limited to 
electronics items only. All ads are subject to the publisher’s ap- 
proval. We reserve the right to reject or edit all ads. 

DEADLINES 

Ads received by our closing date will run in the next issue. For 
example, ads received by April 14 will appear in the August, 1991 
issue that is on sale June 18. Market Center ads will appear Aug., 
Oct., Dec. etc. No cancellations permitted after the closing date. 
No copy changes can be made after we have typeset your ad. NO 
REFUNDS, advertising credit only. No phone orders. 


AD RATES: 40c per word, Minimum $6.00. 


Send your ads with payment to: 

Popular Electronics Market Center, 500-B Bi-County Blvd. Farmingdale, NY 11735 


100 — Antique Electronics 

130 — Audio-Video-Lasers 

160 — Business Opportunities 

190 — Cable TV 

210 — CB-Scanners 

240 — Components 

270 — Computer Equipment Wanted 

300 — Computer Hard\ware 


CATEGORIES 


330 — Computer Software 
360 — Education 
390 _ FAX 

420 — Ham Gear For Sale 
450 — Ham Gear Wanted 

480 — Miscellaneous Electronics For Sale 710 — Telephone 
510 — Miscellaneous Electronics Wanted 720 — Test Equipment 
540 — Music & Accessories 


570 — Plans-Kits-Schematics 
600 — Publications 
630 — Repairs-Services 
660 — Satellite Equipment 
690 — Security 


CLASSIFIED AD COPY ORDER FORM 


Ad No. 1 — Place this ad in Category # _ 


1 - $ 6.00 

2 - $ 6.00 

3 - $ 6.00 

4 - $ 6.00 

29 - $ 11.60 

30 - $ 12.00 

31 - $ 12.40 32 - $ 12.80 

5 - $ 6.00 

6 - $ 6.00 

7 - $ 6.00 

8 - $ 6.00 

33 - $ 13.20 

34 - $ 13.60 

35 - $ 14.00 36 - $ 14.40 

9 - $ 6.00 

10 - $ 6.00 

11 - $ 6.00 

12 - $ 6.00 

37 - $ 14.80 

38 - $ 15.20 

39 - $ 15.60 40 - $ 16.00 

13 - $ 6.00 

14 - $ 6.00 

15 - $ 6.00 

16 - $ 6.40 

Ad No 1 — Total words 

X .40 per word $ ' 





All Caos words 

X in per word fR 

17 - $ 6.80 

18 - $ 7.20 

19 - $ 7.60 

20 -$ 8.00 








Bold words 

X .10 per word $ 

21 - $ 8.40 

22 - $ 8.80 

23 - $ 9.20 

24 - $ 9.60 

Bold Cap words 

X .20 per word $ 






TOTAL COST OF AD No. 1 S 

25 - $ 10.00 

26 - $ 10.40 

27 - $ 10.80 

28 - $ 11.20 





Total classified ad Payment $ enclosed. 

[ ] Check ( ] MasterCharge [ ] Visa ($15.00 minimum credit card order) 


Card # . 


Expiration Date / _ 


Signature . 


Name. 


Phone - 


Address _ 


City State Zip _ 


READ BY 87,877 BUYERS OF ELECTRONIC EQUIPMENT 
ACCESSORIES AND PARTS 
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2 ROLLS 

35mm Film 


Try this Exciting New Film! 

“While (this film) has sharpness 
and fine grain competitive with 
other films of its speed, its main 
forte is color reproduction. 
Nuances of color 
are held in the 
prints; You can see the 
difference between 
cherry red and tomato red” 
Photographic Magazine 


. . 100 % 
Satisfaction Quaranteed 


Now you can try the 35mm film Photographic Magazine 
calls the best 200 ASA print film in the World! For 
Free. To introduce you, we’ll send you two rolls Free. 
Fine grain, rich color, wide exposure latitude — perfect 
for everyday shots. Shoot in bright or low light — 
indoors or outdoors. And you can order prints, slides, or 
both, from the same roll — without the high cost of 
slide film! Try this remarkable film today. 


Prints or 
Slides 
from 
the same 
roll 


SEND ME 2 ROLLS FREE! 

□ Rush me two 20-exposure rolls of your 
highly acclaimed 35mm film, one each at 
200ASA and 400 ASA. Enclosed is $2.00 
for shipping. Limit 2 rolls per household. 



FIRST NAME 

LAST NAME 

ADDRESS 

CITY 

STATE ZIP 

Mail to: Seattle FilmWorks 

24526 

1260 16th Ave..W. 



P.O. Box 34056 
Seattle, WA 98124^1056 

©1991 Seattle FilmWorks. Free film offer does not include 
developing. Process SFW-XL. 
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Toner Cartridge Recharge 


Kits— Supplies— Service 

Everything you need to recharge toner 
cartridges used with Canon based laser 
printers and personal copiers. 

Use with HP: UserJet, LaserJet II, IID, IIP, III, IMP 
Apple: LaserWriter, LaserWriter IINT,IINTX, QMS: 

Kiss, PS-800, PS-810, Canon: LB-P8A1,A2,II, OKI, NEC, Ricoh, etc. 
With our KUs—SuppUes—Service you can start your own profitable 
recharge business or just recharge your own cartridges. 

Model Recharge Kits/Supplies 



Retal 

Dealers Please Call 


TR-300 Recharge Kit for CX type laser printer engines. $21.95 

TR-302 Recharge Kit for SX type laser printer engines. $26.30 

TR-304 Recharge Kit for HP IIP (LPB4) laser printer. $21.95 

TR-325 Recharge Kit for PC-10/12/14/20/24/25 copier. $25.50 

TR-370 Recharge Kit for Sharp Z-50/55/70 copier. $34.95 

4080 Replacement Toner Kit for Ricoh 4080 laser. $35.95ea/6 

6000 Replacement Toner Kit for Ricoh 6000 laser. $l4.25ea/6 

^>710 200 grms of high quality black toner for CX. $9.95ea/12 

9730 250 grms of high quality black toner for SX. $12.50ea/12 

801 1-Blue/Br 200 grms of Blue/Brown toner for CX & SX.$22.95€a/12 
8057 150 grms of high quality black toner for PC $10.95ea/12 

Felt-CX,SX replacement treated felt for all models. $0.90ea/12 
SS-CX,SX seal strips for sealing in toner for reshipping $0.85ea/12 
DPP Drum Padding Powder (pixie dust) $12.95 

EverDnim™ OPC drum life extender agent. 40-1- applications $41.95 
C2094 3M Toner Vacuum with attachments. $199.95 

Instructions Available Free to Customers! 

Call 800-221-3516 ask for our catalog. 



Chanaako ProdueUi, Inc. 

2221 FItth Ava., S4, Ronkonkoma, NY 11779 
Call: 516-467-3205, Pax: 516-467-3223 


Phonvu: 


CAMERA PHONE’ 

VISUAL TELEPHONE COMMUNICATION SYSTEM 


3endls “TV piotures ovor 
T"ho phone lino In Twelve Seconds 


Oaptures SLrty T\/ Cskmersi, Cemcorder 
VOFI. IMXSO X/ldoo output and holds 
the display and sends on connnnand 


ENHANCE YOUR 
CONWUMCATIONS 



TELEPHONE | 

VDEO CAMERA 


PHONVU 


I DISPLAYS ON YOUR OWN TV: I 

NORMAL TV HK3H RESOUUTTON BLACK AND WVTTE STll MA(£S 
WITH A GREY SCALE OF SO LEVELS AND RESOLimON OF 
200x2425 PIXELS. TOTAL SCRE0I RESOLUTION APPROXilATELY 
SaOOO P1XEL& OSPIAYS VIA Tit VDBO MVr OF YOUR VCR. 




voeo acKTr of 
MONTTOR, VCR 
OR RF MODULATOR 
(MOflTDR REPLACES 
TV ) 


TV 


TEL. U« 





SHOWN AS AN 

NTEORATED 

SYSTEM 

TV, CAMERA. 

ANDTELEPHOfC 

NOTNCLUDBl 

CAMERAPHONE: 
BW1 


$24a95 

EACH 

$ 46000 Par Pah- 

pal systems 

AOOl 1Q00 


ALSO AVALABLE 
NWTRSRM. 


EEHand FAX Order (213) 827-1852 
n It/I Electronics Box 1114-8 

r IVI w Marina Del Rey, CA 90292 




The use of sur- 
face mount 
tech nolooy 
makes this the 
smallest FM 
transmitter you 
can buy! This is 
not a toy, it out 
performs most 
units on the markettoday. Oursemi-kit 
has all the surface mount parts pre- 
assembled to the circuit board. 

XST500(S) Seml-KIt $39.95 


The XTT100 is a battery powered 
phone tra nsm itter with a ra nge of u p to 
one mile. It only transmits when the 
phone is being used in order to con- 
serve battery life. 

XTT1 00(C) Kh $32.95 


The XTR100 Tracking Transmitter 
transm Its a continuous series of beep- 
beeptonesthat can be received byany 
FM receiver. Can be used for ^ames, 
contests, orasan anti-theft device. . 
XTR1 00(C) Kit $35.95 


The XBD200 quickly locates hidden 
transm ittersintnefrequency range oft 
to 2000 MHz by emitting an audio out- 
put proportionalto the transm it level . 

XBD200(C)Kit $39.95 


The XFM100 FM transmitter has a 
range of to 1 mile. It works with any 
standard FM receiver. Itcontainsabuitt 
in high gain two stage audio amplifier 
for maximum sensitivity. 

XFM1 00(C) KH $32.95 


Use the XPS1 00 to call your home from 
any other phone and listen in using the 
buiH in m icrophone and am plifier. 

XPS1 00(C) KH $43.95 


The XPB1 is a telephone transm Hter 
capable of transmitting to any FM 
receiver up to a 1/4 mile away. 
Powered by the telephone line it re- 
quires no batteries. 

XPB1(C)KH $26.95 


Use the XV200 to disguise your voice, 
and make H unrecognizable but under- 
standable. Changes the pHch of your 
voice higher or lower than normal, the 
resuHsare amazing! 

XV200(C)KH $61.95 


WE ACCEPT VISA, MC, CK, MO TOLL FRFF MAIL ORDERS TO: 

COD PLEASE ADD $6.00 pui^ic nSnmc ><ANDI ELECTRONICS 

CALL 1-602-829-8152 OR rnUNt UtiUtHb BOX 25647 

WRITE FOR A CATALOG 1 - 800 - 336-7389 TEMPE, AZ 85285-5647 
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KITS 
DESIGNED^ 
AND MADE 
INU.SJI. 

1 


THE ELECTRONIC GOLDMINE 

. MINIMUM ORDER: $10.00 plus $3.50 Shipping and Handling . 
^ We accept MasterCard, Visa and Money Orders ^ 

X Call or send for our free catalog! ^ 


/ 


I eprom" board 

Contains 4 ICs 
(2732ADC. EPROM. 
D8035LC. 7406N and 
74LS373N) plus ci^stai. 

I capacitors and resistors. 
G937 $2.00 


P.O BOX 5408, Scottsdale, AZ 85261 

PHONE ORDERS (602) 451-7454 FAX ORDERS (602) 451-9495 


G593 


9VDC AD/ 

'Converts standard 120VAC to 
a tittered 9VDC for 
powering anything 
that requires a 
battery. 
$1.95 


MOUSE 1 

HEAD Contains 3 switches, 2 
optical encoders, an 1C, 
a large metal 
ball and other 
misc. parts. 

I G 891 ^| |^x-^ $ 2.0 0 

INVERTER 
TRANSFORMER 

Converts 9V or 12 VDC to 
over 250V when used with a 555 IC 
circuit (schematic included). Great for 
portable strobes, black light tubes, etc. 

G993 $1.75 


SPECIALS ^ 



f VfE20 FAN 

This fan operates on 110V/ 
GOHz AC and delivers about 7 
cubic t/min air flow. Use 
for cooling computers, 
equipment, etc. 

G756 $9.00 


AUDIO AMP 

Small audio amplifier 
I creates good volume^ 

and tone when 

connected to a crystal or 
ceramic cartridge. Operates from 9V to 
12VDC voltage. G884 $1.25 


BOX OF errs 


Box of 50. size #65 (.034) solid carbide 
drill bits that have been resharpened. 
Perfect for drilling holes in PC boards. 

G868 $25.00 



FIBER OPTIC STRANDS 


Small diameter unjacketed fiber optic 
strands. Perfect for thousands of 
applications. g755 5/$1.00 


18VAC ADAPTER 

I Super power AC 
ad^ter puts out 
18VAC at over 2 
amps. Please include | 
extra shipping. 
iG904 $2.00' 


INFRARED 

EMITTER/DETECTORS 

Brand new prime assembly 
with 4 gold case sensitive 
detectors and 4 gold case^ 
sensitive emitters. 

G911 $1.00 



TELEPHONE SPEAKER 


Small metal case phone 
^speaker element features 
^hi^ quality sound 
response. SizB:125" x .4"! 

G909 5( 



COIL OF SCXDER 

6 foot coil of ultra 
thin diameter, low 
melting temperature, 

60% tin. 40% lead 
solder for PC work. 

H1201 89^ 



I FILTERED BIACKUGHT 

TUBE 


6". Type FL^BLB black light tube 
produces UV light in the long wave 
region. Filters out most visible light. 

G882 $7.95 


MYSTERIOUS VOLTAGE 
REGUIATOR 

No Specs available, but 
marked 660570. T0220 case. 

May be an adjustable voltage 
regulator. 

G867 20/$1.00 



JOYSTICK 


High quality precision 
heavy duty joystick with 
4 SPST lever switches. 
Si2B: 3.5" X 3* X 525' 

G994 $5.00 


LED ASSORTMENT 



Different colors and case 
styles. Great way to stock up! 

G938 20/$2.00 


INSANITY ALARM KTT 


ELECTRONIC PROJECT KITS 


^ Set this 

kit in an 
^ incon- 

''spicuous place 
^with light shining on 
\ and It remains perfectly 
^silent, however, as soon as the 
I light is turned off the kit emits a high pitched 
irritating tone! When they turn the light on again to 
look for the culprit it ke^ silent again! Operates 
from 9V battery (not included). Size of board: 2.9" 
IxlB". C6240 $6.98 

INFRARED DETECTOR KIT 

I Great for testing 
and verification of 
infrared oi^ut. 

Uses sensitive 
sensor and 
electronic circuitry 
to respond to all types of infrared TV, VCR, etc. 
remote controllers and LEDs producing sound 
and lighting a bright red LED. 9V battery (not - 
included). Size of board: 2.5" x 1.4". Complete 
I with all parts. PC board and instructions. 
C6441 $5.95 



SCUDBUSTER KIT 


SCUDBUSTER KIT 





The Scudbuster kit is an exc’ifmg game of skill for 2 players. 
One player launches his "SCUD" missile and LEDS show its 
progress. The other player launches his "Patriot” to knock out 
the "SCUD*. If the the "Patriot" misses, the "SCUD" scores a 
direct hit and sounds a buzzer. However, if the launch timing 
is good, the "(^iof knocks out the "SCUD* and a colorful 
"ALL CLEAR" lighls up on the American Flag. This fun game 
kit features 22 LEDS, relay, variable speed controls and 4 iC's. 
Kit is complete with all p^ and PC board with picture as 
shown. Requires one 9V battery (not included). Size of 
board: 10.75" x 425". C6456 $29.95 


Kits are complete with cdl parts; 
PC board and instructions 


SEND FOR OUR FREE CATALOG 
FEATURINQ OUR COMPLETE UNE OF KiTS, 


Two separate high power amis on one PC board 
put out an incredible 20 watts RMS each. Featues| 
low distortion circuitry. Great stereo booster amp 
for your car sound system. Use with any speakers I 
capable of handling at least 20 watts. Operates on | 
12VDC. Size of board: 6'x225'. 

C6442 $19.95 


CTFRFn AMP KIT 



AL^IM KTT 

Universal type 
burglar alarm kit | 
has on 
board hom| 
and red LED 
"ON" Indicator. 

Can be used with 
normally closed and/or nor- 
mally open loops allowing several areas to be 
protected by this one kl. (Switches not included.) | 
Size of board: 3.6* X 25". operates from 6VDC 
(not included). C6280 $8.75 



FAST SERVICE -FAIR PRICES! 
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P-C-B ARTWORK MADE EASY ! 

Create and Revise PCB’s in a Rash 

* HERC, CGA, EGA. VGA, SUPER-VGA 

* HELP SCREENS 
‘ADVANCED FEATURES 

* EXTREMELY USER FRiENDLY 

* AUTO GROUND PLANES 

* DOT- MATRiX, LASER and PLOTTER ART 

* CREATE YOUR OWN FiLMS with IX ART 

* LIBRARiES 

‘DOWNLOAD DEMOS from 24 hr. BBS! 

REQUIREMENTS: IBM PC or Compatible, 384KRAM 
DOS 3.0 or later. IBM compatible printers. 

PCBoards - iayout program 99.00 

(PCBoards HP or HI PEN PLOTTER DRIVER 49.00) 

PCRoute - auto-router 99.00 
SuperCAD - schematic pgm. 99.00 

DemoPkg. - (includes all 3 programs) 10.00 
Call or write for more information 

PCBoards 

2110 14th Ave. South, Birmingham, AL 35205 

1 -800-473-PCBS / (205)933-1 1 22 
BBS/ FAX (205)933-2954 
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Wind Generators 
Generator Rewinding 
Welder Plans 
Electric Scooters 

It’s back! The LeJay m anual originally published in 
the 1940’s is now back in print with even more plans 
than before. This manual is now a complete collec- 
tion of LeJay’s plans and general information on 
6, 12, 24, 32 volt wind generators, generator re- 
winding and rebuilding, propeller building, battery 
powered spot welders, braising welders, solder- 
ing irons, fencers, scooters and bicycles, DC mo- 
tors, llOv welders, spot welders, generator wel- 
ders, insect exterminators, geiger counters, light 
plants, and much, much more! Written for the 
common person to understand, this manual is a 
must to have for its educational value alone!! 







•ropv/ey^- 

To order send check or money order for $14.95 
plus $2 shipping and handling 
($4 shipping and handling outside USA and Canada) to: 

LJM Inc., P.O. Box 174, Dept. R, Lake City, MN 55041 



Knight Patrol™ 
Talking Home Alarm Kit 

A high end alarm system at an affordable price! 
Features include: 


Verbally warns burglars away 

State of the art PCF 8200 Speech Synthesizer 

21 Sensor Zones, 2 Arming Circuits 

2 Five Watt Audio Amplifiers 

Auxiliary Alarm 

Real Time 24 Hr. Clock 

A 10A & 3A Relay Circuit for Sirens, etc. 

Alert/Sleep Monitoring Modes (verbal status) 

Trigger Memory (verbal status) 

Self Diagnostics & Performance Monitoring 
Microprocessor Controlled 
Pleasant Female Voice 


Expandibiiity & so much MORE!^ 


♦ 

♦ 

♦ 

♦ 

♦ 

♦ 

♦ 

♦ 

♦ 

♦ 

♦ 

♦ 

♦ 

Available as a kit or pre-assembled. 
Write for free info or send $3 for 
full-line catalog. A complete line of 
peripherals is also available. Com- 
plete circuit board kit $253.00 + 
$10.50 S & H. (CA residents add 7% 
tax). Complete systems starting from 
$483.00. Instructional video tape 
(VHS $9.95 -f- $2.50 S & H). 

niodin (Electronics 

19425-B Soiedad Cyn. Rd. 

Suite 333 Dept. RE. 

Canyon Country, CA 91351®!^ 
(805) 251-8725 

"|Ut {irotnt eonr tiutte' 
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FCC LICENSE 
PREPARATION 


General Radiotelephone 
Radiotelegraph 
Amateur Radio Licenses 
We offer the most up-to-date study materials 
available. Our formats include: tests, audio 
programs, and video programs. 


WPT PUBLICATIONS 

979 Young Street, Suite E 
Woodburn, OR 97071 
(503) 981-5159 



■ 60dB display dynamic range 

■ 40dB spurious rejection 

■ 60 uv sensit, ±2dB flatness 

■ 1 KVDC, 1v@ 100 MHz max input 
as isolated by lOpF 

■ ±7%hor frequency linearity 


107 SPECTRUM PROBE 


converts your scope into a 
100MHz spectrum analyzer 

$249 dealers wanted 

30 Day refund VISA/MC 

Specifications & app. ideas 

Smith Design 1324 Harris 
Dresher, PA 19025 (215) 643-S340 



^American Heart Association 
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SPECIALS 


LIMITED QUANTITIES 


CABLE CONVERTERS 


SIGMA 

SIGMA 550-86 CHANNEL ’*‘ 99.95 


EACH 


TOP CHANNEL ROLLOVER, 
LAST CHANNEL MEMORY, 
PARENTAL LOCKOUT, 
FAVORITE CHANNEL, SURGE 
PROTECTION, 4 db AMP, 
DECODER COMPATIBLE, 

1 YEAR WARRANTY. 


$79.95 

$75.00 

$67.50 

$65.00 


EACH 5 LOT 

EACH 10 LOT 

EACH 20 LOT 

EACH 50 LOT 


VIEWSTAR IS HERE 

MXC-2520-525 MHZ remote volume 
remote volume control 

Audio/video Baseband $129.95 ea. 
Output, decoder loop $100.00 5 lot 

Parental Lockout $95.00 10 lot 

Favorite channel $85.00 ea. 20 lot 
Remote Fine tuning 


NEW ‘‘North Coast” 


‘Excel’ 66 channel remote $109.95 ea. 
Fine tune remote, 

60 min. Sleep timer 
Display dimmer. 

Favorite channel 
Parental Lockout, 

HRC/STD Remote $75.00 20 lot 
Selectable Twinline A/B Select Optional 


$89.95 5 lot 
$79.95 10 lot 


UNITED ELECTRONIC SUPPLY 

P.O. BOX 1206-PE, ELGIN, IL 60121 

(708) 697-0600 
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1 « - U P TO 

S5g KELVl 

f|V Electronics ° 50% OFF 


LED CENTER 


SPECIAL 


Kelvin Meters backed by a 
2 Yr Warranty - Parts & Labor 


KELVIN 

DIGITAL 

MULTIMETERSIh™ 




100 Basic 150 Basics 200 Advanced PRO 400 


DC VOLTAGE 
AC VOLTAGE 
DC CURRENT 
RESISTANCE 
CONTINUITY - 

Test - Buzzer 

DIODE TEST 
BATTERY TEST 
3 1/2 Digit LCD 
LOW BATTERY 
ACCURACY - 
-H/- 0.5% RDG 

KELVIN 
100 Basic 
$19 95 


DC VOLTAGE 
AC VOLTAGE 
DC CURRENT 
RESISTANCE 
CONTINUITY - 
Test • Buzzer 

DIODE TEST 
TRANSISTOR hFE 
BATTERY TEST 
3 1/2 Digit LCD 
LOW BATTERY 
ACCURACY - 
+/- 0.5% RDG 

KEL VIN 
150 Basic-i- 

$29.95 


Protective Cases I 

For Models 100, 150, 200 *4.^ 


DC VOLTAGE 
AC VOLTAGE 
DC CURRENT 
AC CURRENT 
RESISTANCE 
CAPACITANCE 
CONTINUITY - 
Test - Buzzer 

DIODE TEST 
TRANSISTOR hFE 
3 1/2 Digit LCD 
LOW B/CTTERY 
ACCURACY - 
+/- 0.5% RDG 

KELVIN 
200 Advanced 

*39.®® 


FREQUENCY COUNTER 
TO20MHZ IDEAL FOR 
TROUBLE SHOOTING 
AC/DC VOLTAGE RANGES 
AC/DC CURRENT RANGES 
5 FREQUENCY RANGES 
5 CAPACITANCE RANGES 
LOGIC TEST 

CONTINUITY TESTER/BUZZER 
DIODE CHECK 
TRANSISTOR hFE TEST 
LED TEST VERIFY GOOD/BAD 
DISPLAY - 3 1/2 DIGIT LCD 
ACCURACY - 0.5% 
IMPEDANCE - 10 Mega Ohm 

PRO 400 

$69.95 


KELVIN 


Case For Model Pro 400 . 


[jlEIM iiMM 



FEATURES 

■ ONE DIGIT TRUE HEXADECIMAL DISPLAY 
WITH BUILT IN LOGIC (MEMORY, DECODER, 
DRIVERS) FULL ALPHA CHARACTERS 

■ TWO INDEPENDENT CLOCKS - USER 
ADJUSTABLE FREQUENCY & DUTY CYCLES 

■ BREADBOARD:500 PT PROTO-TYPE AREA 
TWO POWER DISTRIBUTION BUSSES (GND,VCC) 

■ 4 DATA BIT SWITCHES 

■ MOMENTARY PUSH BUTTON SWITCH (SPDT) 

■ 4 LED DISPLAYS w/IC DRIVERS 

■ POWER SUPPLY: WALL PLUG-IN TYPE, U.L. 
LISTED 

■ VOLTAGE REG:+5 VOLTS, SHORT CIR, 
OVERLOAD PROTECT 

■ HOOK-UP WIRES 

■ COMPACT CARRYING CASE 

■ INSTRUCTION MANUAL FOR BEGINNER TO 
ADVANCED USERS 

MADE WITH PRIDE IN THE USA 

FREE COMPREHENSIVE 

TEACHER/STUDENT LAB MANUAL 


Trainer Manual (100 Pgs) 
gives detailed instructions. 
An excellent training tool 
covering topics for High 
School (Beginner - Advanced), 
Trade School (Beginner - 
Intermediate) & College. 


A PERFECT FIT WITHIN 
ANY DIGITAL CURRICULUM 
& YOUR CLASSROOM 
TEXTBOOK 


KELVIN 
L DT™ 
Laptop 
Digital 
Trainer 

ONLY 

$99 95 

stock No. 840460 


WALL TRANSFO RMER S ■breadboards 


WALL 

TRANSFORMER 

STOCK NO. TYPE - Female 

220069 9V DC/500 mA $3.95 ea 

220068 12V DC/500 mA ...$4.25 ea 



MALE JACK 

STOCK NO. TYPE 

370048 2.1 mm Male 

*.49 ea *.39 /10+'' 


Stock No. TYPE : YOUR cost 

600021 555 TIMER .... ^ .20 ea 
600029 556 DUAL timer ... ^ .40 ea 
600039 LM566 PLL * .60 ea 

FUNCTION GENERATOR 

600018 741 C OP-AMP . ^ .30 EA 

INTERNALLY COMPENSATED 

600026 1 458 OP-AMP .. * .35 EA 

DUAL 741 COP-AMP DIP 

630041 2N2222 ^ .18 ea 

630383 PN2222 * .08 ea 

600023 7805 voltage reg ^ .36 EA 
SILICON CONTROLLED RECTIFIER 
(Similar to GE C106C1) 4.0 AMP, 100 Piv 
600014 ^ .89 EA * .79 EA/50+ 


680100 

Stock No. Post Contacts ... your cost 

680093 0 500 * 4.25 

680097 0 840 ^ 5.®® 

680098 2 1 380 *11.^® 

680100 4 2390 *22.® ® 

WIRE JUMPER KIT 

Pre-cut, Pre-Stripped 

330289 140 Piece Set ...® 4.^® 
330290 350 Piece Set ... ® 7.^® 



FLUKE 3 YEAR WARRANTY 


BEST BUY NEW Series II 

FLUKE 70 Series II ..|9 ® 63 
FLUKE 73 Series II . Jfl ® 89 
FLUKE 75 Series II ..I i»127 
FLUKE 77 Series II ..Q *149 
FLUKE 79 Series II .I ||M69 

FLUKE 83 iy *199 

FLUKE 85 .11 *229 

FLUKE 87 Jj| *269 


SPECIAL SPECIAL 

RED LED 

4s Low As 

5(2 ea/1000-i- Qty 

JUMBO 
LED 

TYPE - T 1 3/4, 5mm 

STOCK NO YOUR COST 1000+ Qty 

260020 Red *.06ea/lOO-F *.05ea 
260027 Green *.08ea/lOO+ *.07ea 
260026 Yellow * .08 ea/1 00+ * .07 ea 


LED HOLDER 

for T 1 3/4 SIZE, BLACK 
Stock No. 250019 
* .10 ea / 100+ Qty 

^06 ea / 1000+ Qty 


Soldering 

IRON 

with STAND, BLUE 
LONG LIFE TIP 
Stock No. 990098 

®4.50 ea 

Project 

Speaker 

2", 8 Ohm, .1 Watt 
Stock No. 350009 


59 0 


P r o j e 

BUZZI 


FLUKE 86 

FLUKE 88 

FLUKE 8062A . 
FLUKE 8060A . 

FLUKE 801 OA 
FLUKE 801 2A 
FLUKE 8050A 


FLUKE 37 . 
FLUKE 45 . 


®367 

*423 

^329 

*395 

*329 

*359 

*439 

*249 

*579 


0.37” 

7 SEGMENT 
LED READOUT 

STOCK NO. TYPE COST 

260022 Anode * .95 e 
260090 Cathode *1 .25 

0.6" 7 SEGMENT 
LED READOUT 

STOCK NO. Anode Jumbo 
260021 COST *1.15 ea 
204. Qty * .99 ea 


RED LED 
DISPLAY 
Bar Graph 

STOCK NO. Color YOUR COST 10+ Qty 

260058 Red * 1 .99 ea * 1 .79 « 
260088 Green * 1 .99 ea * 1 .79 e* 
260089 Yellow *1.99ea *1.79 et 

MOVING SIGN DISPLAY 

for Fabricating Your Own Moving Sign Display 



C t 

ER 

3 - 9 Volt DC, 80 db 
Stock No. 680089 

*1.59 ea 

*1 .39 ea / 10+ Qty 

HORN 

ALARM 

Loud Penetrating Sound 
Stock No. 640001 

*.75 ea QV DC 
*.69 ea/10+ Qty 

DC MOTOR 

for SOLAR/ROBOTIC 
Stock No. 852211 

*.50 ea 




SCOPES 


20 MHz SCOPE *345 

Dual Trace 2 Yr Warranty-Parts & Labor 





SCOPE 
PROBES 

60 MHz, XI & XI 0 
SPECIAL 

700072 *1 8.®® 

150 MHz. XI 0 

700073 *39.®® 



BATTERIES 


Duracell / Eveready 

9V Alkaline Battery 
*1.95 ea 
*1.75 ea/10+ 



9V Battery 
SNAP & HOLDER 
Snap *.15 ea *.10 ea/1 00+ 
Holder * .20 ea * .1 0 ea/1 00+ 
HEAVY DUTY NI-CAD 
RECHARGEABLE BATTERIES 

TYPE YOUR COST 

AAA $3.30 ea 

AA $2.85 ea 

C $6.00 ea 

D $6.00 ea 

9V $8.90 ea 


1C CLIPS 

SOLDER TYPE 
SPRING LOADED 
Stock No. COLOR 
990104 BLACK 
990105 RED 

1C TEST 
LEAD SET 

5 COLOR CODED 
18" LEADS WITH 
MINIATURE HOOK-ON 
PROD AT BOTH ENOS 
Stock No. YOUR COST 
990108 *8.95 ea 

DOUBLE 
BANANA 
JACK 

stock No. YOUR COST 
600056 *2.30 ea 

FEMALE 
BNC TO 
DUAL 
BANANA 
PLUG 

stock No. YOUR COST 
990103 *2.95 ea 

DUAL 
BANANA 
BINDING 
POST TO 
MALE BNC PLUG 

stock No. YOUR COST 3+ Qty 
600058 *5.95 ea *4.95 ea 

BNC TEST CABLES 3 ft. 



* .45 ea / 20+ Qty 

XENON STROBE 

stock No. TUBE 
260050 

*2.95 ea 

*2.50 ea / 20+ Qty 

TRIGGER COIL 
for XenonStrobe Tube 
Stock No. 320037 

*1.25 ea 

*.89 ea / 20+ Qty 

INFRARED LED 

IR Pair, LED infrared 
transmitter 
and receiver 
stock No. 260061 

*2.79 ea 


NEON LAMP 

NE2. Long Lead* 

Stock No. 260003 

*.15 ea 

*.12 ea /100+ Qty 

PHOTO CELL 

CADMIUM SELENIDE 
Stock No. 260017 

*.99 ea 

PHOTO CELL 

SULPHIDE 
Stock No. 260018 

*.99 ea 


1.510 6VDC 







PUSH-BUTTON SWITCH 

PUSH-ON, PUSH-OFF 
Stock No. 270021 

*.55 ea 

*.49 ea / 100+ Qty 
SUB-MINIATURE MOMENTARY 

SWITCH 

stock No. 990002 

*.35 ea 

*.28 ea / 100+ Qty 

MINIATURE TOGGLE SWITCH 
Stock No. 270034 
* .90 ea Type - spsT 
*.79 ea / 50+ Qty 





4 Cell Charger for AAA, AA, C, D or 9V 
STOCK NO YOUR COST 

220035 SPECIAL $9.95 ea 


MALE TO MALE 

Stock No. YOUR COST 3+ Qty 

990101 *3.45 ea *2.95 


KEL VIN 
ELECTRONICS 

CIRCLE RESPONSE CARD o7 
WRITE for our CATALOG full of 
WHOLESALE PRICED ITEM S. 

OVER 10,000 ITEMS 
IN STOCK 

ELECTRONIC COMPONENTS 
& TECHNOLOGY ACTIVITIES 


VISA & MASTERCARD ACCEPTED 
$20 MINIMUM ORDER 
MINIMUM FREIGHT $5 


§i KELVIi 


Electronics 

7 Fairchild Avenue, Plainview, NY 11803 


Call: 1 (800) 645-9212 

1 (516) 349-7620 

FAX:1 (516) 349-7830 
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their capabilities, their features, and 
their prices. But before we get into that, 
lefs look at what a basic DMM's function 
is, and what special features are avail- 
able that can make a DMM more ver- 
satile, more accurate, and/or easier to 
use. 


ever other waveforms such as ramps, 
triangular waves, etc., are possible and, 
in fact, are common. Most meters are 
average sensing or responding; such 
meters can analyze and give an accu- 
rate rms measurement of sinusoidal AC 
waveforms, but cannot do that with 
other types. True-rms reading meters, 
on the other hand, can analyze and 
accurately measure and display the 
rms value of all types of AC waveforms. 


Picking a digital 
multimeter that fits your 
needs from the literally 
hundreds available can be 
a formidable task. This 
buyer’s guide makes that 
task a little easier. 


VbHs, AMPS, and OHMS. A DMM's 
prinnory function is to measure voltage, 
current, and resistance and to display 
the results of that measurement directly 
on a display, usually an LCD. With some 
exceptions, ail DMM's measure resis- 
tance and AC and DC voltage and cur- 
rent. One of those exceptions is low- 
priced meters, which may delete the 
AC functions and/or the current func- 
tions. Another exception Is a probe or 
pen-type meter; most of those tiny 
meters, which are used for trou- 
bleshooting in tight quarters, only mea- 
sure voltage and resistance. 

When comparing belween meters, 
be sure to take into account the 
number of ranges as well as the max- 
imum measurement and the display 
type. For similar SVa-diglt DMM's, a 
meter that breaks up ifs measurement 
capability into more ranges generally 
offers higher resolution for certain mea- 
surements. 

\bu'H also notice that some, typically 
expensive meters are 'Irue rms (root- 
mean-square) reading." A bit of expla- 
nation Is in order: AC waveforms are 
typically thought of as sinusoidal, how- 


DMM Features. As with just about 
anything else, with meters as you move 
up in price, you move up in features 
and performance. An expensive, pro- 
fessional-quality meter's primary selling 
p>oint is extremely high precision. Per- 
haps even more important, however, is 
that those meters are built to stand up 
to the more rugged industrial environ- 
ment. Many are drop resistant and are 
sealed to keep out water and other 
contaminants. Also, many of the high- 
end meters offer features, or feature 
implementations, that cannot be found 
on lower priced units. 

However, once you go beyond the 
bare-bones lowest priced models, 
even modestly priced meters quickly 
begin to add functions, features, and all 
sorts of "bells and whistles." Some 
meters are virtually handheld test 
benches. Incorporating capacitance 
meters, frequency counters, logic 
probes, and more. All of that can make 
a DMM more useful or versatile, but 


W ether you're a beginning 
electronics hobbyist, a vet- 
eran tinkerer, or an engineer, 
technician, or other electronics profes- 
sional, when ifs time to take an elec- 
tronic measurement, the first thing most 
of us reach for is our trusty digital multi- 
meter (DMM). Thafs not surprising con- 
sidering how familiar, useful, and 
relatively in©<pensive DMM's are. 

In case you haven't looked lately, 
modern units are a far cry frorri the 
meters of just a few years ago. For one 
thing, today's DMM's truly are multi 
meters, featuring such things as built-in 
frequency counters, logic probes, ca- 
pacitor testers, digital thermometers, 
and more. Whafs more, many meters 
offer features such as peak hold, data 
hold, memory, and more that make 
them easier to use and more versatile. 

in the pages that follow, we present a 
Buyer's Guide to DMM's. In it, we list most 
of the DMM's currently on the market. 
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keep In mind that a meter packed to 
the teeth with buttons and switches can 
be confusing to use, at least until you 
get to know It 

As you look through the guide, you'll 
see lots of features whose purposes are 
self explanatory However, if you are un- 
familiar with DMM's^ the purpose of 
some of those features may need some 
explanation. Lets discuss those now. 

Data ho/d is a feature found on al- 
most all pen- or probe-type DMM's, and 
on many other meters. When that fea- 
ture is activated, the meter holds the 
results of a measurement on the display 
until ifs either updated, cleared, or a 
preset period of time has elapsed. This 
feature is useful for measurement in 
tight quarters, and can be a life saver 
when working in high-voltage circuits 
where precise probe placement is crit- 
ical for safety. Manufacturers imple- 
ment this feature differently— some do 
it automatically, others require the push 
of a button— and some have different 
names for It such as Touch Hold and 
Probe Hold (not to be confused with a 
probe holder, which Is simply a clip that 
holds one of the probes and allows you 
turn a standard DMM into a probe-type 
meter). 

A Relative mode is used to measure 
the difference between two readings. It 
Is useful for such things as sorting re- 
sistors, checking tolerances, etc. It is 
also used to zero out probe leads. 

In the Min/Max mode, a meter keeps 
track of the minimum and maximum 
measurements at a specific point over 


a period of time. This is useful for trou- 
bleshooting some transient or Intermit- 
tent problems. Some meters notify the 
operator to new min/max readings with 
an audible alert. Similarly, a peak hold 
function keeps track only of the highest 
value measured, updating the display 
each time a new high value Is de- 
tected. 

With most meters, the user selects the 
measurement range by a rotary or 
pushbutton switch. On Autoranging 
meters, the meter analyzes the input 
and selects the oppropriate range. Of 
course, the measurement function 
must still be manually selected. Most 
autoranging meters provide the user 
with a method of overriding the auto- 
range selection or a way to manually 
select the range. 

If you are forever draining batteries 
because you forget to turn things off, 
you may want a meter that features 
auto power off. Such meters turn off 
power automatically after a preset 
period of Inactivity. 

When digital multimeters were first in- 
troduced they met with some resis- 
tance (no pun intended). One of the 
chief complaints about them was that 
they could not be used for peaking and 
nulling adjustments. Some multimeters 
now overcome that limitation by in- 
cluding an analog bargraph display. 
The bargraph, located either above or 
below the digital display, shows trends 
and changes in much the same way as 
an analog pointer. 

Normally, in performing resistance 


measurements the meter uses a volt- 
age that is high enough to bias a semi- 
conductor junction. That makes the 
meter unsuitable for in-circuit resis- 
tance tests. However, some meters offer 
a low power resistance mode. In that 
mode, a lower voltage, one that is too 
low to bias a junction, is used; that al- 
lows the meter to make in-circuit resis- 
tance measurements. 

Finally, some meters offer a conduc- 
tance function. Used for making high- 
reslstances measurement, it is useful 
when testing for leakage, and in other 
applications. 

Using This Guide. It is Impossible to 
summarize what makes a meter spe- 
cial or unique in Just a few words. In- 
deed, many of the meters mentioned 
in the following pages deserve a page 
or two of their own. However, space 
makes that obviously Impossible. 

Instead, you should use this guide as 
a starting point, narrowing down your 
selection to a few meters that meet 
your features/price criteria. The next 
step is to get hold of the manufacturers 
literature on those units; to make, that 
easier, weVe Included a manufacturers 
and exclusive distributors directory 
elsewhere in this article. Finally, pay a 
call to your local retailer and personally 
Inspect and handle the meters you are 
Interested in. Doing that will help ensure 
that you will select the digital multi- 
meter thafs the most perfect match to 
you and your needs. 

And now, lefs Idok at the meters! 


UNDER $50 

COMPANY: Kelvin Electronics 

MODEL: 100 

DESCRIPTION: Low-cost meter 
that’s ideal for hobbyist use. 

DIGITS: 

DC VOLTAGE RANGE: 1000 
volts, 4 ranges 

AC VOLTAGE RANGE: 500 

volts, 2 ranges 

CURRENT RANGE: 10 amps, 4 
ranges DC only 

RESISTANCE RANGE: 2 

megohms, 5 ranges 

SPECIAL FEATURES: Diode 
test, battery test 
DIMENSIONS/WEIGHT: N.A. 
PRICE: $19.95 

COMPANY: Alfa Electronics 

MODEL: 308 

DESCRIPTION: Pocket-sized 
meter with a large display, 

DIGITS: SVa 

DC VOLTAGE RANGE: 1000 
volts, 4 ranges 

AC VOLTAGE RANGE: 500 


volts, 2 ranges 

CURRENT RANGE: 10 amps, 4 
ranges DC only 

RESISTANCE RANGE: 2 

megohms, 5 ranges 
SPECIAL FEATURES: Diode 
test, battery test 
DIMENSIONS/WEIGHT: 5 x 
2.8 X 1.3 inches/N.A. 

PRICE: $24.95 

COMPANY: Radio Shack 
MODEL: Micronta 22-171 
DESCRIPTION: An autoranging, 
pocket-sized DMM with carrying 
case. 

DIGITS: m 

DC VOLTAGE RANGE: 2Q0 

mV-400 volts 

AC VOLTAGE RANGE: 2-400 
volts 

CURRENT RANGE: N. A. 
RESISTANCE RANGE: 

2-2000k ohms 

SPECIAL FEATURES: Audible 
continuity test, diode test, carry- 
ing case 

DIMENSIONS/WEIGHT: 4.25 x 


2.13 X 0.31 inches/N.A. 
PRICE: $24.95 



COMPANY: Radio Shack 
MODEL: Micronta 22-169 
DESCRIPTION: A pocket-sized 
autoranging DMM with pushbut- 
ton operation. 


DIGITS: m 

DC VOLTAGE RANGE: 400 

volts, 5 ranges 

AC VOLTAGE RANGE. 400 
volts, 5 ranges 
CURRENT RANGE: N.A. 
RESISTANCE RANGE: 2 
megohms, 5 ranges 
SPECIAL FEATURES: audible 
continuity test, auto/manual 
ranging, hard-cover case 
DIMENSIONS/WEIGHT: m x 
23 /i 6 X inches/2.8 ounces 
PRICE: $27.95 

COMPANY: Beckman Industrial 
MODEL: DM78 

DESCRIPTION: This credit-card 
sized meter is easy to carry in a 
shirt pocket for measurements at 
any moment. It comes with a vi- 
nyl carrying case and attached 
test probes. 

DIGITS: m 

DC VOLTAGE RANGE: 450 

volts, 5 ranges 

AC VOLTAGE RANGE: 250 

volts, 4 ranges 
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CURRENT RANGE: N A. 
RESISTANCE RANGE: 20 
megohms, 4 ranges 
SPECIAL FEATURES: Con- 
tinuity test, diode test 
DIMENSIONS/WEIGHT: 108 x 
54 X 1 1 mm/99 grams 
PRICE: $29.95 

COMPANY: Kelvin Electronics 

MODEL: 150 

DESCRIPTION: Low-cost meter 
that’s ideal for hobbyist use. An 
upgrade of the 100, this meter 
adds an audible continuity test 
and a transistor gain test. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 2 ranges 

CURRENT RANGE: 10 amps, 4 
ranges DC only 

RESISTANCE RANGE: 200 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, bat- 
tery test, transistor gain test 
DIMENSIONS/WEIGHT: N.A. 
PRICE: $29.95 

COMPANY: Fordham Radio 
MODEL: Scope DVM-630 
DESCRIPTION: A small gener- 
al-purpose DMM for hobbyists, 
students, etc. 

DIGITS: 3V2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE. 750 

volts, 2 ranges 

CURRENT RANGE: 2 amps, 5 
ranges DC only 

RESISTANCE RANGE: 2 

megohms, 5 ranges 
SPECIAL FEATURES. Diode 
test, battery test 
DIMENSIONS/WEIGHT: 5 x 

2.6 X 0.9 inches/N.A. 

PRICE: $32.50 

COMPANY: Triplett Corporation 
MODEL: 2030 

DESCRIPTION: A pocket-cal- 
culator sized, autoranging DMM. 

DIGITS: 372 

DC VOLTAGE RANGE: 2000 
mV, 3 ranges 

AC VOLTAGE RANGE: 2000 
mV, 3 ranges 
CURRENT RANGE: N.A. 
RESISTANCE RANGE: 2000k 
ohms, 4 ranges 

SPECIAL FEATURES: Auto/ 
manual ranging, audible con- 
tinuity test, built-in probes, hard- 
cover carrying case 
DIMENSIONS/WEIGHT: 2 2 x 
4.25 X 0.39 inches/80 grams 
PRICE: $33.00 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-4100A 
DESCRIPTION. A full-featured 
multimeter that’s rugged enough 
for professional use, yet inexpen- 
sive and simple to use, making it 
ideal for the hobbyist. 

DIGITS: 372 


DC VOLTAGE RANGE: 1000 
volts, 4 ranges 

AC VOLTAGE RANGE: 200-500 
volts, 2 ranges 

CURRENT RANGE: 10 amps, 4 
ranges DC only 

RESISTANCE RANGE: 2 
megohms, 5 ranges 
SPECIAL FEATURES: Diode 
test, battery test, 
DIMENSIONS/WEIGHT: 5.0 x 

2.8 X 1.4 inches/7 ounces 
PRICE: $34.95 

COMPANY. Philips ECG 
MODEL: DM-26 
DESCRIPTION: A basic full- 
function, general-purpose DMM. 
DIGITS: 372 

DC VOLTAGE RANGE. 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 2 ranges 

CURRENT RANGE: 10 A, 4 

ranges DC only 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, low-power resistance func- 
tion 

DIMENSIONS/WEIGHT: 5 x 

2.8 X 1.3 inches/7 ounces 
PRICE: $34.95 

COMPANY: A,W, Sperry Instru- 
ments, Inc. 

MODEL: DM-1A 
DESCRIPTION: An economy- 
priced, pocket-calculator sized 
DMM loaded with advanced fea- 
tures. 



DIGITS: m 

DC VOLTAGE RANGE: 500 

volts, 5 ranges 

AC VOLTAGE RANGE: 500 

volts, 4 ranges 
CURRENT RANGE: N.A. 
RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Auto- 
ranging, data hold, diode test, 
audible continuity test, data hold, 
auto polarity, built-in test probes, 
carrying case 

DIMENSIONS/WEIGHT: 4.4 x 

2 X 0.4 inches/3.5 ounces 


PRICE: $36 95 

COMPANY: Radio Shack 
MODEL: Micronta 22-188 
DESCRIPTION: A hobbyist- 
priced, autoranging DMM. 

DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 200 mA, 1 

range DC only 

RESISTANCE RANGE: 2000k 
ohms, 5 ranges 

SPECIAL FEATURES, diode 
test 

DIMENSIONS/WEIGHT: 5x3 

X 1.25 inches/5.5 ounces 
PRICE: $36.95 

COMPANY: Mercer Electronics 
MODEL: 9345 

DESCRIPTION: An autoranging, 
shirt-pocket sized DMM. 

DIGITS: 372 

DC VOLTAGE RANGE: 500 

volts, 5 ranges 

AC VOLTAGE RANGE: 500 
volts, 4 ranges 
CURRENT RANGE. N.A. 
RESISTANCE RANGE: 20 
megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, auto- 
ranging, hard-cover case 
DIMENSIONS/WEIGHT: 4.25 x 
2.13 X .31 inches/2.1 ounces 
PRICE: $38.80 

COMPANY: American Reliance, 
Inc. 

MODEL: AR-140/AR-140K 
DESCRIPTION: A low-cost 
DMM made with the student/ 
hobbyist In mind. Also available 
in kit form as the AR-140K. 
DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 2 ranges 

CURRENT RANGE: 10 amps, 6 
ranges DC only 

RESISTANCE RANGE: 20 
megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test 

DIMENSIONS/WEIGHT: 5.9 x 

3.2 X 1 .2 inches/7.1 ounces 
PRICE: AR-140: $39.95; 
AR-140K: $49.95 

COMPANY: Component Spe- 
cialties, Inc 

MODEL: Emco DMR-26 
DESCRIPTION: An economy- 
priced meter designed for the 
hobbyist or student. 

DIGITS: 372 

DC VOLTAGE RANGE: 200 

volts, 2 ranges 

AC VOLTAGE RANGE: 500 

volts, 1 range 

CURRENT RANGE. 10 amps, 1 
range DC only 

RESISTANCE RANGE: 2000k 
ohms, 2 ranges 

SPECIAL FEATURES: diode 
test, drop proof 


DIMENSIONS/WEIGHT: 5% x 

23/4 X 174 inches/N.A. 

PRICE: $39.95 

COMPANY: Jameco Electronics 
MODEL: Metex M3800 
DESCRIPTION: A full-featured 
DMM at a hobbyist price. 

DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 700 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 7 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor gain test, carrying case 
DIMENSIONSAVEIGHT: 6 75 x 
3.5 X 1.25 inches/1.4 pounds 
PRICE. $39.95 

COMPANY: Kelvin Electronics 

MODEL: 200 

DESCRIPTION: This low-priced, 
full featured meter is an upgrade 
of the 150; it adds an AC amps 
function and a capacitance test. 

DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE. 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 200 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, ca- 
pacitor test (20 fxF, 5 ranges), 
transistor-gain test 
DIMENSIONS/WEIGHT: N.A. 
PRICE: $39.95 

COMPANY: Philips ECG 
MODEL: DM-27 
DESCRIPTION: A basic full- 
function, general-purpose DMM. 
An upgrade of the DM-26, this 
meter adds an audible continuity 
test. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 2 ranges 

CURRENT RANGE. 10 A, 4 

ranges DC only 

RESISTANCE RANGE. 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, low-power resistance func- 
tion, audible continuity test 
DIMENSIONS/WEIGHT: 5 x 

2.8 X 1.3 inches/7 ounces 
PRICE: $39.95 

COMPANY: Radio Shack 
MODEL: Micronta 22-165 
DESCRIPTION: An autoranging 
pen-type meter. 

DIGITS: 372 

DC VOLTAGE RANGE 200 

mV-400 volts 

AC VOLTAGE RANGE. 2-400 
volts 

CURRENT RANGE: N.A. 
RESISTANCE RANGE: 2- 
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SPECIAL FEATURES: Auto- 
ranging, data hold, diode test, 
continuity test 

DiMENSiONS/WEiGHT: 165 x 

28 X 19 nnm/76 grams 
PRICE: $49.95 

COMPANY: Philips ECG 
MODEL: DM-5t 

DESCRIPTION: This general 
purpose DMM features transistor 
gain and battery test functions. 

DIGITS: SVz 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 2 ranges 

CURRENT RANGE: 10 A, 5 

ranges DC only 

RESISTANCE RANGE: 200 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, low-power resistance func- 
tion, audible continuity test, bat- 
tery test, transistor gain test, 
carrying case 

DIMENSIONS/WEIGHT: 5 x 

2.8 X 1.3 inches/7 ounces 
PRICE: $49 95 


CURRENT RANGE: 10 amps, 4 AC VOLTAGE RANGE: 750 

ranges AC/6 ranges DC volts, 2 ranges 

RESISTANCE RANGE: 2000k CURRENT RANGE: 2 amps, 5 

ohms, 5 ranges ranges DC only 

SPECIAL FEATURES: N.A. RESISTANCE RANGE: 2 

DIMENSIONS/WEIGHT: SVa x megohms, 5 ranges 

3 x 1 inches/5 ounces SPECIAL FEATURES: Diode 

PRICE: $44.85 test, transistor gain test 

DIMENSIONS/WEIGHT: 126 x 
COMPANY: Alfa Electronics 70 x 24 mm/125 grams 
MODEL: 5325 PRICE: $46.00 

DESCRII^ION:Thispocke^si 2 - COMPANY: Component Spe- 
ed meter has a capacitance func- cialties Inc 

unnisi • Pm/s-i 


2000k ohms 

SPECIAL FEATURES: audible 
continuity test, data hold, auto 
power off 

DIMENSIONS/WEIGHT: 6 36 x 

1.15 X 0.89 inches/2 ounces 
PRICE $39.95 

COMPANY: Philips ECG 
MODEL: DM-25 
DESCRIPTION: A lightweight, 
pocket-sized, pushbutton-type 
meter. 

DIGITS: 3^2 

DC VOLTAGE RANGE: 1000 
volts, 4 ranges 

AC VOLTAGE RANGE: 750 

volts, 2 ranges 

CURRENT RANGE: 2000 mA, 4 
ranges DC only 


DIGITS: 3^2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 760 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, ca- 
pacitance test (20 |xF, 5 ranges), 
transistor gain test 
DIMENSIONS/WEIGHT: 5 x 
2.8 X 1.3lnches/N.A. 

PRICE: $44,95 

COMPANY: Beckman Industrial 
MODEL: DM10 

DESCRIPTION: A no-frills unit 
that provides digital convenience 
at an analog-meter price. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 500 

volts, 2 ranges 

CURRENT RANGE: 200 mA, 4 
RESISTANCE RANGE: 2000k ranges DC only 
ohms, 4 ranges RESISTANCE RANGE: 2 

SPECIAL FEATURES: carrying megohms, 5 ranges 
case SPECIAL FEATURES: Diode 

DIMENSIONS/WEIGHT: 5 x 3 test 

X 1 Vs inches/6.88 ounces DIMENSIONS/WEIGHT: 24 x 

PRICE: $41 .95 70 x 120 cm/ 176 grams 

COMPANY: B&K Precision , 

MODEL: 2703 COMPANY: Elenco Electronics, 


iCe* OJCBTAL MULTIMETER 


2QK« 


COMPANY: Mercer Electronics 
MODEL: 9370 

DESCRIPTION: A pocket-sized 
DMM with full function and range 
capability. 

DIGITS: 3V^ 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 2 ranges 

CURRENT RANGE: 2 amps, 5 
ranges DC only 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test 
DIMENSIONSAVEIGHT: 4.96 x 
2.76 X .94 inches/6 ounces 
PRICE: $52.50 

COMPANY: Triplett Corporation 
MODEL: 3525-B 
DESCRIPTION: An autoranging 
pen-type DMM for measure- 
ments in tight quarters, 

DIGITS: 3V2 

DC VOLTAGE RANGE: 500 

volts, 6 ranges 

AC VOLTAGE RANGE: 500 
volts, 4 ranges 
CURRENT RANGE: N.A. 


2000ft 


2000mV 


AC VOLTAGE RANGE: 500 

volts, 4 ranges 

CURREI^ RANGE: 200 mA, 1 
range AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: CMOS/ 
TTL logic probe, data hold, diode 
test, audible continuity test, auto- 
ranging 

DIMENSIONS/WEIGHT: 7.3 x 

0.9 X 1.2 inches/2.4 ounces 
PRICE: $49.00 

COMPANY: Beckman Industrial 
MODEL: DM71 

DESCRIPTION: This pen-type 
autoranging multimeter is de- 
signed for easy one-hand opera- 
tion in tight quarters. 

DIGITS: 3V^ 

DC VOLTAGE RANGE: 450 

volts, 5 ranges 

AC VOLTAGE RANGE: 250 
volts, 4 ranges 
CURRENT RANGE: 
RESISTANCE RANGE: 20 

megohms, 6 ranges 


RESISTANCE RANGE. 20 

megohms, 6 ranges 
SPECIAL FEATURES: Audible 
continuity test, data hold, auto- 
ranging, carrying case 
DIMENSIONS/WEIGHT: VM x 
% X 6% inches/4 ounces 
PRICE: $55.00 
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COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-6593A 
DESCRIPTION: A probe-style 
multimeter that’s ideal for use in 
hard-to reach areas. 

DIGITS: 31/2 

DC VOLTAGE RANGE: 500 

volts, 5 ranges 

AC VOLTAGE RANGE: 500 

volts, 4 ranges 
CURRENT RANGE: N.A. 
RESISTANCE RANGE: 20 
megohms, 6 ranges 
SPECIAL FEATURES: auto- 
ranging, interchangable probe 
tips, audible continuity test, data 
hold, carrying case 
DIMENSIONS/WEIGHt: 6.3 x 

1.2 X 0.8 inches/2.29 ounces 
PRICE: $59.95 

COMPANY: American Reliance, 
Inc. 

MODEL: AR-120 
DESCRIPTION: A low-cost basic 
DMM with 0.5% basic DC ac- 
curacy and plenty of features. 

DIGITS: SVb 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Audible 
continuity test, diode test 
DIMENSIONS/WEIGHT: 5.9 x 

3.2 X 1.2 inches/7.1 ounces 
PRICE: $59.95 

COMPANY: American Reliance, 
Inc. 

MODEL: AR-100/AR-102 
DESCRIPTION: Pen-type auto- 
ranging multimeter with built-in 
logic probe. 

DIGITS. 3y2 

DC VOLTAGE RANGE: 500 

volts, 5 ranges 

AC VOLTAGE RANGE: 500 

volts, 4 ranges 
CURRENT RANGE: N.A. 
RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Auto- 
ranging, diode test, interchanga- 
ble probe tips, built in TTL/CMOS 
logic probe (AR-100: 10 MHz; 
AR-102 40 MHz), data hold 
DIMENSIONS/WEIGHT: 7.4 x 

1.2 X 0.8 inches/2.4 ounces 
PRICE: AR-100: $59.95; 
AR-102: $69.95 

COMPANY: Beckman Industrial 
MODEL: DM15B 
DESCRIPTION: An upgrade of 
the DM10, this meter adds an 
AC-current function and an audi- 
ble continuity test. 

DIGITS: 3V2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 2 amps DC/ 
AC , 5 ranges 



COMPANY: Global Specialties 
MODEL: 735 

DESCRIPTION: This full-fea- 
tured, autoranging DMM in- 
cludes a low-power resistance 
function and a memory mode. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 10 amps, 2 
ranges AC/DC 

RESISTANCE RANGE: 2 

megohms, 5 ranges high 
power/4 ranges low power 
SPECIAL FEATURES: Diode 
test, audible continuity test, auto/ 
manual ranging, memory mode, 
data hold, low-power ohms func- 
tion 

DIMENSIONS/WEIGHT: N.A. 
PRICE: $59 95 

COMPANY: Heath Company 
MODEL: 2311 

DESCRIPTION: A general-pur- 
pose DMM with capacitance and 
transistor test functions. 

DIGITS: 31/2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor gain test, capacitance test 
(20fjiF, 5 ranges) 
DIMENSIONS/WEIGHT: N.A. 
PRICE: $59.95 

COMPANY: Jameco Electronics 
MODEL: Metex M3610 
DESCRIPTION. A full-featured 
DMM with a large, 0.7-inch dis- 
play. 

DIGITS: 3V^ 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor gain test, carrying case 
DIMENSIONS/WEIGHT: 7 x 
3.5 X 1.5 inches/1.7 pounds 
PRICE: $59.95 

COMPANY: Philips ECG 
MODEL. DM-74 
DESCRIPTION: A general pur- 
pose, autoranging DMM. 
DIGITS: 31^ 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 10 A, 2 

ranges AC/DC 

RESISTANCE RANGE: 2 

megohms, 5 ranges high power, 
4 ranges low power 


SPECIAL FEATURES: Auto/ 
manual ranging, extended 
ranges (in manual mode), low- 
power resistance function, mem- 
ory/null (nulls out lead resis- 
tance), audible continuity test 
DIMENSIONS/WEIGHT. 6x3 
X 1,4 inches/8.1 ounces 
PRICE: $59.95 

COMPANY: Radio Shack 
MODEL: Micronta 22-184 
DESCRIPTION: An autoranging 
DMM. 

DIGITS: 3y2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 10 amps, 2 
ranges AC/DC 

RESISTANCE RANGE: 2000k 
ohms, 4 ranges 

SPECIAL FEATURES: Diode 
test, audible continuity test, auto/ 
manual ranging 

DIMENSIONS/WEIGHT: SVb x 

3yt6 X VA inches/7.97 ounces 
PRICE: $59.95 

COMPANY: Radio Shack 
MODEL: Micronta 22-185 
DESCRIPTION: A 3%-digit 
meter for field or bench use. 
DIGITS. 3% 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 


RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test 
DIMENSIONS/WEIGHT: 24 x 
70 X 120 cm/ 175 grams 
PRICE: $59 95 

COMPANY: Elenco Electronics, 
Inc. 

MODEL: M-2650 
DESCRIPTION: This economy 
priced meter is an upgrade of the 
M-2600; it offers transistor test 
and battery test functions and ex- 
panded measurement functions 
and ranges. 

DIGITS: 31^ 


DC VOLTAGE RANGE: 1000 
volts, 4 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 200 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, transistor gain test, battery 
test function, audible continuity 
test 

DIMENSIONS/WEIGHT: N.A. 
PRICE: $59.95 

COMPANY: Fordham Radio 
MODEL: Scope DVM-636 
DESCRIPTION: A general-pur- 
pose, pushbutton-operated 
DMM that includes capacitance 
and transistor functions. 

DIGITS: Sya 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AG/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges high- 
power/5 ranges low-power 
SPECIAL FEATURES: Diode 
test, transistor gain test, capaci- 
tance function (20 |xF, 5 ranges), 
low-power resistance function 
DIMENSIONS/WEIGHT: N.A. 
PRICE: $59 95 


volts, 4 ranges 

CURRENT RANGE: 10 amps, 4 
ranges AC/DC 

RESISTANCE RANGE: 30 

megohms, 6 ranges 
SPECIAL FEATURES, diode 
test, audible continuity test 
DIMENSIONS/WEIGHT: 6^4 x 
3^6 X 114 inches/11,6 ounces 
PRICE: $59.95 

COMPANY: John Fluke Mfg. 
Co., Inc. 

MODEL: 70 

DESCRIPTION: Fluke’s lowest 
priced model offers features such 
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ble and visible continuity test, 
memofy mode, low-power resis- 
tance function, data hold 
DIMENSIONS/WBGHT: 6 x 3 
X 1.34 inches/8.1 ounces 
PRICE: $69.00 

COMPANY: Alfa Electronics 
MODEL: 5365 

DESCRIPTION: This pocket-siz- 
ed meter has a capacitance func- 
tion, a frequency counter, and a 
logic probe. 

DIGITS: dVz 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 200 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, ca- 
pacitance test (20 p-F, 5 ranges), 
frequency counter (1 Hz-200 
kHz), 20-MHz logic probe, tran- 
sistor gain test 

DIMENSIONS/WEIGHT: 5 x 

2.8 X 1,3 inches/NA 
PRICE: $69.95 

COMPANY: Beckman Industrial 
MODEL: DM73 

DESCRIPTION: This pen type 
autoranging multimeter is de- 
signed for easy one-hand opera- 
tion in tight quarters. An upgrade 


tancemode. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 10 amps, 2 
ranges AC/DC 

RESISTANCE RANGE: 2000k 
ohms, 4 ranges low power/5 
ranges high-power 
SPECIAL FEATURES: Diode 
test, audible and visual continuity 
test, memory mode, auto/man- 
ual ranging, low-power resis- 
tance mode 

DIMENSIONS/WEIGHT: 5.9 x 

2.95 X 1.34 inches/8.1 ounces 
PRICE: $66.15 

COMPANY: B&K Precision 
MODEL: 2701 

DESCRIPTION: An autoranging 
meter with probe holder and data 
hold function. 

DIGITS. 3V2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE. 750 

volts, 4 ranges 

CURRENT RANGE: 200 mA, 2 
ranges AC/DC 

RESISTANCE RANGE: 2 

megohms, 5 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, data 
hold, auto/manual ranging, 
probe holder, low-power ohms 
function, carrying case 
DIMENSIONS/WEIGHT: 6.9 x 
2,3 X 1 inches/9 ounces 
PRICE: $69.00 

COMPANY: Brunelle Instru- 
ments, Inc. 

MODEL: 4080 

DESCRIPTION: An autoranging 
DMM with memory, low-power 
resistance, and audible and visa- 
ble continuity functions. 


PRICE: $64.85 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-4200A 
DESCRIPTION: A full-featured 
multimeter that’s rugged enough 
for professional use, yet inexpen- 
sive and simple to use, making it 
ideal for the hobbyist. An up- 
grade of the DM-4100A, this 
meter adds extended ranges, an 
AC current test function, an audi- 
ble continuity test, and a tran- 
sistor test. 

DIGITS: 3V2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 200 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, battery test, audible con- 
tinuity test, transistor test 
DIMENSIONS/WEIGHT: 5.0 X 
2.8 X 1.4 inches/7 ounces 
PRICE: $64.96 

COMPANY: B&K Precision 
MODEL: 2704 

DESCRIPTION: A general pur- 
pose DMM in a compact case. 
This upgrade of the 2703"adds 
AC amps, capacitance, and tran- 
sistor gain functions. 

DIGITS: 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, ca- 
pacitance function (20 p-F, 5 
ranges), transistor gain test 
DIMENSIONS/WEIGHT: 5 x 
2Va X 1% inches/9 ounces 
PRICE: $65.00 

COMPANY: Elenco Electronics, 
Inc. 

MODEL: M-2690 
DESCRIPTION: An easy-to-use 
autoranging meter. 

DIGITS. 3^/2 

DC VOLTAGE RANGE. 1000 
volts, 4 ranges 

AC VOLTAGE ftANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 20 amps, 2 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Auto- 
ranging, diode test, audible con- 
tinuity test 

DIMENSIONS/WEIGHT: N.A. 
PRICE: $65.00 

COMPANY: Mercer Electronics 
MODEL: 9370 

DESCRIPTION: A full-func- 
tioned, autoranging DMM with 
and a low-power resis- 


as an analog bargraph display 
and auto/manual ranging. 

DIGITS: 4 (3200 count) 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 
CURRENT RANGE: N.A. 
RESISTANCE RANGE: 32 

megohms, 6 ranges 
SPECIAL FEATURES: Auto/ 
manual ranging, diode test, audi- 
ble continuity test, “Touch Hold”, 
auto power off, analog bargraph 
display 

DIMENSIONS/WEIGHT. 6.55 x 
2.95 X 1.12 inches/12 ounces 
PRICE: $60.00 

COMPANY: Component Spe- 
cialties, inc 

MODEL: Emco DMR-35 
DESCRIPTION: An economy- 
priced general-purpose meter. 

DIGITS: 3y2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 500 

volts, 2 ranges 

CURRENT RANGE: 10 amps, 5 
ranges DC only 

RESISTANCE RANGE: 10 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, car- 
rying case 

DIMENSIONS/WEIGHT: 6% x 

3% X IVfe inches/N.A. 

PRICE: $62.95 

COMPANY: B&K Precision 
MODEL: 2802B 

DESCRIPTION: An autoranging 
pen-type DMM. 

DIGITS: 3y2 

DC VOLTAGE RANGE: 500 

volts, 5 ranges 

AC VOLTAGE RANGE: 500 
volts, 4 ranges 
CURRENT RANGE: N.A. 
RESISTANCE RANGE: 20 
megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, data 
hold, autoranging 
DIMENSIONS/WEIGHT: 7 X VA 
X 3/4 inches/2.32 ounces 
PRICE: $64.00 

COMPANY: Amprobe Instru- 
ment 

MODEL: AM-14 

DESCRIPTION: A general pur- 
pose DMM that includes a tem- 
perature function. 

DIGITS: 3n 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tem- 
perature function (-40 to 
+ 148.8°C/-40to +300T) 
DIMENSIONS/WEIGHT: 6 x 
3y4 X 3/8 inches/9.5 ounces 


of the DM71 , it offers higher preci- 
sion for more demanding ap- 
plications. 

DIGITS: 3y2 

DC VOLTAGE RANGE: 500 

volts, 5 ranges 

AC VOLTAGE RANGE: 250 
volts, 4 ranges 
CURRENT RANGE: 
RESISTANCE RANGE: 2 
megohms, 4 ranges 
SPECIAL FEATURES: Auto- 
ranging, data hold, continuity test 
DIMENSIONS/WEIGHT: 133 x 
29 X 17 mm/70 grams 
PRICE: $69.95 

COMPANY: Fordham Radio 
MODEL: Sctope DVM-638 
DESCRIPTION: This upgrade of 
the DVM-636 adds audible and 
visible continuity tests, a logic 
probe, and a conductance func- 
tion. 

DIGITS: 31^ 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE. 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 4 


memory 
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ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges high- 
power/5 ranges low-power 
SPECIAL FEATURES: Diode 
test, transistor gain test, capaci- 
tance function (20 |jtF, 5 ranges), 
low-power resistance function, 
logic probe, 20-nS conductance 
range, audible and visable con- 
tinuity test 

DIMENSIONS/WEIGHT: N.A. 
PRICE: $69.95 

COMPANY: Kelvin Electronics 

MODEL: 400 

DESCRIPTION: This feature- 
packed meter includes a fre- 
quency counter and a logic 
probe. 

DIGITS: SVa 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 200 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, ca- 
pacitor test (20 fxF, 5 ranges), 
transistor gain test, frequency 
counter (20 MHz, 6 ranges), logic 
probe, LED test 
DIMENSIONS/WEIGHT: N.A. 
PRICE: $69.95 

COMPANY: Philips ECG 
MODEL: DM-53 
DESCRIPTION: An upgrade of 
the DM-51, this general purpose 
DMM features a capacitance test 
function. 

DIGITS: SVz 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 A, 5 

ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, low-power resistance func- 
tion, audible continuity test, tran- 
sistor gain test, capacitance test 
(20 fjiF, 5 ranges), carrying case 
DIMENSIONS/WEIGHT: 5 x 
2.8 X 1 .3 inches/7 ounces 
PRICE: $69.95 

COMPANY: Radio Shack 
MODEL: Micronta 22-167 
DESCRIPTION: A full-featured, 
3y4-digit, auto/manual ranging 
DMM with a bargraph display. 
DIGITS: 33/4 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 30 

megohms, 6 ranges 
SPECIAL FEATURES: diode 
test, audible continuity test, auto/ 
manual ranging, analog bar- 
graph display, data hold, auto 


power off, protective holster 
DIMENSIONS/WEIGHT: m x 
3Yib X 1% inches/20 ounces 
PRICE: $69.95 

COMPANY: Radio Shack 
MODEL: Micronta 22-186 
DESCRIPTION: A full-featured, 
3%-digit, auto/manual ranging 
DMM with a bargraph display. 
DIGITS: 3% 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 10 amps, 2 
ranges AC/DC 

RESISTANCE RANGE: 30 

megohms, 5 ranges 
SPECIAL FEATURES: diode 
test, audible continuity test, auto/ 
manual ranging, analog bar- 
graph display, data hold 
DIMENSIONS/WEIGHT: 6^6 x 
3Vb X 1 % inches/1 3 ounces 
PRICE: $69.95 

COMPANY: Brunelle Instru- 
ments, Inc, 

MODEL: 4060 

DESCRIPTION: Pushbutton-op- 
erated, 7-function, 35-range 
DMM. 

DIGITS: 3^/2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES. Diode 
test, transistor gain test, low- 
power ohms function, 
DIMENStONS/WEIGHT: 180 x 
86 X 42 mm/315 grams 
PRICE: $73.00 

COMPANY: Philips ECG 
MODEL: DM-300 
DESCRIPTION: A professional 
quality, general purpose DMM. 

DIGITS: 31^ 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 A, 6 

ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor gain test, low-power resis- 
tance functions 

DIMENSIONS/WEIGHT: 6.8 X 

3.5 X 1.7 inches/12 ounces 
PRICE: $73.50 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-6510 
DESCRIPTION: This autorang- 
ing (voltage and resistance 
ranges only) DMM offers many 
features normally found only in 
more expensive units. Notewor- 
thy is an expanded resolution 
feature that extends the mea- 
surement capability of each man- 


ual range by 50%. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 10 amps, 2 
ranges AC/DC 

RESISTANCE RANGE: 2 

megohms, 5 ranges (4 ranges 
low-power mode) 

SPECIAL FEATURES: audible 
continuity test, auto/manual 
ranging, extended resolution fea- 
ture, low-power resistance mode, 
memory function 
DIMENSIONS/WEIGHT: 5.9 x 
3 X 1 .3 inches/8.1 ounces 
PRICE: $74.95 

COMPANY: Jameco Electronics 
MODEL: Metex M3650 
DESCRIPTION: This upgrade of 
the M3610 adds frequency and 
capacitance functions. 

DIGITS: 31/2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 4 
ranges DC/3 ranges AC 
RESISTANCE RANGE: 20 

megohms, 6 ranges 
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SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor gain test, capacitance 
function (20 (xF, 3 ranges), fre- 
quency counter (200 kHz, 2 
ranges), carrying case 
DIMENSIONS/WEIGHT: 7 x 
3.5 X 1.5 inches/1.7 pounds 
PRICE: $74.95 

COMPANY: Philips ECG 
MODEL: DM-78 
DESCRIPTION: A heavy-duty, 
water-resistant meter suitable for 
industrial applications. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 


AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 20 A, 5 

ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges high power, 

5 ranges low power 
SPECIAL FEATURES: Auto/ 
manual ranging, extended 
ranges (in manual mode), low- 
power resistance function, mem- 
ory function, probe holder, audi- 
ble continuity test, diode test, 
data hold, analog bargraph dis- 
play 

DIMENSIONS/WEIGHT: 6.9 x 

3 3 X 1 .2 inches/12 ounces 
PRICE: $74.95 

COMPANY: Philips ECG 
MODEL: DM-76 
DESCRIPTION: This upgrade of 
the DM-74 adds data hold and a 
transistor gain test. 

DIGITS: SVz 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 10 A, 2 

ranges AC/DC 

RESISTANCE RANGE. 20 

megohms, 6 ranges high power, 

5 ranges low power 
SPECIAL FEATURES: Auto/ 
manual ranging, extended 
ranges (in manual mode), low- 
power resistance function, mem- 
ory/null (nulls out lead resis- 
tance), audible continuity test, 
diode test, transistor gain test, 
data hold 

DIMENSIONS/WEIGHT: 6x3 

X 1.4 inches/8.1 ounces 
PRICE. $74,95 

COMPANY: Elenco €lectronics, 

Inc. 

MODEL: M-2660 
DESCRIPTION: A full-featured 
meter that also offers a capacitor 
test function. 

DIGITS: 3y2 

DC VOLTAGE RANGE: 1000 
volts, 4 ranges 

AC VOLTAGE RANGE. 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, transistor gain test, capaci- 
tance test (20 pF, 5 ranges), au- 
dible continuity test 
DIMENSIONS/WEIGHT: N.A. 

PRICE: $75.00 

COMPANY: Mercer Electronics 
MODEL: 9301 

DESCRIPTION: A general-pur- 
pose DMM with all of the basic 
measurement functions. 

DIGITS: 3^2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 
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RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test 
DIMENSIONS/WEiGHT:6.69 x 
3.43 X 1.65 inches/12.1 ounces 
PRICE: $77.70 

COMPANY: B&K Precision 
MODEL: 2905 

DESCRIPTION: A general pur- 
pose DMM. 

DIGITS: 3V2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 4 
ranges DC/3 ranges AC 
RESISTANCE RANGE: 20 
megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, ca- 
pacitance test function (20 p-F, 5 
ranges), transistor gain test, 
drop-resistant case (to 4 ft.) 
DIMENSIONS/WEIGHT: 7.5 x 
3.6 X 1.4 inches/13 ounces 
PRICE: $79.00 

COMPANY: Extech Instruments 
MODEL: 380501 
DESCRIPTION: A compact, au- 
toranging DMM. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 20 amps, 3 
ranges AC/DC 

RESISTANCE RANGE: 20 * 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, auto- 
ranging, data hold, carrying case 
DIMENSIONS/WEIGHT: 5.5 x 
3 X 1.5 inches/10 ounces 
PRICE: $79.00 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-4300A 
DESCRIPTION: A full-featured 
multimeter that’s rugged enough 
for professional use, yet inexpen- 
sive and simple to use, making it 
ideal for the hobbyist. An up- 
grade of the DM-4200A, this 
meter adds a capacitance test 
function. 

DIGITS: 31^ 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: diode 
test, audible continuity test, ca- 
pacitance test function (20 pF, 5 
ranges), transistor test 
DIMENSIONS/WEIGHT. 5.0 x 
2.8 X 1.4 inches/7 ounces 
PRICE: $79.95 

COMPANY: Alfa Electronics 
MODEL: 175A 

DESCRIPTION: A general pur- 


pose meter with a capacitance 
function, a frequency counter, 
and a logic probe. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 200 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, ca- 
pacitance test (20 pF, 5 ranges), 
frequency counter (1 H2-20 
MHz), 20-MHz logic probe, tran- 
sistor gain test, LED test 
DIMENSiONS/WEIGHT: 6.3 x 
3.3 X 1.5 inches/N.A. 

PRICE: $79.95 

COMPANY: Beckman Industrial 
MODEL: DM23 

DESCRIPTION: Beckman’s 
base multi-function DMM, this 
meter adds an audible continuity 
test, a diode test and a transistor 
gain measurment to the normal 
compliment of meter functions. 
DIGITS: m 

DC VOLTAGE RANGE. 1000 
volts, 5 ranges 

AC VOLTAGE RANGE. 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps 
DC/AC , 4 ranges DC, 3 ranges 
AC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor gain function 
DIMENSIONS/WEIGHT: 160 x 
76 X 36 mm/311 grams 
PRICE: $79.95 

COMPANY: Brunelle Instru- 
ments, Inc. 

MODEL: 4040 

DESCRIPTION: This small, low- 
cost DMM offers a full compli- 
ment of useful features including 
capacitance and frequency mea- 
surement functions. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE. 20 

megohms, 6 ranges 
SPECIAL FEATURES: Capaci- 
tance measurement function (20 
pF, 5 ranges), frequency mea- 
surement function (2 Hz-200 
kHz, 3 ranges), 20-MHz logic 
probe, diode test, audible con- 
tinuity test 

DIMENSIONS/WEIGHT: 135 x 

72 X 31 mm/ 220 grams 
PRICE: $79.95 

COMPANY: Fieldpiece Instru- 
ments, Inc. 

MODEL: H221 

DESCRIPTION: A pen-type mul- 
timeter designed for field use. 


DIGITS: 3V^ 

DC VOLTAGE RANGE: 1000 
volts, 4 ranges 

AC VOLTAGE RANGE: 750 
volts, 3 ranges 
CURRENT RANGE: N.A. 
RESISTANCE RANGE: 2000 
ohms, 2 ranges 

SPECIAL FEATURES: Diode 
test, audible continuity test, drop- 
and contaminant-resistant case, 
auto off, data hold 
DIMENSIONS/WEIGHT: 7.2 x 
1.9 X 1 inches/N.A. 

PRICE: $79.00 

COMPANY: Philips ECG 
MODEL: DM-55L 
DESCRIPTION: An upgrade of 
the DM-53, this meters features a 
frequericy counter and a logic 
probe. 

DIGITS: 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 A, 5 

ranges AC/DC 

RESISTANCE RANGE: 2000 
megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, low-power resistance func- 
tion, audible continuity test, tran- 
sistor gain test, frequency coun- 
ter (200 kHz, 3 ranges), TTL logic 
probe, carrying case 
DIMENSIONS/WEIGHT: 5 x 
2.8 X 1.3 inches/7 ounces 
PRICE: $79.95 

COMPANY: Radio Shack 
MODEL: Micronta 22-194 
DESCRIPTION: A full-function 



DMM with transistor gain and ca- 
pacitance measurement fea- 
tures. 

DIGITS: 3V& 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 4 


ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor gain test, capacitance test 
(20 pF, 4 ranges) 
DIMENSIONS/WEIGHT: 6% x 
3Vb X 1% inches/5.82 ounces 
PRICE: $79.95 

COMPANY: Component Spe- 
cialties, Inc 

MODEL: Emco DMR-2012 
DESCRIPTION: A general-pur- 
pose meter that includes tran- 
sistor and capacitor test func- 
tions. 

DIGITS: 31^ 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: diode 
test, audible continuity test, tran- 
sistor gain test, capacitor test (20 
pF, 5 ranges), carrying case 
DIMENSIONS/WEIGHT: m x 
2% X 11/4 inches/N.A, 

PRICE: $81.50 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-3010 
DESCRIPTION: A pushbutton 
operated DMM designed for 
easy, one-handed use. 

DIGITS: 3^/2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Auto 
zero, auto polarity, low-power re- 
sistance function 
DIMENSIONS/WEIGHT: 6% x 
3V2 X 11/2/10 ounces 
PRICE. $84,95 

COMPANY: A. W. Sperry Instru- 
ments, Inc, 

MODEL: DM-6910 
DESCRIPTION: This autorang- 
ing (voltage and resistance 
ranges only) DMM offers many 
features normally found only in 
more expensive units. Notewor- 
thy is an expanded resolution 
feature that extends the mea- 
surement capability of each man- 
ual range by 50%. An upgrade of 
the 6510, this meter adds tran- 
sistor test, diode test, and data 
hold functions. 

DIGITS: 31/2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 10 amps, 2 
ranges AC/DC 

RESISTANCE RANGE: 20 
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DIGITS: 3^2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 
RESISTANCE 


DC/AC , 4 ranges DC, 3 ranges 


DIMENSIONS/WEIGHT: 5 x 

2^4 X m inches/N.A. 

PRICE: $84.95 

COMPANY: Philips EGG 
MODEL: DM-310 
DESCRIPTION: A professional 
quality, general purpose DMM 
with a low valued resistance 
range (20-ohm full scale) w/zero 
adjust and 0.1% basic DC ac- 
curacy. 

DIGITS: 3y2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 A, 6 

ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, low- 
value resistance range, low- 
power resistance function 
DIMENSIONS/WEIGHT: 6.8 x 
3.5 X 1.7 inches/12 ounces 
PRICE: $85.70 


RESISTANCE RANGE: 2000 
megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor gain function, capacitance 
test function (20 jxF, 5 ranges, 
3% ±10 digit accuracy), logic 
test, auto off 

DIMENSIONS/WEIGHT. 168 x 

81 X 35 mm/311 grams 
PRICE: $89.95 

COMPANY: Elenco Electronics, 

MODEL: M-2670 
DESCRIPTION: An upgrade of 
the 2660, this meter adds a fre- 
quency counter and a logic 
probe. 

DIGITS: 3V^ 

DC VOLTAGE RANGE: 1000 
volts, 4 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 


RANGE: 2000 
megohms, 7 ranges 
SPECIAL FEATURES: Frequen- 
cy counter (200 kHz, 3 ranges), 
capacitance test (20 |aF, 5 
ranges), transistor gain test, log- 
ic probe, diode test, audible con- 
tinuity test 

DIMENSIONS/WEIGHT: 2.8 x 

5.1 X 1.3 inches/N.A. 

PRICE: $89.00 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-8010 
DESCRIPTION: A full-featured, 
general-purpose DMM with a 
basic DC accuracy of 0.25%. 
DIGITS: 3^2 

DC VOLTAGE RANGE: 1000 
vdts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 7 ranges 
SPECIAL FEATURES: instant 
continuity buzzer, auto zero, auto 
polarity, diode test, low-power re- 
sistance test 

DIMENSIONS/WEIGHT: 6.7 x 

3.43 X 1,65 inches/10 ounces 
PRICE: $89.95 

COMPANY: American Reliance, 
Inc. 

MODEL: AR-160H 
DESCRIPTION: This feature 
packed DMM also measures ca- 
pacitance and transistor gain. 

DIGITS: 3V& 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor gain test, capacitance test 
(1 pF to 19.99 jJiF, 5 ranges) 
DIMENSIONS/WEIGHT: 6.8 x 
3.4 X 1.4 irK;hes/10.6 ounces 
PRICE: $89.95 

COMPANY: Beckman Industrial 
MODEL: DM25xl 
DESCRIPTION: This multi-func- 
tion DMM is an upgrade of the 
DM23; it adds a capacitance test 
function, a logic test function, 
and an extended resistance 
measurement range to that 
meter. 

DIGITS: 3^2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps 


megohms, 6 ranges (5 ranges 
low-power mode) 

SPECIAL FEATURES: Audible 
continuity test, auto/manual 
ranging, extended resolution fea- 
ture, low-power resistance mode, 
diode test, transistor gain test, 
data hold, memory function 
DIMENSIONS/WEIGHT: 5 9 x 
3 X 1.3 inches/8.1 ounces 
PRICE: $84.95 

COMPANY: Beckman Industrial 
MODEL: DM20L 
DESCRIPTION: An upgrade of 
the DM1 5B, this meter adds a 
transistor gain function, a logic 
test, and higher resistance * 
ranges yet still retails at a reason- 
able price. 

DIGITS. 3^2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE. 2 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 2000 
megohms, 8 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor gain function, logic test 
DIMENSIONS/WEIGHT 24 x 
70 X 120 cm/ 175 grams 
PRICE. $84.95 

COMPANY: Component Spe- 
cialties, Inc 

MODEL: SPECO FD-95AR 
DESCRIPTION: An autoranging 
DMM with memory. 

DIGITS: 3V2 

DC VOLTAGE RANGE: 1000 
volts, 4 ranges 

AC VOLTAGE RANGE: 500 

volts, 4 ranges 

CURRENT RANGE: 10 amps, 3 
ranges AC/DC 

RESISTANCE RANGE: 2000k 
ohms, 5 ranges 

SPECIAL FEATURES: Auto and 
manual ranging, range hold, zero 
adjust, memory mode; carrying 
case, audibfe continuity test, low- 
power resistance mode 


COMPANY: Component Spe- 
cialties, Inc 

MODEL: Emco DMR-2208 
DESCRIPTION: A general-pur- 
pose meter that includes a built- 
in frequency counter and a ca- 
pacitor test function. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 4 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: diode 
test, audible continuity test, car- 
rying case capacitor test (20 >iF, 
5 ranges), frequency counter 
(200 kHz, 3 ranges) 
DIMENSIONSAVEIGHT: 5y4 x 
2% X Wa inches/N.A. 

PRICE: $87.95 

COMPANY: Extech Instruments 
MODEL: 380165 
DESCRIPTION: This “Mini 


CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 200 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, transistor gain test, capaci- 
tance test (20 p-F, 5 ranges), au- 
dible continuity test, frequency 
counter (200 kHz, 3 ranges), log- 
ic probe function 
DIMENSIONS/WEIGHT: N.A. 
PRICE: $89.95 

COMPANY: Heath Company 
MODEL. 2380 

DESCRIPTION: A shock and 
water resistant autoranging 
DMM with an analog bargraph 
display. 

DIGITS: 3V^ 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 5 
ranges AC/DC 

RESISTANCE RANGE. 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, auto/ 
manual ranging, display hold, 
low-power resistance function. 


Rangemaster” features a built-in 
logic probe, as well as a frequen- 
cy counter and a capacitor test 
function. 
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shock-proof and waterproof 
case, analog bargraph display 

DIMENSIONS/WEIGHT: N A. 
PRiCE: $89.95 

COMPANY: Triplett Corporation 
MODEL: 3360 

DESCRIPTION: A full featured, 
auto/manual ranging DMM. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 10 amps, 4 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Audible 
continuity test, data hold, diode 
test, auto/manual ranging 
DIMENSIONS/WEIGHT: 572 x 
2% X 1 inches/8 ounces 
PRICE: $9100 

COMPANY: Philips ECG 
MODEL: DM-306 
DESCRIPTION: A heavy-duty, 
professional quality, general pur- 
pose DMM. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 A, 5 

ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, 
water resistant, probe holder 
DIMENSIONS/WEIGHT: 6.9 x 
3.3 X 12 inches/12 ounces 
PRICE: $92 95 

COMPANY: B&K Precision 
MODEL: 2906 

DESCRIPTION: This upgrade of 
the 2905 features a TTL/CMOS 
logic probe and a temperature 
measurement function. 

DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 4 
ranges DC/3 ranges AC 
RESISTANCE RANGE: 20 
megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, TTL/ 
CMOS logic probe, transistor 
gain test, temperature measure- 
ment (“20 to + 1000'’C/-4 to 
-f 1832°F), drop-resistant case 
(to 4 ft.) 

DIMENSIONS/WEIGHT: 7 5 x 

3.6 X 14 inches/13 ounces 
PRICE: $99.00 

COMPANY: B&K Precision 
MODEL: 2911 

DESCRIPTION: An auto/manual 
ranging DMM with an analog bar- 
graph display. 

DIGITS: 33/4 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 


volts, 5 ranges 

CURRENT RANGE: 10 amps, 1 
range AC/DC 

RESISTANCE RANGE: 40 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, auto/ 
manual ranging, analog bar- 
graph display 

DIMENSIONS/WEIGHT: 6 8 x 

3.2 X 1.3 inches/13 ounces 
PRICE: $99.00 

COMPANY: B&K Precision 
MODEL: 2820 

DESCRIPTION: A ruggedized 
DMM for use in industrial and 
other demanding applications. 

DIGITS: 31^ 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, auto 
power off, probe holder, water- 
and shock-resistant case 
DIMENSIONS/WEIGHT: 6% x 
3¥i6 x 174 inches/12 ounces 
PRICE; $99.00 

COMPANY: B&K Precision 
MODEL: 377 

DESCRIPTION: This lower- 
priced version of the 388-HD 
“portable test bench” offers 
many of the benefits of that popu- 
lar DMM. 



DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 2000 
megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, ca- 
pacitor test (20 |jiF, 5 ranges), 
transistor gain test, frequency 
counter (20 Hz-20 kHz), logic 
probe (TTL) 

DIMENSIONS/WEIGHT: 5 x 

2% X 13^ inches/9 ounces 
PRICE: $99.00 

COMPANY: Extech Instruments 


MODEL: 380166 
DESCRIPTION: This Mini 
Rangemaster” model features a 
temperature measurement func- 
tion, a frequency counter, and a 
capacitor test function. 

DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 2000 
megohms, 7 ranges 
SPECIAL FEATURES; Frequen- 
cy counter (20 kHz, 3 ranges), 
capacitance test (20 p.F, 5 
ranges), transistor gain test, tem- 
perature measurement function 
(1400T/750®C, 1 range), diode 
test, audible continuity test, 
beaded wire temperature probe 
DIMENSIONS/WEIGHT: 2.8 x 
5.1 X 13 inches/N.A. 

PRICE: $99.00 

COMPANY: John Fluke Mfg. 
Co., Inc. 

MODEL: 73 

DESCRIPTION: This upgrade of 
the model 70 adds an AC/DC 
current function. 

DIGITS: 4 (3200 count) 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 10 amps, 1 
range AC/DC 

RESISTANCE RANGE: 32 

megohms, 6 ranges 
SPECIAL FEATURES: Auto/ 
manual ranging, diode test, audi- 
ble continuity test, “Touch Hold”, 
auto power off, analog bargraph 
display 

DIMENSIONS/WEIGHT: 6.55 x 
2.95 X 1.12 inches/12 ounces 
PRICE: $99.00 

COMPANY: Omega Engineer- 
ing, Inc. 

MODEL: HHM55 
DESCRIPTION: Economical 
multi-function DMM that mea- 
sures temperature, frequency, 
and transistor gain. It is available 
in two colors; gray and yellow. 
DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES. Temper- 
ature measurement (“-58°F- 
+ 1999°F, - 50- + 1300°C), fre- 
quency measurement (to 200 
kHz), transistor gain measure- 
ment, diode test, audible con- 
tinuity test 

DIMENSIONS/WEIGHT: 6.5 X 

3.1 X 13 inches/8.5 ounces 

PRICE: $99 

COMPANY: American Reliance, 


Inc. 

MODEL: AR-690LP 
DESCRIPTION: A feature- 
packed meter that Includes a 
built-in TTL logic probe. 

DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, con- 
ductance function, peak hold, 
built-in 25-MHz TTL logic probe 
with audible indicator 
DIMENSIONS/WEIGHT: 6.9 x 
3.4 X 12 inches/10.6 ounces 
PRICE: $99.95 

COMPANY: Elenco Electronics, 
Inc. 

MODEL: M-2680 
DESCRIPTION. An upgrade of 
the 2670, this meter adds a tem- 
perature measurement function. 

DIGITS: 372 

DC VOLTAGE RANGE. 1000 
volts, 4 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 200 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, transistor gain test, capaci- 
tance test (20 p.F, 5 ranges), au- 
dible continuity test, frequency 
counter (20 kHz, 3 ranges), tem- 
perature measurement function 
(- 20 - 1750 ^^ 0 ; 0 - 1 400 ^^^ 1 
range) 

DIMENSIONS/WEIGHT: N.A. 
PRICE: $99.95 

COMPANY: Fieldpiece Instru- 
ments, Inc. 

MODEL: H223 

DESCRIPTION: This upgrade of 
the HS21 adds a dangerous volt- 
age beeper and a capacitance 
function 

DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 4 ranges 

AC VOLTAGE RANGE: 750 
volts, 3 ranges 
CURRENT RANGE: N.A, 
RESISTANCE RANGE. 2000 
ohms, 2 ranges 

SPECIAL FEATURES. Diode 
test, audible continuity test, drop- 
and contaminant-resistant case, 
auto off, data hold, capacitance 
function (200 |xF, 1 range), dan- 
gerous-voltage alert 
DIMENSIONS/WEIGHT: 7 2 x 
1.9 x 1 inches/N.A. 

PRICE: $99.00 

COMPANY: Fieldpiece Instru- 
ments, Inc, 

MODEL: HB71 

DESCRIPTION: A heavy-duty 
meter designed for field-service 
technicians. 
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DMM MANUFACTURERS AND DISTRIBUTORS 



A.W. Sperry Instruments, Inc. 
245 Marcus Blvd. 
Hauppauge, NY 11788 
Tel: 516-231-7060 
Fax; 516-434-3128 

CIRCLE 116 ON FREE 
INFORMATION CARD 


Brunelle Instruments, Inc. 
RO. Box 1223 
Newport, VT 05855 
Tel: 800-567-3506 
Fax: 819-569-1408 

CIRCLE 125 ON FREE 
INFORMATION CARD 


Fordham Radio 
260 Motor Parkway 
Hauppauge, NY 11788-5134 
Tel: 516-435-8080 
Fax: 516-435-8079 

CIRCLE 131 ON FREE 
INFORMATION CARD 

Global Specialties 
70 Fulton Terrace 
New Haven, CT 06512 
Tel: 203-624-3103 
Fax: 203-468-0600 

CIRCLE 132 ON FREE 
INFORMATION CARD 

Heath Company 
Benton Harbor, Ml 49022 
Tel: 800-253-0570 

CIRCLE 133 ON FREE 
INFORMATION CARD 

Jameco Electronics 
1355 Shoreway Rd. 
Belmont, CA 94002 
Tel: 415-592-8097 
Fax: 415-592-2503 

CIRCLE 134 ON FREE 
INFORMATION CARD 

John Fluke Mfg. Co. 

RO. Box 9090 
Everett, WA 98206 
Tel: 206-347-6100 
Fax: 206-356-6116 

CIRCLE 135 ON FREE 
INFORMATION CARD 

Kelvin Electronics 
7 Fairchild Ave. 

Plainview, NY 11803 
Tel: 516-349-7620 
Fax: 516-349-7830 

CIRCLE 136 ON FREE 
INFORMATION CARD 

Kyoritsu Instrument 
Works, Ltd. 

62 N. Coleman Rd. 
Centereach, NY 11720 
Tel: 516-736-0601 
Fax: 516-732-4660 

CIRCLE 137 ON FREE 
INFORMATION CARD 


Mercer Electronics 
859 Dundee Ave. 

Elgin, IL 60120-3090 
Tel: 708-697-2265 
Fax: 708-697-2272 

CIRCLE 136 ON FREE 
INFORMATION CARD 


AEMC Corporation 
99 Chauncy St. 

Boston, MA 02111 
Tel: 617-451-0227 
Fax:617-423-2952 

CIRCLE 117 ON FREE 
INFORMATION CARD 


Omega Engineering, Inc. 
One Omega Drive, ^x 4047 
Stamford, CT 06907 
Tel: 203-359-1660 
Fax; 203-359-7700 

CIRCLE 139 ON FREE 
INFORMATION CARD 


Component Specialties, Inc 
1172 Route 109, RO. Box 624 
Lindenhurst, NY 11757 
Tel: 516-957-8700 
Fax: 516-957-9142 

CIRCLE 126 ON FREE 
INFORMATION CARD 


Alfa Electronics 

RO. Box 8089 

Princeton, NJ 08543-8089 

Tel : 800-526- ALFA, 609-275-0220 

CIRCLE 118 ON FREE 
INFORMATION CARD 

American Reliance, Inc. 

9952 E. Baldwin Place 
El Monte, CA 91731 
Tel: 818-575-5110 
Fax: 818-575-0801 

CIRCLE 121 ON FREE 
INFORMATION CARD 

Amprobe Instrument 

630 Merrick Rd., RO. Box 329 

Lynbrook, NY 11563 

Tel: 516-593-5600 

Fax: 516-593-5682 

CIRCLE 122 ON FREE 
INFORMATION CARD 


Philips ECG 
1025 Westminister Dr. 
Williamsport, PA 17701 
Tel: 717-323-4691 

CIRCLE140ONFREE 
INFORMATION CARD 


Daetron 

7270 Tobram Rd., Unit 22 
Mississauga, Ontario, 
Canada, L4T 3X2 
Tel: 416-676-1600 

CIRCLE 127 ON FREE 
INFORMATION CARD 


Radio Shack 
One Tandy Center 
Fort Worth, TX 76102 

CIRCLE 141 ON FREE 
INFORMATION CARD 


Elenco Electronics, Inc. 

150 West Carpenter Ave. 
Wheeling, IL 60090 
Tel: 708-541-3800 
Fax: 708-520-0085 

CIRCLE 128 ON FREE 
INFORMATION CARD 


Simpson Electric Company 
853 Dundee Ave. 

Elgin, IL 60120-3090 
Tel: 708-697-2260 
Fax: 708-697-2272 

CIRCLE 142 ON FREE 
INFORMATION CARD 


Extech Instruments 
335 Bear Hill Rd. 

Waltham, MA 02154 
Tel: 617-890-7440 
Fax: 617-890-7864 

CIRCLE 129 ON FREE 
INFORMATION CARD 


Tegam, Inc. 

7230 North Ridge Rd. 
Madison, OH 44057 
Tel: 216-428-7505 
Fax: 216-428-1068 

CIRCLE 143 ON FREE 
INFORMATION CARD 


8&K Precision 
6470 W: Cortland St. 
Chicago, IL 60635 
Tel: 312-889-9087 

CIRCLE 123 ON FREE 
INFORMATION CARD 


Triplett Corporation 
One Triplett Drive 
Bluffton, OH 45817 
Tel: 419-358-5015 
Fax:419-358-7956 

CIRCLE 144 ON FREE 
INFORMATION CARD 


Beckman Industrial 
3883 Ruffin Rd. 

San Diego, CA 92123-1898 
Tel: 619-495-3200 
Fax: 619-268-0172 

CIRCLE 124 ON FREE 
INFORMATION CARD 


Reldpiece Instruments, Inc. 
8322B Artesia Blvd. 

Buena Park, CA 90621 
Tel: 714-992-1239 

CIRCLE 130 ON FREE 
INFORMATION CARD 


volts, 6 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 4 
ranges DC/3 ranges AC 
RESISTANCE RANGE: 20 
megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor gain test, capacitance 
function (20 |xF, 3 ranges), fre- 
quency counter (200 kHz, 2 
ranges), data hold, carrying case 
DIMENSIONS/WEIGHT: 7 x 
3.5 X 1.5 inches/1.7 pounds 
PRICE: $99.95 

COMPANY: Radio Shack 
MODEL: Micronta 22-164 
DESCRIPTION: An autoranging 
DMM with a built-in speech syn- 


DIGITS.3^/2 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE; 20 amps, 4 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, drop- 
and contaminant-resistant case, 
auto off 

DIMENSIONS/WEIGHT: 6.9 x 

2.8 X 1.5inches/N.A. 

PRICE: $99.00 

COMPANY: Heath Company 
MODEL: 2372 

DESCRIPTION: This upgrade of 
the 2311 adds a frequency coun- 


volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor gain test, capacitance test 
(20p.F, 5 ranges), frequency 
counter (20 MHz, 5 ranges), logic 
probe, led test 

DIMENSIONS/WEIGHT: N.A. 
PRICE: $99.95 

COMPANY: Jameco Electronics 
MODEL: Metex M4650 
DESCRIPTION: This upgrade of 
the M4650 adds a 4!^*digit dis- 
play and a data-hold feature. 
DIGITS: m 

DC VOLTAGE RANGE: 1000 


ter and a logic prone function 

DIGITS: 3% 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 
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ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, drop- 
and contaminant-resistant case, 


SPECIAL FEATURES: Analog COMPANY: Amprobe Instru- 

bargraph display, transistor test ment 

function, capacitor test function MODEL: AM-4B 

(20 5 ranges), diode test, au- DESCRIPTION : An industriai- 

dible continuity test, carrying quality meter that includes low- 

case current and (ow-resistance 

DIMENSIONS/WEIGHT: N,A. ranges. 

PRICE: $103.96 DIGITS: m 

u. * * DC VOLTAGE RANGE: 1500 

£««« ^ volts. 5 ranges 

TK Q AC VOLTAGE RANGE; 1000 

DESOR PTION: This Range- ^ns^granges 

master II is built into an indus- CURRENT RANGE; 10 amps, 6 
rial-size case and tea ures a ranges AC/DC 
large (0.7-inch) display. In addi- res I STA NCE RANGE2 

tiontostandardfunctions,itmea- 7 ranges 

sures frequency, capacitance, SPECIAL FEATURES: Diode 

^®st, audible continuity test, 

.nnn DIMENSIONS/WEIGHT: 6% X 
V0 *-TAGE range. 1000 X Wi6 inches/12.36 ounces 
volts, 5 ranges ppir'iP* liiOQ as 

AC VOLTAGE RANGE: 750 

volts, 5 ranges COMPANY: Beckman Industrial 

CURRENT RANGE: 20 amps, 5 MODEL: DM27xl 
ranges AC/DC DESCRIPTION: This multi-func* 

RESISTANCE RANGE: 20 tion DMM is an upgrade of the 
megohms, 6 ranges DM25xl; it adds a frequencv 

SPECIAL FEATURES: Frequen- measurement function and ar 
cy counter (200kHz, 3 ranges), LED test, 
capacitance test (20 pF, 4 
ranges), transistor gain test, di- 
ode test, audible continuity test 

DIMENSIONS/WEIGHT: 3 x j 

6-4 X 1.3 inches/N.A. 

PRICE: $109.00 ' , 

COMPANY: Omega Engineer- 


thesizer for audible readouts. 

DIGITS: 3% 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 300 mA, 1 
range AC/DC 

RESISTANCE RANGE. 30 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, auto- 
ranging, built-in speech syn- 
thesizer for audible readings 
(voice button on special probe) 
DIMENSIONS/WEIGHT. 6^yi6 x 
Z% X 1V4 inches/8 ounces 
PRICE: $99.95 


capacitance function (200 jjiF, 5 
ranges), auto off 
DIMENSIONS/WEIGHT: 6.9 x 
2.8 X 1.5 inches/N.A. 

PRICE: $109.00 

COMPANY: Component Spe- 
cialties, Inc 

MODEL: Emco DMR-2208 
DESCRIPTION: A full-featured 
meter that includes transistor, ca- 
pacitor, and frequency test func- 
tion and a built-in TTL logic 
probe. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 6 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, tran- 
sistor test, capacitor test (20 p.F, 
5 ranges), frequency counter 
(200 kHz, 3 ranges), TTL logic 
probe, carrying case 
DIMENSIONS/WEIGHT: 7^2 x 
3^2 X VA inches/N.A, 

PRICE: $111.75 

COMPANY: Extech Instruments 
MODEL: 380196 
DESCRIPTION: An autoranging, 
multi-featuied DMM in a weather- 
proof case. 

DIGITS: 31^ 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 20 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Analog 
bargraph display, diode test, au- 
dible continuity test, auto/manual 
ranging, data hold, memory off- 
set, weatherproof case, probe 
holder, auto power off 


MODEL: HHM57 

DESCRIPTION: A full-featured 

DMM that also offers tempera- 

ture, transistor gain, and capaci- ' 

tance measurement functions. | 

DIGITS: 3^2 4 

DC VOLTAGE RANGE: 1000 

volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges DIGITS: SVa 

CURRENT RANGE: 10 amps, 5 DC VOLTAGE RANGE: 1000 
ranges AC/DC volts, 5 ranges 

RESISTANCE RANGE: 2000 AC VOLTAGE RANGE. 750 
megohms, 7 ranges volts, 5 ranges 

CURRENT RANGE: 10 amps 

DC/AC . 5 ranges 

RESISTANCE RANGE: 2000 
I m megohms, 7 ranges 

; ^ SPECIAL FEATURES: Diode 

« test, audible continuity, test, tran- 

fi. -M sistor gain function, capacitance 

^ V test function (20 jxF, 5 ranges, 

/58P^ accuracy), frequen- 
M f®* cy measurement (10 Hz-20 
MHz), logic test, LED test, auto 
off 

DIMENSIONS/WEIGHT: 168 x 

3-} X 36 mm/311 grams 
PRICE: $109.95 

COMPANY: Fieldpiece Instru- 
ments, Inc. 

MODEL: HB73 

DESCRIPTION: This upgrade of 
the HB71 adds a capacitance 
function 

DIGITS: 3^2 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 20 amps, 4 


COMPANY: Component Spe- 
cialties, Inc 

MODEL: SPECO FD-100TC 
DESCRIPTION. This versatile 
multimeter offers capacitor and 
transistor tests. 

DIGITS: 31^ 

DC VOLTAGE RANGE. 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 700 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 5 
ranges DC/4 ranges AC 
RESISTANCE RANGE: 20 
megohms, 6 ranges 
SPECIAL FEATURES: Audible 
continuity test with LED indicator, 
diode test, capacitance test (20 
|jlF, 5 ranges), transistor test, car- 
rying case 

DIMENSIONS/WEIGHT: 6^4 x 

3% X VA inches/N.A. 

PRICE: $103.95 

COMPANY: Component Spe- 
cialties, Inc 

MODEL: Emco DMR-3600B . 
DESCRIPTION: A good general- 
purpose meter with capacitor 
and transistor test functions and 
an analog bargraph display 
DIGITS: 3t^ 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 6 ranges 

CURRENT RANGE: 20 amps, 5 
ranges AC/DC 
RESISTANCE RANGE 

megohms, 6 ranges 


SPECIAL FEATURES: Temper- 
ature measurement (1400°F, 2 
ranges; 750®C, 2 ranges), capac- 
itance measurement (20 jiF, 5 
ranges), transistor gain test, di- 
ode test, audible continuity test, 
type K beaded wire probe, carry- 
ing case 

20 DIMENSIONS/WEIGHT. N.A. 
PRICE: $109.00 




DIMENSiONS/WEiGHT: 6.8 x 

3.3 X 1.2 inches/1 2.6 ounces 
PRICE: $119.00 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-8100 
DESCRIPTION. A member of 
the “Techmaster” series, this 
drop-proof, water-resistant, pro- 
fessional-quality meter is de- 
signed to operate even under 
adverse conditions. 

DIGITS: aVz 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 20 amps, 4 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Auto- 
ranging, audible continuity test, 
logic indicator, data hold, range 
hold, relative readings, low- 
power resistance, diode test, 
auto power off 

DIMENSIONS/WEIGHT: 7.5 x 

3.4 X 1.5 inches/12.9 ounces 
PRICE: $119.95 

COMPANY: Fieldpiece Instru- 
ments, Inc. 

MODEL: H225 

DESCRIPTION: This upgrade of 
the HS23 adds a logic probe. 

DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 4 ranges 

AC VOLTAGE RANGE: 750 
volts, 3 ranges 
CURRENT RANGE: N.A. 
RESISTANCE RANGE: 2000 
ohms, 2 ranges 

SPECIAL FEATURES: Diode 
test, audible continuity test, drop- 
and contaminant-resistant case, 
auto off, data hold, capacitance 
function (200 \xf, 1 range), dan- 
gerous-voltage alert, logic probe 
DIMENSIONS/WEIGHT: 7.2 x 
1.9 X 1 inches/N.A. 

PRICE: $119.00 

COMPANY: Kyoritsu Instrument 
Works, Ltd. 

MODEL: 1007 

DESCRIPTION: A rugged, 372- 
digit autoranging DMM that of- 
fers good accuracy and plenty of 
features at an ecomomical price. 

DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 12 amps, 2 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Auto- 
ranging, audible continuity test, 
diode test, data hold, range hold, 
low-power resistance range 
DIMENSIONS/WEIGHT: 163 x 
78 X 30 mm/300 grams 
PRICE: $119.95 

COMPANY: B&K Precision 


MODEL: 388-HD 
DESCRIPTION: A professional- 
quality DMM with a full compli- 
ment of useful functions and fea- 
tures. 

DIGITS: 372 

DC VOLTAGE RANGE. 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 2000 
megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, ca- 
pacitor test (20 m-F, 5 ranges), 
transistor gain test, frequency 
counter (20 H2-20 kHz), logic 
probe (TIL), drop resistant (to 4 
ft.) 

DIMENSIONS/WEIGHT: 7V^ x 

372 X 1% inches/13 ounces 
PRICE: $129.00 

COMPANY: Beckman Industrial 
MODEL: 223F 

DESCRIPTION: This profession- 
al-quality, autoranging DMM fea- 
tures an audible readout that 
changes pitch with changes in in- 
put levels. 

DIGITS: 372 



DC VOLTAGE RANGE. 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps. 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 5 ranges 
SPECIAL FEATURES: Auto- 
ranging, Diode test, continuity 
test, logic-pulse detector, audible 
readout 

DIMENSIONS/WEIGHT: 173 x 

71 X 32 mm/326 grams. 

PRICE: $129.00 

COMPANY: Brunelle Instru- 
ments, Inc. 

MODEL: 4070 
DESCRIPTION: A pushbutton- 
operated 472-digit DMM. 


DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, transistor gain test, audible 
and visible continuity test 
DIMENSIONS/WEIGHT: N.A. 
PRICE: $129.00 

COMPANY. Philips ECG 
MODEL: DM-410 
DESCRIPTION: A 472-digit DMM 
with .05% basic DC accuracy. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 6 ranges 

CURRENT RANGE: 10 A, 4 

ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible and visable con- 
tinuity test. 200-ohm range with 
zero adjust 

DIMENSIONS/WEIGHT: 6.8 x 

3.5 X 1 .7 inches/12.5 ounces 
PRICE: $129.00 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-8400 
DESCRIPTION: A member of 
the “Techmaster” series, this 
drop-proof, water-resistant, pro- 
fessional-quality meter is de- 
signed to operate even under 
adverse conditions. 

DIGITS: 33/4 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 20 amps, 4 
ranges AC/DC 

RESISTANCE RANGE: 400 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, logic 
indicator, data hold, auto power 
off, frequency/ duty-cycle test (0 
to 4000 kHz, 4 ranges), peak 
hold, low-power resistance test 
DIMENSIONS/WEIGHT: 7.5 x 
3.4 X 1,5 inches/12.9 ounces 
PRICE: $129.95 

COMPANY: Alfa Electronics 
MODEL: 2360 

DESCRIPTION: A general pur- 
pose meter with a capacitance 
function, an inductance function, 
a frequency counter, a tempera- 
ture function, and a logic probe. 
DIGITS: 33/4 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE. 750 


SPECIAL FEATURES: Diode 
test, audible continuity test, ca- 
pacitance test (40 p.F, 5 ranges), 
frequency counter (1 Hz-4 MHz), 
20-MHz logic probe, temperature 
function (302®F/150°C, 1 range), 
peak hold, carrying case 
DIMENSIONS/WEIGHT: 7.4 x 

3.5 x 1.5 inches/13.2 ounces 
PRICE: $129.95 

COMPANY: American Reliance, 
Inc. 

MODEL: AR-3000 
DESCRIPTION: A programma- 
ble, autoranging 3%-digit DMM 
with an analog bargraph display, 
a dBm function for audio/commu- 
nications applications, and 0.5% 
basic DCV accuracy. 

DIGITS: 33/4 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 20 amps, 3 
ranges AC/DC 

RESISTANCE RANGE: 40 

megohms, 6 ranges 
SPECIAL FEATURES: dBm 

function, diode test, audible con- 
tinuity test, analog bargraph dis- 
play, logic probe function, relative 
measurement mode, data hold, 
min/max function, auto power off, 
auto and manual ranging, range 
hold 

DIMENSIONS/WEIGHT: 6.4 x 

3.25 X 1.4 inches/12.5 ounces 
PRICE: $129.95 

COMPANY: Beckman Industrial 
MODEL: 300A 

DESCRIPTION: A no-frills, pro- 
fessional-quality DMM that offers 
good precision and reliability at 
an affordable price. 

DIGITS: 372 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 2 amps AC/ 
DC, 5 ranges 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, continuity test 
DIMENSIONS/WEIGHT: 17.4 x 
9.3 X 4.6cm/N.A. 

PRICE: $135.00 

COMPANY: Extech Instruments 
MODEL: 380198 
DESCRIPTION: An autoranging, 
multi-featured DMM. This de- 
luxe" model is an upgrade of the 
380196 and adds capacitance 
and frequency measurement 
functions. 

DIGITS: 372 

DC voltage RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 20 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 
megohms, 6 ranges 
SPECIAL FEATURES: Analog 


volts, 5 ranges 

CURRENT RANGE. 10 amps, 4 
ranges AC/DC 

RESISTANCE RANGE: 40 

megohms, 6 ranges 
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bargraph display, diode test, au- 
dible continuity test, auto/manual 
ranging, data hold, memory off- 
set, capacItarKie function {20 jjtF, 
5 ranges), frequency counter (20 
kHz, 2 ranges), probe holder, 
auto power off 

DIMENSIONS/WEIGHT: 6.8 x 

3.3 X t2 inches/12.6 ounces 
PRICE: $139.00 

COMPANY: John Fluke Mfg, 
Co., Inc. 

MODEL: 75/21 

DESCRiPTiON; This upgrade of 
the model 73 adds two additional 
current ranges. Available in in- 
dustrial yellow as the model 21. 
DIGITS: 4 (3200 count) 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 760 

volts, 4 ranges 

CURRENT RANGE: 10 amps, 3 
ranges AC/DC 

RESISTANCE RANGE: 32 

megohms, 6 ranges 
SPECIAL FEATURES: Auto/ 
manual ranging, diode test, audi- 
ble continuity test, “Touch Hold”, 
auto power off, analog bargraph 
display 

DIMEN^ONS/WEtGHT:6,66 x 

2.96 X 1.12 inche$/t2 ounces 
PRICE: $139.00 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-8500 
DESCRiPTiON: A member of 
the “Techmaster” series, this 
drop-proof, water-resistant, pro- 
fessional-quality meter is de- 
signed to operate under even 
adverse conditions. An upgrade 
of the DM-8400, this meter adds 
a capacitance function but de- 
letes the DM-8400’s duty-cycle 
function. 

DIGITS: 3^4 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE; 760 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 3 
ranges AC/DC 

RESISTANCE RANGE: 40 

megohms, 6 ranges 
SPECIAL FEATURES: Audible 
continuity test, diode test, logic 
Indicator, transistor gain test, 
peak hold, auto power off, capac- 
itance test (40 fjuF, 6 ranges), fre- 
quency test (4000 kHz, 4 ranges) 
DIMENSIONS/WEIGHT: 7.5 x 

3.4 X 1.5 inches/12.9 ounces 
PRICE: $139.95 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-8200 
DESCRIPTION: A member of 
the "Techmaster^^ series, this 
drop-proof, water-resistant, pro- 
fessional-quality meter is de- 
signed to operate even under 
adverse conditions. An upgrade 
of the DM-8100, this meter adds 
an analog bargraph display 
DIGITS: 31/2 


DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 760 

volts, 4 ranges 

CURRENT RANGE: 20 amps, 4 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, logic 
indicator, data hold, range hold, 
relative readings, low-power re- 
sistance, auto power off, analog 
bargrfi^h display, autoranging 
DfMENSIONS/WEIGHT: 7.5 x 

3.4 X 1,5 inches/12.9 ounces 
PRICE: $139.95 

COMPANY: Fieldpiece Instru- 
ments, Inc. 

MODEL: HB75 

DESCRIPTION: This upgrade of 
the NB73 adds a logic probe aid 
an analog, variable-pitch output 

mmrs: m 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 20 amps, 3 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, drop- 
and contaminant-resistant case, 
capacitance function (200 m.F, 5 
ranges), logic probe, variable- 
pitch analog output, auto off 
DIMENSIONS/WEIGHT: 6.9 x 
2.8 X 1,6inches/N.A. 

PRICE: $139.00 

COMPANY; Global Specialties 
MODEL: Protometer 4000 
DESCRIPTION: A 3% DMM ca- 
pable of performing 35 measure- 
ment functions. 

DIGITS: 3^4 



DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 4 
ranges AC/DC 

RESISTANCE RANGE: 40 


megohms, 6 ranges 
SPECIAL FEATURES: Mea- 
sures capacitance (4 nF to 40 piF 
over 6 ranges): measures fre- 
quency (0-4 MHz, autoranging); 
diode/LED test; transistor gain 
test: logic probe function; peak 
hold; high-voltage warning; audi- 
ble continuity test; impact resis- 
ts nt 

OIMENSiONS/WeCHT; 3.5 x 

1.6 X 7.6 inches/ 1 lb. 

PRICE: $139.95 

COMPANY: Mercer Electronics 
MODEL: 9401 

DESCRIPTION: A 41^-drgit DMM 
with a data hold function and au- 
dible and visual continuity indica- 
tors, 

DIGITS: 41 /a 

DC VOLTAGE RANGE: 1000 
volts, 6 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE; 10 amps, 4 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible and visual continuity 
test, data hold 

D1MENSI0NSWEIGHT:6.69 x 

3.43 X 1.66 inches/12.1 ounces 
PRICE: $141.75 

COMPANY: AEMC Corporation 
MODEL: 9100 

DESCRIPTION: This meter is 
built into a sturdy nibber housing 
to protect the unit from damage 
due to accidential drops 



DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 6 ranges 

CURRENT RANGE: 20 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, rubber housing 
DIMENSIONS/WEIQHT: 5.7 x 

4.1 X 1.7 inches/12.7 ounces 
PRICE: $149.00 

COMPANY: BScK Precision 
MODEL: 2912 

DESCRIPTION: This upgrade of 
the 2911 offers twice as many 
measurement ranges and adds 


several useful functions. 

DIGITS: 3^/4 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 760 

volts, 6 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 40 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, auto/ 
manual ranging, analog bar- 
graph display, frequency counter 
(400 kHz, 4 ranges), capcitance 
test (40 mF, 8 ranges), data hold, 
peak hold, min/max memory 
DIMENSIONS/WEIQHT: 6.8 x 

3.2 X 1.3 inches/13 ounces 
PRICE: $149.00 

COMPANY: Beckman Industrial 
MODEL: RMS225 
DESCRIPTION: A top-of the line, 
fuii-function, autoranging DMM 
designed with the professional 
user in mind. 

DIGITS: 4 digtts 

DC VOLTAGE RANGE: 1000 
volts, 4 ranges 

AC VOLTAGE RANGE: 750 

volts, 3 ranges 

CURRENT RANGE: 10 amps 
AC/DC, 3 ranges 
RESISTANCE RANGE: 40 

meghohms, 6 ranges 
SPECIAL FEATURES: True rms 
reading, automatic min/max 
mode, relative-measurement 
mode, probe hold, analog bar- 
graph display, self-reseting fuse, 
audible overload alert, automatic 
power down, diode test, protec- 
tive holster 

DIMENSIONS/WEIGHT: 7.6 x 

3.2 X 1.6 Inches (with holster)/ 
11.67 ounces 
PRICE: $149.00 

COMPANY: Tegam, Inc. 

MODEL: 130A 

DESCRIPTION: An industrial- 
quality meter with a dust-, 
splash-, and drop-proof case. 

£HGITS: 3/2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES; Diode 
test; splash-, dust- and drop-re- 
sistant case 

DIMENSIONS/WEiGHT:7 x 3.1 

X 1.6 lnches/1 pound 
PRICE: $149.00 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: OM-8600 
DESCRiPTiON: A member of 
the ‘Techmaster” series, this 
dorp-proof, water-resistant, pro- 
fessional-quality meter is de- 
signed to operate under even 
adverse conditions. An upgrade 
of the DM-8500, this meter re- 
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places the capacitance function 
with a temperature measurement 
function. 

DIGITS: 33/4 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 40 

megohms, 6 ranges 
SPECIAL FEATURES: Audible 
continuity test, diode test, logic 
indicator, peak hold, auto power 
off, temperature measurement 
test (-40°-400°C/1300°C; 
•~58°-400T/2372T), frequen- 
cy measurement (4000 kHz, 4 
ranges) 

DIMENSIONS/WEIGHT: 7.5 x 

3.4 X 1.5 inches/12.9 ounces 
PRICE: $149.95 

COMPANY: American Reliance, 
Inc. 

MODEL: AR-170NL 
DESCRIPTION: This true rms 
reading DMM features audio 
level (In dBm)* and system noise 
measurement functions making 
it especially useful for audio or 
communications applications, 
Basic DCV accuracy is 0.1%. 
DIGITS. 3V2 

DC VOLTAGE RANGE: 1000 
volts, 6 ranges 

AC VOLTAGE RANGE: 750 

volts, 6 ranges 

CURRENT RANGE: 10 amps, 7 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 7 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, true 
rms reading, audio level function 
(-70 to +60 dBm), system- 
noise function with 3-kHz flat 
weighting filter 

DIMENSIONS/WEIGHT: 6.8 x 

3.4 X 1.4 inches/11.7 ounces 
PRICE: $149.95 

COMPANY: American Reliance, 
Inc. 

MODEL: AR-3010 
DESCRIPTION: A programma- 
ble, autoranging 33 / 4 -digit DMM 
with an analog bargraph display 
and a dBm function for audio/ 
communications applications. 
An upgrade of the AR-3000, this 
meter offers better accuracy 
(0.25% basic DCV accuracy) and 
adds a level comparator (“range 
alert”) function. 

DIGITS: 33/4 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 20 amps, 3 
ranges AC/DC 

RESISTANCE RANGE: 40 

megohms, 6 ranges 
SPECIAL FEATURES: dBm 

function, diode test, audible con- 
tinuity test, analog bargraph dis- 
play, logic probe function, relative 


measurement mode, data hold, 
min/max function, auto power off, 
auto and manual ranging, range 
hold, range alert 
DIMENSIONSAVEIGHT: 6.4 x 
3.25 X 1.4 inches/12.5 ounces 
PRICE: $149.95 

$i50-$200 

COMPANY: B&K Precision 
MODEL: 2940 

DESCRIPTION: This 4W-digit 
DMM includes a built-in frequen- 
cy counter. 

DIGITS: 4Vz 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 



AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES. Diode 
test, audible continuity test, fre- 
quency counter (20 Hz-200 
kHz), data hold, drop resistant 
case (to 4 ft.) 

DIMENSIONS/WEIGHT: 7.5 x 

3.6 X 1.4 inches/13 ounces 
PRICE: $160.00 

COMPANY: Beckman Industrial 
MODEL: 31 OB 

DESCRIPTION: A no-frills, pro- 
fessional-quality DMM that offers 
good precision and reliability at 
an affordable price. An upgrade 
of the 300A, this model adds a 
10-amp current range and a 
beeper for the continuity test 
function. 

DIGITS, m 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test 
DIMENSIONS/WEIGHT: 17.4 x 
9.3 X 4.6 cm/N.A. 

PRICE: $165.00 

COMPANY: John Fluke Mfg. 
Co., Inc. 

MODEL: 77/23 

DESCRIPTION: This upgrade of 
the model 75 offers improved 
basic DC accuracy and includes 


Fluke’s Holster/Flex stand. It is 
available in industrial yellow as 
the model 23. 

DIGITS: 4 (3200 count) 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 10 amps, 3 
ranges AC/DC 

RESISTANCE RANGE: 32 

megohms, 6 ranges 
SPECIAL FEATURES: Auto/ 
manual ranging, diode test, audi- 
ble continuity test, “Touch Hold”, 
auto power off, analog bargraph 
display, Holster/Flex stand 
DIMENSIONS/WEIGHT: 6.55 ^ 
2.95 X 1.12 inches/12 ounces 
PRICE: $165.00 

COMPANY: Beckman Industrial 
MODEL: HD153 
DESCRIPTION: This heavy-duty 
meter is designed for depen- 
dability under demanding indus- 
trial conditions with all sensitive 
circuits shock mounted. Among 
its advanced features are auto- 
ranging and an audible readout 
that changes pitch as the meter’s 
input levels increase or de- 
crease. 

DIGITS, m 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 10 amps 
AC/DC, 5 ranges 
RESISTANCE RANGE: 20 
megohms, 5 ranges 
SPECIAL FEATURES: Auto- 
ranging, diode test, continuity 
test, logic-pulse detector, audible 
readout, sealed “environment- 
proof” case 

DIMENSIONS/WEIGHT: 173 x 

71 X 32 mm/326 grams. 

PRICE: $169.00 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-8300 
DESCRIPTION: A member of 
the “Techmaster” series, this 
drop-proof, water-resistant, pro- 
fessional-quality meter is de- 
signed to operate even under 





adverse conditions. An upgrade 
of the DM-8200, this meter adds 
a temperature measurement 
function 

DIGITS: 3/2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 20 amps, 4 
ranges AC/DG 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, logic 
indicator, data hold, range hold, 
relative readings, low-power re- 
sistance, auto power off, analog 
bargraph display, autoranging, 
temperature measurement func- 
tion ( + 58'^F-200^/2372°F; 
-50°C-200"/1300°C) 
DIMENSIONS/WEIGHT. 7.5 x 

3.4 X 1.5 inches/12.9 ounces 
PRICE: $169.95 

COMPANY: Fieldpiece Instru- 
ments, Inc. 

MODEL: HB77 

DESCRIPTION: This upgrade of 
the HB75 is true-rms reading. 

DIGITS: 3/2 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 20 amps, 3 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, drop- 
and contaminant-resistant case, 
capacitance function (200 5 

ranges), logic probe, variable- 
pitch analog output, true-rms 
reading, auto off 
DIMENSIONS/WEIGHT: 6.9 x 
2.8 X l.5inches/N.A. 

PRICE: $179.00 

COMPANY: Beckman Industrial 
MODEL: HD100 
DESCRIPTION: This heavy-duty 
meter is designed for depen- 
dability under demanding indus- 
trial conditions. The case is fire 
retardant and waterproof. 

DIGITS: 3/2 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 2 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, continuity test 
DIMENSIONS/WEIGHT: 17.4 x 
9.3 X 4.6 cm/ N.A. 

PRICE: $185.00 

COMPANY: John Fluke Mfg. 
Co., Inc. 

MnnPl * 7Q/9Q 

DESCRIPTION : The top meter in 
Fluke’s 70 series, this meter in- 
cludes capacitance and frequen- 
cy functions, a low-ohms range. 
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and a smoothing function that 
displays a running average of last 
8 readings. 

DIGITS: 4 (4000 count) 

DC VOLTAGE RANGE: 1000 
volts, 6 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 4 
ranges AC/DC 

RESISTANCE RANGE: 40 

megohms, 7 ranges 
SPECIAL FEATURES: Auto/ 
manual ranging, diode test, audi- 
ble continuity test, “Touch Hold,” 
auto power off, analog bargraph 
display, Holster/Flex stand, ca- 
pacitance function (9999 jxF, 6 
ranges), frequency counter (>20 
kHz, 5 ranges), low-ohms range, 
smoothing function 
DIMENSIONS/WEIGHT: 6.55 x 
2.95 X 1.12 inches/12 ounces 
PRICE: $185.00 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-8700 
DESCRIPTION: A member of 
the “Techmaster” series, this 
drop-proof, water-resistant, pro- 
fessional-quality meter is de- 
signed to operate under even 
adverse conditions. An upgrade 
of the DM-8600, this meter fea- 
tures a 4y2-digit display and is 
true rms reading. 

DIGITS: 41/2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 20 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Audible 
continuity test, diode test, logic 
indicator, data hold, auto power 
off, frequency measurement test 
(4000 kHz, 4 ranges), duty-cycle 
test 

DIMENSIONS/WEIGHT: 7.5 x 

3.4 X 1.5 inches/12.9 ounces 
PRICE: $189.95 

COMPANY: A.W. Sperry Instru- 
ments, Inc. 

MODEL: DM-7010 
DESCRIPTION: A 4y2-digit mul- 
timeter with 0.05% basic DCV 


accuracy, a built in frequency 
counter, and a conductance 
function. 

DIGITS. 4y2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, fre- 
quency counter (200 kHz, 2 
ranges), 200 nS conductance 
range, 

DIMENSIONS/WEIGHT: 6.9 x 

3.4 X 1.3 inches/10.2 ounces 
PRICE: $190.00 

COMPANY: B&K Precision 
MODEL: 2907 

DESCRIPTION: This true-rms 
reading DMM is an upgrade of 
the 2906. 

DIGITS: m 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 3 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, TTl/ 
CMOS logic probe, transistor 
gain test, true rms reading, ca- 
pacitance measurement (20 jjlF, 5 
ranges), peak hold, drop-resis- 
tant case (to 4 ft.) 
DIMENSIONS/WEIGHT: 7.5 x 
3.6 X 1 .4 inches/13 ounces 
PRICE: $195.00 

COMPANY: Beckman Industrial 

MODEL: 800 

DESCRIPTION: A professional- 
quality DMM that offers good pre- 
cision and reliability. This 472 digit 
model offers frequency measure- 
ment and data-hold functions. 
DIGITS: 472 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, fre- 
quency test function (200 kHz, 2 
ranges), data hold 
DIMENSIONS/WEIGHT: 174 x 
90 X 36 mm/370 grams 
PRICE: $199.00 

COMPANY: Beckman Industrial 
MODEL: 320B 

DESCRIPTION: A no-frills, pro- 
fessional-quality DMM that offers 
good precision and reliability at 
an affordable price. An upgrade 
of the 31 OB, this model offers im- 
proved precision. 

DIGITS: 372 

DC VOLTAGE RANGE: 1500 



volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 6 ranges 

CURRENT RANGE 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test 
DIMENSIONS/WEIGHT: 17.4 x 
9.3 X 4.6 cm/N.A. 

PRICE: $199.00 

COMPANY: John Fluke Mfg. 
Co., Inc. 

MODEL: 83 

DESCRIPTION: The base meter 
in the 80 series, this unit offers a 
full compliment of useful fea- 
tures. 

DIGITS: 33/4 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 40 

megohms, 7 ranges 
SPECIAL FEATURES: Auto/ 
manual ranging, diode test, audi- 
ble continuity test, “Touch Hold," 
auto power off, analog bargraph 
display with zoom mode, capaci- 
tance function (5 jxF, 4 ranges), 
frequency counter (>200 kHz, 5 
ranges), duty cycle function, min/ 
max mode, conductance func- 
tion, relative mode, holster/flex 
stand 

DIMENSIONS/WEIGHT: 7.35 x 
3.41 X 1.25 inches/12.5 ounces 
PRICE: $199.00 

COMPANY: Simpson Electric 
Company* 

MODEL: 487 

DESCRIPTION: An industrial- 
quality DMM with a 3%-digit dis- 
play, auto/manual ranging, and a 
shock-proof case. 

DIGITS: 374 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges ^ 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 30 
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megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, ana- 
log bargraph display, auto/man- 
ual ranging, data hold, peak hold, 
neck strap 

DIMENSIONS/WEIGHT: 7.3 x 

3.9 X 1.9 inches/1.11 pounds 
PRICE: $199.00 

COMPANY: American Reliance, 
Inc. 

MODEL: AR-270NL 
DESCRIPTION: This 472 digit, 
true rms reading DMM features 
audio level and system noise 
functions. 

DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, true 
rms reading, audio level function 
(-60 to + 60 dBm), system 
noise function with built in 3-kHz 
flat weighting filter. 
DIMENSIONS/WEIGHT: 6.8 x 

3.4 X 1.4 inches/11.1 ounces 
PRICE: $199.95 

COMPANY: American Reliance, 
Inc. 

MODEL: AR-3100 
DESCRIPTION: A programma- 
ble, autoranging 374-digit DMM 
with an analog bargraph display, 
a dBm function for audio/commu- 
nications, and 0.25% basic DCV 
accuracy. An upgrade of the 
AR-3010, this meter is drop proof 
(to 10 feet) and adds 3 additional 
ranges to the current function. 
DIGITS: 374 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 20 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 40 

megohms, 6 ranges 
SPECIAL FEATURES: dBm 
function, diode test, audible con- 
tinuity test, analog bargraph dis- 
play, logic probe function, relative 
measurement mode, data hold, 
min/max function, auto power off, 
auto/manual ranging, range 
hold, range alert 
DIMENSIONS/WEIGHT: 6.4 x 
3.25 X 1.4 inches/12.5 ounces 
PRICE: $199.95 

COMPANY: Simpson Electric 
Company 

MODEL. 470 

DESCRIPTION: A professional 
quality DMM. 

DIGITS: 372 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
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-h1260°C (type K thermocouple 
input) model HD110T only 
DIMENSrONSAA^EIGHT: 17.4 X 

9.3 X 4.6 cm/ N.A. 

PRICE: $209.00 

(HD110)/$239.00 (HD110T) 

COMPANY: AEMC Corporation 
MODEL: 9000 

DESCRIPTION: This meter is 
built into a sturdy rubber housing 
to protect the unit from damage 
due to accidentlal drops. An up- 
grade of the 9100, it offers higher 
accuracy, an audible continuity 
test, and two low-impedance 
voltage ranges. 

DIGITS: 3ya 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 15 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, rubber housing, audible 
continuity test (all resistance 
ranges), two low-impedance volt- 
age ranges (2 and 300 volts) 
DIMENSIONS/WEIGHT: 5.67 x 
4.1 X 1.65 inches/1 pound 
PRICE $229.00 

COMPANY: Beckman Industrial 
MODEL: 330B 

DESCRIPTION: A professional- 
quality DMM that offers good pre- 
cision and reliability at an afford- 
able price. An upgrade of the 
320B, this model is true rms 
sensing. 

DIGITS, m 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES. Diode 
test, audible continuity test, true 
rms sensing 

OIMENSIONS/WEIGHT: 17.4 x 

9.3 X 4.6 cm/N.A. 

PRICE: $229.00 

COMPANY: American Reliance, 
Inc. 

MODEL: AR-3200 


DESCRIPTION: A programma- 
ble, autoranging 3%-digit DMM 
with an analog bargraph display, 
a dBm function for audio/commu- 
nications, and 0,25% basic DCV 
accuracy. An upgrade of the 
AR-3100, this meter is water and 
contaminant proof 
DIGITS. 3% 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE: 20 amps, 3 
ranges AC/DC 

RESISTANCE RANGE: 40 

megohms, 6 ranges 
SPECIAL FEATURES dBm 
function, diode test, audible con- 
tinuity test, analog bargraph dis- 
play, logic probe function, relative 
measurement mode, data hold, 
min/max function, auto power off, 
auto and manual ranging, range 
hold, range alert 
DIMENSIONS/WEIGHT: 6.4 x 
3.25 X 1,4 inches/12.5 ounces 
PRICE: $229.95 


ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 5 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test 
DIMENSIONS/WEIGHT: 7.1 x 

3.4 X 1,8 inches/1 pound 
PRICE: $200.00 


tion, relative mode, holster/flex 
stand 

DIMENSIONS/WEIGHT: 7.35 x 
3.41 x 1.25 inches/1 2.5 ounces 
PRICE: $239.00 

COMPANY: Simpson Electric 
Company 

MODEL: 488 

DESCRIPTION: A true-rms 
reading version of the 487. 

DIGITS: 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE. 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 30 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, ana- 
log bargraph display, auto/man- 
ual ranging, data hold, peak hold, 
true-rms reading, neck strap 
DIMENSIONS/WEIGHT: 7.3 x 
3.9 X l.9inches/1.11 pounds 
PRICE: $239.00 

COMPANY: Tegam, Inc. 
MODEL: 132C/132F 
DESCRIPTION: This industrial- 
quality meter is true-rms reading 
and has a temperature measure- 
ment function 
DIGITS: SVz 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 2000 mA. 4 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 5 ranges 
SPECIAL FEATURES: Diode 
test, true-rms reading, tempera- 
ture function (132F: 0-2000''F, 1 
range; 132C: -20-1370X, 1 
range), drop-proof case 
DIMENSIONS/WEIGHT: 7 x 3.1 
X 1.6 inches/1 pound 
PRICE: $239.00 

COMPANY: American Reliance, 
Inc. 

MODEL: AR-150W 
DESCRIPTION: This drop-proof 
unit is a dual DMM/wattmeter 
and will measure true AC power 
up to 5500 watts 


OVER $200 


COMPANY: Daetron 
MODEL: MM100 
DESCRIPTION: This unusual 
multimeter is capable of display- 
ing up to four readings sim- 
ulaneously on a 16-character x 
2-line dot matrix LCD. 

DIGITS: 4^2 (up to 2 readings)/ 
3^2 (up to 4 readings) 

DC VOLTAGE RANGE. 500 
volts, 5 ranges 

AC VOLTAGE RANGE: 500 

volts, 4 ranges 

CURRENT RANGE: 2 amps, 2 
ranges DC only 

RESISTANCE RANGE: 20 

megohms, 5 ranges 
SPECIAL FEATURES: Multiple- 
reading display, audible con- 
tinuity test, analog bargraph dis- 
play, manual or autoranging, hold 
function, relative mode, audible- 
response keypad 
DIMENSIONS/WEIGHT: 276 x 
250 X 60 mm/N.A. 

PRICE: $229.95 

COMPANY: John Fluke Mfg. 
Co., Inc. 

MODEL: 85 

DESCRIPTION: This upgrade of 
the 83 offers higher accuracy. 

DIGITS: 3% 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 40 

megohms, 7 ranges 
SPECIAL FEATURES: Auto/ 
manual ranging, diode test, audi- 
ble continuity test, “Touch Hold," 
auto power off, analog bargraph 
display with zoom mode, capaci- 
tance function (5 jxF, 4 ranges), 
frequency counter (>200 kHz, 5 
ranges), duty cycle function, min/ 
max mode, conductance func- 


COMPANY: Beckman Industrial 

MODEL: 850 

DESCRIPTION: A professional- 
quality DMM that offers good pre- 
cision and reliability. This AV 2 digit 
model offers frequency measure- 
ment and data-hold functions. An 
upgrade of the 800, this meter 
adds true rms sensing 
DIGITS: 4y2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, fre- 
quency test function (200 kHz, 2 
ranges), data hold, true rms 
sensing 

DIMENSIONS/WEIGHT: 174 i 

90 X 36 mm/370 grams 
PRICE: $209.00 

COMPANY: Beckman Industrial 
MODEL: HD110/HD110T 
DESCRIPTION: This heavy-duty 
meter is designed for depen- 
dibility under demanding indus- 
trial conditions. The case is fire 
retardant and waterproof. This 
meter adds a 10-amp range to 
the HD100; a temperature mea- 
surement function is also added 
intheHDHOT 
DIGITS'Sya 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, continuity test, temperature 
measurement from -20 to 
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DESCRIPTrON: This heavy-duty 
meter is designed for depen- 
dibility under demanding indus- 
trial conditions. The case is fire 
retardant and waterproof. 
DIGITS: 4y2 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 5 ranges 
SPECIAL FEATURES: Diode 
test, continuity test, true rms 
reading, waterproof and fire-re- 
tardant case 


reading 

DIMENSIONS/WEIGHT: 17.4 x 

9.3 X 4.6 cm/ N. A. 

PRICE: $279.00 

COMPANY: John Fluke Mfg. 


-i-1832°F), drop-resistant case 
(to 4 ft.) 

DIMENSIONS/WEIGHT: 7.5 x 

3.6 X 1.4 inches/13 ounces 
PRICE: $259.00 

COMPANY: Beckman Industrial 
MODEL: 4410B 

DESCRIPTION: A professional- 
quality DMM that offers good pre- 
cision and reliability at an afford- 
able price. This 4y2 digit model is play, 
true rms sensing. 

DIGITS: 4y2 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 5 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, true 
rms sensing 

DIMENSIONS/WEIGHT: 17.4 x 
9.3 X 4.6 cm/N.A. 

PRICE: $259.00 

COMPANY: Daetron 
MODEL: MM200 
DESCRIPTION: This unusual 
multimeter is capable of display- 
ing up to four readings sim- 
ulaneously on a 16-character x 
2-line dot matrix LCD. An up- 
grade of the MM100, this meter 
adds a frequency counter. 

DIGITS: 4y2 (up to 2 readings)/ 

3y2 (up to 4 readings) 

DC VOLTAGE RANGE: 500 
volts, 5 ranges 

AC VOLTAGE RANGE: 500, 
volts, 4 ranges 

CURRENT RANGE. 0.2 amp, 1 
range DC only 

RESISTANCE RANGE. 20 

megohms, 5 ranges 
SPECIAL FEATURES: Multiple- 
reading display, audible con- 
tinuity test, analog bargraph dis- 
play, manual or autoranging, hold 
function, relative mode, audible- 
response keypad, frequency 
counter (10 Hz~10 MHz, 9 
ranges) 

DIMENSIONS/WEIGHT: 276 x 

250 x 60 mm/N.A. 

PRICE: $259.95 


tmm ^ otm 


SPECIAL FEATURES: Auto/ 
manual ranging, diode test, audi- 
ble continuity test, “Touch Hold,” 
auto power off, full-time high-res- 
olution analog pointer, capaci- 
tance function (5 jjlF, 4 ranges), 
frequency counter (>200 kHz, 5 
ranges), duty cycle function, min/ 
max mode, conductance func- 
tion, relative mode, true rms 
reading, holster/flex stand 
DIMENSIONS/WEIGHT: 7.35 x 
3.41 X 1.25 inches/12.5 ounces 
PRICE: $289.00 

COMPANY: Tegam, Inc. 
MODEL: 135A 

DESCRIPTION: This industrial- 
quality meter features a 4y2 digit 
display and .05% basic DCV ac- 


DIGITS: 3V2 

DC VOLTAGE RANGE. 1000 
volts, 5 ranges 

AC VOLTAGE RANGE. 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 6 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test, 
power measurement (to 5500 
watts, 2 ranges) 
DIMENSIONS/WEIGHT: 6.8 x 

3.4 X 1.4 inches/10.6 ounces 
PRICE: $249.95 

COMPANY: B&K Precision 
MnnFL* pQdR 

DESCRIPTION: This 4y2-digit, 
true-rms reading DMM is an up- 
grade of the 2940. 

DIGITS: 41/2 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE. 20 

megohms, 6 ranges 


curacy. 


AC VOLTAGE RANGE: 750 

volts, 4 ranges 

CURRENT RANGE. 10 amps, 2 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 5 ranges 
SPECIAL FEATURES: Diode 
test, drop-proof case 
DIMENSIONS/WEIGHT: 7 x 3.1 

X 1.6 inches/1 pound 
PRICE: $299.00 

COMPANY: Simpson Electric 
Company 

MODEL: 474 

DESCRIPTION: This upgrade of 
the 470 features a 472 digit dis- 
play. 

DIGITS: 

DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 5 ranges 
SPECIAL FEATURES: Diode 
test, audible continuity test 
DIMENSIONS/WEIGHT: 7.1 x 

3.4 X 1.8 inches/1 pound 
PRICE: $300.00 
COMPANY: Beckman Industrial 
MODEL: HD140B 


PRICE: $309.00 

COMPANY: Triplett Corporation 
MODEL. 3360 

DESCRIPTION: A true-rms 
reading, extended range, preci- 
sion DMM with user-selectable 
display, frequency counter, tem- 
perature function, and dBm 
mode. 

DIGITS: 372 or 472 (user selecta- 


DC VOLTAGE RANGE: 1000 
volts, 5 ranges 

AC VOLTAGE RANGE: 750 

volts, 5 ranges 

CURRENT RANGE. 10 amps, 2 
ranges AC/DC 

RESISTANCE RANGE: 25 

megohms, 6 ranges 
SPECIAL FEATURES: Audible 
continuity test, data hold, diode 
test, auto/manual ranging, peak 
hold, relative mode, frequency 
counter (10-99.999 kHz), tem- 
perature function (-50- 
+ 1 200°C/ ^ 58-21 92T) , dBm 
mode, selectable 3.5/4.5-digit 
display, true rms reading, user 
selectable 372- or 472-digit dis- 
play 

DIMENSIONS/WEIGHT: 7 x 

372 X 1% inches/360 grams 
PRICE: $399.00 ■ 


COMPANY: Beckman Industrial 
MODEL: HD130B 
DESCRIPTION: This heavy-duty 
meter is designed for depen- 
dibility under demanding indus- 
trial conditions. The case is fire 
retardant and waterproof. This 
meter adds true rms reading and 
improved accuracy to the HD110 
DIGITS: 372 

DC VOLTAGE RANGE: 1500 
volts, 5 ranges 

AC VOLTAGE RANGE: 1000 
volts, 5 ranges 

CURRENT RANGE: 10 amps, 5 
ranges AC/DC 

RESISTANCE RANGE: 20 

megohms, 6 ranges 
SPECIAL FEATURES: Diode 
test, continuity test, true rms 


SPECIAL FEATURES: Diode 
test, audible continuity test, fre- 
quency counter (20 Hz-200 
kHz), data hold, true-rms read- 
ing, temperature measurement 
(-20 to +1000^G/-4 to 


DIGITS: 372 

DC VOLTAGE 

RANGE: 1000 DIMENSIONS/WEIGHT: 17.4 x 

volts, 4 ranges 

9.3 x 4.6 cm/ N.A. 




This unusual gadget will make your voice sound almost android-like, 
for a Halloween effect that both big and little kids will enjoy! 


S ometimes someone shows you 
a gadget that makes you feel as 
though you must also have one 
of them. But, quite often, you can't find 
one in a store, so your only alternative is 
to build your own from scratch. Thafs 
just what led to the creation of the 
Sound-Effects Godgef described in this 
article. A friend of mine had what was 
left of an unusual children's toy; you 
could talk into one end, and a strange 
voice would come out of the other. I 
thought that the gadget was really 
neat, and I felt that the readers of Popu- 
lar Electronics would think so too. 

The electronic portion of the device 
is fairly straightforward; consisting of an 
electret microphone feeding its output 
Into an amplifier circuit (which Is 
powered from a 9-volt battery) with a 
speaker connected to the output. 

However, further examination of the 
strange contraption showed that the 
sound effects were actually produced 
by a spring that was loosely strung be- 
tween two diaphragms mounted inside 
a cardboard tube. The microphone 
was attached to an outer diaphragm 
on one end of the tube (see Fig. 1). 
Speaking into one side of the tube 
caused the diaphragm to vibrate, 
which, in turn, caused the spring to vi- 


brate as well. Those vibrations are 
picked up by the microphone, aloiTg 
with speech, to produce a weird- 
sounding output. 

To tell the truth, the spring inside the 
tube produces some unusual sound 
effects on its own. But only when the 
amplified signal from the electret mi- 
crophone is heard in conjunction with 
the sound from the tube Itself, does the 
device produce the completely bizarre 
sound, which Is just perfect for some 
Halloween Fun. 

About The Project. In order to re- 
produce the device, two things were 
needed. As you've probably guessed, 
they are an amplifier to boost the re- 
ceived signal to an audible level, and a 
tube with a spring In it. The amplifier 
part was easy; it doesn't take much to 
build a circuit that can amplify the sig- 
nal from an electret microphone. 

Figure 2 shows the amplifier portion 
of the circuit, which Is built around a 
TBA820M audio-amplifier IC, and 
powered from a 9-volt battery. The 
spring tube was a little more difficult to 
fabricate. That's because the spring 
must be extremely loose and wobbly — 
almost like a miniature Slinky. You may 
have some difficulty locating such a 


spring. The one used for the Sound- 
Effects Gadget was purchased from 
the neighborhood hardware store. The 
spring, selected from an Ajax spring dis- 
play In the hardware store, was la- 
belled 93X. If you do manage to find an 
Ajax spring display In a store near you, 
the springs may be numbered dif- 
ferently. So make sure that you get the 
"slinkiest," most-wobbly spring you can 
find. (If you were to build this project on 
a larger scale, you might just be able to 
use a real slinky — but I'm not sure what 
you would use for the diaphragms.) 

Actually, the spring (number 93X) was 
wound quite tightly, but it was the type 
that you can flatten between your fin- 
gers and It would pop right back into its 
original cylindrical form when released. 
It would have to be stretched a bit to 
make it wobbly and long enough for 
the project. But before I could do that, I 
had to pay for it. Since the spring cost 
only 75 cents, I took the chance. 

After stretching the spring from its 
original length of about one and a half 
inches to about ten inches, it would 
snap back to a length of about five or 
six Inches. Then, when it was stretched 
to a length of about seven inches, it 
would vibrate back and forth quite 
easily, even from blowing on it. 


75 


OCTOBER 1991 


POPULAR ELECTRONICS 



Fig. 1. The sound effects are produced by a very loose spring strung between two 
diaphragms inside a cardboard tube. 



Fig. 2. The circuit is centered around a TBA820M integrated audio amplifier, and can be 
powered from a 9 -volt battery. 


If you look back at Fig. 1,you1l see that 
the spring Is strung between two di- 
ophrogm-llke panels inside the tube. As 
the diaphragm vibrates, the spring vi- 
brates in unison with the sound-pres- 
sure waves of your voice. Because the 
microphone must then pick up both the 
sound of your voice and the vibration of 
the spring, it must be mounted on a 
third diaphragm to create a small 
chamber. After a bit of thinking, I decid- 
ed to use wax-paper cups, as they had 
the right properties (you know how It 
sounds when you snap your finger 
against the bottom of an empty wax- 
paper cup!). In addition, they are read- 


ily and Inexpensively available. You ac- 
tually need two wax-paper cups of one 
size (8-ounce cups In my case), and 
one that Is slightly larger. That way, the 
larger one can be fitted Into one of the 
smaller ones, to create a chamber for 
the microphone. The larger cup does 
not have to be wax-paper, though, 
since It does not have to vibrate. The 
size of the cups required will pretty 
much be determined by the tube's di- 
ameter. 

The cardboard tube that was used 
for the prototype Is the type used to 
mail posters, calendars, and similar 
Items. The tube must be bigger and 


PARTS UST FOR THE 
SOUND^EFFECTS GADGET 

mSSASWRS 

(All resistors I4~watt» 5% units.) 

R1 — 1-ohm 

R2 — 10-ohm 

R3 — ^2200~ohm 

R 4 — 4700-dim 

R5— 10,000-ohiii 

aypACitoils 

Cl^ — ^270-pH ceramic disc 
C2 — 0.01-ttF, ceramic disc 
C3, C4 — O.l-fjiF, ceramic disc 
C5^33-ti,R lO^WVDC. electrolytic 
C6~-^39 -m-F, lO-WVDC, electmlytic 
C7, 220*|iR 10-WVDC, 

electrolytic 

ADDiTioNAa. mirrs and materiau 

Ul— TBA820M audio amplifier, 
integrated circuit (SOS) 

MICl— Electret Microphone 
SPKRI— — 8-ohm speaker 
Perfboard materials, shielded wire, 
speaker wire, 9«volt transistor-i 
battery, bm^iy conmsctor, SPST 
switch (optional, see text) card! 
tube, wax-paper cups, a spring, 
tacks, wire, solder, hardware, etc. 



sturdier than the kind you get In a roll of 
paper towels. The tube used In the pro- 
totype is about 2% inches in diameter. 
The tube was cut to about 14 Inches. 
However, the length to which the tube Is 
cut depends on the spring that you use; 
the spring must be slung (stretched) 
loosely between its two supports. Once 
the tube Is cut to the proper length. It 
can be spray painted (of course, 
whether to paint or not Is up to you). 

The last problem was figuring out 
how to connect the spring to the cups 
without destroying the bottom of the 
cups while, at the same time, allowing 
the bottoms of the cups to vibrate. Two 
thumbtacks and a pair of needle-nose 
pliers were used to tackle the problem. 
The tip of each tack was bent into a tiny 
hook that was small enough to pass 
through a tiny hole In the cup bottoms, 
but large enough to attach the spring. 
One hooked tack in the bottom of 
each cup holds the spring in place in- 
side the tube (see Fig. 3). 


Construction. The values selected for 
the capacitors and resistors in this proj- 
ect are extremely flexible. For example, 
the circuit calls for 220-, 39-, and 33 -m,F 
electrolytics, but it has been suc- 
cessfully tested using 100's for the 220's, 
and 39 jxF for the other two. Also, you 
can use slightly different values for the 
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Fig. 3. A thumb tack with a hook on the tip holds the spring in place. 


TAPERED 

BALLPOINT 

PEN 



MICROPHONE 


FV\PER PUSHED 
OUT OF CUP 


lAPE WRAPPED AROUND 
MICROPHONE AND PROTRUDING 
PAPER 


Fig. 4. Enlarge the hole in small increments, testing the jit of the microphone as you go 
(A). Wrap a narrow piece of tape around the microphone to hold it in place (B). 


resistors, and the circuit will still work. Of 
course, variations in component values 
may alter the sound somewhat, but that 
doesn't really matter with this project. 
The point is that you can use practically 
any component values that you hap- 
pen to have In your junkbox and still get 


the thing to work. In fact, you can also 
design an amplifier circuit of your own If 
you happen to already hove a different 
amplifier 1C lying around. Just make 
sure that it is suitable for use with an 
electret microphone. 

The components were assembled on 



Fig. 5. Hold one of the cups in the upright 
position and hang the spring from the 
hook and lower it into the tube as shown. 
Then grab the dangling end of the spring 
and hook it onto the other cup. 

a piece of perfboard, measuring about 
Wa X 3 inches. You can probably use a 
much smaller piece of perfboard, but It 
is easier if you leave yourself some extra 
room to work with — but not too much, 
otherwise, you won't be able to use the 
compxDnent leads to Interconnect the 
components. By bending the lead of 
one component over to where it must 
connect to another, you can then sol- 
der the connection, and cut off the ©(- 
tra component lead. But save the 
leads, just in case another componenfs 
lead Isn't long enough by Itself. Ifs actu- 
ally faster to bend the component 
leads In that manner than to make a 
printed-circuit board for the project. 

The microphone must be connected 
to the board by a piece of shielded 
cable, about 5 inches In length. That 
(Continued on page 105) 
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THE HEATHKIT 
IC1001 LOGIC 
ANALYZER 



CIRCLE 119 ON FREE INFORMATION CARD 


A champagne-level logic analyzer for people with beer pockets. 


E lectronics hobbyists ore a diverse 
group of people. Men, women, 
and children, with very different 
backgrounds, often find themselves 
drawn into the world of electronics. 
However, most electronics hobbyists 
share the common desire of some day 
owning an elaborate test bench chock 
full of high-tech test instruments. Unfor- 
tunately, another common desire of 
most hobbyists is to have a large bank 
account. That's unfortunate because 
some test equipment, special-purpose 
instruments in particular, can cost thou- 
sands of dollars. Furthermore, Ifs not al- 
ways a lack of funds that prevents the 
purchase of a piece of equipment — 
sometimes the limited usefulness of an 
Instrument makes it difficult to justify its 
expense. 

A logic analyzer is both expensive 
and fits into that "hard-to-justify" cate- 
gory. Sadly, there's no substitute for a 
logic analyzer. It's not analogous to 
using a heavy piece of metal instead of 
a hammer. 

The Catches. To all you hobbyists out 
there, now hear this: the Heathkit IC1001 
Logic Analyzer (Heath Company, Ben- 
ton Harbor, Ml 49022, 800-253-0570) is 
available at the unheard-of price of 
$259.95. There are only two catches: 
first, you must have an ANSI-protocol 
terminal, or PC-compatible computer 
with 128K RAM minimum, CGA, a bV^- 


Inch disk drive, and an RS-232 card. 
Second, the analyzer is available only 
as a kit. 

These two points really shouldn't dis- 
suade you. Even If you have to buy a PC, 
you'll still save a lot of money; A com- 
plete 640K PC setup can be had for 
under $500 these days. 

Furthermore, building the unit should 
not be too much of a drawback for 
most of you. The skills necessary to as- 
semble the kit should be second nature 
to anyone who has a use for the device. 
To make things very easy, the owner's 
manual Includes complete technical 
explanations and schematics of the cir- 
cuitry — it even includes pinout di- 
agrams of the IC's that are used for the 
project. 

Of utmost importance In building this 
kit Is careful soldering. Thafs because 
there are so many IC's on the main- 
circuit board In the unit and that's 
where solder shorts are most likely to 
occur. So you have to be honest with 
yourself regarding your own soldering 
know-how, and stay away from this proj- 
ect If you've never been much of a 
solderer. Otherwise you might be able 
to get a friend who's good at soldering 
to do it for you. 

The Features. Before you start think- 
ing that the logic analyzer must be lim- 
ited in its capabilities, think again. The 
IC1001 is powerful enough to be used 


for applications ranging from hobbylst- 
to engineering level. It can check a 16- 
bit wide bus or 16 separate logic test 
points running at speeds as high as 10 
MHz, which Is pretty extensive. 

The IC1001 consists of a main board, 
three pods, and a supplied wall adapt- 
er, which is used as a power source. All 
connections to the main unit are made 
via jacks on the back panel. 

The pod assemblies contain micro 
clips that connect the unit to the logic 
test points of a circuit. Two pods are 
used for the 16 data inputs — one for the 
high byte and one for the low byte — 
and one pod handles the clock Input 
and two clock-qualifier inputs, 

The unit communicates with a com- 
puter or terminal through an RS-232 
output. It also has two external trigger 
outputs to activate some other piece of 
test equipment that you might wish to 
use, such as an oscilloscope. 

Whether used with a terminal or a PC 
running the supplied software, the 
IC1001 is fully keyboard operated. From 
the keyboard, you can tell the device 
how and when to acquire data in an 
amazing number of ways. You also 
have the ability to display various infor- 
mation and timing diagrams on- 
screen. 

Running the analyzer from a PC In- 
stead of a terminal, allows it to use the 
computer as its "smarts" to provide 
more Involved displays of the acquired 
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TABLE 1— ANALYZER FEATURES 


Data Width 
Data Depth 
Clock Input 
Clock Qualifiers 
Input Selections 
Logic Compatibility 
Input Impedance 
Display Size 

With Terminal 

With PC-compatible computer 
Display Base Format 
Displays 


Logic Sense 
Trigger Modes 
Operating Modes 
Delay Range 
Trigger Word Positions 
Data Positioning 


Clock Period 

Clock Pulse Width (coincident 
with qualifiers) 

Data Set-up Time 
Data Hold Time 
Channel-to-Channel Skew 
Baud Rates 


Serial Protocol 
Oscilloscope Triggers 


Power Source 
Additional Features 


16 bits. 

2046 words. 

Rising or falling edge. 

Two, each selectable to logic high or logic low. 

Logic 0, logic 1 , or X (don't care). 

TTL or CMOS operating at 5 volts. 

Greater than 1 megohm paralleled by 10 pF (all inputs). 

24 words at a time plus a status line. 

Variable to full depth (timing mode). 

Hex or octal. 

Address relative to trigger word, state, timing, hex/octal equivalent, 
and ASCII equivalent. (Additional Information is displayed in the 
PC mode.) 

Positive or negative. 

Single trigger or repeating* (selectable time delay). 

Delay and non-delay. 

2 to 50,000 qualified clocks (in delay mode). 

Selectable within acquired data (In non-delay mode). 

Go to first, go to last, set address, word forward, word back, page 
.forward, page back, and pattern search. (Additional positioning 
functions are available In the PC mode.) 

100 nanoseconds minimum. 

40 nanoseconds minimum either level. 

Less than 5 nanoseconds typical. 

Less than 5 nanoseconds typical. 

Less than 5 nanoseconds typical. 

300, 600, 1200, 2400, 4800, 9600, and 19,200 (jumper selectable 
or automatically determined). Fixed at 9600 or 19,200 when tfie 
Analyzer is used with a PC. 

RS-232, XON/XOFF handshaking (Input only). ANSI escape se- 
quences. 32-character type-ahead buffer. 

Two . One occurs at the detection of the trigger word, the other at the 
trigger word plus the selected delay. Bodi have jumper-selectable 
polarity. 

Wall cube (supplied). 

On-screen help, prompting, status, and error reporting. 

Checksum capability, with bit selection for easy comparisons of 
acquired data. 

When the Analyzer is used with a terminal, Control-D initiates a 
binary dump of all acquired data (after a selectable delay). 

When the Analyzer Is used with a PC, Control-D provides disk 
functions. 

1 y4"H X 9y4"W X (4.4 x 23.5 x 20 . 3 cm}. 

2.9 lbs. (1.31 kg). 


Dimensions (overall) 

Weight 

*When the Analyzer is used with a terminal. 


data. That permits it to be extremely 
versatile, yet inexpensive. It also gives 
you the ability to save the data to disk. 

The IC1001 actually has so many fea- 
tures that we wouldn't be able to go 
over the details of all of them in this 
article. So there's a summary of all of its 
features in Table 1. Now let's discuss 
some of the steps that were contusing 
during the assembly and operation of 
the unit. 

Building the Kit. This Heathkit like all 
others, is about the best quality you'll 
find anywhere regarding both the parts 
that go into it and the performance 
that the finished unit delivers. The as- 
sembly/operating manual is very easy 


to understand and everything is ex- 
plained well — especially when one 
considers the technical complexity of 
the unit. 

There are a tew things worth men- 
tioning that we ran across during the 
assembly. For one, there's no mention of 
the need for a crimping tool, although 
you may be able to use a pair of pliers 
instead. Thafs used tor the assembly of 
the RS-232 interface cable. 

Also the kit does not come with a 
DB-9 connector or wire to connect the 
analyzer to your computer. What you 
should do is order the Heath RS-232 
interface coble (port number HCA-85 
with a DB-9 at both ends) when you 
order the kit. The kit does include a 


DB-25 connector in cose the ordered 
cable has to be modified tor use with 
your computer. Otherwise you con 
build your own cable completely from 
scratch os per the very general instruc- 
tions provided In the manual. 

Another pretty minor problem was 
that the 7805 voltage regulator in- 
cluded with the kit was marked only 
with Heathkifs part number, although 
no other part matched the description 
and the assembly instructions listed 
both numbers. Lost, instruction number 
3 on page 26 soys to secure socket S105 
with Iwo hex studs; It should read SI 04 
instead. 

Operating the Unit. With the unit 
completed and the right coble con- 
necting it to your computer, you're 
ready to begin. The first problem we 
encountered was that there's supposed 
to be a READ.ME tile on the supplied 
floppy disk, but it wasn't there. However, 
a printed version of that helpful file can 
be found In Appendix D of the owner's 
manual. 

The manual said to press the space 
bar upon power-up in the auto-baud 
detection mode, but that's true only 
when using a terminal; when using a 
PC, you should press the space bar at 
the software copyright notice. They also 
don't tell you to remove the write-pro- 
tect tab from the floppy disk. That is 
necessary because of the exchange of 
data to and from the disk that may be 
required. 

Once the software Is running, you 
should have no trouble operating the 
unit. Basically, it you're familiar with 
menu-driven software in general, it's 
very easy to use. The command options 
appear on the lost line. 

One really neat feature in the PC 
mode is that the software allows you to 
zoom In and out of timing diagrams to 
see more or less data on the screen. 
The demo mode (which the unit auto- 
matically goes into it it hasn't collected 
data) is helpful tor learning how to con- 
trol the display, allowing you to manipu- 
late the various forms of data without 
having to connect the unit to a logic 
circuit. All-in-all, we would soy that the 
IC1001 is a powerful tool tor trou- 
bleshooting and debugging oil kinds of 
digital-logic circuits with excellent per- 
formance and a price that can't be 
beat. 

For more Information on the Heathkit 
IC1001 Logic Analyzer, contact the 
manufacturer directly, or circle no. 119 
on the Free Information Cord. ■ 
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PRODUCT 
TEST REPORTS 


By Len Feldman 


Yamaha 
TX-930 AM/ 
FM Stereo 
Tuner 


T he^TX-930 AM/FM Stereo 
Tuner from Yamaha 
(6722 Orangethorpe Ave., 
Buena Park, CA 90620), 
considered to be their 
flagship model, replaces 
and Improves upon that 
compan/s TX-900U tuner. 
The TX-930 features a rotary 
tuning control that provides 
the "feel" and speed of 
analog tuning, as well as 
the accuracy of digital tun- 
ing. Any combination of AM 
or FM stations can be 
stored In the tuner's 24 pre- 
set locations. For those 
stored stations, a dual- 
mode display shows the se- 


talned regardless of 
multipath Interference or 
off-frequency broadcasts 
such as sometimes occur 
with cable FM services. 

The TX-930 offers 1wo 
methods of tuning: phase- 
locked loop (PLL) syn- 
thesized and voltage-servo 
tuning. Using a computer 
"servo-lock" system, the unit 
automatically selects the 
tuning method that yields 
the better reception for the 
particular situation and lo- 
cation. 

Other features of the 
TX-930 Include a 2-posltlon 
(wide or narrow) IF-mode 
selector, a 24-segment sig- 
nal-strength meter, an RF 
attenuator, and a hIgh-gaIn 
loop AM antenna. While the 
TX-930 does not normally 
Include a remote control, a 
9-key remote Is available 
and Is compatible with 
other Yamaha RS-system re- 
mote components. The 
sample we tested was not 
supplied with this optional 
remote control. The TX-930 
Is available In black or ti- 
tanium finishes. 

CONTROLS 

To the right of the on/off 
button at the left end of the 
panel are eight preset but- 
tons. A single button below 
the last of those serves as a 
"shift" key to (what else) shift 
the presets selected 
through successive groups 
of eight (1-8, 9-16, or 17-24). 
A wide, well Illuminated dis- 
play area to the right of the 
preset buttons shows a vari- 
ety of operating data such 
as preset-station Indication, 
frequency, IF mode, signal 
strength, fine-tuning mode 
(If selected), FM stereo, auto 
stereo, stereo blend (If acti- 


vated), antenna selection 
(A or B), and automatic or 
manual tuning. 

Below the display are thir- 
teen small pushbuttons. The 
first of these chooses AM or 
FM operation. Next come a 
memory button that Is used 
when storing preset Infor- 
mation, a pair of station- 
display buttons for entering 
and recalling alpha-numer- 
ic station Identification, an 
auto stereo/mono button, a 
blend button (for reducing 
noise at the expense of 
separation during weak-sig- 
nal stereo reception), an IF- 
mode button, an RF-at- 
tenuator button, an 
antenna-selector button, 
the auto/manual tuning 
button, and a lock button 
thafs used to lock In the 
frequency of a broadcast 
for drift-free reception. 

The rear panel of the 
TX-930 Is equipped with two 
75-ohm coaxial connectors 
for hooking up two sepa- 
rate FM antennas. If you use 
300-ohm twin-lead as your 
transmission line from an FM 
antenna, a 75/300-ohm 
transformer Is supplied with 
the TX-930 package. Also 
on the rear panel are two 
spring-loaded terminals for 
use with the supplied AM 
loop antenna. The only 
other Items on the rear 
panel, other than the 
power cord, are the left 
and right output jacks. 

TEST RESULTS 

We first measured the 
tuner's FM performance. Es- 
sentially, the frequency 
response was perfectly flat 
from 20 Hz to 15 kHz. At the 
highest FM-broadcast fre- 
quency of 15 kHz, response 
was down less than 0.5 dB. 



The Yamaha TX-930 AMIFM stereo tuner. 


lected station In terms of Its 
frequency or as the station's 
call letters (up to four letters 
can be programmed). The 
preset tuning memory will 
also store the station's fine- 
tuning frequency, IF-mode 
setting, RF attenuator status, 
auto stereo or mono set- 
ting, antenna-selector 
setting, and blend setting; 
all of those variables can 
be user selected and will 
be discussed as we exam- 
ine the tuner's features. 

First of all, the tuner offers 
a digital fine-tuning adjust- 
ment that permits offset 
tuning In .01-MHz Incre- 
ments. That allows the user 
to tweak the tuner's fre- 
quency setting so that the 
best signal can be ob- 
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^ TEST RESULTS^YAMAHA XX^m AM/EM STEREO TUNER 





SpecIficdtiOil 

lx Manulm^lttrer's Claim 

PE Maasured 

Frequency response 



(20 Hz-1 5kHz) 

""+/-0.5dB 

4*0, -*0.5 dB 

Usable sensitivity, mono 

; 15 dBf 

N/A 

50 dB quieting 



Mono 

? 15.1 dBf 

20 dBf 

Stereo 

dBf 

41 dBf x: 

S/N ratio 


Sipiiijl® 

. Mono 

, 96dB 

88 dB* 

Stereo 

MdB 

84 dB*^ ' 

Distortion, 1 kHz 

^ 'X.., 

iiPSl-liiiiilliY 

Mono 

" 0.02% , f 'S 

0,04% ^ ' 

Stereo , 

■'■'0.03% 

0.062% 

Stereo separation, 1 kHz 

mm 

54 dB ^ 

Image rejection 

90dB -'. Xv 'M.'- 

Confirmed 

IF rejection 

IIOdB 

>100 dB** 

Spurious rejection 

' ' 110 dB 

>100 dB** 

Alt. channel selectivity 

V*. 85 dB 

Confirmed 

Capture ratio 

1.2 dB 

Confirmed 

AM usable sensitivity 

^^100M,V/m ' V 

85 M.V/m 

AM tuner selectivity 

32 dB 5:. 

33 dB 

AM tuner S/N ratio 

.. 52dB,., • 

50 dB 

AM tuner distortion, 400 Hz 


0.5% 

Audio output level r ^ 



FM, 100% mod., 1 kHz 

,/•. 500 mV ’ 

480 mV 

AM, 30% mod, 400 Hz ' 

"150 mV • 

Confirmed 

Power requirements 

/ 120V, 50/60 Hz, low 

Confirmed 

Dimensions (W x H x D , inches) 1 714 x 3 x 1 2% 

Confirmed 

Weight 

7 lbs. 8 oz. 

Confirmed 

Price: 

^ $399.00 



* See text 

** Limits of test-equipment measurement capability 


In the mono mode, 50-dB 
quieting was reached for a 
signal strength of 20 dBf, 
while the maximum mono 
signal-to-noise ratio at 
strong signal levels was 88 
dB, one of the best S/N's we 
have measured. Yamaha 
claims a signal-to-noise 
ratio of 96 dB, and, in fact, 
this tuner may come close 
to that, since we know that 
our signal generator itself is 
not capable of delivering a 
signal with such a high S/N. 
Stereo S/N reached a high 
75 dB at 65 dBf, but con- 
tinued to increase with 
stronger signal inputs, 
reaching 84 dB at 80 dBf. 
The test results were essen- 
tially the same regardless of 
whether we used the nar- 
row or wide IF modes to 
make the measurements. 

For many of the remain- 
ing specifications, we 
needed to look at the 
tuner's performance in both 
of the IF modes since the 
mode seiected influenced 
the test results. For example. 


examining the distortion- 
plus-noise performance in 
the wide-IF mode showed 
that the mono THD-plus- 
noise at mid-frequencies 
was a very low .04%, de- 
creasing further to .034% at 
100 Hz, and increasing to a 
still negligible 0.12% at 6 
kHz. Stereo THD-plus-noise 
was .062% at 1 kHz, .091% 
at 100 Hz, and 0.1% at 6 kHz. 
When the IF mode was 
changed to narrow, distor- 
tion increased, but not by 
as much as we might have 
expected. Under those op- 
erating conditions, THD- 
plus-noise measured .085% 
at 1 kHz, .05% at 100 Hz, and 
0.14% at 6 kHz for mono 
reception and .09% at 1 
kHz, 0.11% at 100 Hz, and 
0.16% at 6 kHz for stereo 
reception. 

Distortion was also influ- 
enced by the setting of the 
IF mode. Using a 1-kHz 
modulating signal, the 
wIde-IF mode yielded lower 
distortion figures than the 
narrow mode for both 
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The tuner’s frequency response was essentially flat from 20 Hz to 
15 kHz. 



This plot shows the quieting characteristics in mono ( lower solid 
line) and stereo (dashed line) as a function of signal strength at 
the antenna input. The upper solid line is the audio output 
reference level. 


mono and stereo recep- 
tion. 

Another characteristic of 
FM performance that is sig- 
nificantly affected by the IF 
mode Is stereo FM separa- 
tion. With a strong input 
signal and the wide-IF 
mode, separation at 1 kHz 
was an outstanding 55 dB, 
and remained at an im- 
pressively high level of 53 
dB at 100 Hz and 48 dB at 
10 kHz. Next, looking at the 
action of the blend circuit, 
separation decreased in 
order to cancel back- 
ground noise so that only 
about 10 dB of separation 
remained at 1 kHz, and vir- 
tually no separation at 10 
kHz. This is typical of the 
action of blend controls. 


Separation suffered 
somewhat when the nar- 
row-iF mode was used. 
Without using the blend 
feature, separation was re- 
duced to around 33 to 34 
dB across the audio band; 
activating the blend control 
reduced the separation as 
before. 

Another way of examin- 
ing separation at a 
particular frequency is to 
do a spectrum analysis of 
the left and right outputs of 
the tuner while the left 
channel only is modulated 
with a 5 kHz signal. When 
that test was done, the fun- 
damental 5-kHz output 
reached 0 dB, or the refer- 
ence level, while from the 
(Continued on page 101) 
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By Charles D. Rakes 


Indicators for 
All Occasions 


CIRCUIT CIRCUS 


T his month the Circus is 
going to spotlight the 
LED, offering os many circuit 
applications as space will 
allow. Probably the most 
common task performed by 
the LED is to indicate a 
circuit condition or function. 
In battery-powered equip- 
ment using LED's as 
indicators requires little 
more than placing a cur- 
rent-limiting resistor in series 
with the LED and con- 
necting that combination 
across the power source. 
However, in non-battery- 
operated equipment such 
an arrangement may not 
be practical. 


level for the LED. The great- 
er the capacitor's value, the 
brighter the LED will glow 
But don't go overboard, in- 
creasing the value of the 
capacitor also increases 
the LED's current which 
could result in LED burnout. 

With a 0.1 -jjlF capacitor, 
the LED's current is limited to 
about 2 mA; with a 0.4-jjiF 
unit the current is limited to 
about 10 mA. Diode D1 (a 
1N4003 1-amp, 200-PIV rec- 
tifier) half-wave rectifies the 
AC, providing a DC voltage 
for the LED. 

DC PILOT LIGHT 

Figure 2 shows another 
AC pilot light circuit this 


where DC voltage levels 
can vary between 6 and 20 
volts, and yet keep the LED 
lit with little change in out- 
put brilliance. In that circuit 
a 2N3906 general-purpose 
PNP transistor Is connected 
In a constant-current circuit 
while R1 is used to limit the 
current through the LED to 
about 6 mA. Decreasing 
Rl's value would cause the 
current through the LED to 
increase, causing the LED's 
glow to intensify; the op- 
posite would be true if the 
value of R1 Is increased. 

POLARITY INDICATOR 

In our next circuit see Fig. 
4, two LED's are wired in 


Cl 

.1 


117V 

AC 


Fig. 1. This simple pilot light 
can be used to indicate the 
presence of 117 volts in AC- 
operated equipment. 

AC PILOT LIGHT 

Figure 1 shows a simple 
pilot light that can be used 
with AC operated equip- 
ment In that circuit 
capacitor Cl, which can 
have a value of from 0.1 |xF 
to 0.4 |xE sets the current 


5 di ledi 

1N4003 0 

^ 


Cl 

.1 



Fig. 2. This AC pilot-light 
circuit differs from the 
previous one in that current 
is delivered to the LED 
through a full-wave rectifier. 



PARTS UST rOR THE 
ACPHjOTLIGHT 

Dl — 1N4003, Inamp 200-PIV mlicon rectifier diode 
LED1--Ligh^emittiiig <Uode 

600-WVDC* ceramic-disc capacitor 
Peifboard materials^ wire, solder^ hardware, etc. 


one differs from the pre- 
vious one in that current Is 
full-wave rectified before It 
is applied to the LED. Since 
the full-wave rectifier sup- 
plies current pulses twice as 
often, the value of the ca- 
pacitor can be cut to about 
half, and yet deliver the 
same amount of current as 
the half-wave circuit shown 
In Fig. 1. 

TRANSISTOR-DRIVEN 
PILOT LIGHT 

Our next circuit, see Fig. 3, 
can be used in circuits 


parallel but are polarized 
oppositely to produce a cir- 
cuit that Is capable of 
Indicating whether the ap- 
plied voltage Is positive or 
negative DC, or if it Is AC. 
That circuit can be used to 
check battery or power- 
supply polarity, or any other 
source thafs capable of 
supplying 3 to 15 volts at 
least 15 mA. Although the 
circuit may seem too sim- 
ple to be of any value, it is 
sure to prove its worth when 
you have to troubleshoot 
circuits that operate from 


PAIirS U$TPDRtHE f 



Cl — 600-WVDC, ceramic-disc capacitor 
wiie, tedwaie, ete. 
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Fig. 3. With only a slight 
change in output brilliance, 
this pilot circuit can he used 
as an indicator for DC 
sources that vary in voltage 
from 6 to 20-volts. 


3-15V 



Fig. 4. This circuit, which 
contains two oppositely- 
polarized LED's wired in 
parallel, is capable of 
indicating whether positive 
or negative DC, or AC 
voltage is present. 


dual-polarity power sup- 
plies. 

When probe A is con- 
nected to a positive source 
and probe B is connected 
to a negative source (or 
ground), the LED1 will light. 
Reversing the polarity wili 
cause the green LED2 to 
light. But if the probes are 
connected to an AC 
source, the two LED's will 
light alternately. 

EXPANDED-RANGE 
POLARITY INDICATOR 

An expanded-range po- 
larity indicator is shown in 
Fig. 5. That version of the 
polarity indicator can be 
used to indicate the polar- 
ity of voltages of over 100 
volts. 

In that circuit the two 
transistors act as switches. 
When a positive DC source 
of one volt or more is con- 



TRANSIS' 


SEMICONDUCTORS , 

Q|— 2^^|ge^^-pHipote PNP silicon tnaisisto 

Rl— 220-ohm J4-watt, 5%4eastw 
R2— 10,(K»0-{rfBn, 

Perfboard materirfs, w«e, solder, hiidvwe, elc. 


nected to the input 
transistor Q1 turns on, light- 
ing LED1. However, when 
the input of the circuit is 
connected to a negative 


Q2 to turn on and off alter- 
nately. That in turn, causes 
LED1 and LED2 to alter- 
nately light however, the 
switching speed is so fast 



POLARITY INDICATOR 


■lii 


LEDl — ^Light-emitting diode (red) 
LED2— Light-emitting diode (green) 
R1 — idOO-ohmj 5% resistor 








Fig. 5. The expanded-range polarity indicator can be used with 
voltages of over 100 volts. 



1 PARTS LIST FOR THE 
EXPANDED-RANGE POLARITY INDICATOR 


SEMICONDUCTORS 

Ql— 2N3904 genei^-pi{K)se 
Q2— 2N3906 genen^iH^pose m 
LEDl— Light-emitting diodte (jpckI) 
LED2— Light-emitting diode (giee 

ADiMTiON At iMND wmmu 

RI—lOO, 000-ohm, S% rd 

R2, R3— 47Ck)hiii, 5% m 

BL B2— 9-volt transistor radio \m 
Perfboard materials, wire^ solder, I 


voltage, Q2 turns on, caus- 
ing LED2 to light Applying 
an AC voltage to the input 
of the circuit causes Ql and 


that both LED's will appear 
to be lit at the same time. 

Resistor R1 limits the input 
current to about 1 mA at 


100 volts, and to less than 
100 |xA at 10 volts. Two 9- volt 
transistor-radio batteries are 
used to power the circuit. A 
power switch is not needed 
because the circuit draws 
current only when either 
transistor turns on. 

VOLTAGE-LEVEL 

INDICATOR 

Our next circuit uses three 
LED's to form a simple volt- 
age-level indicator. The 
circuit, shown In Fig. 6, can 
be used to monitor a 5-volt 
power source for over- or 
under-voltage conditions. In 
that circuit, the transistor 
(Ql) Is configured as an 
emitter follower through 
which current is supplied to 
the anodes of the three 
LED's (LED1-LED3). The cath- 
ode terminal of each LED Is 
tied to a different voltage 
level, which is set by the 
diode string that Is formed 
by D1-D3. 

In that circuit, LEDl lights 
when the input voltage 
(which Is applied to the 
base of transistor Ql) is 
about 3.5 volts; LED2 lights 
at about 4.5 volts, and LED3 
glows when the voltage 
reaches about 5.5 volts. The 
voltage range of the circuit 
can be increased above 
5.5 volts by adding more 
diodes in series with D1-D3. 


DC IN 



here can be used to monitor 
a 5 -volt power source for 
over- or under-voltage 
conditions. 


83 


OCTOBER 1991 


POPULAR ELECTRONICS 


PARTS LIST FOR THE 
VOLTAGE-LEVEL INDICATOR 

SEMICONDUCTORS 

Q1-^2N39{)4 general-purpose NPN silicon transistor 
01-~D3— 1N914 general-purpose small-signal silicon diode 
LED! — ^LED3 — Light-emitting diode 

RESISTORS 

(All resistors are V4-watt, 5% units.) 

R1-— I0»000-ohm 
R2— R4- — 470-ohm 
R5— -270-ohm 

ADDITIONAL PARTS AND MATERIALS 

Perfboard materials » wire, solder, hardware, etc. 


+5-1 5V 



Fig. 7. This circuit, built 
around a 4093 quad 2 -input 
quad NAND Schmitt trigger 
that is configured as an 
oscillator/ driver, switches the 
LED on and off at a rate of I 
Hz. 


of the circuit is formed by 
two gates, U1-a and U1-b. 
The two remaining gates 
(U1-C and U1-d) are con- 
nected in parallel with U1-b 
(the output gate) to share 
the LED's drive current. 

The values of R1 and C1 
set the oscillator's operating 
frequency which, by exten- 
sion, also determines the 
LED's flash rate. To lower the 
rate of flash, increase the 
value of either or both R1 
and C1; do the opposite to 
increase the rate. Power for 
the circuit can be supplied 
by any 5- to 15-volt DC 
source; at 15 volts, the cir- 
cuit draws a maximum 
current of 22 mA. 

The circuit need not be 
limited to pilot-light ap- 
plications; It can be used as 


PARTS LIST FOR THE 
OSCILLATOR^DRIVEN INDICATOR 

Ui — 4093 quad 2-input nand Schmitt trigger, integrated circuit 

LEDI— Light-emitting diode 

Ri— -1-megohm, 14-watt, 5% resistor 

R2 — 680-ohm, 14-watt, 5% resistor 

Cl— 0.2-|xF, 50-WVDC, ceramic-disc capacitor 

Perfboard materials, wire, solder, hardware, etc. 


OSCILLATOR-DRIVEN 

INDICATOR 

Our next circuit, see Fig. 7, 
is a little different from the 
average panel indicator. In 
that ciruit, an oscillator — 
built around a 4093 quad 
2-input NAND Schmitt trig- 
ger — is used to switch the 
LED on and off at a rate of 
1 Hz. The oscillator portion 


an indicator for a critical or 
urgent circuit condition. Just 
like any other indicator, all 
thafs required is for power 
to be applied to the flasher 
circuit for activation. 

VISUAL CW DECODER 

The majority of the radio 
amateurs who are into CW 
communications do so by 



►+5 0R6V 


Fig. 8. By connecting this circuit to the headphone jack of a 
general-coverage communications receiver, hearing-impaired 
hams can continue to enjoy their hobby. 


% 


PARTS LIST FOR THE 
VISUAL CW DECODER 


CAPACITORS 

^ C1-M).1-|jlE 50-WVDC, ceramic-disc capacitor 
C2, C3 — 2.2-jxF, 25-WVDC, electrolytic capacitor 
C4-— 0.2-plF, 50-WVDC, ceramic-disc capacitor 
C5 — 47-p,F, 16-WVDC, electrolytic capacitor 

ADDITtONAL PARTS AND MATOliALS 

U1-— LM567 tone decoder, integrated circuit 

LEDI — Light-emitting diode 

R1-— 470-ohm, 14-watt, 5% resistor 

R2 — 10,000-ohm potentiometer 

Perfboard materials, wire, solder, hardware, etc. 


ear (the exceptions are 
those who use computers 
or computerized code 
readers). But for hams who 
are hearing Impaired or for 
those In the process of los- 
ing their hearing, CW Is no 
longer a viable option. But 
with the aid of the circuit 
shown in Fig. 8, ifs possible 
to receive and decode CW 
by sight rather than sound, 
providing a means by 
which the hearing impaired 
can continue a fun hobby. 
Even if your hearing Is not 
gone or fading, using the 
circuit can be fun and chal- 
lenglng...and no one will 
need to yell "turn down that 
dit-dah racket." 

In the visual CW decoder, 
UI is configured as a tuna- 
ble audio-tone decoder. 
The output of UI at pin 8 


supplies current to "fire" the 
LED. The input to the circuit 
is designed to be con- 
nected to the headphone 
jack of a general-coverage 
communications receiver. 
Then, with receiver peaked 
for a CW output tone cen- 
tered around 750 Hz and 
adjusting R2 (a 10k potenti- 
ometer) to the CW output 
tone, the LED will flash the 
CW message. 

TIL NEXT WE MEET 

Well it looks like we have 
reached the end of the 
space allotted to us for this 
month. But be sure to join us 
on the next go-round, when 
we'll present another batch 
of circuits to entertain and 
educate you In the ways of 
electronics. Until then, may 
the flow be with you. ■ 
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ANTIQUE RADIO 



supply, speaker, and oper- 
ating circuits. Almost 
everything was found to be 
in good working order, ex- 
cept for o critical coll in the 
volume-control circuit. The 
windings of that large coil 
hod apparently become 
loose at some time In the 
post, then subjected to o 
crude field repair that didn't 
exactly look factory-ap- 
proved. And, in fact, the 
volume-control circuit did 
turn out to be inoperable. 

I'd hoped to get to the 
bottom of the coil problem 
In time to present o working 
theremin this month. How- 
ever, o week of business 
travel for my regular job 
killed o couple of the week- 
ends I normally devote to 
writing this column. And the 
Memorial Day holiday 
(which Is our family's tradi- 
tional time to shape up the 
yard for summer) killed an- 
other one. 

Since my business trip 
took me to the Son Fran- 
cisco area, I was able to 
moke o pilgrimage to the 
Exploratorium, S.F's serlous- 
but-ployful museum of "Sci- 
ence, Art, and Human 
Perception." The exhibits in 
the Exploratorium ore inno- 
vative, offbeat, and 
definitely meant to be 
(Doked, prodded, explored, 
and fweoked by the In- 
quisitive public. I'd heard 
that the museum hod on 
original working theremin 
on exhibit, and thought It 
would be fun to see It in 
operation — and maybe get 
a look at a properly config- 
ured volume-control coll. 

When Dave Nelson of the 
Exploratorlum's electronics 
staff heard about my mis- 
sion he said "I've got good 
news and bad news!" The 
good news turned out to 
be that the museum did 


By Marc Ellis 


The Making of 
a Collector 


n last month's column, we 
began restoration work 
on a 1929-era RCA there- 
min that hadn't been fired 
up since the 1950's. As dis- 
cussed In earlier columns, 
the musician who played 
this progenitor of the mod- 
ern electronic music 
synthesizer did not touch 
the Instrument in any way. 
He or she controlled pitch 
and volume by changing 
the position of his/her hands 
In relation to two antenna- 
like electrodes protruding 
from the Instrumenfs case. 

Last month was devoted 
to a preliminary checkout 
of the theremln's power 


Dave Nelson of the Exploratorium s electronics staff puts the 
museum* s theremin through its paces. 


indeed have a working 
theremin. The bad news 
was that the original elec- 
tronics had long ago been 
discarded and replaced by 
a transistorized circuit. The 
cabinet, with Its volume and 
pitch antennae, was origi- 
nal — but that was about all. 

Although I don't think the 
sounds generated by the 
replacement circuitry come 
close to duplicating the 
eerie effects possible with 
the original 1929 hookup, it 
was still interesting to see a 
working Instrument in oper- 
ation. And it was even more 
Interesting to observe the 
Intensity and involvement of 
the museum patrons as 
they attempted to coax 
musical effects out of Leon 
Theremin's engaging Inven- 
tion! 

Next time you're In San 
Francisco, I'd highly recom- 
mend a visit to the 
Exploratorium. But here's fair 
warning. Don't go unless 
you have several hours to 
spare; you'll hate to tear 
yourself away! 

HOW ARE RADIO 
COLLECTORS MADE? 

Since the topic I'd 
planned for this month 
didn't work out, I thought 
we might use the space to 
discuss a question that cer- 
tainly occurs to me from 
time to time: What on Earth 
would make a person want 
to collect old radios? Most 
of us aren't born with that 
urge. For many people, 
and I think I was one of 
them, the desire builds up 
slowly as a result of certain 
life experiences. 

We may not even know 
we've become collectors 
until an interesting old set 
crosses our icath. We like its 
"vibes," acquire it, and soon 
begin looking for more. 
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Like all Exploratorium exhibits, the theremin bears a large 
poster explaining its operation and significance. 


Eventually finding and col- 
iecting radio reiics 
becomes a major preoc- 
cupation, and we begin 
haunting fiea markets, 
garage sales, antique 
shops, used-furniture estab- 
lishments and thrift stores. 

For some (as with me) the 
urge may decrease after 
severai years of serious ac- 
quisition. We realize that 
there's no way to capture a 
sampie of every model 
ever made and are con- 
tent to rest on our laurels. 
Then we can happily limit 
our activities to acquiring 
only the occasional very 
special find. 

The factors that turn one 
on to radio coliecting aren't 
difficult to understand on 
an individual basis. But I 
believe there can be many 
different ones op>eratlng 
within a given individual. I 
also think It can be useful to 
look Inward and try to sort 
out the reasons why you 
collect. 

Some may feel that this 
sounds a bit like psycho- 
therapy and be concerned 
that they might "cure" 
themselves of deriving any 
further enjoyment from the 
antique-radio hobby. If 
you're worried about that, 
then stop reading here and 
hang onto your hangups! 
For the rest of you, the 
doctor is now "In." Why 
should you go on being 
driven by forces you don't 
understand? 

FULFILLMENT OF 
PERSONAL NEEDS 

If you are old enough to 
remember your collectibles 
when they were new, you 
may be attracted to them 
through past personal ex- 
perience. Maybe you were 
very young when such sets 
were on the market and 
desperately wanted one — 
but the adults in your family 
weren't interested or 
couldn't spare the cash. 
However, you now have the 
means to acquire the radi- 
os, and doing so helps you 


satisfy the desire you've 
been carrying around all 
these years. 

Or maybe you were 
given the set you wanted 
(or were old enough to 
purchase It for yourself). You 
threw that radio out many 
years ago when it became 
hopelessly obsolete. But 
now you wish you had it 
back. Buying sets similar to 
the one that once gave 
you so much pleasure al- 
lows you to re-experience 
some of that long-ago en- 
joyment. 

Then again, perhaps you 
were young during the era 
when other people were 
throwing out those neat old 
radios. The sets really Inter- 
ested you, so you fished 
them out of back-alley 
trash cans and (much to 
your parents' chagrin) drag- 
ged them home to your 
basement workshop. 

You didn't have the 
knowledge or resources to 
make those sets play 
again — particularly the fas- 
cinating old battery radios 
with their complicated con- 
trols and expensive power 
requirements. But you want- 
ed to relate to the sets in 
some way, so you did the 
next best thing; you dis- 
mantled them in the hopes 
that you could use the 
hardware and components 
to build smaller, more af- 
fordable projects. 


Now that you're an adult, 
you've acquired enough 
electronics knowledge to 
repair such radios and 
enough discretionary In- 
come to finance the 
projects. Acquiring and fix- 
ing the old sets helps you 
relieve some of the frustra- 
tion you still feel at not 
having been able to oper- 
ate the radios you found In 
the back alleys so many 
years ago. It also helps with 
some of the guilt you may 
still feel at having taken 
them apart. 

Perhaps you don't have 
any guilt or frustration to 
overcome — but you're Into 
electronics and do enjoy 
problem solving and trou- 
bleshooting. Repairing a 
complicated vintage radio 
can be a challenging exer- 
cise in logic, yet the circuitry 
is a lot more accessible 
than that of the modern 
semiconductor equipment 
with its densely packed cir- 
cuit boards. Besides, you 
like the looks of those old 
sets! 

TRAVELING BACK IN 
TIME 

Antique radios possess — 
almost more than any other 
type of collectible— a 
unique ability to transport 
us back to the time when 
they were built. The 1920's 
battery sets, with their en- 
graved panels and multiple 


controls, hark back to the 
era when tuning in radio 
stations was part scientific 
achievement, part magic, 
and part sport. The late 
1920's (pre-depression) ta- 
ble models and consoles 
evoke Images of the com- 
fortable, if a little 
overdecorated, upper-mid- 
dle-class living rooms in 
which they were installed. 

The modest sets of the 
depression era evolved a 
special look of their own, as 
their designers attempted 
to graft some of the opu- 
lence of the late 1920's sets 
onto the scaled-down cab- 
inets. In the 1940's, cabinet 
designs became simpler 
and, partly due to the de- 
velopment of new and 
more versatile plastic mate- 
rials, began to take on a 
streamlined look. The sets 
looked up-to-date and ac- 
tion oriented — reflecting 
the frantic activity and 
rapid economic growth of 
the war and postwar years. 

But though these radios 
were housed in furniture 
cabinets that reflected their 
eras, their real significance 
lay in their role as commu- 
nications media. When we 
look at them, we think of 
the information and enter- 
tainment that once poured 
through their earphones, 
horns, or speakers. 

That old battery three- 
dialer might have delivered 
the news of Coolidge's 
presidential nomination. 
That little wood-cabinet ta- 
ble model, with its lyre- 
shaped speaker grille, 
probably once resonated 
to Roosevelfs compelling 
voice as he spoke to the 
nation during a fireside 
chat. And you can almost 
hear the opening music of 
The Hit Parade coming out 
of that stylish-looking slop- 
ing-front console. 

So those old sets can 
really deliver powerful Im- 
ages to a person who is 
imaginative and historically 
minded. Not only does their 
(Continued on page 91) 
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FUN SOFTWARE 


By Fred Blechman 


New Homes 
for Joysticks 
and Mice 


T WO popular controllers 
for gomes are mice 
and joysticks. With the grow- 
ing use of pointing devices 
for "point and click" menu 
selections, or dragging 
things around the screen, 
more and more programs 
and simulations are moving 
away from the keyboard as 
the primary means of con- 
trol. Can you imagine trying 
to control any of the mod- 
ern flight simulators with 
only the keyboard? Similarly, 
a mouse offers many ad- 
vantages over the 
keyboard for many game 
programs that require a lot 
of cursor movement. This 
month, we'll lopk at some 
hardware that can make 
using a joystick or mouse a 


bit easier, and then we'll 
get into some more fun 
software. 

CTS-PILLOW 

In the case of the joystick, 
a question that often arises 
is "where do you put it?" 
Usually, it's put on your desk 
alongside the keyboard. But 
then you have to decide on 
which side. If you're right- 


handed, you'd probably 
prefer the right side — but is 
there room? 

Actually, the best place 
for a joystick is in your lap, 
just like in a real fighter 
plane (except for a few, like 
the F-16 Falcon, that use the 
right console.) Also, the 
joystick in an aircraft is used 
with the right hand. Even 
though I'm a "lefty," I've 
always flown a real plane's 
joystick with my right hand, 
so I'm most comfortable 
using a computer joystick 
with my right hand. 

Although its main pur- 
pose is not for joystick use, 
the CTS-Pillow Model KB-101 
EXT allows you to place a 
101-key size keyboard and 
either a joystick, mousepad 
or trackball comfortably in 
your lap. The "CTS" refers to 
Carpal Tunnel Syndrome, a 
skeleto-muscular problem 
that develops from re- 
petitive motion with a bent 
wrist — such as using a key- 
board at desk level. The 
"EXT" is the wide-model pil- 
low 

The CTS-Pillow consists of 
a 24-inch by 8-inch flat 
plastic shelf with an all- 
around rubber bumper, 
mounted on a mushy pillow 
that fits comfortably on your 
lap. An adjustable padded 
palmrest is also included. 

You put both the key- 
board and the joystick on 
the shelf portion, drop it 
onto your lap, and you 
have accomplished three 
things at once. You elimi- 
nate the danger of Carpal 
Tunnel Syndrome since your 
wrists are now lowered to a 
natural position; you have 
the joystick in your lap 
where it should be; and 
with the keyboard along- 
side, you can easily access 
keyboard commands (like 



The CTS-Pillow Model KB-lOl EXT allows you to place a iOI-key 
keyboard and either a joystick, mousepad, or trackball 
comfortably in your lap. 


wheels, brakes, flaps and so 
forth) while controlling a 
simulator without the dis- 
traction of reaching up for 
the keyboard. 

Recently, at a computer 
show, Byte-Size Stores, the 
national distributor, let me 
use the CTS-Pillow with a CH 
Products FlightStick to con- 
trol the fabulous new Chuck 
Yeager's Air Combat sim- 
ulator from Electronic Arts, 
which we reviewed last 
month. I was able to shoot 
down three enemy bomb- 
ers with my "Invincible" 
fighter much more quickly 
and easily than using the 
keyboard and joystick at 
desktop level. 

Of course, the keyboard 
can be used on your lap for 
all other programs as well, 
so the CTS-Pillow Is not just 
for entertainment. When 
the keyboard is in your lap, 
you no longer need to lean 
forward to your keyboard, 
tilting your head back to 
see the display and possibly 
being too close to the radi- 
ation from your computer 
and monitor. You can lean 
back comfortably, reducing 
wrist, back, neck, shoulder 
and leg strain. 

(Byte-Size Stores, 136 W. 
Olive Ave., Monrovia, CA 
91016; Tel: 818-303-5006. 

$45. 
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CORDLESS MOUSE 

As for a mouse, have you 
ever been bothered by the 
mouse's tail — ^the long cord 
that goes to the computer 
serial port — getting tangled 
up in all the other cables? 
Have you wished you could 
operate your computer 
with the mouse a few feet 
away, without a dangling 
cord? Well, now you can. 
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with the Auva Cordless 
Mouse. 

This two-part device con- 
sists of a receiver/stand and 
a transmitter/mouse. The 
two-button mouse Is 
ergonomically designed for 
either left- or right-handed 
users, and Is shaped to nat- 
urally fit In your palm. It uses 
a small Infrared transmitter 
powered by a rechargea- 
ble battery to send click 
signals to the receiver, 
which Is also a recharging 
stand. 

When not In use, you put 
the mouse Into the stand 
and the battery recharges, 
stealing a tiny bit of power 
from the serial port. True, It 
only charges when the 
computer Is on, but the 
mouse will run about 8 
hours without recharging. 
Furthermore, a spare re- 
chargeable battery Is In the 
stand; If your mouse battery 
poops out, just swap with 
the one thafs In the stand. 
This takes all of about 15 
seconds, since the batteries 
are In special molded hold- 
ers that just snap In and out. 

A 40-page manual de- 
scribes the Included 
software disk and Its various 
programs. A comprehen- 
sive mouse driver allows 
you to control various pa- 
rameters such as sensitivity 
and ballistic acceleration. I 
simply used my regular Mi- 
crosoft-compatible mouse 
driver with Its default set- 
tings and It worked 
perfectly. A test program Is 
Included, as well as a rather 
sophisticated pop-up menu 
system that makes most 
non-mouse programs rec- 
ognize this mouse (and 
probably other Microsoft- 
compatible mice as well). 
Also Included, If you need It 
for operating on otherwise 
smooth surfaces. Is a mouse 
pad. 

The Auva Cordless Mouse 
has a usable angle of 45- 
degrees each side of cen- 
ter, and a usable distance 
of about six feet. It also 
"sees" about 30-degrees 



The Auva cordless mouse can 
he used at distances of 5 feet 
or more away from the 
computer, and without 
worrying about "mouse-tail" 
tangle. 

above and below the re- 
ceiver. I had no trouble at 
all using It remotely about 
five feet from the receiver, 
and at various odd-ball left- 
rlght-above-below positions 
In relation to the receiver. It 
operated perfectly with full 
room lighting. 

Included with the mouse 
Is the complete 2-dlsk Tele- 
Paint Version 3.0 and 
printed manual for drawing, 
painting, and printing. This Is 
a surprisingly powerful and 
easy-to-learn program, and 
will provide up to 256 colors 
In VGA resolution with the 
proper equipment. It also 
works with CGA or Hercules 
monochrome displays, and 
prints out on typical IBM/ 
Epson-compatible dot-ma- 
trix and HP LaserJet- 
compatible printers. 

[Byte-Size Stores, 136 W 
Olive Ave., Monrovia, CA 
91016; Tel: 818-303-5006. 
$99. 
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STUNT DRIVER 

If you have any Illusions 
about being a racing- or 
stunt-car driver, try Spec- 
trum HoloByte's Stunt Driver 
first. This unique game lets 
you race a 1966 Shelby 
Mustang, or any of ten 
other cars, against up to 
three competitors on dar- 
ing tracks filled with loops, 
corkscrews, banked curves, 
oily surfaces, drawbridges, 
and jumps. 

If the five pre-designed 
tracks are not enough of a 
challenge for you, a race- 


course construction set lets 
you build and save custom 
tracks. Furthermore, a con- 
figuration editor allows you 
to manipulate variables 
such as traction, skid con- 
trol, gravity, and more. 

Trust me, this one Is tough 
even at the trainee level — 
and the other fwo levels 
(rookie and expert) will take 
plenty of practice. Instant 
replay lets you see your 
mistakes (and horrible 
crashes!) with full VCR-llke 
controls of forward, rewind, 
pause, etc. You can use 
keyboard, joystick, or mouse 
control; I found a joystick 
was best for me. 

Each opponent has an 
Individual personality and 
characteristics — Including 
dirty tricks, like cutting you 
off or bumping you off the 
road! If you and a friend 
with another computer are 
close enough for a direct 
cable connection, or you 
both have Hayes-compati- 
ble modems with a baud 
rate of 1200 or more, you 
can compete In real time. 

Just to make things more 
realistic, the damage each 
cac sustains In a race ac- 
cumulates and can reach 
a level where the car Is out 
of the race unless the car Is 
pulled Into pit stops for re- 
pairs. 

The game also features 
multiple views. Including a 
helicopter that follows your 
car, and a view panning 



Go hot-rodding around your 
computer with Stunt Driver 
from Spectrum HoloByte. 


the entire track from above. 
A zoom lens can focus the 
camera In and out anytime 
during an outside view. 

Stunt driver features good 
3-D polygon graphics and 
realistic car dynamics such 
as precise skidding, accel- 
eration, cruise control, and 
gear ratios. Coupled with 
true-to-llfe sound, the 
game's realism gives you a 
taste of real stunt driving. 

[Spectrum HoloByte, 2061 
Challenger Drive, Alameda, 
CA 94501; Tel: 

415-522-3584. IBM PC 
80286 8-MHz or compatible 
with 640K RAM and CGA 
EGA VGA MCGA or Tandy 
1000 graphics. Supports 
AdLib, SoundBlaster and 
Tandy sound. $49.95. 
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AMAZING PREVIEW 
DISK 

There are many share- 
ware and public-domain 
distributors, but TechStaff 
Corporation has come up 
with a unique Idea. Their 
Amazing Preview Disk Is a 
menu-driven database cat- 
alog that describes. In 
some detail, 240 of the soft- 
ware programs available In 
their 300 -i- disk library. The 
unique Idea Is that this Is 
not just a database cata- 
log, but actually displays 
screen "snapshots" from 
most of the programs. 

Among the listings are 44 
disks with 169 games cate- 
gorized as arcade, pinball, 
shoot-em up, war, 2-player, 
adventure, board, card, 
simulations, sports, or TV 
types. 

The game disks are only 
$2 each, plus $3 shipping 
and handling per order, 
and most disks have several 
games; one has ten! The 
Amazing Preview Disk Itself Is 
available In 360K 5.25-Inch 
or 720K 3.5-Inch format for 
only $2 postpaid. A CGA or 
better monitor Is needed to 
see some of the screen 
snapshots, but not to run 
the catalog Itself. 
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[TechStaff Corporation, 
PO.Box 823, Dept f Water- 
town, MA 02272: Tel: 
617-924-0306. 
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WINDOWS GAMES 

With Windows 3.0 the big- 
gest rage in the IBM PC 
world, ifs no surprise that 
games should start to ap- 
pear that work under the 
Windows environment. I re- 
cently came across a 
company named Nuclear 
Computing, that handles 
only Microsoft Wlndows-3.0- 
compatible shareware and 
public-domain programs. 
They offer more than 250 
program disks for $3.50 
each, plus $4 shipping per 
order. In the Fun 8c Games 
section of their catalog, 56 
disks are listed, with descrip- 
tions of each. Call or write 
them for their catalog — ifs 
free! 

(Nuclear Computing, 
RO.Box 15757, North Hol- 
lywood, CA 91615; Tel: 
819-764-5374. 
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NEW FUN SOFTWARE 

Here are some recently 
announced programs that 
you can order from your 
regular software supplier. 
Suggested prices, where 
announced, are shown in 
parentheses. 

MicroProse has an- 
nounced F-117A Nighthawk 
Stealth Fighter 2.0 for Fall 
1991 release (IBM, $69.95). 
This will have all the features 
of the original F-19 Stealth 
Fighter, plus more missions, 
more worlds, more and bet- 
ter weapons, more glorious 
explosions, and improved 
3D graphics for greater 
realism. 

Two other MicroProse ac- 
tion simulations, Knights of 
the Sky (IBM, $59.95) and 
Lightspeed (IBM, $59.95) 
are now available. Knights 
has dazzling and smooth 
animation, a detailed cam- 
paign map, great manual. 


accurate flight equations, 
and allows head-to-head 
dogfighting with another 
computer using modems or 
direct wiring. Lightspeed is 
a role-playing adventure in 
the future when Earth has 
become uninhabitable. You 
command a starship with 
truly devastating weaponry 
and must find a new home 
for Mankind amidst star 
clusters populated by 
strange alien races. 

U.S.Gold has four new re- 
leases. Rotox (IBM, Amiga, 
$39.95) is an off-world ar- 
cade game that features 
an entirely new 360-degree 
rotating environment. You 
are a devastating comput- 
er-assisted fighting 
machine facing deadly 
machines and hostile life 
forms. Vaxine (IBM, Amiga, 
$39.95) is a rapid-fire ar- 
cade game that injects 
miniaturized players in a 
tiny craft into the body of 
the country's President to 
combat a marauding strain 
of virus now threatening to 
overwhelm his life-support 
organs. Ifs in the same vein 
as the hit movie Fantastic 
Voyage, with 256-color 
graphics, digitized sound, 
and three arsenals of fire- 
power to blast the enemy 
cells. World Class Soccer 
(IBM, Amiga, $44.95) simu- 
lates the 1990 World Cup 
competition by putting you 
in control of the actual 24 
teams and players. Gold of 
the Aztecs (IBM, Amiga, 
$49.95) has Bret Conrad, 
retired Special Forces Viet- 
nam veteran, parachuting 
into the dense jungles of 
the Yucatan Peninsula to 
search for the legendary 
tomb of Quetzalcoatl. 

Lucasfilm Games has just 
introduced Indiana Jones 
and the Fate of Atlantis (the 
first Indiana Jones adven- 
ture designed for the 
personal computer Instead 
of the movies) and The Se- 
cret of Monkey Island II, 
another adventure with the 
Evil Ghost Pirate LeChuck to 
haunt players. ■ 
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ISCET offers Journeyman certification in 
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REPAIR TECHNIQUES 



Now, in a complBte multimedia package 
consisting of a 200- page training manual and 
a 1-hour 22-minute video training tape, you 
can learn secrefsof Advanced VCR Repair. 
(Also includes Color Bar Test Tape.) 


Includes many examples of VCR make/model 
specific troubleshooting tips . . . Learn how to 
quickly isolate most ‘‘tough” VCR malfunc- 
tions, whether electrical or mechanical. 


Complete coverage of Theory of Operation 
— Read manual, view 1-hour 22-minute 
video! 


FREE INFORMATION PACKAGE! 

Call 1/800-537-0589 

Viejo Publications, Inc. 

5329 Fountain Ave., Dept. PEA 
Los Angeles, CA 90029 


CIRCLE 14 ON FREE INFORMATION CARD 


89 


OCTOBER 1991 



POPULAR ELECTRONICS 


COMPUTER BITS 


By Jeff Holtzman 


Tods for 
Writing 


W ord processing re- 
mains the single most 
popular application for 
personal computers. Iron- 
ically though, word 
processors remain among 
the most backward tools 
available. Sure, they greatly 
ease the process of editing 
and formatting text. But 
what about the process of 
creating text? Are there 
tools that aid the con- 
ceptual processes, not just 
the mechanical ones? 

Sure there are — and 
some word processors even 
have them built In. For ex- 
ample, an outllner can be 
an Immense help In brain- 
storming your Ideas and 



The American Heritage Electronic Dictionary (AHED) gives you 
etymologies, shows how to hyphenate and pronounce words, and 
provides a list of synonyms. 


later reorganizing them co- 
herently. (See the March, 
1991 Issue of this column for 
a discussion of outlining 
and the premier outllner for 
PC's, Grandview) Some 
word processors (Word for 
Windows, for example) 
have built-in outllners that 
work fairly well, although 
I've yet to see one as 
powerful as GrandVIew. 
There are other more spe- 
cialized tools designed to 
help brainstorming and to 


cure writer's block; I hope to 
cover some of these next 
time. 

This time, however. I'll look 
at several reference tools: a 
combination dictionary/the- 
saurus (the American. 
Heritage Electronic Diction- 
ary) and an unusual, highly 
original database (word- 
base?) called Inside 
Information. 

FULL SPEED ^AHED” 

The American Heritage 
Electronic Dictionary (AHED) 
Is simply the best dictionary 
available for PC's. A pretty 
bold claim, no? The AHED Is 
best because Ifs the only 
true dictionary. Most PC- 
based "dictionaries" are not 
dictionaries at all, but word 
lists, occasionally with defi- 
nitions. A true dictionary is 
much more comprehen- 
sive. Like the pretenders. It 
shows you how to spell 
words and it defines them. 
Unlike those Impostors, how- 
ever, the AHED also gives 
you etymologies (word his- 
tories showing the parts of 
a word, where It comes 
from, and how it has 
evolved), and It shows you 
how to hyphenate and pro- 
nounce words. 

Even better, it gives you 
multiple ways of accessing 
the Information In Its 
database. For example, you 
can search for words using 
standard DOS wildcards 
(b?t finds bat, bet, bit, but; 
b*t finds Babbitt, baby-sat, 
baby-sit, baccarat, back 
out, backbit, backrest, 
backswept, back seat...). 

You can also search using 
"Boolean" keywords (and, 
or, not). 

Another search tech- 
nique Is more subtle. The 
AHED has about two dozen 
special search symbols that 


you can use to restrict 
searches In various ways. 

For example, you can 
search for entries In various 
categories ranging from 
accounting to TV The elec- 
tronics category, for 
Instance, yielded the follow- 
ing: chip, echolocation, 
modulate, module, pickup, 
scan, scramble, tune. Other 
search symbols allow you to 
restrict your search by parts 
of speech, idioms, gram- 
matical notes, etymologies, 
symbols, synonyms, and 
more. 

Unfortunately, you cannot 
combine search tech- 
niques. For example, you 
cannot search for SEMI* 

AND *TRON. Another limita- 
tion Is that a given search 
will locate only the first 120 
Items, and the program 
doesn't even warn you that 
It may have stopped pre- 
maturely. On the other 
hand, the dictionary and 
thesaurus functions are well 
Integrated, so that within a 
definition, you can move 
the cursor to a word and 
press FI to look It up or F2 to 
get a list of synonyms. 

The AHED requires about 
three megabytes of space, 
and runs as a TSR (termi- 
nate-and-stay-resldent) 
under your word processor. 
The version that I tested 
required about 140K of 
memory, but a newer ver- 
sion under development 
should decrease that 
amount drastically. Sup- 
ported word processors 
include WordPerfect 5.1, 
Word 5.0, WordStar 6.0, Xy- 
Wrlte 3.0, and others. The 
program runs just fine in a 
DOS window under the 386 
Enhanced mode of Win- 
dows 3.0. A Macintosh 
version Is also available. 

The AHED Is not as com- 
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plete, for example, as the 
unabridged Oxford English 
Dictionary (OED), which oc- 
cupies several hundred 
megabytes on a hard-to- 
use CD-ROM. But, at only 
three megabytes and with 
a much better user Inter- 
face, the AHED is a winner. 

INSIDE INFORMATION 

Most people think that a 
thesaurus simply links re- 
lated words based on 
similar meanings. In reality, 
however, Rogefs original 
thesaurus (1852) had a 
much more ambitious goal: 
to elaborate a comprehen- 
sive scheme for classifying 
all human knowledge. 

Roget defined eight major 
classes, subdivided each 
class into numerous sub- 
classes, further subdivided 
those, and so on for a total 
of four levels. 

Items at the lowest level 
are numbered sequentially 
from 1 (Existence) to 1040 
(Religious Institutions). (The 
numbers may vary de- 
pending on which edition 
you use.) Numbered items 
consist of groups of related 
words sorted by part of 
speech (noun, verb, adjec- 
tive). A separate index lists 
words alphabetically and 
provides pointers to dif- 
ferent senses of a word. You 
use the thesaurus by look- 
ing up a word in the index 
and then referring to the 
appropriate numbered 
section(s). Then you scan 
the words in those sections, 
and choose the one closest 
to the one you need. Thafs 
as far as most people go. 

VENDORS 

Inside Information ($119) 

Microlytics, Inc. 

Two Tobey Village Office Park 
Pittsford, NY 14534-9972 
Tel. 800-828-6293, 716-248-9150 

American Heritage Electronic 
Dictionary ($89.95) 

Houghton Mifflin 

One Memorial Drive 

Cambridge, MA 02142 

Tel. 800- 633-4514, 617-252-3000 
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However, by understanding 
the structure of Rogefs clas- 
sification scheme, and how 
the "synonyms" you find fit 
into it, you can connect 
concepts that seem to be 
totally unrelated — and 
thafs the essence of creat- 
ing new Ideas. 

There are several prob- 
lems, however. Most people 
want quick answers, and 
don't want to study some 
abstract classification 
scheme. In addition, using a 
printed Rogefs Is cumber- 
some because you must 
constantly flip back and 
forth between index and 
entries. 

Inside Information solves 
those problems and, in the 
process, provides two 
powerful methods of brows- 
ing through a wordbase, 
corresponding to both 
views of a Roget type the- 
saurus (by hierarchical 
category and by index). 

In the outline view. Inside 
Information displays a win- 
dow showing the highest 
level of categories (see Ta- 
ble 1 for a comparison with 
Rogefs). The highest levels 
break down into 20 sub- 
categories, and so on for a 
total of four levels. Each 
time you choose a more 
detailed view, a new win- 
dow overlaps the 
preceding windows, but al- 
lows that window's title to 
show. In that way, you can 
always see where you are 
In the hierarchy. Browsing 


the hierarchy Is fun, and 
may teach you a few things 
in the process. 

In the "reverse dictionary" 
view, you can search the 
wordbase for words or 
phrases; the program re- 
trieves a list of articles with 
text matching your search 
string. The search string can 
contain Booleans, but not 
wildcards. Convenience 
features include a book- 
mark function that allows 
you to record as many as 
30 entries and return quick- 
ly to a useful one. The 
program also provides a 
"bread-crumbs" function 
that keeps track of the last 
30 entries that you exam- 
ined, and allows you to 
return to any one by high- 
lighting it and pressing 
return. Both of those fea- 
tures are available only in 
the outline (category) view. 
You can also copy and print 
entries. 

The program runs as a 
TSR, and can occupy as 
little as 4K of memory if you 
enable a swapping func- 
tion that works with 
expanded or extended 
memory (or a hard disk). 

The Inside Information 
wordbase occupies about 
3.5 megabytes. Negative 
features Include a slightly 
awkward user Interface, 
and slow performance un- 
der Windows. In addition, 
the program does not sup- 
port hypertext linking: You 
can't jump from the middle 


of one article to another by 
a lookup; you can only 
move through the hierarchy 
or depend on search re- 
sults. I also found it 
impossible to use my 
screen-capture utility (Pizazz 
Plus) with Inside Information. 

CONCLUSIONS 

There are lots of diction- 
aries and thesauri available 
for PC's. The two discussed 
here are the most powerful 
and versatile yet released. 
They have their faults, and 
they're by no means com- 
plete. But, as PC hardware 
continues its relentless 
march toward greater 
speed and capacity, these 
products will evolve to 
match. One day soon, 
we're going to have tools 
that combine the thor- 
oughness of paper 
products with the speed 
and ease-of-use of the 
computer. ■ 


ANTIQUE RADIO 

[Continued from page 86) 

appearance evoke the era 
In which they were man- 
ufactured, but they seem 
almost ready to vibrate 
once again to the voices 
and music of the past. 

But even those who 
aren't particularly Into histo- 
ry can enjoy looking at 
antique radios, because 
many are so beautifully de- 
signed and constructed. 
They're Interesting on their 
own terms — even divorced 
from the eras in which they 
were manufactured. In con- 
trast to much of the 
merchandise sold In today's 
"throw-away" society, the 
old sets were made to last, 
be admired, and be re- 
pairable. 

Thafs all the room for this 
month. If you have any 
questions, comments, etc., 
you can write to me c/o 
Antique Radio, Popular 
Electronics, 500-B Bi-Coun- 
ty Blvd., Farmingdale, NY 
11735. ■ 
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HAM RADIO 


By Joseph J. Carr, K4IPV 

Less Power 
To You 


H OW much RF power do 
you run? How much 
power ore you allowed to 
run? 100 watts? 2000-watts 
PEP? 1500 watts output? The 
FCC rules. Part 97.313(a), 
requires that you use the 
minimum power required to 
make and maintain com- 
munications. Ifs a well- 
known fact that lowering 
RF-power ievels greatly re- 
duces interterence to your 
neighbors and your own 
entertainment equipment. 
Consumer equipment that 
is overloaded by a 2000- 
watt bandbuster is un- 
affected when lower RF- 
power levels, say 50 to 200 
watts, are used. 

Not quite a year ago, 

FCC field-engineering per- 
sonnel pulled surprise 
station inspections on 209 
randomly selected ama- 
teur-radio operators around 


stations experienced essen- 
tially no degradation of 
performance (as measured 
by being able to work the 
other guy) when RF power 
was reduced 50 percent. 

Why would this be true? 
One of the reasons is that 
IDerceived signal strength is 
a logarithmic phe- 
nomenon, which is why it is 
measured in decibels (dB). 
The primary measure of sig- 
nal strength on receivers is 
the S-unit. On most re- 
ceivers, each S-unit 
represents a 6-dB change 
in signai strength. For exam- 
ple, an S7 signal Is 6-dB 
greater than an S6 signal, 
and 6-dB weaker than an 
$8 signal. Further, for most 
people, one "S-unif (/.e., 6 
dB) is just about the smallest 
change that can be per- 
ceived by the human ear. 

Now how much of a 
change in power Is repre- 
sented by the 6-dB S-unit? 
Going from 500 watts to 
1000 watts (or the other 
way, for that matter), repre- 
sents a 3-dB change (the 
equivalent of half an S-unit). 
Thus, a 6-dB change repre- 
sents a 4:1 power change; 
e.g., going from 500 watts 
to 2000 watts. So, If you are 
already running 500 watts, 
you'll gain only a single S- 
unlt by purchasing or build- 
ing a 2000-watt power 
amplifier! 

Ifs hardly worth the small 
change in perceived re- 
ceived signal strength. 
Besides, one also greatly 
increases the jDossIbillty of 
friction with the neighbors. 
One old-time FCC official 
once told me that the FCC 
generally doesn't like to al- 
low commercial 
broadcasters to increase 
power less than five fold 
because of the limited 



It is improper to tune on the air any more than is absolutely 
necessary. The proper way to tune up is into a dummy load 
(artificial antenna), such as this one, and then switch to the real 
antenna for touch-up and operation. 

the country. The operators 
were asked to tune up nor- 
mally so that a base-line 
measurement of field 
strength could be estab- 
lished. They then asked the 
operator to tune up at a 
lower-power level. An inter- 
esting outcome of the study 
was that 75 percent of the 


effect of smaller increases. 

In the old days, it was 
common for citizen's band- 
ers to "soup up" their 5-watt 
rigs to 7- to 10-watt levels. 

Of course, only a few of 
them were smart enough to 
also boost the modulator 
power, so many of the 
souped-up rigs actually 
were less able to communi- 
cate because of the lower 
percentages of modula- 
tion. 

Because the FCC actu- 
ally paid attention to CB'ers 
(who were licensed), those 
characters made them- 
selves Illegal, reduced the 
reliability of their rigs, and in 
the bargain only fooled 
themselves Into thinking 
they were "getting ouf any 
better. Souping up a rig 
from 5 to 7 watts gains 
about 1.5 dB, or Va S-unit, 
which is the smallest 
change that a person can 
hear. 

It is possible that the FCC 
will issue a new rule, 
strengthening the require- 
ment to reduce output 
power. However, that rule 
will probably have little or 
no effect on our operat- 
ing...after all, how does one 
prove that power isn't being 
kept minimal? 

Operating at lower 
power Is relatively easy on 
modern rigs. The two prin- 
cipal modes of operation 
on modern HF transceivers 
are single sideband (SSB) 
and CW. The RF-output 
power when operating in 
SSB is controlled by the mi- 
crophone's level setting; In 
CWthafs handled by the 
carrier control. Those con- 
trols are often concentric to 
each other, or. In some 
cases, are even the same 
control. Both of them are 
basically drive controls that 




adjust the RF-drive power to 
the final amplifier. 

By the way if the current 
reports in the media about 
the harmful effects of low- 
frequency electromagnetic 
radiation prove to be true, 
then It Is prudent to lower 
RF-power levels to the mini- 
mum level necessary just 
for health reasons. Those 
reports are as yet not well 
verified by scientists, but re- 
search Is on-going. 

A FRIENDLY WARNING 

The Amateur Radio Ser- 
vice (ARS) is regulated by 
the Federal Communica- 
tions Commission in 
Washington, DC (although 
our licenses arrive from an 
outpost in Gettysburg, PA). 
The Personal Radio Bureau 
is the pertinent office at the 
FCC's headquarters in 
Washington, while assorted 
Field Engineering Offices 
around the country provide 
local service. For the most 
part, the FCC leaves hams 
alone, paying attention to 
only those transgressors 
who come to their atten- 
tion through public 
complaints, or through the 
occasional foray through 
the bands by the several 
FCC monitoring stations. 

Much of the policing of 
the amateur bands over 
the years has been the do- 
main of the American 
Radio Relay League's Of- 
ficial Observer Corps. The 
Observer Corps looks for 
transgressors with harmon- 
ics, out-of-band operation, 
and other technical viola- 
tions, and then lets the 
operator know. No sanc- 
tions, just a collegial notice 
of a problem. If you get 
one of those notices, and 
you are smart, you'll act 
promptly to repair whatever 
defect is causing the viola- 
tion. 

SOME OTHER MATTERS 

One of the great an- 
noyances on the ham 
bands is the large number 
of people who tune up on 



MPJ DELUXE HF 

PEAK BEADING SWRiWATTMETER 

MOOei. 




The legal limit is the lowest amount of power needed to establish 
communications. An RF wattmeter in the shack will help you to 
know what RF power is being sent to the antenna. 


the air at full power. A bet- 
ter, and legal way is to 
connect the output of the 
rig to a 60-ohm dummy 
load, and tune up the rig 
and its tuner into the 
dummy load. Then switch 
the output of the rig or 
tuner to the actual antenna 
and quickly adjust the con- 
trols — at the lowest power 
level that will give a usable 
deflection on the meters — 
for optimum settings. 

Most antennas will not 
change very much over 
time, so It Is possible to 
make a chart of antenna- 
tuner settings as a function 
of frequency. When the set- 
tings are found. It is possible 
to preset the tuner off the 
air to very nearly the final 
setting. 

Another thing that the 
FCC requires is that har- 
monic radiation be 
considerably reduced. Most 
rigs will do -40 dB or bet- 
ter. But placing a lowpass 
filter In the antenna line or 
using a narrow-bandpass 
antenna tuner will help re- 
duce the numbers even 
further and, thereby, pre- 
vent a large amount of TVI 
(television interference). 
Proper antenna tuners can 
be bought or built. 

For those who want to 
build a tuner, I have a BASIC 
software program called 
"MATCHER" ($15) that will 
help you design your own. 
Contact me at PO. 1099, 
Falls Church, VA, 22041 if 
you're interested. The dis- 


kette Is protected by my 
copyright, but is not copy 
protected. That means that 
you can make non-com- 
merclal (/.e., don't sell or 
place It on a computer 
bulletin board) copies for 
your own use or to share 
with other hams. I don't 
care If you pass It around, 
but If you sell it, then I want 
my cut. Unfortunately, the 
listing Is too long to publish 
in this column. 


AN FCC ^^WAR STORY” 

Many years ago (around 
the late 1950's), a friend of 
mine was an FCC field en- 
gineer somewhere in rural 
Virginia or Kentucky. He trav- 
eled throughout a large 
region visiting mostly broad- 
casting stations. There was 
a town on his route that 
paid most of Its bills by 
operating a "Yankee trap" 
on the highway. 

According to my friend, 
the town was so notorious 
that AAA and other travel 
groups marked it in red on 
their trip tickets. Anyway, 
they got my friend one 
Monday morning, and he 
got a $25 speeding ticket. 
Now the story gets interest- 
ing. In those days, Iwo-way 
mobile-radio transmitters 
had to have "transmitter- 
verification cards" mounted 
on them. My FCC friend 
noticed that the police ra- 
dio lacked the requisite 
card. Further, the transmitter 
(Continued on page 100) 



Every month Monitoring Times brings 
everything you need to make the most 
of your general coverage transceiver: 
the latest information on international 
broadcasting schedules, frequency 
listings, international DX reports, 
propagation charts, and tips on howto 
hear the rare stations. Monitoring 
Times also keeps you up to date on 
government, military, police and fire 
networks, as well as tips on monitor- 
ing everything from air-to-ground and 
ship-to-shore signals to radioteletype, 
facsimile and space communications. 

ORDER YOUR SUBSCRIPTION 
TODAY before another issue goes 
by. In the U.S., 1 year, $19.50; 
foreign and Canada, 1 year, $26. 
For a sanfiple issue, send $2 (for- 
eign, send 5 IRCs). For MC/VISA 
orders ($15 minimum), call 
1-704-837-9200. 

Monitoring Times 

Your authoritative source, 
every month. 

P.O. Box 98 
Brasstown, N.C. 28902 
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DX LISTENING 


By Don Jensen 


Learning 
About the 
Hobby 


S hortwave listening got 
a tremendous boost 
during the Persian Gulf war. 
Many thousands of Ameri- 
cans who had never before 
given much thought to in- 
ternational broadcasting 
suddenly became intrigued 
with the prospect of tuning 
in radio signals from half a 
world away where their 
sons and daughters, broth- 
ers and sisters, husbands 
and wives were serving with 
the fighting forces. The re- 
sult was a tremendous 
surge in SW receiver sales. 

Some of the receivers 
were purchased at PX's by 


BOLIVIA 
DX CLUB 

COCHABAMBA 


You will find shortwave listeners and their listening clubs all over 
the world. This sticker identifies a small hobby organization that 
was located in the South American city of Cochabama, Bolivia. 


the Gl's themselves, so that 
they could keep up with 
the rest of the world's events 
beyond their own little 
patch of sand in the 
months before Desert 
Shield became Desert 
Storm. Still others back 
home were attracted by 
world-band radio's ability to 
present a wide range of 
global viewpoints, be they 
friendly or hostile. 

That sales pressure 
boosted normal receiver 
sales to many times what 
electronic dealers had ex- 
perienced in previous 
years. For months, some of 


the popularly priced SW ra- 
dios — Sony's ICF-2010 and 
ICF-7600 models, and Pan- 
asonic's RF-B65, for 
example — ^were very diffi- 
cult to find in the stores. 

Even a major chain like 
Radio Shack was hard 
pressed to keep up with the 
demand for receivers like its 
$200 "flagship" set, the 
DX-440. What that short- 
wave boom did was to 
bring many newcomers 
into the listening hobby. 

That is underscored in some 
of the mail that I've been 
receiving from readers 
who've discovered Popular 
Electronics on their news- 
stands and want more 
information about this fas- 
cinating pastime that we 
call SWL'Ing! 

A typical letter comes 
from Cliff Rodrigues of Isli- 
ngton, Ontario, Canada, 
who says "I have recently 
taken up a hobby in SW- 
radio listening. Could you 
kindly give me any informa- 
tion that you think is vital for 
a budding DX listener? Any 
schedule Information and 
tips will be very gratefully 
looked forward to." 

Cliff has hit upon a key 
element In SWL'ing, "sched- 
ule information and tips." 
Keeping up with when and 
where to tune for foreign 
SW stations Is essential. One 
good answer is a first rate 
reference, such as the an- 
nual Passport To World 
Band Radio, which presents 
the entire shortwave spec- 
trum in computer- 
generated graphic form. It 
shows which shortwave sta- 
tions operate when and 
where, the languages they 
use, their transmitter 
powers, and much more. 
The data is cross-refer- 
enced in such a way as to 


easily come up with the 
needed Information, 
whether one starts out with 
a frequency, country, or lan- 
guage-used reference 
point. 

The venerable European- 
based annual World Radio 
TV Handbook also contains 
a broad collection of sta- 
tion data and schedules. 

The 1991 edition of 
Passport To World Band Ra- 
dio retails for $16.95. The 
1992 edition should be out 
just about when you read 
this column. The 1991 World 
Radio TV Handbook sells for 
$19.95. Both are sold by, or 
can be ordered through, 
electronics-equipment 
dealers and the major 
bookstore chains In the U.S. 
and Canada. 

The annual publications 
are essential for baseline 
information, and remain re- 
markably current even 
months after they come off 
the presses. But shortwave is 
a changing medium. So, to 
really keep on top of the 
frequency and schedule al- 
terations, seasonal shifts in 
channels, moves sometimes 
made in response to inter- 
ference from other 
broadcasters, or world polit- 
ical events, serious SWL's 
may want to join a listeners 
club. 

There are a number of 
SW clubs, and some of 
them very good ones in- 
deed, both here and 
abroad, from South Amer- 
ica to Australia, and from 


^Credits: Pete Grenier, NV; Ste- 
ve Batson, WV; David Edger, 

VA; Jerry Klinck, NY; Karl Forth, 
IL; Brian Alexander, PA; Richard 
D’Angelo, PA; Bob Karcheski, 
MA; William Flynn, OR; North 
American Shortwave Associa- 
tion, 45 Wildf lower Road, 
Levitown, PA 19057 
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the Soviet Union to South 
Africa. However in the inter- 
est of space, let me focus 
attention on just two, the 
largest of their kind in North 
America— the North Ameri- 
can Shortwave Association 
(45 Wlldflower Road, Levlt- 
town, PA 19057) and the 
Ontario DX Association (RO. 
Box 161, Station A, 
Wlllowdale, Ontario, Cana- 
da, M2N 5S8). 

Both are non-profit, vol- 
unteer-run organizations, 
each with more than 1200 
members. Their main link 
with members is their 
monthly 60 to 80-page 
news magazines, the 
Journal of the North Ameri- 
can Shoriwave Association 
and DX Ontario, respec- 
tively. 

The Canadian organiza- 
tion's membership has 
about a 3:1 ratio of Ontario 
residents to those living out- 
side that province. NASWA 
has a majority of U.S. mem- 
bers. Both clubs, however, 
accept memberships 
worldwide. Annual fees — 
depending on the club, 
member location, and 
whether first-class or airmail 
delivery Is required — range 
between $23 and $34. 

The bulletins are some- 
what similar in content, 
format and appearance, 
and are packed with infor- 
mation to help SW listeners, 
whether they are beginners 
or veteran listeners. The bul- 
letins regularly include up- 
to-date schedule changes, 
tips on rare stations being 
heard, how-to-do-lt and 
self-help information, 
equipment and new pub- 
lication reviews, best-bet 
program guides, and much, 
much more. 

Regular readers of this 
column will have noted that 
I often reprint Information 
from both of those excellent 
club bulletins. Two dollars, 
including postage and 
handling, sent to either or 
both of those organizations 
will get you a sample copy. 
Then you can decide for 


yourself If you wish to join. 

Tell them you read about 
their clubs in Popular Elec- 
tronics. 

OTHER HOBBY 
REFERENCES 

Another reader, Stephen 
Mahan, Myrtle Beach, SC, 
has written with a question 
about other hobby refer- 
ences. 'After reading 
several of your columns In 
Popular Electronics," Step- 
hen says, "I'm curious about 
this International pastime, 

DX listening. Would you rec- 
ommend a book or books 
that could get me started? I 
would prefer reference ma- 
terial with practical 
application." 

There are a number of 
useful books for the begin- 
ning SWL, Stephen. You 
might want to consider one 
of these: 5o You Bought a 
Shortwave Radio! A Get Ac- 
quainted Guide to the 
Wide World of Shortwave, 
by Gerry L. Dexter ($6.95 
plus $2 shipping), which Is 
available from various deal- 
ers as well as from the 
publisher (Tiare Publications, 
RO. Box 493, Lake Geneva, 
Wl 53147). 

Complete SWL's Hand- 
book, 3rd Edition, by 
Bennett, Helms and Hardy 
($16.95 plus $1 shipping) is 
available from various deal- 
ers, including Universal 
Radio Inc. (1280 Aida Drive, 
Reynoldsburg, OH 43068). 

The World is Yours, by 
Samuel Alcorn (price not 
available) is available from 
various dealers, including 
Electronic Equipment Bank 
(323 Mill St. NE, Vienna, VA 
22180). 

Bob Grove's Scanner and 
Shortwave Answer Book, 
($12.95 plus $1.50 shipping) 
is available from various 
dealers, including the pub- 
lisher, Grove Enterprises (RO. 
Box 98, Brasstown, NC 
28902). 

Not all our new readers 
are new to the listening 
hobby, though, as this letter 
from Phil J. Wanat, North- 


field Falls, VT, Illustrates: 

"I was a shortwave 
monitor In 1967-69 and 
had the call letters 
WPE1ENK, issued by the old 
Popular Electronics. I had 
given up the hobby for a 
long time and now am 
back again. I would like to 
be re-registered and still 
keep the same call I had 
back then. What is the pro- 
cedure and the fee?" 

Welcome back to DX'Ing, 
Phil. Your question also has 
been raised by others who 
were Popular Electronics 
shortwave monitors more 
than 20 years ago. Yes, in 
the 1950's and 60's, Popular 
Electronics did register SWL's 
and issue calls such as 
yours, Phil, WPE1ENK, and 
my own, WPE9EZ. But about 
1970, the magazine ended 
its sponsorship, turning over 
the program to former DX 
columnist Hank Bennett, 
who continued it on his 
own as the WDX Monitoring 


Sen/ice. Many of those with 
the older WPE calls convert- 
ed to "new" WDX-type calls. 
My WPE9EZ became 
WDX9EZ, for example. 

After all these years, Ben- 
netfs WDX Monitoring 
Service still Issues WDX 
monitor registration call let- 
ters for a nominal fee. 
Anyone interested In ob- 
taining a new WDX call, or 
converting their old WPE 
registration, should send a 
self-addressed stamped 
envelope to RO. Box 3333, 
Cherry Hill, NJ 08034, for 
details. 

EX>WN THE DIAL 

What are others hearing 
on shortwave? Here are 
some of the stations, times 
and frequencies. What are 
you hearing? Why not tell 
the rest of us? Your letters 
are always welcome. Send 
them to DX Listening, Popu- 
lar Electronics, 500-B Bi- 

(Continued on page 101) 


Shortwave Listening 
Guidebook 


by Harry Helms 

The world is talking on shortwave radio, 
and here’s the book that tells you how to 
listen in! In direct, nontechnical language, 
Harry explains how to get the most from 
your shortwave radio. Its 320 heavily 
illustrated pages are filled with practical 
advice on: 

• antennas 

• when and where to tune 

• selecting the right radio for you 

• accessories 

• reception techniques 

1 Learn how to hear 
I the BBC, Radio 
Moscow, ham radio 
operators, ships at 
sea, even Air Force 
One! Includes 
hundreds of 
frequencies for 
stations around the 
world and the times 
you can hear them. 



HieKlext 

Publications, Inc. 


Only $16.95 plus 
$3.00 shipping 

(CA rOSidontS Publications, Inc. 

plsaSO inciudO 7128 Miramar Road 

sales tax). suite 15L, San Diego, CA 92121 
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By Marc Saxon 


Who Cares? 
VfeDo! 


H ave you ever scanned 
the "nobody-cares" fre- 
quencies? I call them that 
because low-power hand- 
held transceivers are mass 
marketed for general-com- 
munications purposes by 
the public, and nobody 
seems to really care if any- 
body takes out the 
necessary licenses to oper- 
ate them legally. Sure, FCC 
license forms are packed in 
with the sets, and the in- 
struction manuals clearly 
point out that a license is 



The 2 -watt, 2 -channel 
Courier Minicom VHF FM 
transceiver can open up a 
new world of monitoring 
experiences, picking up often 
unusual — and sometimes 
illegal — two-way 
communications . 


required, but most people 
don't bother. The FCC 
hasn't taken any steps to 
chase down illegal oper- 
ators. 

These sets are used by 
many businesses, from se- 
curity services to building 
contractors. They're used in 
factories and warehouses, 
on farms, and for a wide 
range of industrial pur- 
poses. But it does seem that 
most are used by hikers, 
campers, hunters, and for 
all sorts of legal and illegal 
uses limited only by the 
imagination of their owners. 
That seems to include 
being put to use by bur- 
glars, prostitutes, drug 
dealers, and other assorted 
people who the FCC didn't 
have in mind for two-way 
radio use. 

The three major frequen- 
cies that are commonly 
used in these handheld 
transceivers are 151.625, 
154.57, and 154.60 MHz— 
frequencies allocated to 
the Business Radio Service. 
Sometimes they are simply 
called Frequencies A, B, 
and C by those who man- 
ufacture, sell, and use the 
handhelds. By putting those 
frequencies into your scan- 
ner, you should be opening 
up your horizons to a world 
of new monitoring experi- 
ences, some highly spirited 
and entertaining. If you're 
close to a fast-food em- 
porium, you might even find 
their drive-up window com- 
munications using one of 
these channels. 

Other, although not as 
popular, frequencies that 
also turn up unusual (and 
often apparently un- 


licensed) two-way 
communications include: 
151.49, 456.80, 457.525, 
457.55, 457.575, 457.60, 
458.025, 458.075, 458.125, 
458.175, 467.75, 467.775, 
467.80, 467.825, 467.85, 
467.875, 467.90, 467.925, 
and 469.50 MHz. 

FREQUENCY FINDS 

Steve Taylor (Jackson's 
Gap, AL) was nice enough 
to furnish us with frequen- 
cies used in his state. Those 
include the Alabama For- 
estry Commission on 
159.315 and 159.42 MHz, 
and also Alabama State 
Troopers on 154.92 MHz 
(base) and 155.445 MHz 
(cars). 

From Ken Fowler, of Fair- 
fax, VA, we learn that his 
city's police use 453.975 for 
Dispatch; 460.075 for De- 
tectives, Fire Marshals, and 
Youth Services; 460.05 for 
Surveillance; and 453.55 for 
Mutual Aid. Ken also advises 
that he is hoping to start a 
BBS that will feature discus- 
sions on scanner use in the 
Washington, DC Metro 
area. Those who are inter- 
ested can contact Ken 
Fowler directly at 3511 Perry 
Street, Fairfax, VA 
22030-2933. 

SCANNERS IN THE 
NEWS 

In the Chicago suburbs, a 
couple of burglars had 
managed to avoid arrest 
by monitoring police com- 
munications. They were 
suspected of hundreds of 
household burglaries that 
netted them a half-million 
dollars in loot. 

When the police dis- 
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POPULAR ELECTRONICS 


covered that the secret of 
the burglars' success was 
based upon their ability to 
listen in on police commu- 
nications, they devised a 
way of short circuiting the 
crooks' advantage. The po- 
lice decided to temporarily 
abandon the frequencies 
they normally used for their 
stakeouts and surveillances, 
using instead some short- 
range 49-MHz transceivers. 

Monitoring the police fre- 
quencies gave the burglars 
the impression that the 
coast was clear. They broke 
into a house and dragged 
off a safe filled with $50,000 
worth of jewels, cash, 
bonds, and rare coins. The 
police got their men! 

In another bizarre inci- 
dent, police in Prince 
William County, VA heard a 
distress call come over one 
of their agency's frequen- 
cies. The caller Identified 
himself as a police officer 
needing assistance as a re- 
sult of a chase. That was 
followed by several hours' 
worth of microphone clicks 
on the frequency, which the 
agency interpreted as con- 
tinuing calls for help from a 
fellow officer injured so se- 
verely that he couldn't 
speak. An intensive ten-hour 
search ensued, involving 
helicopters and personnel 
from more than a dozen 
area police agencies. 

When the search was 
over, a 39-year-old man 
was under arrest for send- 
ing out the false distress call 
from his parked van. The 
police learned that he was 
under suspicion for transmit- 
ting dozens of other fake 
distress calls from through- 
out Ohio and Kentucky. 

To make it all worse, the 
suspect was a high-school 
physical-education teacher 
(from Ohio) who Is a li- 
censed ham operator, and 
the advisor to his school's 
ham-radio club. Go figure! 

INSIDE INFORMATION. 

A !etter from Rubin Scott, 
of Lumberton, NC, tells 


about a problem he's hav- 
ing. He likes to monitor his 
city police on 453.20 MHz 
and the fire dispatcher on 
154.235 MHz. The problem Is 
that the stations come in 
poorly, and the sound level 
is very low. Rubin adds that 
he uses an Indoor antenna. 

Without knowing any fur- 
ther details, the first thing I'd 
try Is an outside antenna. 
Although an inside antenna 
is often sufficient for gener- 
al local monitoring, ifs still 
an approach that will pro- 
duce reduced results when 
compared to any antenna 
mounted outside a struc- 
ture. Poor reception and 
low sound level are often- 
heard complaints from 
scanner owners, and my 
first guess is that they're 
using an Indoor antenna, 
like the dinky telescoping 
whip that mounts on the 
desktop scanner Itself. 

L.WF, Jr., has passed his 
Tech Class ham ticket and 
Is waiting for his license to 
come through. While wait- 
ing, he has purchased a 
Iwo-meter band (144- 
to-148-MHz) transceiver, 
and erected a Iwo-meter 
ground-plane antenna. He 
tried his scanner on this 
antenna, and it did a good 
job receiving from 118 to 
174 MHz. The question Is: Do 
we think the scanner and 
the two-meter transceiver 
can share that one anten- 
na simultaneously? 

If only one piece of 
equipment at a time will be 
connected to the antenna 
(such as via a rotary coaxial 
switch), then it should work 
OK. But I hope you aren't 
thinking about feeding both 
units off the antenna with a 
"T" connector, or anything 
like that, because that 
could lead to various types 
of unhappiness. 

We await your questions, 
frequency information, and 
comments. Write to us at: 
Scanner Scene, Popular 
Electronics, 500-B Bl-Coun- 
ty Boulevard, Farmingdale, 
NY 11735. ■ 


HAM RADIO 

(Continued from page 93) 

was a wideband-FM unit 
that was no longer legal. 

Checking with headquar- 
ters, he found out that 
neither the town nor the 
county had a license. So 
accompanied by a U.S. 
Marshall, he confiscated 
the four mobile rigs, the 
base station at the police 
station, the mayor's home, 
and the police-chiefs 
home, plus the radar trans- 
mitter. It seems that a 
huckster had come through 
town a few months before 
and sold them a truck full of 
outdated radio and radar 
gear, and told them that 
because of their public ser- 
vice status, they did not 
need a license. 

Of course, while In the 
court house he also paid 
the speeding ticket. I can't 
verify this story. It has been 
told for about a quarter 
century around this area, 
however. 


DEGENERATES IN OUR 
RANKS? 

Most of us have heard 
stories about vulgar, pro- 
fane individuals on the 
bands these days. Others of 
us have even heard them (I 
have). I suppose those Idiots 
are the price that we have 


to pay for the First Amend- 
ment...although I wonder If 
thafs really true. But every 
now and then, we hear of 
some real degenerate who 
deserves criminal action. 

The FCC caused the ar- 
rest last year of one fellow 
who intentionally Interfered 
with emergency communi- 
cations. Whenever we find 
one of these guys, it is wise 
and prudent to turn them In 
Immediately. 

One reader wrote about 
a neighbor of his who held 
a newly minted Novice 
Class license. Besides put- 
ting up an antenna over 
the reader's property with- 
out permission, the 
neighbor refused to investi- 
gate whether his rig was 
causing interference to the 
reader's TV and portable 
telephone. In retaliation, 
the ham claimed that the 
portable telephone's trans- 
mitter interfered with his 
own 80-meter CW opera- 
tions. 

On 1wo occasions, the 


ham allegedly cut the tele- 
phone lines to his 
neighbor's home! Homs like 
him, we don't need. I sus- 
pect that he violated 
several local, state, and 
federal laws or regula- 
tlons...and should be turned 
in. ■ 



A view of the author's ham-radio station. The dummy load on top 
of the antenna tuners, although open for modification, is 


normally shielded. The RF wattmeter in the foreground is usually 
placed between the rig and the power amplifier. The output of the 
rig can be switched from the dummy load to the real antenna 
with a coaxial switch. 
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AM/FM TUNER 

[Continued from page 81) 

opposite channel, 5 kHz is 
some 55 dB lower in ampli- 
tude. in addition to the 
actual 5-kHz crosstalk In the 
unmodulated right-channel 
output, there were other 
cross-talk products, such as 
second-harmonic distortion 
(at 10 kHz), some residual 
19-kHz pilot signal, and a 
38-kHz subcarrier product 
along with sidebands at 33 
kHz and 43 kHz (arising from 
the 38-kHz subcarrier fre- 
quency ± the 5-kHz 
modulating frequency used 
In the test). 

This test was repeated 
using the narrow-IF mode 
and the results showed re- 
duced actual separation 
(only about 40 dB at 5 kHz) 
and higher amplitudes of 
distortion and other 
crosstalk products at the 
output of the unmodulated 
channel. Other measure- 
ments made for the FM 
section confirmed an alter- 
nate selectivity ratio of 85 
dB when the narrow-IF 
mode was used, and a 
capture ratio of exactly 1.2 
dB, which Is what Is claimed 
by Yamaha. 

While the iDerformance of 
the FM section of this tuner 
was exemplary, such was 
not the case with the AM 
section. Like so many other 
manufacturers of "high 
fidelity' AM/FM tuners, 
Yamaha seems to have 
chosen to treat the AM sec- 
tion as pretty much of an 
afterthought, providing only 
minimal fidelity for that form 
of radio reception. That Is 
unfortunate, especially 
when you consider the fact 
that many AM broadcast 
stations have adopted the 
new NRSC (National Radio 
Systems Committee) rec- 
ommendations for 
Improved quality of AM-ra- 
dlo transmission. The overall 
frequency response of the 
AM tuner section was down 
6 dB at 60 Hz and also at 
2.7 kHz. 



The THD figures were quite low when the receiver was in the 
wide-IF mode. The solid line is mono; the dashed line is stereo. 


SPECTRUM ANALYSIS OF 5 kHz SIGNAL OUTPUT, (L G R OUTPUTS) ; YAMAHA TX-SSO 
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Spectrum analysis of left (solid line) and right (dashed line) 
outputs when a 5-kHz signal is input only to the left channel. Use 
the right-hand scale to read the crosstalk and distortion levels. 



HANDS-ON TESTS 

FM reception using the 
Yamaha TX-930 was superb. 
Even with a simple Indoor 
dipole antenna, we were 
able to pick up every major 
FM station in our area In 
stereo. Using a multi-ele- 
ment outdoor antenna, we 
logged some 52 stations — 
47 of them In acceptable 
stereo. Some of the weaker 
stations In this experiment 
were only 200-kHz removed 
from stronger, nearby sta- 
tions, but using the narrow- 
IF mode in those instances, 
we were able to separate 
the 1wo adjacent signals. 
Furthermore, while bench 
measurements showed that 
the use of the narrow-IF 
mode increased distortion. 


the slight Increase was not 
audible in our listening tests, 
and the Improvement In se- 
lectivity was certainly worth 
the slight Increase In distor- 
tion. 

Physically, the Yamaha 
TX-930 Is extremely attrac- 
tive with its slim design (it 
measures only 3 Inches 
high) and its comprehen- 
sive set of displays. The 
presence of a rotary tuning 
knob is a welcome addi- 
tion, as far as we are 
concerned. Even though 
tuning Is digital (and there 
is, of course, no "dial point- 
er" or dial scale), being 
able to spin a tuning knob 
to get from one frequency 
to another seems more nat- 
ural than having to keep 


one's finger pressed against 
a pushbutton. The presets 
are easy to program and, 
although entering station 
call letters takes a bit of 
time. It Is a noteworthy fea- 
ture for those who have 
trouble associating fre- 
quencies with specific FM 
stations. 

In the course of using this 
tuner over a period of sev- 
eral days we detected no 
drift whatsoever, even when 
the lock feature was not 
used. Once you tune In to a 
given station, the tuner re- 
mains tuned to that 
frequency till you select an- 
other one. We can recall a 
time when tuners of this 
quality cost Iwice as much 
(or more) as Yamaha's 
modest suggested price of 
$399.00. 

For more Information on 
the Yamaha TX-930 AM/FM 
stereo tuner, contact the 
manufacturer directly, or cir- 
cle no. 120 on the Free 
Information Card. ■ 


DX LISTENING 

(Continued from page 95) 

County Blvd., Farmingdale, 
NY 11735. 

The schedules are listed 
In Coordinated Universal 
Time (UTC), which is equal 
to EST + 5 hours, CST 6 
hours, MST -i- 7 hours, and 
PST -H 8 hours. 

NAMBIA^,290 kHz. The 
Nombian Broadcasting 
Corp. Is a nice DX catch 
here at around 0330 UTC. It 
was noted here with English 
ID and western music. 

NORWAY— 9,655 kHz. 
Radio Denmark Is being re- 
layed by shortwave 
transmitters In Norway these 
days. Look for this one. In 
Danish, at around 0030 
UTC. 

SOLOMON ISUNDS— 

5,020 kHz. The Soiomon is- 
iands Broadcasting Corp. 
has been reported here In 
English until Its 1200 UTC 
sign off. ■ 
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POPULAR ELECTRONICS 


DOES YOUR METER LIE 

(Continued from page 40) 


to oscillate above and below the DC 
potential rather than zero, then all bets 
are off. These circumstances will create 
havoc with some types of meter, as we 
will see from a little experiment below 

Meter-Reading Experiment. Two dif- 
ferent multimeters, one an analog VOM 
and the other a 3y2-digit DMM, were 
connected In parallel across a load re- 
sistor (Rl In Fig. 5). Also connected 
across the load resistor was the vertical- 
input probe from an oscilloscope. First, 
the Iwo meters were set to their respec- 
tive 10-volt DC scales (0 to 10 volts on 
the VOM and 20 VDC on the DMM). 
Next, an audio function generator was 
connected so that Its output was 
placed across the load resistor. The 
sinewave output of the function gener- 
ator was adjusted to show 6 volts peak- 
to-peak on the calibrated oscilloscope 
when a 60-Hz sinewave was applied; 
this value corresponds to a peak value 
of: 

6/2 = 3 volts 

If the sinewave was reasonably pure, 
then the rms value would be: 

0.707x3 volts = 2.12 volts 

For this sinewave the analog meter 
read 2.0 volts, while the DMM measured 
2.09 volts (close enough to be consid- 
ered "accurate"). There was little dif- 
ference between the readings at 60 Hz. 
The error widened a little bit at 1000 Hz, 
as the VOM reading dropped to 1.8 
volts and the DMM was essentially un- 
changed as it bounced back and forth 
between 2.08 and 2.09 volts. In other 
words, the VOM appears to have a nar- 
rower range of audio frequencies over 
which It operates, a situation that is not 
unusual unless the meter Is designed as 
an audio voltmeter as well (some are, 
mine was not). 

The function generator was next set 
to produce a squarewave also of 6 volts 
peak-to-peak and symmetrical about 
zero volts. One would expect the rms 
value to be one-half the peak value, or 
3 volts. The VOM read 3.2 volts at 1000 
Hz, while the digital meter read 3.43 
volts. At 60 Hz, the analog meter read 
2.8 volts and the DMM read 3.12. 

A 1000-Hz triangle waveform, also at 
6 volts peak-to-peak and symmetric, 
yielded a reading of 1.65 volts on the 
VOM , and 1.7 volts on the DMM. At 60 
Hz, the readings were 1.4 volts on the 


VOM and 1.54 volts on the DMM. These 
readings are a lot closer together, re- 
flecting the different composition of the 
waveform. 

Results with non-symmetrical wave- 
forms — a TTL squarewave, a sawtooth, 
and a sinewave with a considerable 
DC component— were also examined. 

The TTL squarewave is not sym- 
metrical because it Is intended to oper- 
ate with TTL digital devices. In this case, 
the base line is zero volts, and the peak 
voltage was + 4.1 volts. The 60-Hz TTL 
signal snapped back and forth be- 
tween 0 and +4.1 volts. The average 
value, therefore, was + 4.1/2, or + 2.05 
volts. The analog meter read, sur- 
prisingly enough, 4 volts, while the dig- 
ital meter read 1.96 volts. In other words, 
the VOM measured the peak voltage, 
while the DMM measured the average 
voltage. 

The sawtooth wave was provided by 
a digital sawtooth-generator circuit 
created by connecting a dlgital-to- 
analog converter (DAC-0806) to the 
output of a binary counter thqt was 
driven by a clock. The sawtooth was a 
400-Hz 4-volt peak waveform. The ana- 
log meter read 9.2 volts, while the DMM 
read 2.25 volts. 

Finally, a 60-Hz sinewave signal that 
had a DC component was examined. 
Initially, the output level of the gener- 
ator without the DC component was 
cranked up all the way. The reading on 
the analog VOM was 2.8 volts, and it 
bobbed between 2.08 and 2.09 volts 
on the DMM, very nearly identical read- 
ings. But when a + 5-volt DC compo- 
nent was added, the VOM read +10 
volts and the DMM read 3.12 volts. Sim- 
ilarly, when the DC offset was switched 
to -5 volts, the VOM read -10 volts 
and the the DMM read 2.81 (with no 
polarity sign showing!). 

Understanding the effects of different 
signals on the reading produced by a 
meter will make it easier to use the 
meter In situations where the Input sig- 
nal Is other than a fixed DC level, or a 
pure, noise-free sinewave. ■ 



LIGHT BEAM 

[Continued from page 42) 

The receiver needs no special con- 
sideration except for the solar cell; if an 
unmounted cell is being used, be very 
careful with it. Some are more fragile 
than eggshells and are easily dam- 
aged. Soldering to the backplane and 
front collector on an unmounted cell 
may also prove to be more difficult 
than imaginable, since excess heat 
can damage the cell. 

Limitations. The transmitter and re- 
ceiver have a frequency response of 
from 500 Hz to over 10 kHz. The high end 
can be cut off by using a higher current 
lamp. Such a lamp is slower to brighten 
and dim, and so will not reproduce all 
that is fed into it. 

Since the receiver is designed to turn 
light variations Into sound, simply point- 
ing the receiver at a household lamp 
should produce a 120-Hz hum in the 
receiver's speaker. Although the fre- 
quency response cuts off at about 500 
Hz, incandescent and fluorescent bulbs 
produce massive amounts of flicker, of 
which the tiniest bitwill be picked up by 
the receiver. That also limits communi- 
cations to nighttime or dark rooms, be- 
cause the 120 Hz hum of room lights 
may override the transmitter signal. 

Also, since sunlight is a DC source. It 
will raise the solar-cell bias to a point 
that gives a clipped output, or none at 
all. Solar cells are more sensitive to ul- 
traviolet light than infrared, so television 
remotes won't activate the receiver, but 
suntanning lamps will. 

Conclusion. Now that you have your 
Solar Cell Communicator, start pointing 
the receiver at whatever generates 
light. Clock-radio displays, neon signs, 
incandescent and fluorescent lamps, 
the television, the fireplace, jet engines, 
automobile headlights, and whatever 
else you desire. No two sounds you hear 
will be the same. 

The prototype has an effective range 
of about four inches without the benefit 
of lenses, focusing mirrors, or multiple 
cells. But the range can be easily In- 
creased by running the transmitter on 
12 volts, swapping the 2N4401 transistor 
for a high-power Darlington, and using 
an automobile headlamp. 

The circuit may not do anything im- 
portant, but to the untrained (and 
sometimes trained) observer, you'll look 
like you're doing some very important 
work instead of having fun. ■ 
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FOR SALE 


CABLE descrambler liquidation. Major makes 
and models available. Industry pricing! (Example: 
Hamlin Combo’s, $44 each... Minimum 10 orders). 
Call WEST COAST ELECTRONICS, 1 (800) 
628-9656. 

CABLE descramblers (Jerrold) from $40.00. Tocom 
VIP test chip. Fully activates unit. Also Zenith test 
board. Fully activates Z-Tacs. $50.00. Call (213) 
867-0081. 


PRINTED circuit boards — etched, drilled, tin 
plated. Single sided $1.25/sq. inch. Free shipping. 
CHELCO ELECTRONICS, 61 Water Street, May- 
ville, NY 14757. (716) 753-3200. 


CB RADIO OWNERS! 


I We specialize in a wide variety of technical I 
information, parts and services for CB radios. I 
10-Meter and FM conversion kits, repair books, I 
plans, high-performance accessories. Thousands I 
of satisfied customers since 1976! Catalog $2. | 


CBC INTERNATIONAL 

P.O. BOX 31500PE, PHOENIX, AZ 85046 


DESCRAMBLERS, cable TV converters, lowest 
prices, guaranteed, best quality, special Sacra- 
mento units, CNC CONCEPTS INC., Box 34503, 
Minneapolis, MN 55434. 1 (800) 535-1843. 

SAM’S photofacts. #11 thru 2520 while stock lasts. 
$6.00 per set. Discounts for volume purchases. 1 
(800) 274-2081 MCA/isa. 

ELECTRONIC parts since 1954. Send stamp for 
regular flyer. BIGELOW ELECTRONICS, Box 125, 
Bluffton, OH 45817. 

CABLE TV descramblers. Absolutely the lowest 
prices! All major brands. Money back guarantee. 
Call us last! ADVANCE ELECTRONICS, 2140 
Shattuck #2082, Berkely, CA 94704. 1 (800) 
659-3018. 


CRIBSHEET laminated, of commonly used elec- 
tronic formulas and symbols, $3.00 to: HUMEX, 
16365 Rhyolite Circle, Reno, NV 89511. 



SATELLITE TV 


FREE catalog — Lowest prices world wide SKYVI- 
SION, 2008 Collegeway, Fergus Falls, MN 56537. 1 
(800) 334-6455. (See full page ad in the Market 
Center) 

CABLE converters all major brands Info & orders 
1 (800) 782-0552. FREEWAY INC. s.m.p., PO Box 
5036, Burnsville, MN 55337. 


CABLE TV 
"BOXES" 

Converters-Descramblers 

Remote Controls-Accessories 

★ Guaranteed Best Prices ★ 

★ 1 Year Warranty - C.O.D.'s ★ 

★ Immediate Shippings 
★ FREE CATALOG ★ 

Call or Write 

NAS/TRANS-WORLD CABLE CO. 

3958 North Lake Blvd. • Suite 255 
Lake Park, Florida 33403 
1 -800^42-9333 
1 -800-848-3997 


SMD How to use surface mount technology. Build 
ultra miniature projects! Plans Included free, infra 
red control, and an Interesting light display. Send 
$15.00 to CHARLIE’S VIDEO, Dept SMT, PO 7782, 
La Sierra, CA 92503. 

FREE cable and satellite descrambler plans. Send 
self addressed stamped envelope. MJH INDUS- 
TRY, Box 531, Bronx, NY 10461-0208. 

VIDEOCIPHER ll/scanner/cable/satelllte modifica- 
tions books. Catalog — $3.00. TELECODE, PO 
Box 6426-PE, Yuma, AZ 85366-6426. 


DESCRAMBLER kits. Complete cable kit $44.95. 
Complete satellite kit $49.95. Add $5.00 shipping. 
Free brochure. No New York sales. SUMMIT PE, 
Box 489, Bronx, NY 10465. 


CABLE TV DESCRAMBLERS 

^CONVERTERS' 

and ACCESSORIES. 

SMIE MOHEY. 
DOM’TRH?- 

PANASONIC, 
PIONEER, JERROLD, OAK, 
SCIENTIFIC ATLANTA 
AND MORE. LOWEST PRICES. 
FREE CATALOG. 

( 800 ) 234-1006 

CABLE READY COMPANY 



10 disks of EE PD-shareware for PC 5 1/4” disk, 
$10.00. Bonus-disk library case with order. SHP 
$3.00. AGBSOFT, Rm 2708, 1350 Sixth Ave., New 
York, NY 10019. 

THE most advanced hi-tech security, surveillance 
and spy equipment available anywhere. All afford- 
able send $10.00 for complete catalog, (refunded on 
first purchase over $100.00) to: COMCON SYS- 
TEMS, 501 Boston Post Rd., Dept 153, Orange, CT 
06477. 


HUGE 92 page communications catalog of short- 
wave, amateur and scanner equipment. Antennas, 
books and accessories too. Send $1.00 to: UNI- 
VERSAL RADIO, 1280 Aida Dr, Dept. PE, Rey- 
noldsburg, OH 43068. 

PHOTOCOPIER theory and repair manual. Secrets 
revealed. $19.95 LOTUS PUBLISHING, Dept. O, 
Box 1689, Guelph, Ont. N1H 6Z9. 

IBM amateur license software. Select codeless, 
general, advanced or extra on 3.5 or 5.25 disk. 
Entire question pool, sample tests, help, problems 
worked, graphics and mouse supported. $9.95 
GHZ ENGINEERING, 78-6997 Mamalahoa #K, 
Holualoa, HI 96725. 


PLANS & KITS 


HOBBY/broadcasting/ham/CB/surveillance 

transmitters, amplifiers, cable TV, science, bugs, 
other great projects! Catalog $1.00 PANAXIS, Box 
130-H10, Paradise, CA 95967. 


BUILD — five-digit, ohms, capacitance, frequency, 
pulse, multimeter. Board, and Instructions $9.95. 
BAGNALL ELECTRONICS, 179 May, Fairfield, CT 
06430. 


1 X-Y Scanner Kll 

1 for your Laser ^ 



♦ 2 Lissojous Oscilolors d 


♦ 2 Audio inputs 2 Golvo's O 

♦ Computer interface 

♦ Fun to build and use 1 ! 

QQ??.. 

y y 900/20 

SiliconV «IW<^ Surplus 
415-582-6602 

1273 Indstrl-prkwy W. bldg 460 
Hayward Ca. 94544-7025 

■MIWliMiaBi 

iwiiiniaigniawHaHiiM 


DAZER personal protectors! Lasers! AM/FM/in- 
frared transmitters! Detectors! More! Kits/as- 
sembied. Catalog $2.00. QUANTUM RESEARCH, 
16645-113 Avenue, Edmonton, Alberta T5M 2X2. 

SURVEILLANCE - Audio/video/infra-red/laser. 
Law enforcement, industrial, private. 500 item cata- 
log $7.00. SECURITY SYSTEMS, 3017F Hudson, 
New Orleans, LA 70131. 


REMOTE car starter plan. 30 pgs. Universal. Sim- 
ple. Works! $12.75 SCHLITZER, 414 Alva, Grand 
Prairie, TX 75051. 


SURVEILLANCE schematic book. Real equip- 
ment you can build! $9.95, VHS, 815 Louisa Drive, 
Santa Rosa, CA 95404. 

UNIDEN BC200/205XLT. Restore locked-out fre- 
guencies. Simple! Plans $5.00 S.A.S.E. BOB 
STEELE, PO Box 392, Medford, MA 02155. 

CHRISTMAS star. Design for an 8 point sequenc- 
ing star. Schematics, PCB layout and part sources 
included. $10.00, CONTINUOUS CONCEPTS, PO 
Box 60414, San Diego, CA 92166. CA residents add 
7% tax. 


GERNSBACK — 1932, two tubes, plug-in coils, DX, 
shortwave radio. Free plan. BOB RYAN, PO Box 
3039, Anaheim, CA 92803. 

SURVEILLANCE transmitter kits tune from 65 to 
305 MHz. Mains powered duplex, telephone, room, 
combination telephone/room. Catalog with Popular 
Communications, Popular Electronics and Ra- 
dio-Electronics book reviews of “Electronic 
Eavesdroppping Equipment Design,’’ $2.00. 
SHEFFIELD ELECTRONICS, 7223A Stony Island 
Ave., Chicago, IL 60649-2806. 


TUBES - 2000 TYPES 
DISCOUNT PRICES! 

Early, hard-to-find, and modern tubes. 
Also transformers, capacitors and 
parts for tube equipment. Send $2.00 
for 28 page wholesale catalog. 

ANTIQUE ELECTRONIC SUPPLY 

6221 S. Maple Ave. • Tempe. AZ 85283 • 602-820-5411 . 
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POPULAR ELECTRONICS 


CABLE DESCRAMBLERS 
OAK M35B COMBO S3S.95 


Jerrold, Zenith, Hamlin, Sci. Atlanta, Pioneer 
& MORE! OUR PRICES ARE BELOW WHOLESALE! 

CABLE-H PLUS 

14417 Chase St. #481 -B Panorama City, CA 91402 
1-800-822-9955 • Other Info. 1-818-785-4500 
NO CALIF. SALES - DEALERS WANTED 


LIGHTING — portable lighting system, perfect for 
stage lighting, exhibits or special events. Plans/ap- 
plication notes $5.50. ACS, 6220 Shallowford Rd. 
#152, Chattanooga, TN 37421. 


TURN your C-64 into a motion controller and sen- 
sor! Schematic & plans send $9.00 to: UNITED 
ELECTRONICS, INC., 39 Ora St., Pittsfield, MA 
01201. 


SATELLITE TV descrambler. Build your own. Easy 
to follow instructions, parts list, circuit board and 
wiring diagram. Send: $9.95. ABG ENTER- 
PRISES, 27081 C, Halifax, NS, Canada, B3H-4M8. 

AUTOMOTIVE electrical system monitor 1C con- 
trolled with case. Complete kit $6.95. Assembled 
$9.95. S&H $3.00. NY residents add tax. V R ELEC- 
TRONICS CORP., PO Box 313, Flushing, NY 11365. 
(718) 357-9091. 




ELECTRONIC 
ASSEMBLY BUSINESS 


Start home, spare time. Investment knowledge or 
experience unnecessary. BIG DEMAND assem- 
bling electronic devices. Sales handled by profes- 
sionals. Unusual business opportunity. 

FREE: Complete illustrated literature 
BARTA PE-00 Box 248 
Walnut Creek. Calif. 94597 


BUSINESS OPPORTUNITIES 


YOUR own radio station! Licensed/unlicensed. 
AM, FM, TV, cable. Information $1.00 BROAD- 
CASTING, Box 130-H10, Paradise, CA 95967. 

EASY work! Excellent pay! Assemble products at 
home. Call for information (504) 641-8003 Ext. 
5730. 

MAKE $50.00/hr working evenings or weekends in 
your own electronics business. Send for free facts. 
MJPI INDUSTRY, Box 531, Bronx, NY 10461. 

MAKE $75,000.00 to $250,000.00 yearly or more 
fixing IBM color monitors. No investment, start 
doing it from your home (a telephone required). 
Information, USA, Canada $2.00 cash for bro- 
chure, other countries $10.00 US funds. RAN- 
DALL DISPLAY, Box 2168-H, Van Nuys, CA 
91404, USA. Fax (818) 990-7803. 

HOME assembly work available! Guaranteed easy 
money! Free details! HOMEWORK-P, Box 520, 
Danville, NH 03819. 


UNLIMITED income operating your own business. 
Opportunity is knocking. F^ree information: 
JUPITER ENTERPRISES, PO Box 541782 Dept. 
R, Dallas, TX 75354-1782. 

$ DISTRIBUTORS needed $. New mini satellite 
antenna. Tremendous demand. 100% profit. No ex- 
perience necessary. Serious inquiries only. 1 (800) 
762-7952 Ex 774 24 hours. 

HUGE profits best home businesses. Free details 
two 29 cent stamps. RCF, Box 177-P, Mastic, NY 
11950. 


MONEY! Money! Money! Booklet outlines 30 meth- 
ods to make and save money through credit cards, 
taxes, coupons, etc. $7.95 D.D.B. ENTERPRISES, 
PO Box 59287, Pittsburgh, PA 15210. 


pGreat money in VCR repair!*] 

I Home study. Learn high-profit repairs 
. without investing in high-tech instruments. 

I FREE BOOKLET: 800-223-4542. 

■ Name I 

Address. ^ 

■ City State Zip 

The School of VCR Repair, 2245 Perimeter 
I^Park, Dept. VL341 Atianta, Georgia 30341 




ANNOUNCING: 

AN END 
TO 

HIGH MONTHLY 
CABLE FEES! 


All Jerrold, Oak, Hamlin, Zenith, Scientific At- 
lanta, Magnavox and all specialized cable equip- 
ment available for shipment within 24 hours. For 
fast service MC/VISA or C.O.D. telephone or- 
ders accepted. 60 Day Guarantee (Quantity Dis- 
counts). Send self-addressed Stamped enve- 

1 - 800 - 232-5017 

CO.D. ORDERS 
ACCEPTED 




ca 


CABLE-TRONICS. INC. 

1304 E. Algonquin Road Suite 501 
Algonquin, Illinois 60102 


BEST BY NAIL 

Rates: Write National, Box 5, Sarasota, FL 34230 
HEALTH & BEAUTY 

SHOCKING REPORT REVEALS lies your gynecologist 

tells about vaginal infections/health! $9.69. MEDIFAX, 
Box 53(PE), Franklin, VT 05457. 

LOSE WEIGHT WHILE Sleeping! Revolutionary! No 
Dieting/Exercise! Free Hawaiian Vacation For Trying. 
1-800-937-3096X121. 

HAIR LOSS? INFORMATION about new treatments. 
Peter Proctor, MD 1-800-926-1752. 

FINANCIAL 

CASH LOANS UNSECURED to $10,000, No Credit 
Check. 1-800-388-8878, Dealer Inquiries Welcome. 

1% INTEREST LOANS; No Limit! No Refusal 
Guarantee! Write: JEF, Box 2342-(PE), Ada, OK 74820. 

MONEYMAKING OPPORTUNITIES 

$48,900 INCOME and HAWAII!! Free Report: 480(PE), 
Hawi, Hawaii, 96719. 

■ OF INTEREST TO ALL 

VCR REPAIR - TECHNICIANS’ SECRETS REVEALED. Do 

it yourself, literally save hundreds. Complete easy to 
follow manual. Includes 800 numbers of all major 
manufacturers for ordering parts direct. 
Schematics/Diagrams. More. $9.95 to: ACME VCR 
REPAIR, 2104 Renwick Lane, Antioch, CA 94509. 

SAVE YOUR BATTERY. Order New Headlight Reminder. 
Easy to install. $3: DC Distributors, 31 V 2 Cedar St., New 
Castle, AL 35119. 



-Or -Ir -Or 'K PRESENTING -Or -Or -Or -Or 

CABLE TV 





-Or -Or -Or -Or -Or STARRING -Or -Or -Or -Or -Or 


JERROLD, HAMUN, OAK 

AND OTHER FAMOUS MANUFACTURERS 


• FINEST WARRANTY PROGRAM AVAILABLE 

• LOWEST RETAIL /WHOLESALE PRICES IN U.S. 

• ORDERS SHIPPED FROM STOCK WITHIN 24 HRS. 

• ALL MAJOR CREDIT CARDS ACCEPTED 

FOR FREE CATAUXi ONLY 1 - 800 - 345-8927 
V^FOR ALL INFORMATION 1 - 818 - 709 - 9 ^ 


PACIFIC CABLE CO., INC. 
7325V2 Reseda Blvd.. Dept. 2007 
Reseda. CA 91335 


T.V. FILTERS 


T.V. notch filters, phone recording equipment, bro- 
chure $1.00. MICRO THinc., Box 63/6025, 
Margate, FL 33063. (305) 752-9202. 


WANTED 


INVENTORS! Confused? Need help? Call IMPAC 
for free information package. USA/Canada: 1 (800) 
225-5800. (24 hours!). 


ANTIQUE RADIO CLASSIFIEp 
Free Sample! " * 

Antique Radio's 
Largest Circulation Monthly. 

Articles, Ads & Classifieds. 

6-Month Trial: $15. 1-Yr: $27($40-1st Class). 
A.R.C., P.O. Box 802-L8, Carlisle, MA 01741 



INVENTIONS/new products/ideas wanted: Call 
TLCI for free information/inventors Newsletter 1 
(800) 468-7200 24 hours/day — USA/Canada. 

WANTED: McIntosh and Marantz tube type Hi-Fi 
and old JBL, Altec, Tannoy, Electro- Voice Patrician 
and Western Electric speakers. JOHN, 1 (800) 
356-4434. 


WANTED Eprom erasure and copier or help in find- 
ing a kit (618) 271 -1 727. 


EDUCATION/INSTRUCTION 


VCR repair. Save money — make big profits! Learn 
how from How to Keep Your VCR Alive. “This de- 
tailed, step-by-step manual enables anyone with no 
previous knowledge or experience to fix most VCR 
problems easily, quickly, and Inexpensively with a 
few simple tools.” — Small Press Review. Highly 
recommended by Popular Electronics, Modern 
Electronics, Popular Communications, Electronic 
Servicing, Videomaker, Library Journal, and many 
other electronics and video magazines “Far better 
than Viejo at 1/7 the cost.” 400+ page book, with 
724 illustrations, plus professional head-cleaning 
tool, $24.95. Check B. Daltons and Waldenbooks. 
Or write WORTHINGTON PUBLISHING, PO Box 
16691H, Tampa, FL 33687-6691. Or call 1 (800) 
233-8277 toll-free for Visa or MC. Money-back satis- 
faction guarantee! 

LEARN color television in 2hrs VHS-tape work- 
book NTSC $37.00 +$3.50 guaranteed. 
WILLIAMSON LABS, 6613 Lynndale Dr., Raleigh, 
NC 27612. (919) 848-8955. 

LEARN electronics & digital. Teach yourself with 
the Crash Course in Electronics Technology ($21 .95 
plus $2.50 S&H) and Crash Course in Digital Tech- 
nology ($19.95 plus $2.50 S&H). Programmed self 
study texts. Good introduction, refresher or update. 
Both $37.75 plus $4.00 S&H. Send check or money 
order to TSI, 6050 NW 68th Street, Parkland, FL 
33067. 


FREE CATALOG! 
1 - 800 - 648-7938 


JERROLD HAMLIN OAK ETC 


CABLE TV 


DESCRAMBLERS 


• Special Dealer Prices! 

• Compare our Low Retail Prices! 

• Guaranteed Prices & Warranties! 

• Orders Shipped immediately! 

REPUBLIC CABLE PRODUCTS, INC. 

4080 Paradise Rd. #15, Dept.PE1091 
Las Vegas, NV 89109 
For all other information (702) 362-9026 


CONVENTIONS 

THE Greater Louisville Hamfest and Comput- 
er Convention. Saturday, September 28, and 
Sunday September 29, 1991. New and used 
equipment, forums and testing. For addi- 
tional information write Post Office Box 
34444-R Louisville, KY 40232-4444 or call 
(502) 964-1132. 


CABLE EQUIPMENT 


CABLE TV secrets — the outlaw publication the 
cable companies tried to ban. HBO, Movie Channel, 
Showtime, descramblers, converters, etc. Sup- 
pliers list included. $9.95. CABLE FACTS, Box 711- 
H, Pataskala, OH 43062. 
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SOUND EFFECTS GADGET 

(Continued from page 77) 


allows you to install the microphone in 
the tube and mount the board to the 
outside of the tube. The speaker must 
be attached to the circuit by a 3-foot 
(or longer) length of speaker wire. That 
is done to help prevent the micro- 
phone from picking up vibrations from 
the speaker; otherwise the resulting 
feedback would produce a constant 
hum that won't stop until power is re- 
moved from the circuit. 

Although a switch is not included in 
the schematic diagram (Fig. 2) be- 
cause a 9-volt battery Is easy enough 
to connect and disconnect, one can 
be Included in the circuit between the 
battery and the circuit. But be advised 
that if you want to install the board and 
the battery In a case of their own, 
where they'll be out of sight, then you'll 
need the switch. 

Once the board is assembled, check 
your work for proper wiring and solder- 
ing, and then connect the battery and 
test the circuit. You should hear the 
sound of your voice coming from the 
speaker when you talk into the micro- 
phone. Actually, you only have to talk 
near the microphone and it will pick it 
up — electret microphones are ex- 
tremely sensitive. If you have a problem, 
it's likely that you've made a mistake in 
assembling the board or left out a con- 
nection, rather than a defective com- 
ponent. Upon initial power-up of the 
prototype, it didn't work. It turned out 
that a connection was missed; as soon 
as the connection was made, the unit 
worked. 

After you're sure that the amplifier 
board is working properly, it is time to 
prepare the tube, the spring, the cups, 
and the tacks. First cut the tube to 
length. Ifs a good idea to wrap tape 
around the ends of the tube to prevent 
it from unraveling. Now you can paint 
the tube if you wish. Next, take the larger 
cup, and make sure that it is fitted inside 
one of the smaller cups. There should 
be a space of at least an inch between 
the two bottoms. Cut off the portion of 
the larger cup that sticks out of the 
smaller one. 

Separate the two cups and, with a 
sharp object, pierce the bottom of the 
larger cup from the inside out, but only 
make the hole large enough to fit the 
end of a tapered object, such as a 
pushbutton pen. Make sure that the ta- 
pered object is smaller than the diame- 


ter of the microphone at one end and 
larger than It at the other. Enlarge the 
hole in small Increments, testing the fit 
of the microphone as you go (see Fig. 
4A). Then, when the microphone can 
be snugly fit into the hole, push It in and 
wrap a narrow piece of tape around it 
and the paper that was pushed out of 
the hole to hold the microphone in 
place (see Fig. 4B). 

Test fit the two smaller cups in the 
ends of the tube, and approximate the 
distance between the bottoms of the 
two cups. Bend the tips of the thumb 
tacks to form hooks and Insert them in 
the bottoms of the smaller cups (as 
shown In Fig. 3). Then stretch the spring 
so that ifs just slightly shorter than the 
distance between the bottoms of the 
cups. Now, holding one of the cups in 
an upright position, hang the spring 
from the hook and lower it into the tube 
as shown in Fig. 5. Grab the free end of 
the spring with your fingers, a tweezer, 
or long-nose pliers, and pull it far 
enough out of the tube to hook to the 
other cup, and slowly slide that cup Into 
the tube. 

The spring should now be slightly 
stretched between the two cups, yet 
loose enough so that it can easily vi- 
brate. The tube can now be tested on 
Its own, by merely talking into one of the 
cups. It should add an unusual echo 
and rattle to your voice. You may have 
to experiment by stretching the spring 
to different lengths; If you accidentally 
make it too long, cut off the extra length 
and make a new loop in the end using 
pliers. 

After the tube is working to your satis- 
faction, you should stretch each cup 
out of the tube and put a small drop of 
glue where the spring is hooked onto 
the tacks. That way, the spring won't 
snap off the hooks if you give the tube a 
sudden knock. Now insert the cup with 
the microphone attached to it into one 
end of the tube. Apply power to the 
amplifier circuit, and speak into the end 
of the tube thafs opposite the micro- 
phone. The sound should be quite un- 
usual. 

Now you can mount the board and 
the battery inside a small project case 
or cardboard box, and attach it to the 
outside of the tube. Otherwise, a simple 
rubber band can be used to hold the 
circuit board and battery to the tube. 
As for the speaker, it can be mounted 
inside some kind of case if you like. Just 
make sure that ifs acoustically trans- 
parent so that it does not muffle the 
sound. ■ 


FUN WITH 
ELECTRONICS 



□ 160— COIL DESIGN & 
CONSTRUCTION MANUAL 
.... $5.95. How to make RF. IF, 
audio and power coils; chokes 
and transformers. Practically 
every possible type is dis- 
cussed. 


□ PCP113— THE PC MUSIC 
HANDBOOK .... $13.95. 

Learn the basics of computer 
music systems. For the pro- 
fessional musician, gifted am- 
ateur or just plain curious. 




□ BP297— LOUDSPEAK- 
ERS FOR MUSICIANS .... 
$6.25. Loudspeaker design 
from the musician’s point of 
view! All you need to know, 
and you should be able to de- 
sign your own after reading 
this. 


□ BP277— HIGH POWER 
AUDIO AMPLIFIER CON- 
STRUCTION .... $6.25. Here’s 
background and practical de- 
sign information on high power 
audio amplifiers capable of 
300 ±400 watts r.m.s. You’ll 
find MOSFET and bipolar out- 
put transistors in inverting and 
non-inverting circuits. 






□ BP302— A CONCISE 
USER’S GUIDE TO LOTUS 
1-2-3 RELEASE 3.1 .... $6.25. 

If you are a PC user and want 
to upgrade to Lotus 1 -2-3 re- 
lease 3.1 , this book can teach 
you how to do that in the short- 
est and most effective way. 


□ BP298— A CONCISE IN- 
TRODUCTION TO THE MAC- 
INTOSH SYSTEM AND 
FINDER .... $6.25. This intro- 
duction for those new to the 
Mac, this book also serves as 
a quick refresher for experi- 
enced owners that have not 
used the machine in some 
time. 



MAIL TO; Electronic Technology Today, Inc. 

RO. Box 240 

Massapequa Park. NY 11762-0240 

SHIPPING CHARGES IN USA AND CANADA 


$30.01 to $40.00 .$5.50 
$40.01 to $50.00 .$6.50 
$50.01 and above . $8.00 


$0.01 to $5.00 ...$1.50 
$5.01 to $10.00 ..$2.50 
$10.01 to $20.00 .$3.50 
$20.01 to $30.00 .$4.50 

SORRY, No orders accepted outside of USA and 
Canada 

Total price of merchandise $ 

Shipping (see chart) $ 

Subtotal $ 

Sales Tax (NYS only) $ 

Total Enclosed $ 
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Address . 
City 


-State . 


-Zip. 
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WIRELESS VOICE 

(Continued from page 35) 

chrihanish station started sending. Its 
signal was weak, but the Machrlhanish 
station was heard at Brant Rock. For the 
first time In history, 1wo-way wireless tele- 
graphy had spanned the Atlantic 
Ocean! 

The exchange of messages between 
the two stations continued fairly reg- 
ularly for several weeks, depending on 
the condition of the ionosphere. The 
onset of summer made regular com- 
munications Impossible at the frequen- 
cies used. Trans-Atlantic communica- 
tion was not resumed until October 
1906. The communication capabilities 
of the Fessenden system were demon- 
strated for several months to a number 
of scientific, commercial, and military 
observers until the antenna at the Ma- 
chrlhanish station was destroyed by a 
fierce storm. 

Other exciting developments were 
also occurring at Brant Rock during the 
late summer of 1906. The Alexanderson- 
deslgned alternator was delivered and 
tests were begun. Again, neither the fre- 
quency produced nor the output 
power met specifications. Fessenden 
would have to redesign the alternator 


himself. The alternator was rebuilt in 
NESCO's shop incorporating Fes- 
senden's numerous modifications. Fi- 
nally, in the fall of 1906, approximately 
500 watts of output power at a frequen- 
cy of 75 kHz was obtained. 

Successful wireless telephony was es- 
tabllshed between Brant Rock and 
Plymouth, a distance of 11 miles. Com- 
munications also took place between 
Brant Rock and a small fishing boat lo- 
cated In the ocean 12 miles away. Fes- 
senden, however, had a much grander 
demonstration in mind. 

The First Broadcast. Numerous ships 
at sea were using the Fessenden liquid- 
barretter receiving system, some legal- 
ly and many Illegally as far as patent 
rights were concerned. That provided 
Fessenden with a golden opportunity 
for his demonstration. The ships were 
notified by telegraph from Brant Rock to 
listen for a special transmission on 
Christmas Eve in that year of 1906, but 
no hint was given concerning what the 
transmission might be. 

At the appointed hour, the radio op- 
erators on the ships were amazed to 
hear Reginald Fessenden's voice. Next 
came phonograph music followed by 
a violin solo performed by Fessenden. A 
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reading of the Christmas story from the 
Bible and an announcement that a 
similar transmission was planned for 
New Year's Eve concluded the first wire- 
less broadcast in history. 

The listeners were encouraged to 
send In reception reports to Brant Rock. 
Reports of the Christmas Eve broadcast 
were received from ships as far away as 
Norfolk, Virginia. The New Year's Eve 
transmission was received In the West 
Indies. 

Amazing as Fessenden's wireless tele- 
phony demonstrations were, the world 
did not beat a path to his door. Telegra- 
phy was more reliable for long-dis- 
tance commercial and military mes- 
sage-handling purposes. No need 
existed for wireless telephony in 1906. 

Commercial broadcasting to homes 
would not be recognized as econom- 
ically practical until after World War I. 
Then, relatively easy-to-operate and re- 
liable receivers could be produced at 
a price the public could afford. In addi- 
tion, means for generating large 
amounts of power at higher, more 
effective frequencies were available. 
"Radio" broadcasting as we know it to- 
day, nevertheless, can trace its begin- 
nings to that 1906 Fessenden broad- 
cast from Brant Rock, Massachusetts. ■ 
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The Importance 
Of Setting 
Standards. 


Wt, 


rithout standardization in electronics, 
television wouldn’t be seen, radio wouldn’t be heard, computers 
wouldn’t share information. 


Fortunately the Electronic Industries Association (EIA) has been setting 
electronics standards since 1924 for eveiything from early tube radios 
to today’s cellular telephones and stereo TV’s. 

Standards create markets and Jobs. Today EIA, an Internationally accred- 
ited standards making body, is helping to make HDTV a reality by working 
with the federal government and other industry organizations, to deveiop a 
timely, uniquely American transmission standard. For home automation, 
EIA also is close to completing a standard which will permit all home 
electronic products to communicate with each other. 


Our more than 1,000 member companies are manufacturers representing 
every facet of the American electronics Industry— from defense 
to consumer products. 

EIA is proud of the contributions it has made through its standards making 
process toward the growth and vitality of the U.S. electronics Industries. 


Setting the standard for more than 66 years. 
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Ceuntersurveillance 


Never before has so much 
professional information on the art 
of detecting and eliminating 
electronic snooping devices — and 
how to defend against experienced 
information thieves — been placed 
in one VMS video. If you are a 
Fortune 500 CEO, an executive in 
any hi-tech industry, or a novice 
seeking entry into an honorable, 
rewarding field of work in 
countersurveillance, you must 
view this video presentation again 
and again. 

Wake up! You may be the victim of 
stolen words — precious ideas that would 
have made you very wealthy! Yes, profes- 
sionals, even rank amateurs, may be lis- 
tening to your most private con- 
versations. 

Wake up! If you are not the victim, 
then you are surrounded by countless vic- 
tims who need your help if you know how 
to discover telephone taps, locate bugs, or 
“sweep” a room clean. 

There is a thriving professional service 
steeped in high-tech techniques that you 
can become a part of! But first, you must 
know and understand Countersurveilance 
Technology. Your very first insight into 
this highly rewarding field is made possi- 
ble by a video VHS presentation that you 
cannot view on broadcast television, sat- 
ellite, or cable. It presents an informative 
program prepared by professionals in the 
field who know their industry, its tech- 
niques, kinks and loopholes. Men who 
can tell you more in 45 minutes in a 
straightforward, exclusive talk than was 
ever attempted before. 

Foiling Information Thieves 

Discover the targets professional 
snoopers seek out! The prey are stock 
brokers, arbitrage firms, manufacturers, 
high-tech companies, any competitive 
industry, or even small businnesses in the 
same community. The valuable informa- 
tion they filch may be marketing strat- 
egies, customer lists, product formulas, 
manufacturing techniques, even adver- 
tising plans. Information thieves eaves- 
drop on court decisions, bidding 
information, financial data. The list is 
unlimited in the mind of man — es- 
pecially if he is a thief! 

You know that the Russians secretly 
installed countless microphones in the 
concrete work of the American Embassy 
building in Moscow. They converted 
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what was to be an embassy and private 
residence into the most sophisticated re- 
cording studio the world had ever 
known. The building had to be torn 
down in order to remove all the bugs. 

Stolen Information 
The open taps from where the informa- 
tion pours out may be from FAXs, com- 
puter communications, telephone calls, 
and everyday business meetings and 
lunchtime encounters. Businessmen need 
counselling on how to eliminate this in- 
formation drain. Basic telephone use cou- 
pled with the users understanding that 
someone may be listening or recording 
vital data and information greatly reduces 
the opportunity for others to purloin 
meaningful information. 


RADIO-ELECTRONICS VIDEO OFFER P E 

500-B Bi-County Blvd. 

Farmingdale, NY 11735 

Please rush my copy of the Countersurveillance Techniques 
Video VHS Cassette for $49.95 plus $4.00 for postage and 
handling. 

No. of Cassettes ordered 

Amount of payment $ 

Bill my □ VISA □ MasterCard 

Card No. 

Expire Date / 

Signature 

Name 

Address 

City State ZIP 

All payments in U.S.A. funds. Canadians add $4.00 per 
VHS cassette. No foreign orders. New York State residents 
add applicable sales tax. 


The professional discussions seen on 
the TV screen in your home reveals how 
to detect and disable wiretaps, midget 
radio-frequency transmitters, and other 
bugs, plus when to use disinformation to 
confuse the unwanted listener, and the 
technique of voice scrambling telephone 
communications. In fact, do you know 
how to look for a bug, where to look for a 
bug, and what to do when you find it? 

Bugs of a very small size are easy to 
build and they can be placed quickly in a 
matter of seconds, in any object or room. 
Today you may have used a telephone 
handset that was bugged. It probably 
contained three bugs. One was a phony 
bug to fool you into believing you found a 
bug and secured the telephone. The sec- 
ond bug placates the investigator when 
he finds the real thing! And the third bug 
is found only by the professional, who 
continued to search just in case there were 
more bugs. 

The professional is not without his 
tools. Special equipment has been de- 
signed so that the professional can sweep 
a room so that he can detect voice-acti- 
vated (VOX) and remote-activated bugs. 
Some of this equipment can be operated 
by novices, others require a trained coun- 
tersurveillance professional. 

The professionals viewed on your tele- 
vision screen reveal information on the 
latest technological advances like laser- 
beam snoopers that are installed hun- 
dreds of feet away from the room they 
snoop on. The professionals disclose that 
computers yield information too easily. 

This advertisement was not written by 
a countersurveillance professional, but by 
a beginner whose only experience came 
from viewing the video tape in the pri- 
vacy of his home. After you review the 
video carefully and understand its con- 
tents, you have taken the first important 
step in either acquiring professional help 
with your surveillance problems, or you 
may very well consider a career as a coun- 
tersurveillance professional. 

The Dollars You Save 

To obtain the information contained in 
the video VHS cassette, you would attend 
a professional seminar costing $350-750 
and possibly pay hundreds of dollars more 
if you had to travel to a distant city to 
attend. Now, for only $49-95 (plus 
$4.00 P&H) you can view Countersur- 
veillance Techniques at home and take 
refresher views often. To obtain your 
copy, complete the coupon below or call 
toll free. 


